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PLUMBING DETAILS
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# Description Date

BALL VALVE

CHECK VALVE
PRESSURE GAUGE

PRESSURE GAUGE
TEMPERATURE GAUGE

Y-PATTERN STRAINER
BALL VALVE

AQUASTAT, COORDINATE
CONTROLS WITH WATER
HEATER CONTROLS

RECIRCULATING PUMP

HWC BACK FROM HOT
WATER LOOP, SEE PLAN
FOR SIZE

HWC BACK TO WATER
HEATER, SEE PLAN FOR
SIZE

CIRCUIT BALANCING VALVE

RECIRCULATING PUMP DETAIL
SCALE: NTS

1/4" / 1'-0"

PITCH UP

2" 45° ELBOW

2" 90° ELBOW

MAIN

SANITARY TEE
2"x2"x1 1/2"

CABINET TOP
PLUMBING FIXTURE

DEEP SEAL "P" TRAP

CLEANOUT PLUG

2" SANITARY TEE
2" VENTED
TO MAIN LONG SWEEP FITTING

(TYPICAL 2)

2" FOOT VENT

ISLAND VENT DETAIL
SCALE: NTS

FLOOR

NOTE:
REFER TO PLANS FOR VTR PIPE SIZES
AND LOCATIONS. LOCATE VTR
MINIMUM TEN FEET HORIZONTAL OR
THREE FEET VERTICAL ABOVE ANY
BUILDING OPENING OR FRESH AIR
INTAKE, AND ONE FOOT FROM ANY
VERTICAL SURFACE. PROVIDE 1"
FIBERGLASS INSULATION WITH
ALL-SERVICE JACKET ON VENT PIPE
INSIDE BUILDING WITHIN SIX FEET OF
VENT THRU ROOF LOCATION. VERIFY
FLASHING AND COUNTERFLASHING
WITH ROOFING CONTRACTOR.

PROVIDE ONE PIECE SPUN ALUMINUM BASE
WITH, GRADUATED STEPPED PVC BOOT, AND
ADJUSTABLE STAINLESS STEEL CLAMPS. SET
BASE IN BED OF MASTIC

PROVIDE SLEEVE IF REQUIRED BY
TYPE OF ROOF DECK

PROVIDE PIPE INCREASER WHERE REQUIRED
TO MAKE MINIMUM 3" VENT THRU ROOF

REFER TO ARCHITECT'S DRAWING FOR
APPLICATION OF VENT PIPE BOOT
INSTALLATION WITH ROOFING MATERIAL

ANCHOR PIPE TO ROOF DECK OR
JOISTS WITH U-BOLT AROUND PIPE
AND ANGLE IRON WELDED OR
SCREWED TO DECK OR JOIST

HUBLESS PIPE CONNECTORS ON
CAST IRON PIPE

ROOF DECK

ROOF INSULATION

MINIMUM 12"
ABOVE ROOF

MINIMUM 12"
BELOW ROOF

VENT THRU ROOF DETAIL
SCALE: NTS

4" PIPE UP TO GRADE

CONC. THRUST BLOCK

12"

WYE FITTING

#5 REBAR CONT. (TYP.)

FINISH GRADE

THREADED BRONZE OR
PVC TAPERED PLUG

ADJUST TO FINISH FLOOR ELEVATION.
SEE SPECIFICATIONS FOR
APPROPRIATE CAP.

TWO PIECE THREADED
ADJUSTABLE HOUSING

1/8 BEND FITTING

1" AIR GAP (MIN)

FLOOR SINK/DRAIN

WASTE PIPING

FLOOR

DRAIN PIPING FROM
EQUIPMENT.

NOTE:
DRAIN PIPING SHALL TERMINATE OVER THE
OPEN PORTION OF THE FLOOR SINK WHEN
HALF GRATING IS PROVIDED.

DRAIN PIPING FROM
EQUIPMENT.

ONE-WAY GRADE CLEANOUT DETAIL
SCALE: NTS

INDIRECT WASTE CONNECTION DETAIL
SCALE: NTS

CAP

HARD WATER SOFT WATER

BALL VALVE
TYP.

NOTES:
1. MAXIMUM 5 PSI DROP ACROSS SYSTEM AT ALL TIMES.
2. SYSTEM TO BE INSTALLED ON 4"THICK CONCRETE

HOUSEKEEPING PAD. COORDINATE WITH C.G.
3. ROUTE BACKWASH PIPING TO INDIRECT CONNECTION AT FLOOR

SINK IN FRONT OF SOFTENERS.

SOFTENER
BRINE TANK

BYPASS VALVE
(NORMALLY CLOSED)

WATER SOFTENER DETAIL
SCALE: NTS

STAINLESS STEEL
FLEXIBLE HOSE.

WATER HEATER DETAIL
SCALE: NTS

GAS LINE OF ROOF,
SEE PLAN FOR SIZE

GAS PRESSURE REGULATOR
RATED FOR 2 PSI INLET
PRESSURE AND ADJUSTED TO
REQUIRED EQUIPMENT
OPERATING PRESSURE

TO EQUIPMENT GAS SHUT-OFF
VALVE

UNION

DIRT-LEG

TEST NIPPLE

ROOF TOP UNIT GAS REGULATOR DETAIL
SCALE: NTS

CONDENSATE DRAIN

ROOF DECK

DIRT LEG

GAS LINE

GAS SHUT-OFF

ROOF PIPING SUPPORT
BLOCK

ROOF TOP UNIT GAS / CONDENSATE DETAIL
SCALE: NTS

ICE MAKER DETAIL
SCALE: NTS

D
SOFTENER

BRINE TANK

GWH-2GWH-1

STORAGE
TANK

CIRCULATION
PUMP

WILO
RECIRCULATION
PUMP

SEE WATER
SOFTENER DETAIL
FOR ADDITIONAL
INFORMATION.

CW INTO BUILDING

CW TO FIXTURES
GAS

(SEE PLANS)HW TO FIXTURES
HWC

(SEE PLANS)

THERMOMETER

PRESSURE
TANK RELIEF
VALVE

H
W

C C
W

CWH
W

HW

ISOLATION
VALVE (TYP)

CONDENSATE
TO DRAIN.

DIELECTRIC
UNION (TYP)

CHECK VALVE
(TYP)

Y-STRAINER

CIRCUIT SETTER
SET TO 4 GPM.

A.S.M.E. RATED
EXPANSION
TANK

FLUE & INTAKE
TO EXTERIOR

CHECK VALVE
(TYP)

PRESSURE
RELIEF VALVE

G

PROVIDE 3/4" COLD WATER
SUPPLY CONCEALED IN
PARTITION; STUB OUT AND
PROVIDE SHUTOFF VALVE.

PROVIDE STRAINER AND
DOUBLE CHECK VALVE
BACKFLOW PREVENTER PER
SPECIFICATIONS AND
SCHEDULE. LOCATE PER
LOCAL REQUIREMENTS FOR
ACCESSIBILITY.

IF FURNISHED WITH ICE
MACHINE, INSTALL WATER
FILTER ASSEMBLY PER
MANUFACTURER'S
INSTRUCTIONS, WHERE
EASILY ACCESSIBLE.

PROVIDE FLOOR SINK WHERE
SHOWN ON FLOOR PLANS.

PIPING ARRANGEMENT SHOWN IS SCHEMATIC.  ADJUST AS
REQUIRED TO SUIT ACTUAL INSTALLATION CONDITIONS AND
MEET RECOMMENDATIONS OF EQUIPMENT MANUFACTURERS.

FILTERED COLD WATER
SUPPLY TO OTHER
EQUIPMENT IF/AS SHOWN ON
FLOOR PLAN.

PROVIDE WATER HAMMER
ARRESTER, PDI SIZE "A".

PROVIDE ADAPTER AND SIX
FOOT TYPE "K" SOFT COPPER
TUBING, OR REINFORCED
FOOD GRADE PLASTIC
TUBING (SIZE OF CUBER
WATER INLET) AND CONNECT
TO CUBER WATER INLET.

CONNECT TO CUBER AND ICE
BIN DRAIN OUTLETS AS
REQUIRED.

REFER TO "INDIRECT DRAIN"
DETAIL FOR MORE
INFORMATION.

CUBER

ICE BIN

D

D

GAS CONNECTION TO KITCHEN EQUIPMENT DETAIL
SCALE: NTS

EYELET FASTENERS ON WALL AND EQUIPMENT.

SPRING HOOK EACH END

RESTRAINING CHAIN (CABLE), 44" LONG

APPLIANCE NIPPLE, BY FOOD SERVICE CONTRACTOR. (F.S.C.)

THREADED ELBOW

FLEX-CON CONNECTOR 48" LONG
AVTEC 50-GAS-S 1/2", OR AVTEC 75-GAS-S 3/4"

GAS PIPE RACKED ALONG WALL, SEE PLANS FOR SIZES.

THREADED ELBOW

GAS COCK WITH HANDLE

AVTEC #50-GAS-QD 1/2" QUICK DISCONNECT (95MBH MAX.)
AVTEC #75-GAS-QD 3/4" QUICK DISCONNECT (225 MBH MAX.)

SODA RACK CARBONATOR RPZ DETAIL
SCALE: NTS

ROUTE 1/2" FILTERED WATER
DISCHARGE FROM THE SCALE
INHIBITOR INTO THE WALL TO
THE ICE MACHINES AND MISC.
BEVERAGE FIXTURES

WALL MOUNTED
SCALE INHIBITOR
FILTRATION SYSTEM

INSTALL WALL MOUNTED
USC APPROVED SS RPZ
COMPLETE WITH AIR GAP
FITTING AND DRAIN LINE
TO APPROVED RECEPTOR
AS SHOWN

PROVIDE 2"Ø PIPE
THROUGH WALL (FINISH
TO FINISH) FOR ROUTING
OF CHEMICAL TUBING TO
THE SERVICE SINK

MOP BASIN FLOOR SINK

ROUTE 1/2" DOMESTIC
WATER SUPPLY OUT
OF WALL TO THE
FILTRATION SYSTEM

WALL MOUNTED
FILTRATION SYSTEM

SODA SYRUP LINES
(BY OTHERS)

ROUTE 1/2" FILTERED
WATER SUPPLY TO THE
BAG-N-BOX STATION,
NO COPPER PIPING
DOWNSTREAM OF RPZ

SODA BAG-N-BOX RACK
(BY OTHERS)

WALL MOUNTED
CLEANING CHEMICAL
DISPENSER SYSTEM

SODA SYRUP LINES SHALL
BE BUNDLED BELOW THE
CEILING AND EXTEND
OVERHEAD TO DISPENSERS

TRENCH DRAIN ABOVE DWELLING
BELOW DETAIL (EPOXY FLOOR)
SCALE: NTS

FLOOR SINK ABOVE DWELLING
BELOW DETAIL (EPOXY FLOOR)
SCALE: NTS

CLAMPING DEVICE

DOME STRAINER

DOUBLE DRAINAGE FLANGE
WITH WEEPHOLES

NOTE:
DRAIN LINES SHALL BE A MINIMUM OF ONE SIZE
LARGER THAN THE EQUIPMENT CONNECTION SIZE.

IF THE DRAIN IS INSTALLED ON AN ELEVATED
STORY OR ABOVE ANOTHER DWELLING, WATER
PROOFING MEASURES MUSH INCREASE. IF FLOOR
SINK DOES NOT HAVE SIDE CLAMPING FOR
MEMBRANE, MEMBRANE MUST BE GLUED TO THE
SIDE OF THE DRAIN WITH WATER PROOF ADHESIVE.

EPOXY FLOOR FINISH

EXISTING CONCRETE FLOOR

WATER PROOF CAULKING

CONCRETE ANCHOR

1/8" GALVANIZED STEEL
PLATE

TRENCH DRAIN GRATE

EPOXY FLOOR FINISH

EXISTING CONCRETE FLOOR

WATER PROOF CAULKING

CONCRETE ANCHOR

1/8" GALVANIZED STEEL
PLATE

CONCRETE BACKFILL FOR FLOOR
SINK SETTING.

OVER CUT FLOOR TO
ALLOW FOR BACKFILLING.

WATER BARRIER.  GC AND PC TO
INSURE NO WATER CAN PASS
BEYOND THIS LINE.

FLEXIBLE SEALANT BETWEEN
SINK AND EPOXY
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