
SET MONUMENT CPT 1/2 RB ORG CAP

SET MONUMENT SPT 1/2 RB ORG CAP

FOUND MONUMENT RB 5/8 PINK FLAGGING NO CAP LEANS SOUTH SHOT
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PROPOSED FACILITIES CENTER1 STORY
11,715 SQFT
FFE: 1365.00'
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EXISTING RECYCLING CENTER
ASSUMED F.F.E. = 1263.00'
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Parcel ID: 02-00037-002
CITY OF ROGERS

Zoning: I-2

PARCEL ID: 02-00038-000
OPAL DIANNE WALKER

SURVEYED
TOP OF VALVE
NUT = 1359.02'

4:
1

5:
1

4:1

3:1

4:
1

4:
1

6:
1

8:
1

3:1

1.92%

1.
70

%

1.
88

%

2.22%

2.24%

2.
93

%

1360

1361

1362

1360

13
60

13
6013

60
13

61

13
62

13
60

1361

13
60

FL=1360.49

FL=1358.50

FL=1357.11

FL=1356.62

FL=1362.39FL=1364.48

FL=1361.68

FL=1359.68

FL=1358.95

TC=1364.47

TC/TP=1363.51

TC/TP=1363.33

TC=1362.12

TC/TP=1362.53

TC/TP=1362.01

TC/TP=1362.23

HFG/TC/TP=1363.16

HFG/TC/TP=1363.43

TC/TP=1364.83
TC/TP=1364.45

TC/TP=1363.36

TC/TP=1362.90

TC=1363.35

TC=1362.62

TC=1362.59

TC=1362.79

TC=1362.96

TC=1363.53

TC=1364.29

TC=1364.38

TC=1364.78

TP=1364.91

TP=1364.71

TP=1362.85

TP=1362.79

TP=1363.97

TP=1362.95

TC=1364.08

TC=1363.81

LFG=1363.43

LFG=1363.16

TW/ME=1363.15±

TW/ME=1363.41±

TW/ME=1363.09±

TW/ME=1363.91±
TW/ME=1363.94±

TW=1364.92

TW=1364.94
TW=1364.82

TW=1364.57

TW/ME=1363.47±

TW=1363.30

TW/ME=1362.96±

GR/ME=1355.00±

GR/ME=1358.99±

GR/ME=1363.00±

GR/ME=1362.00±

FL/ME=1359.82±

GR/ME=1362.00±

GR/ME=1364.00±

GR/ME=1366.00±

HFG/TC/TP=1363.35

LFG=1361.26

TC=1363.13

TW=1364.75

TW=1364.73

TW/TC/TP=1364.73

TP=1364.40

TC=1363.05
TC=1363.01

TC/TP=1362.05

TP=1364.84

HFG/TC/TP=1363.19

LFG=1362.47

1.00%

TP=1364.32
TP=1364.24

TP=1364.15

TW/TC/TP=1364.64
TW/TC/TP=1364.56

TW=1364.96
TW=1364.96

TW=1364.95

TW=1364.93

TW=1364.93

TW=1364.93

FL=1358.59

FL=1359.45

FL/ME=1358.00±

TW=1362.01

TC/TP=1362.98 TC/TP=1363.24

TW/TC=1364.01

TW/TC=1362.81
1364

1363

1363

TP=1364.81

TP=1364.81

TP=1364.78

TP=1364.82

TP=1364.82

TP=1364.78

GR=1363.81

GR=1364.78

GR=1364.83

GR=1363.75

abcdefghjklmnop

0
1

2
3

4
5

6
7

8
9

NOT FOR

CONSTRUCTION

10
4 

N 
EA

ST
 A

VE
NU

E
FA

YE
TT

EV
IL

LE
, A

RK
AN

SA
S 

72
70

1 
| 4

79
.9

66
.4

87
1

©
 2

02
5 

DE
M

X 
AR

CH
IT

EC
TU

RE

05/04/2026

RO
GE

RS
 F

AC
IL

IT
IE

S 
DE

PA
RT

ME
NT

22
95

 N
. A

RK
AN

SA
S 

ST
, R

OG
ER

S,
 A

RK
AN

SA
S,

 72
75

6

A 
NE

W
 B

UI
LD

IN
G 

FO
R 

TH
E

025-04961
BID SET

3537 N. Steele Boulevard
Suite 310
Fayetteville, AR 72703

olsson.com
TEL  479.443.3404
FAX  479.443.4340

Olsson - Engineering
Arkansas COA #1010

20' 40'10'0'
SCALE IN FEET

LEGEND
RIGHT-OF-WAY LINE
PROPERTY LINE
BUILDING SETBACK
LANDSCAPE BUFFERYARD
EXISTING UTILITY EASEMENT
PROPOSED UTILITY EASEMENT

1. ALL ELEVATIONS ARE TO NORTH AMERICAN VERTICAL DATUM (N.A.V.D. 1988).

2. STRIPPINGS ARE TO BE STOCKPILED ON-SITE AS DIRECTED BY THE ENGINEER. FOLLOWING THE COMPLETION OF THE GRADING, THIS TOPSOIL SHALL BE USED AS FILL MATERIAL ON ALL LANDSCAPED AREAS. IF STOCKPILE IS
INACTIVE FOR MORE THAN 14 DAYS, STABILIZE OR PROTECT THE PERIMETER AS SHOWN ON SHEET CX.X.

3. ALL HERBACEOUS VEGETATION SHALL BE REMOVED FROM WITHIN THE LIMITS OF THE GRADING AND REDISTRIBUTED WITH THE TOPSOIL AS OUTLINED IN NOTE #2.

4. CONTRACTOR SHALL USE CAUTION AROUND ANY EXISTING UTILITIES LOCATED ONSITE. THEY SHALL BE RESPONSIBLE FOR THE REPAIRS OF SUCH STRUCTURES WHEN BROKEN OR OTHERWISE DAMAGED BY THE NEW
CONSTRUCTION.

5. THE PROPOSED CONTOURS REPRESENT TOP OF SLAB IN PAVEMENT AREAS AND FINISHED GRADE IN ALL OTHER AREAS. QUANTITIES DO NOT TAKE INTO ACCOUNT CORE-OUT OR ANY OVER-EXCAVATION.

6. CONTRACTOR SHALL ADDRESS ANY GRADING RECOMMENDATIONS IDENTIFIED IN THE GEOTECHNICAL INVESTIGATION. PRIOR TO MOVING OFF THE JOB THE CONTRACTOR SHALL NOTIFY THE ENGINEER TO DO A FINAL
WALK-THROUGH OF THE CONSTRUCTION SITE.

7. THE EXISTENCE AND LOCATION OF UNDERGROUND UTILITIES, PIPES AND STRUCTURES SHOWN ON THESE PLANS WERE OBTAINED BY A SEARCH OF AVAILABLE RECORDS AND TO THE BEST OF OUR KNOWLEDGE
CONSTITUTES ALL KNOWN FACILITIES. HOWEVER, THE CONTRACTOR IS REQUIRED TO TAKE DUE PRECAUTIONARY MEASURES TO PROTECT ANY EXISTING UTILITIES OR STRUCTURES LOCATED AT THE WORK SITE. IT IS THE
CONTRACTOR'S RESPONSIBILITY TO CONTACT AN UNDERGROUND LOCATE SERVICE IN ADVANCE OF ANY EXCAVATION FOR THE MARK-OUT OF THE LOCATION OF UTILITIES AND NOTIFICATION OF COMMENCEMENT OF WORK.

8. BEFORE EXCAVATING FOR THIS CONTRACT, THE CONTRACTOR SHALL FIELD VERIFY LOCATION OF UNDERGROUND UTILITIES. CONTRACTOR SHALL MAKE EXPLORATORY EXCAVATIONS AND LOCATE EXISTING UNDERGROUND
UTILITIES SUFFICIENTLY AHEAD OF CONSTRUCTION TO PERMIT REVISIONS TO PLANS IF REVISIONS ARE NECESSARY BECAUSE OF ACTUAL LOCATION OF EXISTING FACILITIES.

9. CONTRACTOR SHALL BE RESPONSIBLE FOR THE MAINTENANCE OF THE SEDIMENT CONTROL BARRIERS FOR A PERIOD OF 1 YEAR OR UNTIL THEY ARE RELEASED FROM THIS RESPONSIBILITY BY THE ENGINEER, WHICHEVER
PERIOD IS SHORTER.

10. ALL ITEMS REMOVED SHALL BE DISPOSED OFF SITE BY THE CONTRACTOR AS PER CITY OF ROGERS REQUIREMENTS.

11. IN ALL LOCATIONS WHERE NEW PAVEMENT ABUTS EXISTING, SAW CUT EXISTING PAVEMENT AS NECESSARY TO PROVIDE A SMOOTH TRANSITION AT THE JOINT. MATCH EXISTING GRADES AT THE JOINT IN ALL LOCATIONS.

12. CONTRACTOR SHALL FINISH GRADE SLOPES AS SHOWN NO STEEPER THAN 1 FOOT VERTICAL IN 3 FEET HORIZONTAL.

13. IN ALL LOCATIONS WHERE NEW PAVEMENT ABUTS EXISTING, SAW CUT EXISTING PAVEMENT AS NECESSARY TO PROVIDE A SMOOTH TRANSITION AT THE JOINT. MATCH EXISTING GRADES AT THE JOINT IN ALL LOCATIONS.

EXISTING CONTOUR
PROPOSED STORM LINE
SLOPE ARROW
BREAK IN GRADE/DRAINAGE PATH
SWALE FLOWLINE

GRADING NOTES

PROPOSED CONTOUR

TP=1360.00 TOP OF PAVEMENT

TC=1360.00 TOP OF CURB EG=1360.00 EXISTING GRADE

LP=1360.00 LOW POINT

GR=1360.00 GREENSPACE

HP=1360.00 HIGH POINT

ME=1360.00 MATCH EXISTING

KEYNOTES:

TW=1360.00 TOP OF WALK

HFG=1360.00 HIGH FINISH GRADE

LFG=1360.00 LOW FINISH GRADE

MODIFY EXISTING DRY DETENTION POND FOR ADDITIONAL POND AND
OUTFALL INFORMATION SEE DETAIL SHEET C7.1

NOTE: FOR AN ENTIRE LIST OF STORMWATER STRUCTURES SEE
DRAINAGE PLAN SHEET C3.1

1A

PROPOSED STORM LINE B
SEE SHEET C3.1 FOR DETAILS

PROPOSED STORM LINE C
SEE SHEET C3.1 FOR DETAILS
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PROPOSED STORM LINE D
SEE SHEET C3.2 FOR DETAILS

TREE PROTECTION SEE C5.2
FOR MORE INFORMATION

CONTRACTOR TO COORDINATE WITH
BLACK HILLS ENERGY AND LOCATE

EXISTING GAS LINE PRIOR TO
CONSTRUCTION OF STORM LINE


