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PMEL AND AIS SHOP – ROOMS 14 AND 20
· CUT OUT 7 FOOT X 7.5 FOOT OPENING BETWEEN THE TWO SHOPS AND INSTALL A DOUBLE STEEL DOOR.
· DEMO OLD CARPET AND INSTALL NEW CARPET.
· [bookmark: _GoBack]DEMO OLD SUSPENDED GRID CEILING AND TILES, AND REPLACE WITH A NEW ONE.
· INSTALL LIGHTING SYSTEM.
POD SHOP – ROOM 26
· INSTALL NEW SUSPENDED GRID CEILING AND TILES, FIRE SPRINKLER SYSTEM, AND LIGHTING.
· CONNECT HVAC DUCTS TO TWO EXISTING OUTLETS AT THE TOP OF THE NORTH WALL, AND INSTALL 10 VENTS.
· INSTALL 15 COLUMNS TO HOUSE ELECTRICAL LINES FOR FOUR DESKS PER COLUMN.
· RUN TWO ELECTRICAL LINES FROM PANEL THROUGH THE CEILING AND TO THE BASE OF EACH COLUMN.
·  CONNECT FOUR ELECTRICAL LINES TO THE BASE OF EACH COLUMN, WITH TWO POWER OUTLETS ON EACH LINE. (FOUR DESKS/FOUR LINES/2 POWER OUTLETS EACH LINE/ PER COLUMN) 
· INSTALL CARPET.
· PAINT WALLS.
POD SHOP – ROOM 29
· INSTALL NEW SUSPENDED GRID CEILING AND TILES, FIRE SPRINKLER SYSTEM, AND LIGHTING.
· CONNECT HVAC DUCTS TO EXISTING OUTLETS AT THE EXPOSED PLENUM AT TOP OF THE SOUTH WALL, AND INSTALL 12 VENTS.
· INSTALL 10 COLUMNS TO HOUSE ELECTRICAL LINES FOR FOUR DESKS PER COLUMN.
· RUN TWO ELECTRICAL LINES FROM PANEL THROUGH THE CEILING AND TO THE BASE OF EACH COLUMN.
·  CONNECT FOUR ELECTRICAL LINES FROM THE BASE OF EACH COLUMN, WITH TWO POWER OUTLETS ON EACH LINE. (FOUR DESKS/FOUR LINES/2 POWER OUTLETS ON EACH LINE/ PER COLUMN) 
· INSTALL CARPET.
· FRAME IN THE LARGE ROLL-UP DOOR OPENING WITH A STUD WALL REINFORCED WITH A REBAR GRID FOR SECURITY.  INSTALL A DOUBLE STEEL DOOR IN THIS WALL.
· INSTALL THREE 10’ X 10’ ROOMS IN NORTH WEST CORNER OF ROOM.
· PAINT WALLS.
INSTALL NEW WOMENS LATRINE – RM 5
· INSTALL THREE TOILET STALLS, ONE SHOWER, TWO SINKS, AND ONE MIRRER.
· INSTALL TILE FLOORING.
· PAINT WALLS.
RENOVATE MENS LATRINE
· REPLACE THREE TOILETS AND THREE STALLS.
· REPLACE TWO URINALS.
· REPLACE TWO SINKS AND CABINETS.
· REPLACE FLOOR TILING.
· PAINT WALLS.
RENOVATE ROOMS 21,22,23,24,25,27,AND28
· DEMOLISH CONCRETE BLOCK WALLS AROUND ROOM 25 AND ROOM 23.
· DEMOLISH WOODEN FRAMED ROOM ADJACENT TO ROOM 23.
· DEMOLISH THE CONCRETE REBAR REINFORCED WALLS AROUND THE SAFE ROOM – ROOM 24.
· REMOVE THE SAFE DOOR FROM ROOM 24 AND PLACE INTO STORAGE.
· DEMOLISH THE HALLWAY STUD WALL IN FRONT OF ROOMS 23,24,AND 25.
· DEMOLISH FLOOR TILE IN HALLWAY AND ROOM 25.
· INSTALL VINYL TILE IN AREA ONCE OCCUPIED BY ROOMS 23,24,25, AND THE HALLWAY.
· REMOVE OLD CARPET AND SUSPENDED CEILING GRID AND TILES.
· INSTALL NEW CARPET AND SUSPENDED CEILING GRID AND TILES. 
· INSTALL A BREAK AREA CABINET, SINK, AND COUNTER TOP WHERE ROOM 25 WAS OCCUPIED.
· INSTALL 12 COLUMNS TO HOUSE ELECTRICAL LINES FROM THE CEILING TO THE FLOOR.
· INSTALL TWO ELECTRICAL LINES FROM PANEL TO THE BASE OF EACH COLUMN.
· CONNECT FOUR ELECTRICAL LINES TO THE BASE OF EACH COLUMN, WITH TWO POWER OUTLETS ON EACH LINE. (FOUR DESKS/4 LINES/2 POWER OUTLETS ON EACH LINE/ PER COLUMN)
· USE EXISTING LIGHTING.
· PAINT THE WALLS.

