A

AC

AF
AF.F.
AF.G.
AHU
AIC
AL
APPROX.
ARCH.
AT
ATS
AWG

B/
BLDG
BSMT

C

C/B
CCT
CH
CLG
CLOS.
COL.
COMM.
COMP.
CONC.
CORR.
CT

Cu
CWP

DED.
DIA.
DISC.
DN
DP
DS

DWG(S)

EA.
E.C.
EF
ELEC.
EM

EQ.
EQUIP.
EUH
EX
EXT.

FA
FACP
FL
FT

GA
GALV.
GB
G.C.
GEN.
GFl
GND

H-0-A
HP

HTG

HV
HVAC
HW
HWP

Hz

IG

ABBREVIATIONS

AMPERE

ALTERNATING CURRENT

AMPERE FRAME

ABOVE FINISHED FLOOR

ABOVE FINISHED GRADE

AIR HANDLING UNIT

AMPERE INTERRUPTING CAPACITY
ALUMINUM

APPROXIMATE

ARCHITECT/ARCHITECTURAL
AMPERE TRIP

AUTOMATIC TRANSFER SWITCH
AMERICAN WIRE GAGE

BOTTOM
BUILDING
BASEMENT

CONDUIT

CIRCUIT BREAKER
CIRCUIT

CHILLER

CEILING

CLOSET

COLUMN
COMMUNICATIONS
COMPRESSOR
CONCRETE

CORRIDOR

CURRENT TRANSFORMER
COPPER

CHILLED WATER PUMP

DEDICATED

DIAMETER
DISCONNECT

DOWN

DISTRIBUTION PANEL
DISCONNECT SWITCH

DRAWING(S)

EACH
ELECTRICAL CONTRACTOR
EXHAUST FAN

ELECTRIC(AL)
EMERGENCY

EQUAL

EQUIPMENT

ELECTRIC UNIT HEATER
EXISTING

EXTERIOR

FIRE ALARM

FIRE ALARM CONTROL PANEL
FLOOR

FOOT, FEET

GAUGE

GALVANIZED

GROUND BAR

GENERAL CONTRACTOR
GENERAL OR GENERATOR
GROUND FAULT INTERRUPTER
GROUND

HAND—-OFF-AUTO

HORSEPOWER

HEATING

HIGH VOLTAGE

HEATING VENTILATION AND AIR CONDITIONING
HOT WATER

HOT WATER PUMP

HERTZ

ISOLATED GROUND

J or JB

kVA
kV
kW

LP
LTG
LTS
LV

MAX.
MCB
MCC
MDP
MDS
MECH.
MFR
MIN.
MLO
MSD
MTD
MTS

M/S

N
N.C.
NF
N.I.C.
N.O.
N.T.S.

0.C.

P

PB

PH or ¢
PNL

PT

PVC
PWR

RECEPT.
REF.
REV.
RGSC
RM(S)
RPM

SHT
SPECS
SW
SWBD
SWGR

TEMP.
TYP.

UH
U.N.O.

Vv

VA
VFD
V.LF.

W

w/
W/0
WP

XFMR

JUNCTION BOX

KILO-VOLT AMPERE
KILOVOLTS
KILOWATTS

LIGHTING PANEL
LIGHTING

LIGHTS

LOW VOLTAGE

MAXIMUM

MAIN CIRCUIT BREAKER
MOTOR CONTROL CENTER
MAIN DISTRIBUTION PANEL
MAIN DISCONNECT SWITCH
MECHANICAL
MANUFACTURER

MINIMUM

MAIN LUGS ONLY

MAIN SERVICE DISCONNECT
MOUNTED

MANUAL TRANSFER SWITCH
MOTOR STARTER

NEUTRAL OR NEW

NORMALLY CLOSED (DE—ENERGIZED)
NON—-FUSED

NOT IN CONTRACT

NORMALLY OPEN (DE-ENERGIZED)
NOT TO SCALE

ON CENTER

POLE OR PUMP

PUSH BUTTON or PULLBOX
PHASE

PANEL

POTENTIAL TRANSFORMER
POLYVINYL CHLORIDE
POWER

RECEPTACLE
REFERENCE

REVISION

RIGID GALVANIZED STEEL CONDUIT
ROOM(S)

REVOLUTIONS PER MINUTE

SHEET
SPECIFICATIONS
SWITCH
SWITCHBOARD
SWITCHGEAR

TEMPORARY
TYPICAL

UNIT HEATER
UNLESS NOTED OTHERWISE

VOLTS

VOLT-AMPERE

VARIABLE FREQUENCY DRIVE
VERIFY IN FIELD

WATT OR WIRE
WITH

WITHOUT
WEATHERPROOF

TRANSFORMER

SYMBOL LEGEND
PANELBOARD—-SURFACE MTD

|

Y, 33%% | R [T] TRANSFORMER

1 or [M] METER
or (@ JUNCTION BOX

PULL BOX — SIZE AS REQUIRED
SURGE PROTECTION DEVICE
VARIABLE FREQUENCY DRIVE

MOTOR, "X” DENOTES HORSEPOWER

DISCONNECT SWITCH: NON—FUSED
MAGNETIC MOTOR STARTER

COMBINATION MAGNETIC MOTOR STARTER &

! DISCONNECT SWITCH: FUSED
iy
X
<
NON—FUSED DISCONNECT SWITCH

————————— UNDERGROUND CONDUIT OR DEMOLITION

EXISTING CONDUIT & WIRING TO REMAIN
NEW EXPOSED CONDUIT

CONCEALED CONDUIT & WIRE RUN

—|"— EXPOSED CONDUIT & WIRE RUN
ﬂ[\ ISOLATED GROUND WIRE
(O

FLEXIBLE CONDUIT

O————  CONDUIT ROUTED UP
C CONDUIT ROUTED DOWN
—]lIt~ GROUND CONNECTION

DETAIL NUMBER

[ # DETAIL TAG

SHEET NUMBER

OR O\L AUTOMATIC TRANSFER SWITCH

—& >—  PANEL MOUNTED CIRCUIT BREAKER

—o _»o—  NON-FUSED DISCONNECT SWITCH

—o0 >—_/—  FUSED DISCONNECT SWITCH

«—3& >—>> DRAW-OUT CIRCUIT BREAKER

—o o)) COMBINATION MOTOR STARTER/

NON—-FUSED DISCONNECT SWITCH

[ e ] GROUND BAR

10.

11.

12.
13.
14.
15.

16.

17.

18.

19.

20.

GENERAL NOTES

THE ELECTRICAL INSTALLATION WORK SHALL COMPLY WITH ALL LOCAL, STATE AND NATIONAL CODES, LAWS AND
ORDINANCES APPLICABLE TO ELECTRICAL WORK.

ELECTRICAL CONTRACTOR SHALL VISIT JOBSITE AND VERIFY EXISTING CONDITIONS PRIOR TO BIDDING AND SHALL
INCLUDE IN BID ALL NECESSARY COSTS TO CONSTRUCT THIS PROJECT, IN ACCORDANCE WITH THE INTENT OF THE
ELECTRICAL DRAWINGS, SPECIFICATIONS AND ALL APPLICABLE CODES.

ALL MATERIAL AND EQUIPMENT FURNISHED AND INSTALLED UNDER THIS CONTRACT SHALL BE FREE FROM
DEFECTS AND SHALL BE GUARANTEED FOR A PERIOD OF ONE YEAR FROM DATE OF FINAL ACCEPTANCE BY THE
OWNER OR HIS REPRESENTATIVE. SHOULD ANY TROUBLE DEVELOP DURING THIS PERIOD DUE TO FAULTY
WORKMANSHIP, MATERIAL OR EQUIPMENT, THE CONTRACTOR SHALL FURNISH ALL NECESSARY MATERIALS AND
LABOR TO CORRECT THE PROBLEM AT NO ADDITIONAL COST TO THE OWNER.

ALL ELECTRICAL MATERIALS AND EQUIPMENT SHALL BE LISTED BY UNDERWRITER'S LABORATORIES.

ALL WORK TO BE EXECUTED IN A WORKMANLIKE MANNER AND SHALL PRESENT A NEAT, MECHANICAL APPEARANCE
WHEN COMPLETED.

ELECTRICAL CONTRACTOR SHALL BE RESPONSIBLE FOR ALL CUTTING AND PATCHING RELATED TO ELECTRICAL
WORK, UNLESS NOTED OTHERWISE.

ALL BRANCH CIRCUIT CONDUCTORS SHALL BE COPPER TYPE 'THWN' #12 AWG MINIMUM.
UPON COMPLETION OF THE WORK, THE INSTALLATION SHALL BE FREE FROM GROUNDS AND SHORT CIRCUITS.
ELECTRICAL CONTRACTOR SHALL FURNISH "AS-BUILT" DRAWINGS TO THE OWNER UPON COMPLETION OF THE JOB.

ELECTRICAL SHALL INCLUDE ALL LABOR, MATERIALS AND EQUIPMENT REQUIRED, INCLUDING BUT NOT LIMITED TO,
COMPLETE ELECTRICAL SYSTEMS POWER AND LIGHTING, CONTROL WIRING, GROUNDING, ETC. AS INDICATED ON THE

ELECTRICAL DRAWINGS AND/OR REQUIRED BY GOVERNING CODES.

THE NOTE, SPECIFICATION OR CODE, WHICH PRESCRIBES AND ESTABLISHES THE HIGHEST STANDARD OF
PERFORMANCE, SHALL PREVAIL IN THE EVENT OF ANY CONFLICT OR INCONSISTENCY BETWEEN ITEM SHOWN ON

THE PLANS AND/OR SPECIFICATIONS.

ELECTRICAL CONTRACTOR SHALL VERIFY VOLTAGES AND HORSEPOWER RATINGS FOR ALL MECHANICAL EQUIPMENT.
EQUIPMENT AND CONTROL WIRING SHALL BE FURNISHED AND/OR INSTALLED BY E.C.

ALL STARTERS SHALL BE FURNISHED WITH THREE (3) OVERLOAD RELAYS.

PRIOR TO SUBMITTING BID, VERIFY EXISTING SITE CONDITIONS, ELECTRICAL SERVICE REQUIREMENTS AND THE EXACT
SERVING UTILITY POINTS OF CONNECTION.

E.C. SHALL FURNISH AND INSTALL ALL SWITCHES, CONDUIT, WIRE AND BOXES. SWITCHBOARDS, PANELBOARDS,

VARIABLE FREQUENCY DRIVES (VFD), MOTOR STARTERS AND TRANSFORMERS SHALL BE FURNISHED BY
KROESCHELL, BUT RECEIVED AND INSTALLED BY ELECTRICAL CONTRACTOR.

CONDUIT TRADE SIZES 1-1/4" AND LARGER, SHALL BE TERMINATED WITH GROUNDING BUSHINGS. GROUNDING
BUSHINGS SHALL BE BONDED TO GROUND CONDUCTOR IN CONDUIT. WHERE NO GROUND CONDUCTOR EXIST, THE
BUSHING SHALL BE BONDED TO THE PANELBOARD GROUND BAR WITH A #10 AWG THWN Cu CONDUCTOR MINIMUM

SIZE. CONDUITS 1" OR SMALLER SHALL HAVE PLASTIC BUSHINGS.

IN ALL ROOMS WHERE WORK OCCURS, CONTRACTOR SHALL REPLACE MISSING JUNCTION BOX AND WIREWAY
COVERS, PROVIDE KNOCK—-OUT FILLERS IN ANY ELECTRICAL EQUIPMENT IN THE ROOM AND PROVIDE SUPPORT FOR
ALL NEW AND EXISTING CONDUITS.

CONTRACTOR SHALL REMOVE ALL ABANDONED CONDUITS, RACEWAYS, JUNCTION BOXES AND OTHER ELECTRICAL
EQUIPMENT. ALL CONDUITS OR RACEWAYS LEAVING THE ROOM SHALL BE CUT-OFF AT THE WALL AND CAPPED.

VARIOUS SYMBOLS AND ABBREVIATIONS MAY NOT BE APPLICABLE TO THIS PROJECT. CONTRACTOR SHALL VERIFY.

SHEET PLOTTED FULL SIZE = 24"X36”
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