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Product Description:

Streamline® Copper Tube for use in plumbing and mechanical applications. Available sizes (Type K, L, M, & DWV) ranging from 
¼” to 8” in diameter. All tube shall be manufactured in the United States.

Material:

Streamline® Copper Tube is manufactured from UNS C12200 grade of copper.

Key Specifications:

Streamline® Copper Tube (Type K, L, M) shall conform to the NSF/ANSI/CAN 61 Annex G requirements and is manufactured to 
meet ASTM B88. Copper drainage tube (DWV) is made to meet  ASTM B306. Copper refrigeration coils, ACR/Nitrogenized 
straight lengths and line sets are made to meet the chemical,  mechanical, cleanness and eddy current testing requirements of the 
applicable specifications of ASTM B280. Coils are manufactured to 060 temper, and straight lengths are manufactured to H58 
temper. 

Installation:

Installations shall comply with the latest applicable building codes for the local jurisdiction. For detailed installation instructions,  
consult the Copper Developement Association at copper.org.

References:

	






99.9% Pure Copper (can be used for potable water)
Safe Drinking Water Act (third party certification) 
Seamless Copper Water and Gas Tube (Type K, L, M) 
Seamless Copper Tube for Air Conditioning and Refrigerants 
Seamless Drainage Tube Code (DWV)
Safe Drinking Water (Lead Content)

COPPER TUBE FOR PLUMBING AND 
MECHANICAL APPLICATIONS

Job Name Contractor

Job Location Wholesaler

Engineer Streamline® Rep

MADE IN USA

Copper [tube or fitting] UNS C12000 has been evaluated by NSF International to NSF/ANSI/CAN 61 for use in drinking water supplies of pH 6.5 and 
above. Drinking water supplies that are less than pH 6.5 may require corrosion control to limit leaching of copper into the drinking water.

Buckstaff Bathhouse

Hot Springs, Arkansas

Alvine Engineering

Comfort Systems USA (Arkansas), Inc.
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COPPER TUBE DATA
Streamline® Copper Tube sets the standard for quality, consistency and service in the plumbing industries.  With a full line 
of copper tube products to support most all plumbing supply and DWV applications, Streamline® Copper Tube is available 
in all common types including Type K, Type L, Type M and DWV. Each piece of tube is incised marked and color coded 
for easy, long lasting identity. Manufactured in accordance with applicable standards, our ongoing commitment to quality 
continues to make Streamline® Copper Tube the preferred and specified brand of industry professionals.

TYPE K RATED WORKING PRESSURE (PSIG)
NOM. DIA. WT/FT FT/BNDL 150°F 200°F 300°F 400°F

1/4 0.145 500 913 860 842 537
3/8 0.269 500 960 904 885 565
1/2 0.344 500 758 713 698 446
5/8 0.418 200 626 589 577 368
3/4 0.641 200 724 682 668 426
1 0.839 100 557 524 513 327

1 1/4 1.04 100 452 425 416 266
1 1/2 1.36 100 420 396 387 247

2 2.06 – 370 348 341 217
2 1/2 2.93 – 338 319 312 199

3 4.00 – 328 308 302 193
3 1/2 5.12 – 311 293 286 183

4 6.51 – 306 288 282 180
5 9.67 – 293 276 270 172
6 13.90 – 295 277 271 173
8 25.90 – 314 295 289 184

TYPE L  
1/4 0.126 500 775 729 714 456
3/8 0.198 500 662 623 610 389
1/2 0.285 500 613 577 565 361
5/8 0.362 200 537 505 495 316
3/4 0.455 200 495 466 456 291
1 0.655 100 420 395 387 247

1 1/4 0.884 100 373 351 344 219
1 1/2 1.14 100 347 327 320 204

2 1.75 – 309 291 285 182
2 1/2 2.48 – 285 269 263 168

3 3.33 – 270 254 248 159
3 1/2 4.29 – 258 243 238 152

4 5.38 – 249 235 230 147
5 7.61 – 229 215 211 135
6 10.2 – 213 201 196 125
8 19.3 – 230 216 212 135

Tables give computed allowable stress for annealed copper tube at indicated temperature to provide worst case scenario.  System designer 
should account for fitting and joining methodology to determine actual system ratings. 

Distributed by Mueller Streamline Co. • 150 Schilling Blvd., Suite 201, Collierville, TN 38017 • 800-348-8464 • www.muellerstreamline.com • April 2022
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Product Description: 

Streamline® Wrot Copper Pressure and DWV fittings for use in plumbing or mechanical applications. Available sizes ranging from 
¼” to 8” in diameter. Product is designed to join ASTM B88 and ASTM B280 Seamless Copper Tube.

Material:

Streamline® Wrot Copper fittings shall be made from material in compliance with UNS C12200 grade of copper.

Key Specifications:

Streamline® Wrot Copper, solder joint, pressure fittings shall conform to the NSF/ANSI 61 Annex G requirements. Wrot copper 
pressure fittings shall be manufactured to meet ASME B16.22 and MSS SP104. Wrot DWV copper fittings shall be made to meet 
ASME B16.29. All threaded fittings conform to ASME B1.20.1.

Installation:

Installations shall comply with the latest applicable building codes for the local jurisdiction. For detailed installation instructions,  
consult the Copper Developement Association at copper.org.

References:

NSF/ANSI 61Annex G	 Safe Drinking Water Act (third party certification)
C12200	 99.9% pure copper 
ASME B16.22	 Wrot Copper and Copper Alloy Solder Joint Pressure Fittings
MSS SP104	 Wrot Copper Solder and Joint Pressure Fittings 
ASME B16.29	 Drain, Waste and Vent (DWV) Fittings
ASME B1.20.1	 Threaded Fittings

Other Applicable Standards:

ASTM B88	 Seamless Copper Water and Gas Tube (Types K, L, M)
ASTM B280	 Seamless Copper Tube for Air Conditioning and Refrigeration

COPPER FITTINGS FOR PLUMBING AND 
MECHANICAL APPLICATIONS
Job Name Contractor

Job Location Wholesaler

Engineer Streamline® Rep

Copper [tube or fitting] UNS C122000 has been evaluated by NSF International to NSF/ANSI 61 for use in drinking water supplies of pH 6.5 and above. 
Drinking water supplies that are less than pH 6.5 may require corrosion control to limit leaching of copper into the drinking water.

Buckstaff Bathhouse

Hot Springs, Arkansas

Alvine Engineering

Comfort Systems USA (Arkansas), Inc.
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Product Description:

Streamline® Copper Tube for use in plumbing and mechanical applications. Available sizes (Type K, L, M, & DWV) ranging from 
¼” to 8” in diameter. All tube shall be manufactured in the United States.

Material:

Streamline® Copper Tube is manufactured from UNS C12200 grade of copper.

Key Specifications:

Streamline® Copper Tube (Type K, L, M) shall conform to the NSF/ANSI/CAN 61 Annex G requirements and is manufactured to 
meet ASTM B88. Copper drainage tube (DWV) is made to meet  ASTM B306. Copper refrigeration coils, ACR/Nitrogenized 
straight lengths and line sets are made to meet the chemical,  mechanical, cleanness and eddy current testing requirements of the 
applicable specifications of ASTM B280. Coils are manufactured to 060 temper, and straight lengths are manufactured to H58 
temper. 

Installation:

Installations shall comply with the latest applicable building codes for the local jurisdiction. For detailed installation instructions,  
consult the Copper Developement Association at copper.org.

References:

	






99.9% Pure Copper (can be used for potable water)
Safe Drinking Water Act (third party certification) 
Seamless Copper Water and Gas Tube (Type K, L, M) 
Seamless Copper Tube for Air Conditioning and Refrigerants 
Seamless Drainage Tube Code (DWV)
Safe Drinking Water (Lead Content)

COPPER TUBE FOR PLUMBING AND 
MECHANICAL APPLICATIONS

Job Name Contractor

Job Location Wholesaler

Engineer Streamline® Rep

MADE IN USA

Copper [tube or fitting] UNS C12000 has been evaluated by NSF International to NSF/ANSI/CAN 61 for use in drinking water supplies of pH 6.5 and 
above. Drinking water supplies that are less than pH 6.5 may require corrosion control to limit leaching of copper into the drinking water.

Buckstaff Bathhouse

Hot Springs, Arkansas

Alvine Engineering

Comfort Systems USA (Arkansas), Inc.
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COPPER TUBE DATA
Streamline® Copper Tube sets the standard for quality, consistency and service in the plumbing industries.  With a full line 
of copper tube products to support most all plumbing supply and DWV applications, Streamline® Copper Tube is available 
in all common types including Type K, Type L, Type M and DWV. Each piece of tube is incised marked and color coded 
for easy, long lasting identity. Manufactured in accordance with applicable standards, our ongoing commitment to quality 
continues to make Streamline® Copper Tube the preferred and specified brand of industry professionals.

TYPE K RATED WORKING PRESSURE (PSIG)
NOM. DIA. WT/FT FT/BNDL 150°F 200°F 300°F 400°F

1/4 0.145 500 913 860 842 537
3/8 0.269 500 960 904 885 565
1/2 0.344 500 758 713 698 446
5/8 0.418 200 626 589 577 368
3/4 0.641 200 724 682 668 426
1 0.839 100 557 524 513 327

1 1/4 1.04 100 452 425 416 266
1 1/2 1.36 100 420 396 387 247

2 2.06 – 370 348 341 217
2 1/2 2.93 – 338 319 312 199

3 4.00 – 328 308 302 193
3 1/2 5.12 – 311 293 286 183

4 6.51 – 306 288 282 180
5 9.67 – 293 276 270 172
6 13.90 – 295 277 271 173
8 25.90 – 314 295 289 184

TYPE L  
1/4 0.126 500 775 729 714 456
3/8 0.198 500 662 623 610 389
1/2 0.285 500 613 577 565 361
5/8 0.362 200 537 505 495 316
3/4 0.455 200 495 466 456 291
1 0.655 100 420 395 387 247

1 1/4 0.884 100 373 351 344 219
1 1/2 1.14 100 347 327 320 204

2 1.75 – 309 291 285 182
2 1/2 2.48 – 285 269 263 168

3 3.33 – 270 254 248 159
3 1/2 4.29 – 258 243 238 152

4 5.38 – 249 235 230 147
5 7.61 – 229 215 211 135
6 10.2 – 213 201 196 125
8 19.3 – 230 216 212 135

Tables give computed allowable stress for annealed copper tube at indicated temperature to provide worst case scenario.  System designer 
should account for fitting and joining methodology to determine actual system ratings. 
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Product Description: 

Streamline® Wrot Copper Pressure and DWV fittings for use in plumbing or mechanical applications. Available sizes ranging from 
¼” to 8” in diameter. Product is designed to join ASTM B88 and ASTM B280 Seamless Copper Tube.

Material:

Streamline® Wrot Copper fittings shall be made from material in compliance with UNS C12200 grade of copper.

Key Specifications:

Streamline® Wrot Copper, solder joint, pressure fittings shall conform to the NSF/ANSI 61 Annex G requirements. Wrot copper 
pressure fittings shall be manufactured to meet ASME B16.22 and MSS SP104. Wrot DWV copper fittings shall be made to meet 
ASME B16.29. All threaded fittings conform to ASME B1.20.1.

Installation:

Installations shall comply with the latest applicable building codes for the local jurisdiction. For detailed installation instructions,  
consult the Copper Developement Association at copper.org.

References:

NSF/ANSI 61Annex G	 Safe Drinking Water Act (third party certification)
C12200	 99.9% pure copper 
ASME B16.22	 Wrot Copper and Copper Alloy Solder Joint Pressure Fittings
MSS SP104	 Wrot Copper Solder and Joint Pressure Fittings 
ASME B16.29	 Drain, Waste and Vent (DWV) Fittings
ASME B1.20.1	 Threaded Fittings

Other Applicable Standards:

ASTM B88	 Seamless Copper Water and Gas Tube (Types K, L, M)
ASTM B280	 Seamless Copper Tube for Air Conditioning and Refrigeration

COPPER FITTINGS FOR PLUMBING AND 
MECHANICAL APPLICATIONS
Job Name Contractor

Job Location Wholesaler

Engineer Streamline® Rep

Copper [tube or fitting] UNS C122000 has been evaluated by NSF International to NSF/ANSI 61 for use in drinking water supplies of pH 6.5 and above. 
Drinking water supplies that are less than pH 6.5 may require corrosion control to limit leaching of copper into the drinking water.

Buckstaff Bathhouse

Hot Springs, Arkansas

Alvine Engineering

Comfort Systems USA (Arkansas), Inc.
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PROJECT: CONTRACTOR: DATE:

ENGINEER: SPECIFICATION REFERENCE: SYSTEM TYPE:

LOCATIONS: COMMENTS:

SUBMITTAL INFORMATION 

Scope
Covers black and hot-dipped galvanized electric-resistance welded 
Grade B pipe. Pipe is intended for mechanical and pressure applications 
and is acceptable for ordinary uses in steam, water, gas and air lines. 
Wheatland ASTM A53 is UL Listed and FM Approved, sizes 1" through 
6" nominal, for use in Fire Sprinkler Pipe Applications. Pipe is suitable 
for welding, threading and grooving. Produced to the latest revision of 
ASTM A53 / 53M, Federal Specification WW-P404 and ASME B36.10M.

Manufacture
The weld seam shall be heat treated after welding to a minimum 
of 1400°F or be otherwise processed in such a manner that no 
untempered martensite remains. 

Hot-dipped galvanized
The average weight of zinc coating shall be not less than 1.8 oz. per 
sq. ft. of surface (inside and outside). When galvanized pipe is bent or 
otherwise fabricated to a degree which causes zinc coating to stretch 
or compress beyond the limit of elasticity, some flaking of the coating 
may occur.

Hydrostatic and Nondestructive Electric testing
Hydrostatic inspection test pressures for plain-end pipe are listed in 
Table X 2.2 of the A53 / A53M specification. Test pressures shall be 
maintained for a minimum of five seconds. Nondestructive electric 
testing of the weld seam is required on each length of ERW pipe NPS 2 
and larger.

Chemical Requirements
Composition, max. % 

Carbon
.30

Manganese
1.20

Phosphorus
.05

Sulfur
.045

Copper
.40

Nickel
.40

Chromium
.40

Molybdenum
.15

Vanadium
.08

*The combination of these five elements shall not exceed 1.00%.

Tensile Requirements
TENSILE STRENGTH, MIN. YIELD STRENGTH, MIN. ELONGATION IN 2"

60,000 psi 35,000 psi Refer to A53 table x 4.1

Bending Test (Cold)

NPS DEGREE OF BEND DIAMETER OF MANDREL

2 and under 90° 12x pipe OD

Flattening Test
As a test for ductility of the weld for pipe 2 1/2" NPS and larger, position 
the weld at 0° and alternately at 90° to the direction of force and 
flatten until the OD is 2/3 of the original outside diameter. No cracks 
shall occur along the inside or outside surface of the weld.

Frequency of Tests
Tensile tests are required on one length of pipe from each lot of 500 
lengths or fraction thereof for each size. Refer to A53 specification for 
frequency of flattening tests.

End Finish
Plain End: NPS 2 and larger, STD and XS weights: ends beveled to 
angle of 30°, +5°, -0° with a root face of 1/16" ± 1/32"

Threaded: To ANSI Standard B 1.20.1 
Couplings: To ASTM Standard A 865

Weights and Dimensions Charts

Permissible Variations in Wall Thickness
Minimum wall thickness at any point shall not be more than 12.5% under 
nominal wall thickness specified.

Permissible Variations in Outside Diameter
Pipe NPS 2 and larger shall not vary more than + 1% from the standard 
specified.

Permissible Variations in Weight per Foot
Pipe shall not vary more than + 10% from the standard specified.

Product Marking
Each length of pipe is continuously stenciled to show the manufacturer, 
the grade of pipe (ASTM A53), the kind of pipe E for Electric Resistance 
Welded, B for Grade B, the size, XS for extra strong, and length. Stencil 
markings indicate UL Listing and FM Approval for sizes 1" through 
6" nominal for use in Fire Sprinkler Pipe Applications. Bar coding is 
acceptable as a supplementary identification method.

Standard Steel Pipe
ASTM A53 TYPE E GRADE B PIPE 
Submittal Data Sheet

info@wheatland.com 
wheatland.com
Follow us on Twitter: 
@WheatlandTube

WST-050625

700 South Dock Street 
Sharon, PA 16146
P 800.257.8182 
F 724.346.7260

All information contained herein is accurate as 
known at the time of publication. Wheatland 
reserves the right to change product 
specifications without notice and without 
incurring obligations.

STANDARD (SCH. 40) 
BLACK PLAIN END 
NOMINAL 

SIZE OD
NOMINAL 

WALL WT. / FT.

in. in. lbs.

2" 2.375 .154 3.66

2 1/2" 2.875 .203 5.80

3" 3.500 .216 7.58

4" 4.500 .237 10.88

5" 5.563 .258 14.63

6" 6.625 .280 18.99

8" 8.625 .322 28.58

EXTRA STRONG (SCH. 80) 
BLACK PLAIN END 
NOMINAL 

SIZE OD
NOMINAL 

WALL WT. / FT.

in. in. lbs.

2" 2.375 .218 5.03

2 1/2" 2.875 .276 7.67

3" 3.500 .300 10.26

4" 4.500 .337 15.00

5" 5.563 .375 20.80

Natural Gas 2" and Below to be Threaded
Natural Gas 2-1/2" and Above to be Welded

Buckstaff Bathhouse

Alvine Engineering

Natural Gas Piping Above Grade

Comfort Systems USA (Arkansas), Inc.

221005, 2.7, B.

9/8/2025

Natural Gas Above Grade
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Unions (Class 150, 250, 300)
Fig. 459 Class 300 Union
Fig. 551 Class 300 Union
Fig. 552 Class 300 90° Elbow

PROJECT INFORMATION APPROVAL STAMP
Project:  Approved

Address:  Approved as noted

Contractor:  Not approved

Engineer: Remarks:

Submittal Date: 

Notes 1: 
Notes 2: 

PS-11.16 page 1 PS-SUB-459-551-552-v01 20211110

Anvil® Malleable Iron Fittings

ASC Engineered Solutions™ offers the 
broadest line of malleable iron fitting sizes 
in both black and galvanized finishes. 
Every fitting is manufactured and tested 
to meet ASC's strict quality standards. 
All Anvil Class 150/300 Malleable Iron 
Fittings conform to ASME B16.3 and unions 
conform to ASME B16.39. All elbows and 
tees 3/8" (10 DN) and larger are 100% gas 
tested at a minimum of 100 PSI (6.9 bar).
For Listings/Approval Details and Limitations, visit 
our website at www.asc-es.com or contact an  
ASC Engineered Solutions™ Representative.
See following page for standards and specifications.
Anvil Class 150/300 Malleable Iron Fittings conform 
to ASME B16.3 and Unions conform to ASME B16.39. 
All elbows and tees 3/8" (10 DN) and larger are 
100% gas tested at a minimum of 100 PSI (6.9 bar).

Fig. 459

Fig. 552

Fig. 551

Malleable Iron Threaded Pipe Unions  
Pressure - Temperature Ratings

Temperature

Pressure

Class 150 Class 250 Class 300

°F/°C PSI/bar PSI/bar PSI/bar

-20°—150° 300 500 600
-28.9°—65.6° 20.7 34.5 41.4

200° 265 455 550
93.3° 18.3 31.4 37.9
250° 225 405 505

121.1° 15.5 27.9 34.8
300° 185 360 460

148.9° 12.8 24.8 31.7
350° 150 315 415

176.7° 10.3 21.7 28.6
400° 110 270 370

204.4° 7.6 18.6 25.5
450° 75 225 325

232.2° 5.2 15.5 22.4
500° — 180 280

260.0° — 12.4 19.3
550° — 130 230

287.8° — 9.0 15.9

Malleable Iron Threaded Fittings  
Pressure - Temperature Ratings

Temperature

Pressure

Class 
150

Class 300
Sizes 

1/4"–1"
(6-25mm)

Sizes 
1 1/4"–2"

(32-51mm)

Sizes 
2 1/2"–3"

(64-76mm)

°F/°C PSI/bar PSI/bar PSI/bar PSI/bar

-20°–150° 300 2000 1500 1000
-28.9°–65.6° 20.7 137.9 103.4 68.9

200° 265 1785 1350 910
93.3° 18.3 123.1 93.1 62.7
250° 225 1575 1200 825

121.1° 15.5 108.6 82.7 56.9
300° 185 1360 1050 735

148.9° 12.8 93.8 72.4 50.7
350° 150 1150 900 650

176.7° 10.3 79.3 62.1 44.8
400° — 935 750 560

204.4° — 64.5 51.7 38.6
450° — 725 600 475

232.2° — 50.0 41.4 32.8
500° — 510 450 385
260° — 35.2 31.0 26.5
550° — 300 300 300

287.8° — 20.7 20.7 20.7

Note:  
Unions with Copper or Copper Alloy seats are not intended for use where temperature exceeds 450°F.

Buckstaff Bathhouse
509 Central Ave, Hot Springs, Arkansas 71901
Comfort Systems USA (Arkansas), Inc.
Alvine Engineering

9/8/2025

Natural Gas Fittings 2" and Below
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Fitting Summary Data Sheet

ASTM A 234
Scope
This standard covers wrought carbon steel fittings of
seamless and welded construction which are manufac-
tured to the dimensional specifications of ASME
B16.9 and B16.28. These fittings are primarily for use
in pressure piping and in pressure vessel fabrication
for service at moderate and elevated temperatures.

Manufacture
Forging or shaping operations are performed by ham-
mering, pressing, piercing, extruding, upsetting,
rolling, bending, machining, or by a combination of
two or more of these operations. The forming process
shall be applied so that it will not produce injurious
imperfections in the fittings.

Heat Treatment
Hot-formed WPB fittings, upon which the final form-
ing  operation is completed at a temperature above
1150ºF and below 1800ºF, need not be heat treated.
Cold-Formed WPB fittings, upon which the final
forming  operation is completed at a temperature
below 1150ºF, shall be normalized, or shall be stress
relieved at 1100ºF to 1275ºF.

Certification
When requested by the purchaser, the manufacturer shall
provide a certificate of compliance to this specification.
If requested to provide test reports, the manufacturer
shall also provide the following where applicable:
* Chemical analysis results. When the amount of an ele-
ment is less than .02%, the analysis for that element is
reported as “<0.02%.”
* Tensile property results, report the yield strength and
ultimate strength in ksi [or MPa] and elongation in per-
cent,
* Hardness acceptable in accordance with Section 10 of
ASTM A-234,
* Seamless or Welded,
* Type of Heat Treatment, if any,
* Starting material, specifically pipe, plate, etc.,
* Statement regarding radiographic or ultrasonic exami-
nation.
* Any supplemental testing required by the purchase
order.

Product Marking
All fittings shall have the prescribed information
stamped or otherwise suitable marked on each fitting
in accordance with ASTM A 234/MSS SP-25. A
Weldbend fitting is marked as follows:
Weldbend’s Name, Nominal Pipe Size, Pipe Wall
Thickness Designation, Material Grade (WPB/WPC)
and Heat Identification Number.

Dimensions
Butt-welding fittings and butt-welding short radius
elbows and returns purchased in accordance with this
specification shall conform to the dimensions and tol-
erances given in the latest revision of ANSI B16.9 and
B16.28, respectively.

Materials
The starting material for fittings shall consist of killed
steel, forgings, bars, plates, seamless or fusion-welded
tubular products with filler metal added and shall con-
form to the the chemical requirements of ASTM A
234. Unless otherwise specified, carbon steel plates
may be either coarse grain or fine grain practice.

Even with all the advances in technology today,
the wholly welded piping system has for
decades remained the best choice for use in

high pressure and high temperature application.
Many piping jobs in schools, industrial plants, refiner-
ies and factories have benefited from the inherent
advantages of a completely welded system. It
becomes a closed container joining pipes, valves, fit-
tings, and flanges. A welded joint actually becomes
part of the pipe, minimizing leak potential. This pro-
vides greater margins of safety, especially under con-
ditions of high internal pressures. Additionally, weld-
ing fittings form a continuous metal structure with the
pipe, adding forged-in strength to any piping system.
Furthermore, smooth forged fittings simplify insula-
tion and take up less space.

Mechanical requirements:
Tensile Strength 60,000-85,000 psi
Yield Strength (min) 35,000 psi
Elongation - Longitudinal: 22%

- Transverse: 14%

Chemical requirements (in %):
Carbon Manganese Phosphorus (max) Sulfur (max)
.30 max   .29-1.06 .050 .058

Silicon Chromium Molybdenum Nickel Copper
.10 min    .40 max        .15 max       .40 max    .40 max

Vanadium Columbium
.08 max         .02 max

Note: All information contained in this document, and for a complete description of all require-
ments, refer to ASTM A 105. Sheets are subject to change without notice.

Natural Gas Fittings 2-1/2" and Above

Joseph.Loomis
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Dezincification
Resistant

Bronze Ball Valves
Two-Piece Body • Full Port 1/4"-1" • Conventional Port 11/4"-3" • 
Bronze Trim • Blowout-Proof Stem • UL listed
250 PSI/17.2 Bar Non-Shock LP Gas per UL842

CONFORMS TO MSS SP-110 
CSA CERTIFIED TO ANSI/ASME B 16.33  

FOR NATURAL AND PROPANE GAS TO 125 PSIG (1/2"-1")   

MATERIAL LIST
	 PART 	 SPECIFICATION
	 1.	 Handle Nut	 Zinc Plated Steel
	 2.	 Handle	 Zinc Plated Steel Clear Chromate 
			   Plastisol Coated
	 3.	 Threaded Pack Gland	 Brass ASTM B 16 Alloy C36000
	 4.	 Packing	 PTFE
	 5.	 Stem	 Silicon Bronze ASTM B 371 Alloy C69300 
			   or ASTM B 99 Alloy C65100
	 6.	 Thrust Washer	 Reinforced PTFE
	 7.	 Ball	 Brass ASTM B 124 Alloy C37700 or ASTM B16	
			   Alloy C36000 EACH with Hard Chrome Plate
	 8.	 Seat Ring (2)	 Reinforced PTFE
	 9.	 Body	 Bronze ASTM B 584 Alloy C84400
	 10.	 Body End Piece	 Bronze ASTM B 584 Alloy C84400

DIMENSIONS—WEIGHTS—QUANTITIES
		  Dimensions	 T-585-70-UL
		  Size			   A			   B			   C			   D		      T-580-70-UL	 Master 
	 In.		  mm.	 In.		 mm.	 In.		 mm.	 In.		 mm.	 In.		 mm.	 Lbs.		 Kg.	 Ctn. Qty.
	  †1/4	 8	 2.00	 51	 1.75	 44	 5.00	 127	 .38	 10	 .45	 .21	 100
	 †	3/8	 10	 2.00	 51	 1.75	 44	 5.00	 127	 .38	 10	 .45	 .20	 100
	 †	1/2	 15	 2.44	 62	 1.88	 48	 5.19	 132	 .50	 13	 .64	 .29	 100
	 †	3/4 	 20	 2.94	 75	 2.25	 57	 6.25	 159	 .75	 19	 1.33	 .60	 50
	†1		 25	 3.34	 85	 2.38	 60	 6.44	 164	 1.00	 25	 1.79	 .81	 40
	 1	1/4	 32	 3.94	 100	 2.63	 67	 6.75	 171	 1.00	 25	 2.17	 .98	 20
	 1	1/2	 40	 4.31	 109	 3.00	 76	 8.88	 226	 1.25	 32	 3.27	 1.48	 20
	 2		 50	 4.63	 118	 3.16	 80	 9.06	 230	 1.50	 38	 5.09	 2.31	 10
	 2	1/2	 65	 5.84	 148	 3.50	 89	 9.66	 245	 2.00	 51	 8.25	 3.74	 6
	 3		 80	 7.09	 180	 4.41	 112	 11.53	 293	 2.50	 64	 15.65	 7.10	 4
† NIBCO supplies full port T-585-70-UL on this size.	

T-585-70-UL
T-580-70-UL
NPT x NPT

UL Listed For:
YSDT LP gas shut-off
YQNZ Compressed gas shut-off
YRPV Gas shut-off
YRBX Flammable liquid shut-off
MHKZ Manual valves

CUL Listed For:
YSDT7 LP gas shut-off for Canada

Service
	 A	-	Air or non-toxic, non-flammable gas
	 G	-	City gas supplied by public utilities
	 GA	-	Gasoline
	 LP	-	Liquified petroleum gas, 250 PSI max.
	 02	-	No. 1 and 2 fuel oil
	 04	-	No. 4 fuel oil
	 05	-	No. 5 fuel oil
	 06	-	No. 6 fuel oil

T-585-70-UL
¼"-1" Full Port CSA

Threaded

T-580-70-UL
1¼"-3" Conventional Port

Threaded
UL Only

WARNING: This product can expose you to �chemicals including lead, which 
is known to the� State of California to cause cancer and birth� defects or other 
reproductive harm. For more �information go to www.P65Warnings.ca.gov.

Revised 3/13/2025

US

*NOTE: CSA Certified to ASME B16.33 (1/2" - 1")

*
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