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Product 1/1

Submittal

JOB NAME Maurice Bathhouse

PRODUCT Dehumidifier - (DHU-1M, ACC-1M)

MANUFACTURER DCA

LOCATION Hot Springs, AR

DATE April 28, 2026

SPECIFICATION 23 84 19

LEAD TIME 10 Weeks

ARCHITECT Strata Architecture

ENGINEER IMEG Corp

CONTRACTOR TEPA

CONTRACTOR POC Joe Loomis

SUBMITTED BY Eric Blaylock

Keith Clement

SALESPERSON Eric Blaylock

5440 Northshore Drive - North Little Rock, AR 72118 - Tel: 501.374.5420 Fax: 501.370.9298

Page 1 of 53



ITEM NOTES

Dehumidifier Resubmittal Notes
(unit tags DHU-1M and ACC-1M)

1. DHU-1M is resubmitted as indoor horizontal, remote-ready, 2750 CFM supply air, and 0.3 in. w.c.
external static pressure.

2. ACC-1M is resubmitted as outdoor remote condenser, 105°F ambient basis, 208/230V-3ph-60Hz,
horizontal air discharge, with coil protective coating.

3. Submitted dehumidifier uses R-454B refrigerant in lieu of the basis-of-design R-407C. Refrigerant
detection and mitigation system is included. Manufacturer states minimum area of room served by
the dehumidifier is 915 sq. ft. Final A2L code compliance and installation coordination shall be by the
project design and installation team.

4. Submitted performance is based on scheduled entering air conditions, CFM, and ESP. Submitted
performance shows 17.8 lb/hr moisture removal versus scheduled 16.1 lb/hr. Manufacturer has
advised that scheduled cooling and reheat values cannot be matched simultaneously at the
scheduled design conditions with the available configuration. Approval as noted is requested.

5. Compressors are located in the indoor dehumidifier unit. Outdoor unit is condenser only, consistent
with prior review direction.

6. Dehumidifier refrigeration coils are submitted with ElectroFin coating. Remote condenser is
submitted with coil protective coating.

7. Controls package includes a remote control panel, a wall-mounted humidity/temperature
transmitter, and a universal controller with BACnet capability.

8. Manufacturer comment: SCCR is 100 kA RMS symmetrical at 600V maximum when Class J fuses
are used. Any necessary electrical changes and final electrical coordination shall be by the installer
and electrician.

9. Please note any remaining minor deviations on an approved-as-noted copy of the submittal to
avoid unnecessary delays to final approval and the overall project schedule.

5440 Northshore Drive - North Little Rock, AR 72118 - Tel: 501.374.5420 Fax: 501.370.9298
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Date: 4/28/2026

Job number: 431350

Project:

Prepared For:

Package VAC-BMS-SC1 BMS Package for Small Cabinet Single Circuit Air Cooled Dehumidifier

● Remote Control Panel 16" x 20" with OPU2 Display on the Cover

● Humidity/Temperature Wall Mounted Transmitter (24V heat signal)

● TCX2 Universal Controller (BACNet (MS/TP Only), or MODBUS)

North Little Rock AR 72118

5440 Northshore Drive

Powers of Arkansas Quote Prepared By: Zach

Submittal Prepared By: ZachATTN: Keith Clement

Dehumidifier:

Equipment List

DCA2500Y   5.1 Ton Dehumidifier

PO Box 917

W57 N14363 Doerr Way Suite #6

Cedarburg, WI 53012

(P)262-377-7501 (F)262-377-7502

Maurice Bath House - Hot Springs AR - Rev. 3

Dehumidifier Controls:

● Horizontal Cabinet Configuration

● Refrigerant R-454B

● Voltage and Phase: 208/230V-3ph-60Hz

● Remote Ready

● Indoor Installation

● 0.3" ESP with 2750 CFM Supply Air

● Horizontal Supply Discharge

● Electrofin Coated Refrigeration Coils for Dehumidifier (Evaporator and Reheat 
Only)

● Right Hand Access

● 4" Extended Surface Filters

● No Outdoor Air Intake Provision

● Refrigerant Detection and Mitigation System

● A2L Refrigerant Used, Minimum Area of Room Served by Dehumidifier is 915 sq. ft.

● Motorized Evaporator Bypass Damper (Temperature Controlled)

● No Additional Options 

Equipment Warranty:

● Standard Five Year Factory Warranty on Refrigeration Coils for Dehumidifier (Evaporator and Reheat Only)

● Standard Three Year Factory Warranty on Parts

● Standard One Year Factory Warranty on Controls

● Standard Five Year Compressor Warranty
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Date: 4/28/2026

Job number: 431350

Project:

Prepared For:

NOTES:

PO Box 917

W57 N14363 Doerr Way Suite #6

Cedarburg, WI 53012

(P)262-377-7501 (F)262-377-7502

Maurice Bath House - Hot Springs AR - Rev. 3

Powers of Arkansas Quote Prepared By: Zach

ATTN: Keith Clement Submittal Prepared By: Zach

NONE

5440 Northshore Drive

North Little Rock AR 72118

● Disconnects by Others

● Exhaust by Others

● No single point power, each piece of equipment requires separate electric supply

Equipment List

Remote Condenser:

ORC-330  Remote Condenser for 105 ambient

● Coil Protective Coating

● Horizontal Air Discharge

● Voltage and phase: 208/230V-3ph-60Hz

Room Heat:

NONE

Fresh Air PreHeat:
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Date: 4/28/2026

Job number: 431350

Project:

horizontal

Model Voltage/Phase Location Air Discharge OA Intake Access Side

Dehumidifier: DCA2500Y 208/230V/3ph Indoor
Horizontal 

Discharge
No Provision Right

dimensions 2500Y RH.jpg

Model Voltage/Phase

Remote Condenser: ORC-330 208/230V/3ph

ORC 300-330.jpg 915

Model Voltage/Phase

Room Heat: NONE -

no heater.jpg

Submittal 0 Quote

Prepared for: Prepared By:

Dehumidifier Specifications:

Standard Performance:

70F/54%

Moisture Removal, Lb/hr 17.8

Net Sensible Cooling, MBH 34.2

Net Reheat, MBH 31.7

Electrical:

*Data may be subject to change without notice due to component availability.

Voltage/Phase 208/230V-3ph 2750

Compressor B.T.U. 62,700 0.3

Compressor RLA* 23.1 R-454B

Compressor LRA* 160

Blower Motor H.P. 2.0

Blower Motor FLA 6.6 1" Bar Drain

Unit FLA* 31.1 580 lbs.

Maximum Fuse Size* 50 0.5

Minimum Circuit Ampacity* 36.9 0.875

Operating kW* 6.55

North Little Rock AR 72118

PO Box 917

W57 N14363 Doerr Way Suite #6

Cedarburg, WI 53012

(P)262-377-7501 (F)262-377-7502

Powers of Arkansas

Ambient Temp [F]

105

Zach

Hot Gas Outlet [inches O.D.](up to 50')

Liquid Inlet [inches O.D.](up to 50')

1. Reheat mode assuming 1050 BTU/lb

2. Cooling mode with remote condenser at 95F

3. Defined as sum of latent and compressor input. Use dehumidifier as 

supplemental heat only

5440 Northshore Drive

ATTN: Keith Clement

Notes

18" x 24" x 4"

Design Specifications:

Drain connection

External Static Pressure [inches H2O]

CFM

Filter (Quantity: 2, Material: Pleated)

Refrigerant

Weight

Maurice Bath House - Hot Springs AR - Rev. 3
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Date: 4/28/2026

Remote Condenser: ORC-330

Job number: 431350

Project:

Electrical:

Voltage/Phase 208/230V-3ph

MCA 6.0

MOPD 9

Design Specifications:

Maurice Bath House - Hot Springs AR - Rev. 3

PO Box 917

W57 N14363 Doerr Way Suite #6

Cedarburg, WI 53012

(P)262-377-7501 (F)262-377-7502

Supply 0.875

Inlet 0.875

Line Size (inches O.D.) 1

Return 0.5

Shipping / Net Weight (lbs.) 400 / 315

Circuit(s) Single Circuit

1 For lines up to 50', over 50' contact factory.

Outlet 0.5

Remote Condenser Connections (inches O.D.)
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Date: 4/28/2026

Heater/Furnace NONE

Job number: 431350

Project:

Electrical:

Voltage/Phase -

Heating Capacity (kW) -

Current Draw -

MCA -

MOPD -

PO Box 917

W57 N14363 Doerr Way Suite #6

Cedarburg, WI 53012

(P)262-377-7501 (F)262-377-7502

Maurice Bath House - Hot Springs AR - Rev. 3

Design Specifications:

- -
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Date: 4/28/2026

Job number: 431350
Project:
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Maurice Bath House - Hot Springs AR - Rev. 3

Verify that ductwork system external static pressure will not exceed the dehumidifier’s external static pressure capability

Verify that adequate clearances will be available for unit installation and maintenance

Verify dehumidifier service access (left side / right side) air discharge

Verify indoor or outdoor installation

DEHUMIDIFIER CORPORATION OF AMERICA, INC

The following items must be reviewed by all involved prior to ordering; please review the following items below 

& revise if required:

Download and review the equipment installation manuals.  The equipment installation manuals are available at www.dehumidifiercorp.com

Verify that the dehumidifier voltage and phase matches the supply voltage and phase

Verify outdoor remote condenser voltage and phase (if applicable)

Evaluation and Action Sheet Prior To Equipment Release

Verify outdoor remote condenser (if applicable) refrigerant piping total equivalent length and sizing. Also verify that the number of sweep 90 degree 

elbows do not exceed the maximum (if applicable)

NOTE ** Do Not Exceed maximum lengths listed in equipment installation manual without prior approval from the factory engineering department

Verify O.D. of pool water heating piping sizes (if applicable) and water flow GPM along with pressure drop for project

Verify heating equipment voltage and phase (if applicable)

Verify correct control signal for electric or gas duct heater, or hot water coil - 24V on-off staged or modulating (if applicable)

This checklist must be signed & returned to DCA prior to equipment being released for production.

SIGNATURE__________________________________________

DATE_________________________________________________  

Verify ceiling height for all vertical discharge dehumidifiers ducting and associated heating equipment (if applicable) 

Verify that the blower rotation matches the direction that the air will flow through the duct work and any in-duct equipment

If a replacement dehumidifier is being ordered, verify whether or not the moisture load has changed since the original installation

Verify refrigerant – R-454B

Verify unit dimensions

NOTE

Verify ambient conditions for air cooled remote condensers - 95F, 100F, 105F, or 110F

Verify air cooled or pool water heating or water source cooling

Verify natural or LP gas duct heater

Verify dehumidifier supply air discharge (horizontal / top / bottom)
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TCX2 Universal Controller

Duct Mount 
Humidity/Temperature Transmitter

Wall Mount 
Humidity/Temperature Transmitter

Duct Mount 
Temperature Sensor

(For Control of Heater LAT or
Pool Water Temp)

Thermal Well

Features

 BACnet (MS/TP), MODBUS or Stand-Alone Application
 PID loop control

 Staged or modulating heat output
 Easy to use interface

 High and low limit alarm capable
 8 Universal Inputs, 6 Binary Outputs, 3 Analog Output

 TCI2 Expansion with additional Inputs and Outputs if needed
 Custom Programming Options
 4 Independent Control Loops
 Remote Display Capable

Remote Display External Memory Plug-in

TCX2

TCI2
Serving as 
an Expansion

Page 10 of 53



- TCX2 UNIVERSAL CONTROLLER -

Toll Free: 888.883.7602 | Phone: 262.377.7501 www.dehumidifiercorp.com

Typical Setup Options

These are most typical programming logics and are not meant to be used as control package selections. Please contact factory 
to check what package would suit your application.

Typical BMS Points
 Entering Air Humidity
 Entering Air Temperature
 Pool Water Temperature

 Humidity, Room Temperature and Pool Water 
Temperature Setpoints

 Air Flow Signal
 Compressor Fault Signal
 Pool Water Flow Signal
 Blower and System Start
 Ventilation Signal

These are most typical BMS points. Some points listed are available only on Water Heating Dehumidifiers. Not all points 
available are listed. Please contact factory for additional information.

Single Circuit Dehumidifier Logic Options

Control Features A B C D E F

1 Stage Dehumidification ● ● ● ● ● ●

1 Stage Cooling ● ● ● ● ● ●

2 Stage Heating ● ●

Analog Heat Signal (no Supply Air Temperature Control) ● ●

Analog Heat Signal with Supply Air Temperature Control ● ●

Pool Water Heating ● ● ●

Controllers Required

1 x TCX2 ● ● ●

1 x TCX2 and 1 x TCI2 ● ● ●

Dual Circuit Dehumidifiers Logic Options

Control Features A B C D E F

2 Stage Dehumidification ● ● ● ● ● ●

2 Stage Cooling ● ● ● ● ● ●

2 Stage Heating ● ●

Analog Heat Signal (no Supply Air Temperature Control) ● ●

Analog Heat Signal with Supply Air Temperature Control ● ●

Pool Water Heating ● ● ●

Controllers Required

2 x TCX2 ● ● ● ● ● ●

Page 11 of 53

https://www.dehumidifiercorp.com/


- TCX2 UNIVERSAL CONTROLLER -

Toll Free: 888.883.7602 | Phone: 262.377.7501 www.dehumidifiercorp.com

Technical Specifications
Power Supply Power Requirements 24 VAC ±10%, 50/60 Hz, 15…34 VDC ±10%

SELV to HD 384, Class II, 48VA max

Power Consumption Max. 10 VA

Electrical Connection Removable Terminal Connectors, 0.34…2.5 mm² wire (AWG 24…12)

Signal Inputs Universal Input
Input Signal
Resolution
Impedance

Setting for Voltage or Current
0-10 V or 0-20 mA
9.76 mV or 0.019 mA (10 bit)
Voltage: 98kΩ       Current: 240Ω

Passive input
Type and Range

Input jumper configured to remote temperature (RT) or digital input (DI)
NTC (Sxx-Tn10 sensor): -40…100 °C (-40…212 °F)

Signal Outputs Analog Output
Output Signal
Resolution
Output Load

DC 0-10 V or 0-20 mA
9.76 mV / 0.019 mA (10 bit)
Voltage: ≥1kΩ        Current: ≤250Ω

Relays Outputs
AC Voltage
DC Voltage

0…250 VAC, full load current 3A, locked-rotor 18A
0…30 VDC, full load current 3A, locked-rotor 18A

Insulation Strength between relays contacts and system 
electronics:
Between neighboring contacts:

4000V AC to EN 60 730-1
1250V AC to EN 60 730-1

Connection to remote 
terminal

Hardware Interface
Cabling

RS485 in accordance with EIA/TIA 485
Twisted pair cable

Network Hardware Interface
Max nodes per network
Max nodes per segment
Conductors
Impedance
Nominal Capacitance
Nominal Velocity
Galvanic Isolation
Line Termination

Network topology
Recommended maximum length per chain

RS485 in accordance with EIA/TIA 485
128
64 (Vector devices only)
Shield Twisted Pair (STP) cable
100 - 130 ohm
100 pF/m   16 pF/ft or lower
65% or higher
The communication circuitry is galvanic isolated
A line termination resistance (120 ohm) shall be connected between the terminals (+) and (-) of the 
furthermost node of the network
Daisy chain according EIA/TIA 485 specifications
1200 m (4000 ft)

Modbus Communication Standard
Default Setting
Communication speed
Protocol: Data bits

Parity – stop bit

Modbus (www.modbus.org)
19200 baud rate, RTU 8 data bits, 1 even parity bit, 1 stop bit
4800, 9600, 19200, 38400
RTU – 8 data bits, ASCII – 7 – data bits,
No parity – 2 stops, even or odd parity – 1 stop

BACnet Communication Standard
Communication speed

BACnet MS/TP over RS485
9600, 19200, 38400, 57600, 76800, 115200

Environment Operation
Climatic Conditions
Temperature
Humidity

To IEC 721-3-3
Class 3 K5
0…50 °C (32…122 °F)
<85 % r.H. non-condensing

Transport & Storage
Climatic Conditions
Temperature
Humidity
Mechanical Conditions

To IEC 721-3-2 and IEC 721-3-1
Class 3 K3 and Class 1 K3
-25…70 °C (-13…158 °F)
<95 % r.H. non-condensing
Class 2M2

Standards CE conformity
EMC directive
Low Voltage Directive

2004/108/EC
2006/95/EC

Product Standards
Automatic electrical controls for household and similar use
Special requirements on temperature dependent controls

EN 60 730-1
EN 60 730-2-9

Electromagnetic compatibility for industrial and domestic 
sector

Emissions: EN 60 730-1
Immunity: EN 60 730-1

Degree of Protection IP00 to EN 60 529

Pollution Class II (EN 60 730-1)

Safety Class: Local regulations must be observed III (IEC 60536) if SELV is connected to DO
II (IEC 60536) if line voltage is connected to DO

Overvoltage Category III (EN 60 730-1)

Product Standards:
Temperature- indicating and –regulating equipment
Mark: c(ETL)us

UL 873
CSA C22.2 No.24
Certified by Intertek: 4005917

Page 12 of 53
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- TCX2 UNIVERSAL CONTROLLER -

Toll Free: 888.883.7602 | Phone: 262.377.7501 www.dehumidifiercorp.com

Dimensions

Display

Loop Indication
Standard Display (no buttons pressed 
for 30 sec.): Not visible
Loop display: Bar at 1 = Loop 1, Bar at 
2 = Loop 2

Large Digits
Display of Input or Parameter Value
(refer to the table on the wiring 
diagram of dehumidifier)

Vertical Bar
Scrolls up or down with 10% 
increments, shows output value 
(typically heat signal)

Small Digits
Display of Setpoint or Parameter Value
(refer to the table on the wiring 
diagram of dehumidifier)

Mode
Display of Operation Mode (Visible 
only in the Loop Display Mode)

Indicators
Standard Display: Active digital outputs 
(at 1, 2) (i.e. dehumidification, cooling)

Loop Display: Active digital stages (at 
8, 9, 10) – typically same as active 
digital outputs

Left (POWER)
Turn Unit OFF. Text OFF displayed with 
temperature and/or humidity shown.

Up
Increase Set Point

Right (OPTION)
Select Control Loop

Down
Decrease Set Point

147 mm 
(5.8) (in) mm (in)

m
m

 (i
n)

Left (ESC)
Select Control Loop

Center (POWER)
Turn Unit OFF

Remote Display

TCX2 and TCI2 Display*

*All other TCX2 and TCI2 display features 
same as for the Remote Display
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OPERATION AND CONTROL 

General 
There are two modes of operation: Reheat and Cooling, during which the 
compressor is running and the unit dehumidifies the air. In the reheat mode all 
of the heat of rejection is returned to the supply air stream. In the cooling mode 
all of the heat of rejection is directed to the outdoor condenser. 

The normal mode of operation is reheat.  On rise of room temperature cooling is 
activated.  On drop of room temperature the room heating system is activated.   

Dehumidification (Normal mode of operation is Reheat)
On rise of relative humidity the compressor starts and the blower starts if it is not 
running continuously. 

Cooling Activation
On rise of room temperature above the cooling setpoint the compressor starts 
and the blower starts if it is not running continuously. If the remote condenser is 
not installed the compressor cycles off. 

Heating Activation
On drop of room temperature below the setpoint the blower starts if it is not 
running continuously and the room heating system is activated. On-off control 
for up to two stages or modulating signal can be provided, depending on the 
heating system used.

Ventilation (if used)
The system requires a dry contact closure from a field supplied time clock or 
switch to start ventilation. The DCA system provides a 24VAC signal to activate 
the exhaust fan and open the outdoor air damper. This signal is interlocked with 
DCA blower.

Contact DCA for more detailed control information
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ALL DCA SERIES COMMERCIAL / INDUSTRIAL DEHUMIDIFIERS

SPECIFICATION DATA

R-454B REFRIGERANT
REFRIGERANT SAFETY GROUP A2L

A. GENERAL INFORMATION
The DCA dehumidifier is an industrial grade,
selfcontained, closed loop heat recovery system. This
piece of equipment shall include at least the following
components; freon compressor, dehumidifier coil
(evaporator), air reheat coil (condenser), centrifugal air
moving blower, blower motor, various refrigeration
components including copper piping, valves and all
electrical controls and devices. The configuration of the
dehumidifier will be horizontal in design intended for
swimming pool applications and all application where the
control of humidity is critical.

B. OPERATIONAL MODES

1. Dehumidification and Room Air Heating

2. Dehumidification and Room Cooling, Remote
Outdoor Condenser (optional)

3. Dehumidification and Pool Water Heating (optional)
Dehumidifier shall be manufactured to include all
equipment needed to readily add on an air cooled
remote condenser, to include all refrigeration parts
for full flooding operation and all electrical apparatus
to accommodate remote condenser.

C. CABINET CONSTRUCTION
The base panel shall be 12-gauge galvannealed steel with
12 gauge welded supports on the bottom side for
maximum rigidity. The frame panels, removable access
doors and top panels shall be 16 or 20 gauge
galvannealed steel. Removable access doors will provide
fingertip access to all major and minor replaceable
components of the unit. The electrical compartment shall
be separated from the mechanical area with access with
its own door from the outside of the cabinet.

D. PAINT AND CABINET FINISH
All metal parts shall be galvannealed coated steel in its
raw state. All metal cabinet parts shall be painted by the
following process:

1. Metal pretreatment using phosphate cleaning and
rinsing.

2. Moisture removal via forced warm air oven

3. Primer application.

4. Primer curing via high temperature oven

5. Finish coat applied using a high solids liquid or
powder coat material

6. Finish coat cured using a high temperature curing
oven

E. DEHUMIDIFICATION COIL (EVAPORATOR)
Coil tubes shall be made from 3/8” or 1/2” OD seamless
drawn, rifle tube design, copper and be hydraulically
extruded into the fins to form a permanent bond, metal to
metal, for maximum heat transfer and overall stability. The
fins shall be constructed from die-formed flat tempered
stock for easy cleaning. Accurate fin spacing of 10 fins per
inch and extruded fin collars providing maximum heat
transfer and efficiency. All headers, manifolds and
connecting copper tubing to be made from heavy wall
seamless tubing. Final testing shall consist of leak testing
with 420 psig nitrogen gas and sealed after testing to avoid
contamination. Coil casing shall be at least 18 gauge
galvanized steel. Coil shall have Electro Fin e-coat; a
flexible epoxy polymer e-coat uniformly applied to all coil
surface areas without material bridging between fins.
Coating process shall ensure complete coil encapsulation
and a uniform dry film thickness from 0.8 - 1.2 mil on all
surface areas including fin edges. Humidity and water
immersion resistance shall be up to a minimum 1000 and
260 hours respectively (ASTM D2247-92 and ASTM
D870-02). Corrosion durability shall be confirmed through
testing to no less than 5,000 hours salt spray per ASTM
B117-90 using scribed aluminum test coupons.

F. AIR REHEAT COIL (CONDENSER)
This coil shall be constructed with seamless drawn, rifle
tube design, copper tubing, hydraulically expanded into
the fin collars to form a metal bond for maximum heat
transfer and overall stability. Coil fins shall be tempered
aluminum with extruded collars and accurately spaced at
10 fins per inch. All headers shall be constructed form
heavy wall seamless copper tubing. Coil casing shall be
made from at least 18 gauge galvanized steel. Coil testing
shall be leak tested with at least 420 psig nitrogen gas and
then sealed to avoid contamination. Coil shall have Electro
Fin e-coat; a flexible epoxy polymer ecoat uniformly
applied to all coil surface areas without material bridging
between fins. Coating process shall ensure complete coil
encapsulation and a uniform dry film thickness from 0.8 -
1.2 mil on all surface areas including fin edges. Humidity
and water immersion resistance shall be up to a minimum
1000 and 260 hours respectively (ASTM D2247-92 and
ASTM D870-02). Corrosion durability shall be confirmed
through testing to no less than 5,000 hours salt spray per
ASTM B117-90 using scribed aluminum test coupons.

G. POOL WATER HEAT EXCHANGER (OPTIONAL)
This pool water heating vessel shall be coaxial in design
with cupro-nickel inner tube and corrosion resistant steel
outer shell. It shall be sized for use as a full system
capacity condenser.
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ALL DCA SERIES COMME RCIAL / INDUSTRIAL
DEHUMIDIFIER SPECIFICATIONS

H. EVAPORATOR CONTROL
A damper assembly, located above the evaporator coil,
can be controlled either with a manual or an electrically
controlled device to maintain optimum coil efficiency under
varying load conditions.

I. COMPRESSOR
The freon compressor shall be a scroll design which is
heavy duty and fully hermetic. Also included is a crankcase
heater to protect against liquid slugging and a hard start
system on all single phase applications. The compressor
shall be protected with both high and low pressure safety
switches and internally protected from both overheating
and over pressure situations. The compressor shall be
vibration isolated externally and internally.

J. LOW AMBIENT CONTROL
The low ambient control will control discharge pressure
regardless of ambient temperature. A hot gas bypass
valve shall prevent evaporator coil freeze ups and the
need for defrost timers. This control shall also be externally
adjustable by the technician to suit specific installations.

K. FREON RECEIVER VESSEL
This receiver shall be safety laboratory listed and meet
ASME standards for 675psig maximum working pressure.
Receivers shall also be fitted with pressure safety relief
valves listed by safety laboratories for such use. This
receiver shall also be equipped with rota -lock refrigeration
valves to provide for freon pump down for easy
replacement of components.

L. CONDENSATE DRAIN PAN
The drain pan shall be constructed from 20-gauge or
heavier stainless steel with silver soldered seams. This
pan shall be securely attached with clips, but easily
removed for cleaning.

M. ELECTRICAL CONTROL PANEL
The electrical control panel with hinged door and quarter
turn latch shall be readily accessible from the front of the
unit. The electrical controls shall include IEC starters for
compressor (three phase only) and blower motor and
interlock relay. A low voltage power supply to supply 24
volt control power with integral circuit breaker or fused
protection. Clearly labeled high and low voltage terminal
strips, potential relay, start and run capacitors, automatic
reset of of low pressure cut-out and a short cycling timer
to prevent against rapid cycling of compressor. The
following indicating lights will be prominently displayed
outside the cabinet 1. System 2. Blower 3. Compressor

N. REFRIGERATION CIRCUITRY
All refrigeration copper tubing and components to be
coated with a clear polyurethane coating to prevent early
deterioration and degradation. The entire refrigeration
system to be pumped down to no less than 500 microns
and charged with the appropriate amount of HFO 454B.

O. INSULATION
The sound an thermal insulation shall be applied to the
bottom, top and all interior sides of the cabinet. It shall be
a fiberglass, bonded with a thermosetting resin and
flame-attenuated. It shall resist fire up to 250F and
withstand air over velocities to at least 5000 feet per
minute. It shall also possess the following minimum
standards. Flame spread - 25 Smoke developed - 15
Fuel for fire contribution - 0 NFPA 90 and 90B/ASTM-C
1071, federal Specification - HH-1 -545B/R-21, ULCCAN4-
S1 02

P. AIR BLOWER ASSEMBLY
The blower shall be a double inlet, forward curve,
centrifugal, low RPM type blower that is dynamically and
statically factory balanced. Permanently lubricated ball
bearings to provide at least 200,000 hours of average life.
The blower shall be vibration isolated when mounted to
the cabinet floor. The Blower Motor Shall Not Be Attached
Mechanically To The Blower In Any Way, other than the
drive belt.

Q. BLOWER MOTOR
The blower motor shall be a totally enclosed fan cooled
design (TEFC), or open drip proof (ODP) with class F
insulation, continuous duty,40 degree C ambient with
overload protection. It shall havepermanently lubricated
ball bearings, a key slotted shaftwith rigid or resilient
mount. It shall carry a Type Uthermally protected
automatic resetting high temperaturecontrol, SF 1.35.
The motor shall carry a UL and CSAListing. Blower
motor shall be base mounted and notattached to
blower mechanically.

R. BLOWER DRIVE COMPONENTS
The motor pulley and blower pulley shall be machined cast
iron in construction. The motor pulley shall be a
variable pitch type that is field adjustable to vary CFM and
external static pressure. The pulleys shall be single
V-Belt up to and including 5HP.

S. RETURN AIR FILTERS
Filters shall be of a disposable type with a UL flammability 
class rating of 2,3777-AUL. Permanent aluminum 
cleanable filters are an option to any system.

T. WARRANTY
This unit shall be comprised of the finest components 
available, which are readily available either as off the shelf 
replacements or replacements readily available from 
factory. See limited product warranty.

U. APPROVAL AND AGENCY LISTINGS
This unit shall be manufactured, tested and listed to meet 
the most rigid standards of ETLLaboratories.

W. MANUFACTURER OF EQUIPMENT
This unit shall be manufactured by DEHUMIDIFIER
CORPORATION OF AMERICA (DCA), Cedarburg, WI.
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ALL ORC SERIES REMOTE CONDENSERS 

SPECIFICATION DATA
A. GENERAL INFORMATION
All DCA dehumidifiers are manufactured to be remote
condenser ready with all valves and electrical devices in
place to be connected to an outdoor remote condenser.
Air cooled remote condensers are used to reject excess
heat to the outdoors if the heat generated by the
dehumidifier cannot be used for room air heating or pool
water heating. This condenser can supplement the room
A/C system or be the sole source of room cooling. This
condenser shall be large enough to reject all the
recovered heat outdoors without simultaneously rejecting
heat into the pool water or room air. This condenser shall
be capable of operation down to -20°F.
B. CABINET CONSTRUCTION
The base panel shall be 12 gauge galvanized steel with 12
gauge welded supports on the bottom side for maximum
support. The frame panels, removable access doors and top
panels shall be 18 to 20 gauge galvanealed steel. Removable
access doors will provide fingertip access to all major and
minor replaceable components of the unit. The electrical
compartment shall be separated from the mechanical area
with access with its own door from outside of the cabinet.
This cabinet shall be for outdoor installation with the
appropriate weather shielding in place.
C. PAINT AND CABINET FINISH
All metal parts shall be galvanealed coated steel in its raw
state. All metal cabinet parts shall be painted by the
following process.

1. Metal pretreatment using phosphate cleaning
and rinsing.

2. Moisture removal via warm air oven.
3. Primer application.
4. Primer curing via high temperature oven.
5. Finish coat applied using a high solids liquid or

powder coat material.
6. Finish coat cured using a high temperature

curing oven.
D. CONDENSER COIL
This coil shall be constructed with seamless drawn, rifle
tube design, copper tubing, hydraulically expanded into the
fin collars to form a metal bond for maximum heat transfer
and overall stability. Coils shall be 3/8” or 1/2” OD copper
arranged in a staggered design. Coil fins shall be tempered
aluminum with extruded collars and accurately spaced at
10 fins per inch. All headers shall be constructed from
heavy wall copper tubing. Coil casing shall be made from at
least 18 gauge galvanized steel. Coil testing shall be leak

tested with at least 420 psig nitrogen gas and then sealed
to avoid contamination.
E. ELECTRICAL CONTROL PANEL
The electrical control panel shall be readily accessible from 
one side of the unit. All necessary motor starters and 
protection devices shall be housed in this panel.
F.  AIR BLOWER ASSEMBLY
The blower shall be a double inlet, forward curve, 
centrifugal, low RPM type that is dynamically and 
statically factory balanced. Permanently lubricated ball 
bearings to provide at least 200,000  hours of average life. 
The blower shall be vibration isolated when mounted to the 
cabinet floor.
G.BLOWER MOTOR
The blower motor shall be a totally enclosed fan cooled 
design (TEFC) with class B insulation, continuous duty, 40 
degree C ambient with overload protection. It shall have 
permanently lubricated ball bearings, a key slotted shaft with a 
rigid or resilient mount. It shall carry a UL or CSA listing. 
Blower motor shall be base mounted and not attached to 
blower mechanically other than the connecting V-belt.
H. BLOWER DRIVE COMPONENTS
The motor pulley shall be machined cast iron in construction. 
The motor pulley shall be a variable pitch type that is field 
adjustable to vary CFM and external static pressure. The 
pulleys shall be a single V-belt up to and including.
I. HEAD PRESSURE CONTROLS
This unit shall be equipped to operate as a full flooding system 
for operation down to -20°F.
J. FAN AND COIL GUARDS
Plated or painted welded wire guards will be constructed for 
maximum rigidity and safety protection.
K.  WARRANTY
This unit shall be comprised of the finest components 
available which are readily available either as off the shelf 
replacements of replacements readily available from the 
factory. All components shall be warranted for a period of 
THREE (3) years from date of shipment.
L. APPROVAL AND AGENCY LISTINGS
This unit shall be manufactured, tested and listed to meet the 
most rigid standards of ETL Laboratories.
M.MANUFACTURER OF EQUIPMENT
This unit shall be manufactured by D E H U M I D I F I E R 
CORPORATION OF AMERICA (DCA), Cedarburg, WI.  

W57 N14363 DOERR WAY, SUITE 6
P.O. BOX 917
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DCA SERIES HUMIDITY CONTROL SYSTEMS

LIMITED PRODUCT WARRANTY

R-454B REFRIGERANT
REFRIGERANT SAFETY GROUP A2L

This certificate is our warranty to you. Please ensure
that you or your installing dealer understand this
warranty. Dehumidifier Corporation of America, Inc.
applies this limited warranty on all units of its
manufacture to be free from defects in material and
workmanship under normal intended use and
service when units remain at original installation site
and are correctly installed and operated according
to printed instructions and in compliance with all
local installation and building codes and acceptable
trade practices. This Limited Warranty is void
unless upon start-up of the unit the “Start-up
Report and Warranty Registration” is completed
and received at the factory within 30 days of
start-up. This will also register the compressor
warranty with the compressor manufacturer.

The company shall, unless specified herein, during
the first three years after date of initial installation
replace any part supplied by DCA that fails because
of a defect in workmanship or material.

All controls, supplied by DCA, as part of a
dehumidification system will carry a one (1) year
warranty from date of start up as validated by the
return of the start up report returned to DCA no later
than 30 days after the start up date.

All freon compressors carry a five year warranty, all
other parts excluding return air filters and blower
belts, carry a three year parts warranty. DCA will
furnish a replacement compressor, upon a
compressor failure, shipped freight collect.
Subsequent compressor replacements, on a no cost

basis, will be at the discretion of DCA and will be 
handled on a case by case basis. Normally after the 
second compressor fails, within the 5 year warranty 
period, a problem exists in the installation, 
maintenance or causes beyond the control of DCA 
such as and not limited to power fluctuations or 
lightning strikes. For this reason second and 
subsequent compressor failures will be handled 
"out of warranty". The cause of failure must 
be determined before any action is taken by DCA.

Refrigeration coils, as part of the DCA 
dehumidification system, carry a five year warranty. 
DCA will furnish a replacement refrigeration coil, 
upon a coil failure, shipped freight collect. 
Subsequent coil replacements, on a no cost basis, 
will be at the discretion of DCA and handled on a 
case by case basis. Normally after the second coil 
fails within the 5 year warranty period, a problem 
exists in the installation, maintenance or causes 
beyond the control of DCA. Premature coil fin 
erosion normally signals that chemicals are stored 
in the mechanical room, with the dehumidifier, or 
contaminated return air is present and must be 
corrected before any action is taken by DCA.

The definition of a defective dehumidifier part will 
be as follows. In the case of a defective part, that 
falls in the definition of its warranty period, the 
replacement part will be shipped from the factory 
promptly with the customer being billed 
immediately via COD, a valid credit card via an 
existing open account with DCA. The defective part 
will be shipped back to the DCA factory with all 
associated costs being paid by the customer. 
Upon return, the defective part will be examined

MODELS
DCA 650Y • DCA 650YWH • DCA 900Y • DCA 900YWH • DCA 1500Y • DCA 1500YWH • DCA 2000Y • DCA 2000YWH

DCA 2500Y • DCA 2500YWH • DCA 3000Y • DCA 3000YWH • DCA 3300Y • DCA 3300YWH •DCA 3600Y • DCA 3600YWH 
 DCA 4100Y • DCA 4100YWH •  DCA 4800Y • DCA 4800YWH • DCA 5500Y • DCA 5500YWH • DCA 6500Y • DCA 6500YWH

DCA 7000Y • DCA 7000YWH • DCA 8000Y • DCA 9000Y • DCA 11000Y • DCA 14000Y

W57 N14363 DOERR WAY, SUITE 6
P.O. BOX 917

CEDARBURG, WI 53012
PHONE: 262-377-7501

E-MAIL: info@dehumidifiercorp.com
Page 18 of 53



ALL DCA SERIES HUMIDITY
CONTROL  SYSTEMS  L IMITED
P RO D U C T  W A R R A N T Y

for cause of failure. If it is determined that the part 
was found to be defective in materials or 
workmanship, DCA will immediately credit the 
customer back via the same initial method of 
payment. All the associated freight costs will be paid 
for by the contractor or owner. If DCA has determined 
that the returned part was subjected to miss use or 
alteration, warranty will be denied.

DCA will supply a new or replacement part free. All 
in-warranty replacement parts will be warranted for 
the unused portion of that component’s warranty 
as established herein. Freight charges on 
warranty replacements are the responsibility of the 
owner. Any charges associated with labor, material, 
refrigerant or any other charges with the repair 
will be the responsibility of the owner.

There is no warranty for any of the following:

(1) Alteration, misuse, negligence, accident, floods, or
Acts of God.

(2) If operation of the unit is contrary to the company
or manufacturer’s recommendation or

(3) if any unit has been altered or repaired by improper
matching of the unit or units components in any way
outside of the factory, so as to affect its stability or
performance in our judgement.

(4) Any damages caused by failing to provide
maintenance and service to the unit.

(5) Any Labor cost incurred in diagnosing, erecting or
disconnecting, or any damage or repairs required as
a result of faulty installation or replacing any parts or
any parts used in connection with normal maintenance,
such as filters or belts.

(6) Fuel or electricity costs or any increase in electricity
of fuel costs whatsoever including any additional or
unusual use of supplemental heat.

(7) Actions or negligence of the installer or servicer of
the unit that result in losses or damage of any kind
including those due to inadequate:

(A) Sizing of the unit to the area.

(B) Air Distribution.

(C) Duct Work and

(D) Poorly insulated or loosely constructed rooms.

(E) Excessive glass or skylights on outside cold walls.
(F) Excessive infiltration.

(G) Power supply. 
THIS WARRANTY DOES NOT INCLUDE SERVICE 
OR LABOR CHARGES CONNECTED WITH THE 
DETERMINATION OR REPLACEMENT OF 
DEFECTIVE PARTS. ALL LABOR CHARGES ARE 
THE RESPONSIBILITY OF THE INSTALLING 
CONTRACTOR FOR THE LENGTH OF HIS 
WARRANTY, IF ANY, AND THEREAFTER THE 
OWNER. Sheet metal expendable supplies such as 
refrigerants, solder, fluxes, and repairable coils are not 
included as part of this warranty. Buyer’s sole and 
exclusive remedy with respect to the product are 
provided in this warranty and the expressed warranties 
contained herein are in lieu of all other warranties. 
IMPLIED WARRANTIES INCLUDING 
WARRANTIES OF MERCHANTABILITY OR 
FITNESS FOR A PARTICULAR USE OR PURPOSE, 
SHALL ONLY LAST FOR ONE YEAR AFTER DATE 
OF ORIGINAL INSTALLATION. Buyer assumes all 
other liability for any loss, damage or injury to persons 
or property, arising out of, connected with or resulting 
from the use of the Company’s Products, either alone 
or in combination with other products. In no event shall 
the company be liable for any other damages, either 
direct, incidental, consequential, or otherwise. Some 
states do not allow limitations on how long an implied 
warranty lasts or the exclusions of consequential or 
incidental damages, so the above limitations and 
exclusions may not apply. This warranty gives you 
specific legal rights and you also may have other rights 
which vary from state to state.

ALL CLAIMS RELATING TO OR ARISING OUT OF 
THE OPERATION OF THIS PRODUCT ARE 
SUBJECT TO BINDING ARBITRATION UNDER THE 
AUSPICES AND RULES OF THE AMERICAN 
ARBITRATION ASSOCIATION.

W57 N14363 DOERR WAY, SUITE 6
P.O. BOX 917

CEDARBURG, WI 53012
PHONE: 262-377-7501

E-MAIL: info@dehumidifiercorp.com
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DEHUMIDIFIER CORPORATION OF AMERICA, INC. 

Standard Terms and Conditions of Sale 
  

1. CONTRACT – All sales transactions are expressly subject to these terms and conditions.  Modifications or additions will be recognized only if 

accepted in writing by an officer of Dehumidifier Corporation of America, Inc. (“Company”).  Provisions of the original purchaser (“Buyer”)’s purchase 
order or other documents that add to or differ from these terms and conditions are EXPRESSLY rejected.  No waiver of these terms and conditions or 
acceptance of others will be construed as a failure of Company to raise objections. 

 
2. QUOTATIONS AND PUBLISHED PRICES – Quotations/prices automatically expire 60 calendar days from the date issued unless otherwise 

stated in the quotation and are subject to withdrawal by notice within that period.  Company reserves the right to extend quotations for up to 6 months 
from the date of issuance.  Prices shown on the published price lists and other published literature issued by company are not unconditional offers to sell 
and are subject to change without notice.  Company’s prices for equipment, unless otherwise specified, do not include an allowance for installation, final 
on-site adjustment, and/or factory start-up.  Prices are subject to adjustment to those in effect at time of shipment and may be adjusted to include any 
necessary surcharge(s).  Pricing that differs from Company’s published price lists is confidential to Company and Buyer agrees to strictly maintain such 
confidentiality. 

 
3. TERMS OF PAYMENT – Terms are NET 35 days from date of shipment with approved credit. Accepted methods of payment are cash, check 

(bank, cashiers or company check), or credit card (American Express/Mastercard/Visa/Discover). Amounts past due (40 days after date of shipment) are 
subject to a service charge of 3% per month. On orders greater than $10,000.00 and all orders of customized engineered equipment a down payment, 
payment in full, and/ or progressive payments as determined by the Company may be required. 

 
4. CREDIT APPROVAL – All Buyers must complete a Company credit application.  All information submitted by Buyer on application will be held in 

strictest confidence.  All applications must be fully completed and returned to Company (mail/e-mail). Company will notify Buyer as to credit approval 
and terms of payment as soon as Company has secured necessary information supplied by Buyer to make credit determination. If Company deems that 
by reason of the financial condition of the Buyer or otherwise, the continuance, production or shipment on the terms specified is not justified alternate 
form of payment will be required. 

 
5. ORDER ACKNOWLEDGEMENTS – Upon the receipt of Buyers Purchase Order Company will provide to Buyer an ORDER 

ACKNOWLEDGEMENT. Order Acknowledgements specify exactly what will be manufactured and supplied by Company and agreed to by Buyer. All 
order acknowledgements must be signed and dated by the appropriate buying authority and returned to Company before order will be processed. NO 
ORDER WILL BE PLACED IN PRODUCTION SCHEDULE OR BE CONSIDERED FOR PRODUCTION UNTIL A SIGNED ORDER 
ACKNOWLEDGEMENT IS RETURNED TO COMPANY AND CREDIT TERMS HAVE BEEN DETERMINED. 

 
6. CUSTOM ENGINEERED EQUIPMENT – All equipment that varies from the standard published Company equipment product line or any 

equipment that requires additional Company engineering time or equipment that is manufactured for a specific specialized application will be classified 
as CUSTOM ENGINEERED EQUIPMENT and will require a down payment, payment in full or progressive payments as determined by the Company as 
stated in 3 above. 

 
7. SPECIAL PURCHASE EQUIPMENT – Special Purchase Equipment is equipment not manufactured by the Company but purchased by the 

Company as part of the ORDER ACKNOWLEDGEMENT signed by the Buyer. Special Purchase Equipment include the following but not limited to 
electric duct heaters / slip in electric duct heaters / gas fired duct furnaces / specialized controls / other equipment / outdoor remote condensers 
purchased for a specific application. In the event of an order cancellation these special purchase equipment become the responsibility of the Buyer and 
must be paid in full by Buyer. 

 
8. DELIVERY / LEAD TIME – Delivery dates are approximate and are based on prompt receipt of all necessary information regarding the equipment 

to be delivered.  Company will use reasonable efforts to meet the indicated delivery dates but will not be held responsible for its failure to do so.  Title to 
the equipment and risk of loss shall pass to Buyer upon delivery to a carrier.  In the event of any delay in delivery caused by Buyer, Company will store 
and handle all terms at Buyer’s risk and will invoice Buyer for the unpaid portion of the contract price, plus applicable storage, insurance, and handling 
charges.  The invoice will be payable in full within 35 days from the invoice date.  Company has the right to make partial shipments and bill for those 
shipments. 

 
9. SHIPPING AND HANDLING CHARGES - Shipments are F.O.B. point of shipment.  Unless Buyer elects a freight collect shipment, shipping 

charges plus the applicable Company handling charge will be prepaid and billed as a separate item on the equipment invoice. 
 

10. CHANGES – Buyer may with express written consent of Company make changes in the specifications for equipment or work covered hereunder.  In 

such event, the price and delivery dates will be equitably adjusted.  Company will be entitled to payment for reasonable profit plus costs and expenses 
incurred by it for work and materials rendered unnecessary as a result of such changes and for work and materials required to effect aid changes. 

 
11. CANCELLATION – Undelivered parts of any order may be canceled by Buyer only with the prior written approval of Company.  If Buyer makes an 

assignment for the benefit of creditors, or in the event Company has reason to believe that Buyer is unwilling or unable to perform, Company will have 
the unconditional right to cancel this sales transaction or demand full or partial payment in advance pursuant of 4 above.  In the event of any cancellation 
of this order by either party, Buyer will pay to Company the reasonable costs and expenses (including engineering expenses and all commitments to its 
suppliers and subcontractors) incurred by Company prior to receipt of notice of such cancellation, plus Company’s usual rate of profit for similar work.  
The minimum cancellation charge will be 15% of the price hereunder. 

 
12. RETURNS – Items returned for customer convenience (and not for product or part failure or warranty issues) will be subject to a 15% restocking fee.  

Dehumidifier Corporation of America, Inc. must be contacted for a Return Authorization Number (RAN) within 21 days of shipment (for a customer) or 30 
days of shipment (for dealer/distributor) from Dehumidifier Corporation of America, Inc. to be eligible for return credit.  Customers must return items 
within 10 days of receiving a RAN. Item must be in new and unused condition, packed in original packaging and container, and include all manuals, 
peripherals and accessories. All freight charges to return equipment to Company will become the responsibility of the Buyer. 

 
13. TAXES – Company’s prices do not include any applicable sales, goods/services, use, excise or similar taxes, and the amount of any such tax which 

Company may be required to pay or collect will be added to each invoice and paid by Buyer unless Buyer has furnished Company with a valid tax 
exemption certificate acceptable to the taxing authorities prior to shipment.  If an exemption certificate provided to Company by Buyer is, through no fault 
of Company, subsequently determined to be invalid, the previously unpaid sales, use, excise or similar tax will be billed to and paid by Buyer. Company 
will collect no applicable sales goods/services, use, excise or similar taxes from any state outside the state of Wisconsin. 
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14. PRODUCTION AND SHIPPING – Company will provide a Sales Order Acknowledgement (SOA) to Buyer upon receipt of a Purchase Order. 

The Sales Order Acknowledgement will provide a shipping date defined as “Week of (Month), (Date).”  Equipment ordered from Company is projected to 
be ready for shipment between Monday and Friday of the week indicated on SOA or before. 

 
A) BUYER REQUESTED DELAY OF PRODUCTION 

i) Company must be provided request for production delay by Buyer 30 or more days prior to SOA shipment week.  Upon receipt of delay 
request, Company will contact Buyer to set adjusted shipment week. 

ii) If Buyer’s request for delay is received within 30 days of SOA date and Company has not commenced construction of equipment, Company 
will assess Buyer a one-time fee, 3% of the total invoice, to be paid in addition to SOA price. 

iii) If Buyer’s request for delay is received within 30 days of SOA date and Company has commenced construction of equipment, Company will 
continue and complete construction of said and Buyer will be subject to terms listed in Section 14, B). 

Note:  Items subject to Section 7 remain under specifications defined within. 
 

B)  SHIPPING OF COMPLETED EQUIPMENT ET AL. – All completed orders ready for shipment will be subject to the following: 

i) Buyer will be notified by Company as soon as all Manufactured and Special Purchase Equipment is completed and ready for shipment. 
ii) Company will provide Buyer 14 calendar days from notification to make necessary receiving arrangements and release equipment for 

shipment from Company. 
iii) If Company has not received release of shipment from Buyer at the conclusion of 14 calendar days, Buyer will be assessed a holding/storage 

charge of 2% of total invoice per week, up to four calendar weeks.   
iv) If Buyer has not released equipment or negotiated special specific terms of storage/payment with Company at the conclusion of the above 

time frames, Company will have the unconditional right to cancel the sales transaction.  Funds received for Special Purchase Equipment 
shall be retained by Company as defined in section 7.  Goods manufactured by Company will remain property of Company.  Buyer is 
subject to conditions as specified in Section 11, Cancellation. 

v) Upon condition of Buyer reinstatement of Transaction, Company will provide new Sales Order Acknowledgement and expected ship date to 
Buyer.  Equipment will be shipped on a C O D basis and invoice shall include all charges incurred pursuant to sections C and D above. 

 

15. CLAIMS – Risk of loss or damage shall pass to Buyer upon delivery to transportation company. Company is not responsible for any loss or damage 

claimed. Buyer must notify transportation company of shortage or damage and file claim with the transportation company for the damage or shortage.  
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R-454B REFRIGERANT SERIES

SWIMMING POOL
DEHUMIDIFIER

OWNER’S MANUAL
INSTALLATION • OPERATION

MAINTENANCE • DECOMMISSIONING

IMPORTANT: This manual contains general information regarding pool room dehumidification. It
includes general building construction considerations, dehumidifier installation guidelines and tips

that are considered common knowledge in this industry.

It cannot be considered an all-inclusive manual that will cover every aspect of the design and 
construction of all indoor pool rooms. Contact an architect or building contractor that is familiar with

indoor pool rooms for your specific project.

Specific information for your dehumidifier is on the unit’s identification plate and decal located on
the dehumidifier cabinet.

Additional information and diagrams can be found on our website:
www.dehumidifiercorp.com
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THIS MANUAL MUST BE
READ AND UNDERSTOOD
BY A QUALIFIED PERSON OR
PERSONS BEFORE INSTALLATION
CONTENTS
Introduction . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2

Warranty . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3, 4

General Installation Instructions and Notes  . . . . . . . . . . . . . . . . . . . . . . . . . . . 5, 6

Refrigerant Detection and Leak Mitigation System. . . . . . . . . . . . . . . . . . . . . . . .6 

Legend of Typical Installation . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .7

Location/Mounting . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .8

Duct Work And Air Distribution Installation & Design . . . . . . . . . . . . . . . . . .9, 10

Condensate Drain Plumbing Connection . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .11

Refrigerant Handling and Specifications . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .11

Remote Condenser Installation . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .11

Charging Instructions . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .12

Electrical Connections, Controls: Location & Mounting . . . . . . . . . . . . . . . . .13

Pool Water Heating and Chemicals . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .14

Minimum Factory Start-Up Requirements . . . . . . . . . . . . . . . . . . . . . . . . . . . . .15
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• HUMIDITY CONTROL
• DUCT DESIGN
• AIR DISTRIBUTION OVER EXTERIOR GLASS AND SKYLIGHTS
• VENTILATION
• BUILDING CONSTRUCTION
• POOL WATER CHEMISTRY
• ADEQUATE POOL ROOM VAPOR BARRIER
• PROPER WALL & CEILING INSULATION
• LOW “E” GLASS & SKYLIGHTS

• PROPER STORAGE OF POOL & SPA WATER CHEMICALS

 A pool room dehumidifying system will not provide 
desired comfort and building protection unless these areas 
are addressed.
 Important information about each of these are included 
in this manual. It is the responsibility of the owner along with 
the contractor, engineer and architect to ensure that careful 
consideration be given to all of these areas of pool room 
environment control.
 A DCA dehumidification system can handle all of your 
moisture removal needs, and in many cases, your heating 
and cooling requirements as well.
 Dehumidification is accomplished by moving room air 
through the dehumidifying coil, lowering the air temperature 
below its dew point. Moisture will condense on this coil thus 
removing a large portion of the moisture from the air. The 
heat recovered by the above mentioned process, known as 
latent heat, and the electrical consumption of the 
compressor is delivered by the reheat condenser coil. The 
air leaving the evaporator coil enters the reheat condenser 
coil and picks up the available heat and exits the 
dehumidifier as warm dry air.
 With the addition of an air cooled remote condenser, a 
portion of the room cooling can be achieved during the warm 
months. If the room temperature should rise above the 
preset condition, the system will switch from delivering warm 
dry air to delivering cool dry air automatically. As stated 
above, the DCA system will control moisture and in some 
cases heat and cool the pool room enclosures.
 Proper installation, by qualified personnel, of the 
dehumidifying system takes careful analysis and planning 
and is very important in achieving the total desired results. 
Even though a pool room dehumidifier can provide 
supplemental room heating, every pool room needs a 
primary room heating source that is sized to handle the total 
room heating requirement plus any outdoor air that may be 
needed. This primary pool room heating source must be 
sized independent of any room heating that may be derived 
from the warm pool water.

UNPACKING & INSPECTION 

 All DCA Systems are completely factory tested to ensure 
proper operation before shipment. Check for shipping 
damage both internal (concealed) and external.

 NOTATION MUST BE MADE ON CARRIERS FREIGHT 
BILL OF LADING TO INSURE PROMPT FREIGHT 
DAMAGE CLAIMS PROCESSING.

 Claims for freight damage or shortages must be filed 
within 5 days of acceptance of equipment with the delivering 
freight carrier. All Freight Claims must be resolved with the 
delivering freight carrier. The factory cannot be of any help 
after equipment is signed for and delivered.

INTRODUCTION
DCA Series

 Congratulations! You have purchased the finest 
equipment available to control the damaging humidity 
associated with indoor pools and spa areas. 
 DCA dehumidifiers are precision engineered 
products, specifically designed to control the 
conditions in your indoor pool room to obtain maximum 
performance and energy savings. 

 Your DCA dehumidifier has been carefully assembled 
and tested at our factory by our trained personnel. Only 
Skilled, Trained and Qualified Personnel may install and 
service your DCA equipment. 

     DCA dehumidifier is not intended for use by persons 
(including children) with reduced physical, sensory or 
mental capabilities, or lack of experience and knowledge, 
unless they have been given supervision or instruction 
concerning use of the dehumidifier by a person 
responsible for their safety. Children should be supervised 
to ensure that they do not play with the dehumidifier.
 DCA cannot possibly anticipate every possible 
circumstance that might involve a hazard. The warnings in 
this manual and on tags and decals affixed to the 
equipment are, therefore, not all-inclusive. If you use a 
procedure, work method or operating technique 
not specifically recommended by DCA, you must satisfy 
yourself that it is safe for you and others.

CAUTION

Serious injury, property damage and death can result 
from unqualified personnel installing and servicing 
this equipment. High pressure refrigerants and 
high electrical voltage are present.

If the dehumidifier must be stored before installation, 
it must be stored in a room without 
continuously operating ignition sources, i.e.:  
open flames, an operating gas appliance, or an 
operating electric heater. All portions of the 
dehumidification system shall also be stored as to 
prevent mechanical damage from occurring.

IMPORTANT

 Your DCA dehumidifier is one of several essential 
components that are necessary in your pool room 
for complete environmental control. The following areas 
must be incorporated in your pool room by you, your 
contractor, engineer and architect.

O W N E R ’ S  M A N U A L
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This certificate is our warranty to you. Please ensure 
that you or your installing dealer understand this 
warranty. Dehumidifier Corporation of America, Inc. 
applies this limited warranty on all units of its 
manufacture to be free from defects in material and 
workmanship under normal intended use and service 
when units remain at original installation site and are 
correctly installed and operated according to printed 
instructions and in compliance with all local installation 
and building codes and acceptable trade practices. 
This Limited Warranty is void unless upon 
start-up of the unit the “Start-up Report and 
Warranty Registration” is completed and 
received at the factory within 30 days of 
start-up. This will also register the compressor 
warranty with the compressor manufacturer.

The company shall, unless specified herein, during the 
first three years after date of initial installation replace 
any part supplied by DCA that fails because of a defect 
in workmanship or material.

All controls, supplied by DCA, as part of a 
dehumidification system will carry a one (1) year 
warranty from date of start up as validated by the return 
of the start up report returned to DCA no later than 30 
days after the start up date.

All freon compressors carry a 5 year compressor 
warranty and all other parts excluding return air filters 
and blower belts, carry a three year parts warranty. 
DCA will furnish a replacement compressor, upon a 
compressor failure, shipped freight collect. Subsequent 
compressor replacements, on a no cost basis, will be 

at the discretion of DCA and will be handled on a case 
by case basis. Normally after the second compressor 
fails, within the 5 year warranty period, a problem exists 
in the installation, maintenance or causes beyond the 
control of DCA such as and not limited to power 
fluctuations or lightning strikes. For this reason 
second and subsequent compressor failures will be 
handled "out of warranty". The cause of failure must 
be determined before any action is taken by DCA.

Refrigeration coils, as part of the DCA 
dehumidification system, carry a five year warranty. 
DCA will furnish a replacement refrigeration coil, 
upon a coil failure, shipped freight collect. 
Subsequent coil replacements, on a no cost basis, 
will be at the discretion of DCA and handled on a 
case by case basis. Normally after the second coil 
fails within the 5 year warranty period, a problem 
exists in the installation, maintenance or causes 
beyond the control of DCA. Premature coil fin erosion 
normally signals that chemicals are stored in the 
mechanical room, with the dehumidifier, or 
contaminated return air is present and must be 
corrected before any action is taken by DCA.

The definition of a defective dehumidifier part will be 
as follows. In the case of a defective part, that falls in 
the definition of its warranty period, the replacement 
part will be shipped from the factory promptly 
with the customer being billed immediately via 
COD, a valid credit card via an existing open 
account with DCA. The defective part will be shipped 
back to the DCA factory with all associated costs 
being paid by customer.

LIMITED PRODUCT WARRANTY

O W N E R ’ S  M A N U A L

DCA SERIES HUMIDITY CONTROL SYSTEMS

MODELS

DCA 650Y • DCA 650YWH • DCA 900Y • DCA 900YWH • DCA 1500Y • DCA 1500YWH • DCA 2000Y

  DCA 2000YWH • DCA 2500Y • DCA 2500YWH • DCA 3000Y • DCA 3000YWH • DCA 3300Y • DCA 3300YWH

DCA 3600Y • DCA 3600YWH • DCA 4100Y • DCA 4100YWH • DCA 4800Y • DCA 4800YWH • DCA 5500Y

DCA 5500YWH • DCA6500Y • DCA6500YWH • DCA 7000Y • DCA 7000YWH • DCA 8000Y • DCA 8000YWH

DCA 9000Y • DCA9000YWH • DCA 11000Y • DCA11000YWH • DCA 14000Y • DCA14000YWH
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Upon return, the defective part will be examined for 

cause of failure. If it is determined that the part was 

found to be defective in materials or workmanship, DCA 

will immediately credit the customer back via the same 

initial method of payment. All the associated freight 

costs will be paid for by the contractor or owner. If DCA 

has determined that the returned part was subjected to 

miss use or alteration, warranty will be denied.

DCA will supply a new or replacement part free. All 

in-warranty replacement parts will be warranted for the 

unused portion of that component’s warranty as 

established herein. Freight charges on warranty 

replacements are the responsibility of the owner. Any 

charges associated with labor, material, refrigerant or 

any other charges with the repair will be the 

responsibility of the owner.

There is no warranty for any of the following:

(1) Alteration, misuse, negligence, accident, floods, or

Acts of God.

(2) If operation of the unit is contrary to the company or

manufacturer’s recommendation or

(3) if any unit has been altered or repaired by improper

matching of the unit or units components in any way

outside of the factory, so as to affect its stability or

performance in our judgement.

(4) Any damages caused by failing to provide

maintenance and service to the unit.

(5) Any Labor cost incurred in diagnosing, erecting or

disconnecting, or any damage or repairs required

as a result of faulty installation or replacing any parts

or any parts used in connection with normal

maintenance, such as filters or belts.

(6) Fuel or electricity costs or any increase in electricity

of fuel costs whatsoever including any additional or

unusual use of supplemental heat.

(7) Actions or negligence of the installer or servicer of

the unit that result in losses or damage of any kind

including those due to inadequate:

(A) Sizing of the unit to the area.

(B) Air Distribution.

(C) Duct Work and

(D) Poorly insulated or loosely constructed rooms.

(E) Excessive glass or skylights on outside cold walls.

(F) Excessive infiltration.

(G) Power supply.

(H) Others.

THIS WARRANTY DOES NOT INCLUDE 

SERVICE OR LABOR CHARGES 

CONNECTED WITH THE DETERMINATION 

OR REPLACEMENT OF DEFECTIVE PARTS. 

ALL LABOR CHARGES ARE THE 

RESPONSIBILITY OF THE INSTALLING 

CONTRACTOR FOR THE LENGTH OF HIS 

WARRANTY, IF ANY, AND THEREAFTER 

THE OWNER. 

Sheet metal expendable supplies such as refrigerants, 

solder, fluxes, and repairable coils are not included as 

part of this warranty. Buyer’s sole and exclusive remedy 

with respect to the product are provided in this warranty 

and the expressed warranties contained herein are in 

lieu of all other warranties.

IMPLIED WARRANTIES INCLUDING 

WARRANTIES OF MERCHANTABILITY OR 

FITNESS FOR A PARTICULAR USE OR 

PURPOSE, SHALL ONLY LAST FOR ONE 

YEAR AFTER DATE OF ORIGINAL 

INSTALLATION.

Buyer assumes all other liability for any loss, damage 

or injury to persons or property, arising out of, 

connected with or resulting from the use of the 

Company’s Products, either alone or in combination 

with other products. In no event shall the company be 

liable for any other damages, either direct, incidental, 

consequential, or otherwise. Some states do not allow 

limitations on how long an implied warranty lasts or the 

exclusions of consequential or incidental damages, so 

the above limitations and exclusions may not apply. 

This warranty gives you specific legal rights and you 

also may have other rights which vary from state to 

state.

ALL CLAIMS RELATING TO OR ARISING 

OUT OF THE OPERATION OF THIS 

PRODUCT ARE SUBJECT TO BINDING 

ARBITRATION UNDER THE AUSPICES AND 

RULES OF THE AMERICAN ARBITRATION 

ASSOCIATION.

O W N E R ’ S  M A N U A L
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Installation Location Suggestions, 
Requirements, and Restrictions 

DCA supplied equipment and accessories shall be installed in 
compliance with ALL APPLICABLE National, State, and Local codes 
and standards.  Such standards may be, but are not limited to:  
ASHRAE 15, ASHRAE 15.2, IAPMO Uniform Mechanical Code, ICC 
International Mechanical Code, or SCA B52.  

In the event that the installation of the dehumidification 
system will require the refrigerant circuit of the system to be 
opened in any way, the work must be performed by an individual 
TRAINED AND CERTIFIED in the handling of FLAMMABLE 
REFRIGERANTS, POTENTIAL IGNITION SOURCES, and VENTILATED 
AND UNVENTILATED ENCLOSURES as detailed in Annex HH of UL 
60355‐2‐40.  

DCA Equipment and DCA supplied accessories must also be 
installed in compliance with all other prescribed stipulations and 
directions following in this manual:

Minimum Area of Room Served by Dehumidifier (AMIN)

The minimum airflow supplied by the DCA 
dehumidifier shall comply with the chart below 
(please reference standard airflow on page 16):

Minimum room area adjustment factor at altitude 

Minimum installed height
The minimum installation height for all indoor DCA 

dehumidifiers is 0'‐0”.

Unventilated Areas
If the DCA dehumidifier utilizing R‐454B is to be installed in 

an unventilated area, the area shall be so constructed that should 
any refrigerant leak, it will not stagnate so as to create a fire or 
explosion hazard.  This shall include:

Fixed installations
a.  Ducted

Rooms containing DCA Dehumidifiers and/or Condensers 
connected via an air duct system to one or more rooms that are 
installed in a room with less area than AMIN as determined in 

Minimum Room Area section, shall not have any operating open 
flames (e.g. an operating gas appliance) or other POTENTIAL 
IGNITION SOURCES (e.g. an operating electric heater, hot 
surfaces).  A flame‐producing device may be installed in the same 
space if the device is provided with an effective flame arrest.
DCA Dehumidifiers and Condensers connected by duct may be 
installed in a false or drop ceiling area used as a return air plenum 
if a REFRIGERANT DETECTION SYSTEM is provided in the appliance 
and any external connections are also provided with a sensor 
immediately below the return air plenum duct joint.

Only auxiliary devices approved by Dehumidifier 
Corporation of America, Inc. (DCA), or those declared suitable for 
installation with the refrigerant R‐454B shall be installed in 
connecting ductwork and shall comply with the following 
statement:
Auxiliary devices which may be a POTENTIAL IGNITION SOURCE 
shall not be INSTALLED IN THE DUCT WORK.  Examples of such 
POTENTIAL IGNITION SOURCES are hot surfaces with a 
temperature exceeding 1,292 °F and electric switching devices.

O W N E R ’ S  M A N U A L

GENERAL INSTALLATION INSTRUCTIONS 
AND NOTES

Remote Ready  
(up to 50’)

Non‐Remote Ready

DCA650Y/YWH 338 ft² 173 ft²

DCA900Y/YWH 480 ft² 300 ft²

DCA1500Y/YWH 765 ft² 345 ft²

DCA2000Y/YWH 960 ft² 435 ft²

DCA2500Y/YWH 990 ft² 450 ft²

DCA3000Y/YWH 1275 ft² 690 ft²

DCA3300Y/YWH 1305 ft² 705 ft²

DCA3600Y/YWH 1380 ft² 795 ft²

DCA4100Y/YWH 1830 ft² 1110 ft²

DCA4800Y/YWH 1935 ft² 1125 ft²

DCA5500Y/YWH 2010 ft² 1155 ft²

DCA6500Y/YWH 2400 ft² 1395 ft²

DCA7000Y/YWH 2445 ft² 1425 ft²

DCA8000Y/YWH 1635 ft² 1110 ft²

DCA9000Y/YWH 1695 ft² 1125 ft²

DCA11000Y/YWH 1770 ft² 1155 ft²

DCA14000Y/YWH 2010 ft² 1425 ft²

Remote Ready Non‐Remote Ready

DCA650Y/YWH 609 CFM 312 CFM

DCA900Y/YWH 866 CFM 542 CFM

DCA1500Y/YWH 1380 CFM 623 CFM

DCA2000Y/YWH 1732 CFM 785 CFM

DCA2500Y/YWH 1786 CFM 900 CFM

DCA3000Y/YWH 2300 CFM 1245 CFM

DCA3300Y/YWH 2355 CFM 1272 CFM

DCA3600Y/YWH 2490 CFM 1435 CFM

DCA4100Y/YWH 3302 CFM 2003 CFM

DCA4800Y/YWH 3491 CFM 2030 CFM

DCA5500Y/YWH 3626 CFM 2084 CFM

DCA6500Y/YWH 4330 CFM 2517 CFM

DCA7000Y/YWH 4411 CFM 2571 CFM

DCA8000Y/YWH 2950 CFM 2760 CFM

DCA9000Y/YWH 3450 CFM 3450 CFM

DCA11000Y/YWH 3840 CFM 3840 CFM

DCA14000Y/YWH 4800 CFM 4800 CFM

0‐6561ft 6562‐9842ft 9843‐11000ft MAX

1 1.14 1.29
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A) Electric Duct Heaters  ‐ The following is a list of approved
heaters, listed by model number:

Gas Duct HeatersB)

b. Non‐Ducted
If the dehumidifier is installed as a non‐ducted appliance, false 
ceilings or drop ceilings may be used as a return air plenum if a 
REFRIGERANT DETECTION SYSTEM is provided in the appliance 
and any external connections are also provided with a sensor 
immediately below the return air plenum duct joint.
Dehumidifiers installed without ducting having the supply and 
return air openings in the conditioned space hay have the body 
of the appliance installed in open areas such as false ceilings 
not being used as return air plenums, as long as the 
conditioned air does not directly communicate with the air of 
the false ceiling.

Refrigerant Detection and Leak 
Mitigation System

Refrigerant Detection System
The DCA dehumidifier is factory supplied with a 

refrigerant detection system installed.  The detection system 
has one or more sensors installed on the floor level of the 
dehumidifier to detect leaks which are approaching no more 
than 25% of the lower flammability limit (LFL) value for R‐
454B.  

The sensor’s Life Cycle is 15+ years and in many cases will 
outlive the life of the dehumidifier. The refrigerant detection 
system’s control board’s status LED will blink red to inform the 
user of needed replacement, or fault of the sensor. Please 
reference the instruction manual of the Refrigerant Detection 
System’s control board for more information. If replacement 
sensor is needed, please contact DCA. Replacement sensors 
shall be of a similar design type and must provide the same 
signal output to the detection control board when replaced.  
Do not mix sensor types, or sensor signal types.

Upon detection of a leak, with refrigerant detection 
system’s control board’s status LED being solid red, the 
dehumidifier will automatically start the blower fan and lock 
out the compressor circuit and accessory heaters 
simultaneously. The dehumidifier will also provide an alarm 
output which is to be field connected to an alarm system (by 
others) to alert persons in the building that a leak has been 
detected.

O W N E R ’ S  M A N U A L

Blow Duct Mounter Mount

EDH650DCA650Y/YWH EDHS650

EDH900DCA900Y/YWH EDHS900

EDHS1500EDH1500DCA1500/YWHY

EDHS2000EDH2000DCA2000Y/YWH

EDHS2500EDH2500DCA2500Y/YWH

EDHS3000EDH3000DCA3000Y/YWH

EDHS3300EDH3300DCA3300Y/YWH

EDHS3600EDH3600DCA3600Y/YWH

EDHS4100EDH4100DCA4100Y/YWH

EDHS4800EDH4800DCA4800Y/YWH

EDHS5500EDH5500DCA5500Y/YWH

DCA6500Y/YWH ‐ EDHS6500

DCA7000Y/YWH ‐ EDHS7000

DCA8000Y/YWH ‐ EDHS8000

DCA9000Y/YWH ‐ EDHS9000

DCA11000Y/YWH ‐ EDHS11000

DCA14000Y/YWH ‐ EDHS14000

Indoor Outdoor FurnaceFurnace

DFS100 HFP100

DFS125 HFP125

DFS150 HFP150

DFS175 HFP175

DFS200 HFP200

DFS225 HFP225

DFS250 HFP250

DFS300 HFP300

DFS350 HFP350

Optional Waterside connections
The DCA Dehumidifier SHALL NOT be connected to a 

POTABLE water supply unless SPECIALLY DESIGNED AND 
SUPPLIED for this purpose.  Such dehumidifiers will be tagged 
as such.  Additional back‐siphonage devices may be required as 
permitted by Federal, State, and/or Local codes applicable at 
your installation site.

Markings Visibility Requirement
         The DCA Dehumidifier SHALL be installed in such a way, 
that the markings below will be visible in the as-installed state:
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LEGEND

1. DCA Pool Water Heating
Assist Dehumidifier

2. Optional Remote Condenser 
(A/C) (page 10)
A. Air Cooled Model Shown
B. Water Cooled Model

Available
C. Cooling Tower Loop

Available
D. Geothermal Loop

Available

3. Main Pool Circulating Pump
(By Others)

4. Auxiliary Pool Water Heater
(By Others)

5. Pool Water Filter

6. Auxiliary Pool Water Pump
(By Others) Supplies Pool
Water To Dehumidifier
Water Heater

7. Make-up Air Assembly (By
Others)
A. Air Filter
B. Damper Control and Timer
C. Outside Air Pre-Heater
D. Bird Screen & Termination

8. Mounting feet and vibration
isolators by others. (page 6)

9. Electric/Gas/Hot Water Add
On Duct Heater (By Others)

10. Vibration Isolator Duct
Connector (By Others)

11. Flow Control, Flow Meter
and Shut-Off Valve (By
Others)

12. P-Trap and Condensate
Return (By Others) (page 9)

13. Air Vent (By Others)

14. Electrical Access Door

15. Dehumidifier
Component
Access Doors

16. Balancing valve.

17. Pool Room
Exhaust Fan. (Not
Illustrated; By Others)

O W N E R ’ S  M A N U A L

Note: This is a generic drawing. Location
of piping and components may vary from
unit to unit.
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LOCATION AND MOUNTING

Unless authorized by DCA all units 

must be installed in equipment rooms 

and areas that do not fall below 45° F, 
and which meet all qualifications listed 
above. 

Considerations must be made for 

service access, electrical requirements, 
duct work and filter access on all units.

NOTE:

CLEARANCE OF 18” TO 24” IS 

RECOMMENDED ON TOP, BOTTOM 

AND ALL SIDES FOR SERVICE OF 

COMPONENTS SUCH AS 

FILTERS,MOTORS, BELTS AND 

REFRIGERATION COMPONENTS. 

ADDITIONAL CLEARANCE MUST BE 

ALLOWED FOR THE ELECTRICAL 

ENCLOSURE AS SPECIFIED BY NEC 

AND LOCAL CODES.

Units may be field installed by 

placing them on mounting platforms 

made of materials of sufficient strength 

to prevent vibrations and sound 

resonance.

Install sound and vibration 

eliminators such as anti-vibration pads, 

canvas duct connectors (field supplied) 

or other approved methods to isolate 

the unit from the supportive structure 

and ductwork. (See figure at right).

Typical Floor Installation

Electrical Enclosure
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DUCTyWORKyANDyDISTRIBUTION
ProperLairLdistributionLisLimportantLinLanLindoorLswimmingLpoolL

roomL toL preventL condensationL onL windowsFL andL toL improveL

comfortHLTheLquantityLofLsupplyLairLandLtheLvelocityLofLairLfromL

theLairLdistributionLsystemLshouldLbeLofLsufficientLvolumeLtoLcoverL

allLareasLofLexteriorLglassFLskylightsLandLpatioLdoorsLwithLwarmFL

dryLairHLThisLisLtheLonlyLremedyLinLanLattemptLtoLkeepLexteriorL

glassLandLskylightsLfromLmoistureLandLcondensationLbuildWupH

IMPORTANT
ALLLDUCTLDESIGNLANDLCONSTRUCTION 

MUSTLCONFORMLWITHLTHELLATESTLASHRAELAND 
ySMACNALLOWLVELOCITYLDUCTLSTANDARDS

L ReferL toL theL pageL 1(L forL airL volumesL andL staticL pressureL

specificationsLofLtheLunitsHLSpecialLattentionLshouldLbeLgivenLtoL

theLfollowingLareasLtoLachieveLdesiredLresultsH

1.y SupplyLairL fromLregistersL shouldLbeL directedLonL outsideL

wallsL andL awayL fromL theL swimmingL andL spaL surfacesHL

MakeLsureLthatLallLoutsideLwallsLandLtheLentireLsurfaceLofL

exteriorLglassLareLcoveredLwithLsupplyLairH

2.yTheLreturnLairLinletLshouldLbeLlocatedLhighLinLtheLroomLasL

possibleL toL preventL airL stratificationHL Makey surey thaty
supplyyairydoesynotyshortycycleybackytoytheyreturnyinlet.
IfL theL dehumidifierL isL installedL withoutL returnL airL ductFL

provideLaLminimumLofL(LfeetLofLclearanceLbetweenLtheLunitL

andLtheLclosestLobstructionH

3.yTheLrecommendedLductLmaterialsLareLstandardLgalvanizedL

sheetLmetalFLaluminumLorLPVCLpipeHLAllLelbowsLshouldLbeL

ofL lowL restrictionHL DuctworkL mustL beL insulatedL onL theL

outsideLifLlocatedLinLareasLthatLareLunconditionedLtoLpreventL

condensationLandLheatLlossHLUseLflexibleLductLconnectorsL

toL attachL ductworkL toL theL DCAL unitL toL eliminateL anyL

vibrationsH

4. GrillesFLregistersLandLdiffusersLshouldLbeLselectedLonLtheL

basisL ofL lowL noiseL criteriaL NNCOL noiseL levelsFL CFML

requirementsLasLwellLasLairLdiffusionLpatternsLtoLcoverLcoldL

surfacesLwithLconditionedLairHLChooseLhardwareLresistantL

toLdeteriorationLfromLtheLpresenceLofLchemicalsLinLtheLpoolL

roomLatmosphereHL1YYLCFMLperLregisterLisLrecommendedH

5. CeilingLfansLcanLbeLusedFLlocalLcodesLpermittingFLtoLinsureL

moreLcompleteLairLcirculationHLMakeLsureLthatLairLisLdirectedL

upwardLtoLavoidLdraftsLthatLcanLresultLinLincreasedLwaterL

evaporationH

6. AL minimumL ofL (’L ofL ductL mustL beL attachedL toL theL

dehumidifierLsupplyLoutletLtoLensureLproperLairWflowH

’H ASHRAELrecommendsLthatLsurfacesLsuchLasLwindowsLandL

outsideL doorsL receiveL betweenL zL andL )L CFML ofL

dehumidifierLairLperLsquareLfootLtoLpreventLcondensationH

IMPORTANT
POORLDUCTLDESIGNLANDLINSTALLATION

WILLLRESULTLINLUNEVENLAIRLDISTRIBUTIONF

POORLOPERATINGLPERFORMANCEF

REDUCEDLMOISTURELREMOVALFLMOISTURELFORMATION

LONLEXTERIORLGLASSLANDLSKYLIGHTS

ANDLINCREASEDLOPERATINGLCOSTSH

TypicalLDuctLInstallation
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Supply

Not°Acceptable

TYPICAL°DUCTED°POOL°ROOM°INSTALLATION

DCA

Dehumidifier

Recommended

2.5°W°Or°More

Not°Acceptable

Not°Acceptable

Duct°Turns

Return

Mechanical°Room

Skylights

All duct work shall meet ASHRAE
and SMACNA design standards.

SMACNA°DUCT°DESIGNS

Intake

30°°Or°More

20°°Or°Less

Discharge

Intake

Discharge

Duct°Turns

5W°Or°More°For

Static°Pressure
Regain

Duct°Turns

Recommended

Recommended

Recommended
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CONDENSATE DRAIN / PLUMBING
CONNECTION

Check all local codes and by-laws for approved methods
of condensate water disposal. If codes permit, condensate
water may be returned back to the swimming pool by gravity
drainage to the nearest skimmer or surge tank (if equipped).
If codes do not permit condensate water to be returned back
to the swimming pool, an approved drain must be provided
for proper disposal.

If codes permit, schedule 40 PVC pipe is recommended
for drainage pipe. Slope the condensate drain line with a
minimum of 1/4 inch per foot. A P-trap is recommended and
filled with water to prevent air from entering the unit to
assure proper drainage of the condensate.

A condensate pump is required (field supplied) at
installations where the unit is located below the pool water
surface or drain access. If a pump is used it must have
sufficient pump head to overcome vertical lift and water
pressure if pumped into a pressurized pipeline. When
connecting to a pressurized pipeline a check valve and
solenoid should be used. Do not connect the condensate
drain to a pipe with negative pressure. When the
dehumidifier is installed outdoors, the drain line must be
heat taped and insulated to avoid freezing.

Refer to the illustration on page 7.

REFRIGERANT HANDLING AND
SPECIFICATIONS

See Service and Repair Note 1 for Installer Requirements

Your new DCA Dehumidification system utilizes the
refrigerant R-454B.  R-454B is classified by ASHRAE as a
mildly flammable (A2L) refrigerant and care must be taken
with its handling.  A2L refrigerants shall be transferred
with an appropriate transfer pump or recovery machine.
Refrigerant used in new installations shall be clean, virgin
refrigerant, and shall be handled only by an individual
TRAINED AND CERTIFIED in the handling of
FLAMMABLE REFRIGERANTS, POTENTIAL IGNITION
SOURCES, and VENTILATED AND UNVENTILATED
ENCLOSURES as detailed in UL 60355-2-40.

Do not mix refrigerants in recovery units and
especially not in cylinders.  Refrigerant that is recovered
must be placed into appropriate cylinders with pressure
relief and associated shut off valves in good working
order.  The cylinder shall be evacuated before use, and
shall be labelled with refrigerant type, quantity and quality
when filled.  When evacuating a tank or system which has
contained an A2L refrigerant, an appropriate evacuation
pump shall be used.

THE DCA DEHUMIDIFIER IS A FLOODING 
HEAD PRESSURE CONTROL SYSTEM

 It comes complete with all that is necessary for remote 
condenser operation pre-installed and tested i.e. liquid 
receiver, 3-way valve etc. Refer to the decal on the 
dehumidifier for the amount of additional refrigerant R454B 
to be weighed in, when a corresponding remote condenser 
is added. Refrigerant lines (field supplied) should not exceed 
50- feet in length. Contact DCA when longer lengths are
needed.

Provide at least 5 feet of
clearance in front of and top of
unit for proper unit operation. 
IMPORTANT

The outdoor remote condenser must be installed above 
or at the same level as the dehumidifier. When installing the 
remote condenser below the dehumidifier more than eight 
feet, the factory must be consulted. 

Hot gas and liquid line sizes that are stated on the unit 
and in the installation manual must be adhered to. The 
length of run of these lines must be 50 feet or less. The 
additional charge required for the remote condenser and 
line set is located on an informational tag adjacent to the 
remote condenser connections on the dehumidifier. Contact 
factory for runs over 50 feet. 

ATTENTION INSTALLERS

Only trained, qualified personnel should install or service 
DCA equipment. Serious injury, death and property damage 
can result from improper installation/service of this 
equipment. High voltage electrical components and 
refrigerant under pressure are present.

REFRIGERANT PIPING OF REMOTE CONDENSER - 
INSTALLATION

Field installed refrigerant pipework shall be installed in 
such a way, that it is protected from physical damage in 
operation and service, and shall be installed in compliance 
with ALL APPLICABLE national, state, and local codes 
and standards.  Such standards may be, but are not 
limited to:  ASHRAE 15, ASHRAE 15.2, IAPMO Uniform 
Mechanical Code, ICC International Mechanical Code, or 
SCA B52. 

Refrigerant piping (supplied by others) must be 
dehydrated copper. Standard refrigerant practices must be 
used when a remote condenser is installed. Refer to the 
chart in this manual or the refrigerant information tag located 
on the dehumidifier at the remote connection header 
location to determine the correct remote condenser line 
sizes required. Service valves on the main unit are located 
in the blower compartment. Keep these service valves 
closed (front seated) during all soldering, evacuation and 
refrigerant charging.
Both outgoing and incoming refrigerant lines must be 
insulated inside of the building. Hot gas lines shall have 
traps installed every 15 feet of vertical lift. When installing 
the line set, make sure that all solder joints are clean, oil 
free and absent of any foreign material. Insert the line into

O W N E R ’ S  M A N U A L
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the valve until the line bottoms out in the valve. Complete 
the soldering process. All field joints shall be accessible for 
inspection prior to being covered, or enclosed. 

NOTE: The remote condenser is shipped with a nitrogen 
holding charge. Remove this charge at the access ports 
provided before attempting to connect the remote condenser 
to the refrigerant piping. Contact factory immediately, if the 
remote condenser is found to have lost the holding charge. 

DEHUMIDIFIER          PIPE SIZE
MODEL#   SUPPLY         RETURN
DCA 650Y/YWH       5/8” OD     3/8” OD
DCA 900Y/YWH      5/8” OD     3/8” OD
DCA 1500Y/YWH              3/4” OD 1/2” OD
DCA 2000Y/YWH              3/4” OD 1/2” OD
DCA 2500Y/YWH              7/8” OD 1/2” OD
DCA 3000Y/YWH              7/8” OD 5/8” OD
DCA 3300Y/YWH              7/8” OD 5/8” OD
DCA 3600Y/YWH            1 1/8” OD 5/8” OD
DCA 4100Y/YWH            1 1/8” OD 5/8” OD
DCA 4800Y/YWH            1 1/8” OD 3/4” OD
DCA 5500Y/YWH            1 1/8” OD 7/8” OD
DCA 6500Y/YWH            1 1/8” OD 7/8” OD
DCA 7000Y/YWH            1 3/8” OD 7/8” OD
DCA 8000Y/YWH – A  1 1/8” OD 5/8” OD

– B 1 1/8” OD 5/8” OD
DCA 9000Y/YWH – A 1 1/8” OD 3/4” OD

– B 1 1/8” OD 3/4” OD
DCA 11000Y/YWH – A 1 1/8” OD 7/8” OD

– B 1 1/8” OD 7/8” OD
DCA 14000Y/YWH – A 1 3/8” OD 7/8” OD

– B 1 3/8” OD  7/8” OD 

REFRIGERANT PIPING OF REMOTE CONDENSER - TESTING

Pressurize the line set with an inert gas to a minimum
of 165 psi to determine if any leaks are present. Repair the
leaks, if any, and evacuate the line set and remote
condenser down to 500 microns. Once the evacuation
procedure has been completed, pressurize the system with
a sufficient charge of liquid R-454B to achieve a pressure
of at least 165 psi in the remote condenser and line-set.
Wait 5 minutes and then check with an electronic leak
detector. The test method must have a sensitivity of five (5)
grams per year of refrigerant or better, no leaks may be
detected.

CHARGING INSTRUCTIONS
Because R-454B is a zeotropic refrigerant, it must be

added in the liquid state. Because DCA dehumidifiers are
critical charge systems, the refrigerant must be weighed
in.
Therefore, charging this dehumidifier and its remote
condenser must always be accomplished by weighing in the
charge as a liquid. Vapor charging cannot be utilized. The
required charge for the dehumidifier is factory supplied, the
quantity factory charged is noted on the dehumidifier’s serial
tag. The additional charge required for the remote
condenser and up to 50’ of line set is detailed on the
information tag adjacent to the remote condenser
connection headers on the dehumidifier.

When charging the dehumidifier and/or remote 
condenser at installation or during service the technician 
must ensure that contamination of different refrigerants does 
not occur while using the charging equipment.  Hoses or 
lines shall be as short as possible to minimize the amount
of refrigerant contained in them.  When charging, the
cylinder must be positioned for liquid charging and careful
monitoring shall occur to ensure the refrigerating system is
not overcharged. Ensure that the refrigerating system is
earthed prior to charging the system with refrigerant.

CHARGING THE REMOTE CONDENSER

With the system off, add the refrigerant directly to the
remote condenser at either the service ports on the remote
condenser headers or at the dehumidifier isolation valves
following the charging instruction in the section above.  If
the full refrigerant charge will not fit into the remote, add the
remaining charge directly into the liquid receiver inside of
the dehumidifier. The receiver is equipped with rotolock
valves. Do not add refrigerant into the suction port on the
unit. This could cause the compressor to slug and void the
warranty. Label the system when the charging process is
complete.

NOTE:  The dehumidifier mounted remote isolation
valves must remain closed until initial system testing has
occurred.  See testing instructions for further details.

In operation, the remote condenser coil must be kept
clean from any grass clippings, leaves, dirt, etc. Failure to
keep the coil clean will result in poor unit performance and
high operating costs. Do not cover the remote condenser
during cold months. Proper dehumidification requires year-
round operation of the remote condenser.

Note: A follow-up leak test shall be performed prior
to leaving the site.

Charge with dehumidifier
OFF

Add to liquid receiver
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ELECTRICAL CONNECTIONS

The DCA unit is factory pre-wired. Field wiring is limited 
to the power wire and the installation of wiring for 24V 
controls.

Provide and install a main disconnect switch within 
close vicinity of the dehumidifier. Refer to the unit nameplate 
for electrical information specific to your unit. All wiring and 
main disconnect switch should be provided in accordance 
with all local, state and national electric codes (N.E.C.).

IMPORTANT

Make sure the DCA unit is properly grounded with the 
correct gauge of wire via the ground lug terminal located in 
the control panel. Failure to properly ground the unit will void 
all warranties. Supply voltage must not vary more than 10% 
from the nameplate voltage while the unit is operating.

    MINIMUM
MODEL     VOLTS     PHASE     MFS SIZE   AMPACITY

DCA 650Y / YWH  208/230   1   25 amp   16.6

29.840 amp1DCA 900Y / YWH 208/230
20.5  30 amp3208/230
10.215 amp3460
34.245 amp1DCA 1500Y / YWH       208/230
22.930 amp3208/230
11.817.5 amp3460
10.215 amp3575
40.560 amp1208/230DCA 2000Y / YWH
28.040 amp3208/230

460  3  17.5 amp  13.4
575  3  15 amp        11.8

47.570 amp1208/230DCA 2500Y / YWH
36.950 amp3208/230
18.925 amp3460
13.83     20 amp575

50 amp3 38.6208/230
DCA 3000Y / YWH

460  3  25 amp  18.6
575  3    20 amp  14.8  

42.760 amp3208/230DCA 3300Y / YWH
19.025 amp3460
14.620 amp3575
42.860 amp3208/230DCA 3600Y / YWH

460  3  30 amp  21.3
575  3  25 amp  17.5   

51.670 amp3208/230DCA 4100Y / YWH
25.035 amp3460
21.630 amp3575
59.680 amp3208/230DCA 4800Y / YWH

460  3  40 amp  28.3
575  3  30 amp  23.1   

67.090 amp3208/230DCA 5500Y / YWH
31.845 amp3460
26.635 amp3575
73.1100 amp3208/230DCA 6500Y / YWH

460  3  50 amp  35.5
575  3  40 amp  29.0   

77.0110 amp3208/230DCA 7000Y / YWH
38.450 amp3460
33.745 amp3575
95.8125 amp3208/230DCA 8000Y / YWH

460  3  60 amp  46.5

40.250 amp3575
110.2150 amp3208/230DCA 9000Y / YWH

460  3  70 amp  52.4
575  3  50 amp  42.9  

121.5150 amp3DCA 11000Y / YWH 208/230
57.270 amp3460
48.360 amp3575

150.7175 amp3DCA 14000Y / YWH 208/230
460  3  90 amp  74.7
575  3  80 amp  65.8

Chart A
MOCP & Minimum Ampacity Rating (subject to change without 
notice)

The control wiring should be done according to the wiring 
diagram provided with the unit. The DCA control circuit 
operates at 24V.

CONTROLS, LOCATION & MOUNTING

Locate the controls in an area of natural room air 
circulation, usually near the return air inlet. Avoid areas of 
hot spots from warm air ducts, radiators or exposure to 
sunlight or direct room lighting. Avoid mounting the controls 
on cold outside masonry walls, near doors, windows or air 
conditioning and heating outlets.

Do not locate the controls in a room that is not being 
conditioned by the dehumidification system, unless the 
system has remote sensors (optional).

Controls should be mounted 5 feet from floor level on 
an interior wall. All controls must be level.

Standard 18ga.or 20ga. Low voltage 24 volt wiring is required for the
Controls of the dehumidifier.

Call DCA with any questions; we will need the unit 
model and serial numbers.

56.575 amp1208/230
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DCA650YWH - DCA14000YWH INSTALLATION POOL WATER 
HEATING DEHUMIDIFIERS

POOL WATER PIPING:
Schedule 40 CPVC thermoplastic or copper piping is 

recommended. Standard PVC, aluminum, galvanized, black 
iron and cast iron piping must not be used.

The O.D. size of the supply and return water piping must 
not be downsized from the connection on the DCA 
Dehumidifier. If the main by-pass valve is more than 10 feet 
from the dehumidifier, increase the pipe size one size up. 
Both the supply and return pipe should be insulated for best 
results.

It is very important that the water flow be verified and 
matches the chart below.

IMPORTANCE OF POOL WATER CHEMISTRY
It is the responsibility of the indoor pool, spa, whirlpool 

or water park owner to maintain correct pool water 
chemistry. Poor pool water quality caused by out of balance 
pool or spa water chemistry is a serious health and comfort 
problem. Many times the so called offensive “pool water 
smell” is a tip off that this water chemistry needs attention. 
It is the responsibility of the pool or spa manager to test the 
water chemistry daily with a pool water test kit. This kit will 
analyze PH - total alkalinity - free available and combined 
chlorine in the water. Proper pool water treatment 
procedures can only be obtained from the pool, spa or 
whirlpool equipment or pool water chemical suppliers. With 
this also is the verification of proper pool or spa water 
temperature.

Poor pool or spa water chemistry will result in the 
formation of scale and corrosion within the dehumidification 
system which will drastically shorten the effective service 
life of the dehumidifier.

FAILURE TO FOLLOW THE ABOVE
RECOMMENDATIONS WILL RESULT IN THE

VOIDING OF ALL WARRANTIES FROM DCA THAT
WERE EITHER EXPRESSED, IMPLIED OR WRITTEN.

STORAGE OF POOL OR SPA WATER CHEMICALS:
This is an area of swimming pool or spa management 

that most times is either neglected or forgotten about 
altogether with often dire consequences. Pool water 
chemicals, by their very nature, are some of the most 
corrosive chemicals that are available for non-professional 
use.

Under no circumstances should the storage of spa or 
pool water chemicals be in the same room with the 
dehumidifier. The very corrosive effects of these 
disinfectants will quickly attack any and all metal surfaces 
that they come in contact with. Not only will the 
dehumidification system be affected, but also any pool or 
spa water heating systems, pumps or other mechanical 
devices such as controls will be adversely affected.

Proper storage must be in another area of the building 
or in a sealed non-metallic cabinet that will ensure that no 
vapor release of the chemicals will occur. It will be easy to 
detect, if the early failure of equipment occurs, that improper 
chemical storage was the cause.

FAILURE TO FOLLOW THE ABOVE
RECOMMENDATIONS WILL RESULT IN THE

VOIDING OF ALL WARRANTIES FROM DCA THAT
ARE EITHER EXPRESSED, IMPLIED OR WRITTEN.

DCA MODEL # GPM @ 25°F Diff. Pipe Pressure Drop ft. H2O

DCA 650YWH 2.5 3.0

DCA 900YWH 4.5 10.1

DCA 1500YWH 5.0 3.2

DCA 2000YWH 8.5 8.5

DCA 2500YWH 10.0 6.4

DCA 3000YWH 13.0 10.4

DCA 3300YWH 15.0 8.8

DCA 3600YWH 16.0 9.9

DCA 4100YWH 17.0 4.6

DCA 4800YWH 23.0 7.8

DCA 5500YWH 21.0 7.6

DCA 6500YWH 25.0 7.2

DCA 7000YWH 33.0 11.5

DCA 8000YWH 17.0 4.6

DCA 9000YWH 23.0 7.8

DCA 11000YWH 21.0 7.6

DCA 14000YWH 33.0 11.5
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MINIMUM REQUIREMENTS FOR 
STARTUP

The following items are required and must be completed 
before startup can be performed.

1. All installations and wiring diagrams
must be studied and understood
before proceeding with the
installation. If there are any
questions, contact the factory.

2. All wiring must be completed. This
includes the main power, controls
and sensors.
Check and confirm that all wiring
connections in the dehumidifier and
remote condenser are tight.

3. All refrigeration and/or water piping
must be completed.

4. All additional refrigerant R-454B
required per instructions must be
added.

5. Proper water flow, if required must be
established.

6. Duct work, including duct, grills and
diffusers must be completed.

7. A thorough leak check should be
performed. Due to the fact that the
unit may be damaged while in transit,
we recommend that all field and
factory connections be leak checked.

Tools Needed:

1. Manifold set/or sets for pressure
readings.

2. Air flow meter/s. Magnehelics in the
ranges of 0 to 1.0 in. w. c. or 0 to 2.0
in. w. c.

3. Volt-Ohm-Amp meter/s.

4. Temperature meters with probes,
strap on bulbs and a sling
psychrometer.

5. Assorted refrigeration and standard
tools.

6. See page 16 for start-up directions.
o w n e R ’ s m a n u a l
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AIR FLOW BALANCING

All standard DCA units are shipped from the factory with 
the airflow set at the standard CFM for your particular model 
and .5 WC external static pressure E.S.P. Refer to DCA 
specification sheet for more information.

Use an incline manometer, a digital manometer, or a 
pressure differential gauge such as Magnahelic, to verify 
that the unit will deliver adequate CFM and E.S.P. as it is 
installed. The access doors and clean air filters must be in 
place at all times the blower is running.

CHART A
Shows the location of the air balancing access ports and where to insert the HI and LO pressure tubes of the 

manometer or gauge. Measure the pressure differential across the reheat condenser coil to verify air flow.

This is best accomplished with a Magnahelic® having a 1 or 2 inch range and inserting measuring tubes 6 to 8 inches into the ports.

CHART B
Shows the static pressure drop across the reheat condenser coil at standard CFM for each DCA model.

Chart B

UNIT
STANDARD

CFM
STATIC PRESSURE DROP (INCHES W.C.)

DCA 650Y / YWH 650
DCA 900Y / YWH 950
DCA 1500Y / YWH 1500
DCA 2000Y / YWH 2000
DCA 2500Y / YWH 2500
DCA 3000Y / YWH 3000
DCA 3300Y / YWH 3300
DCA 3600Y / YWH 3600
DCA 4100Y / YWH 4100 SEE LABEL ON UNIT
DCA 4800Y / YWH 4800
DCA 5500Y / YWH 5500
DCA 6500Y / YWH 6500
DCA 7000Y / YWH 7000
DCA 8000Y / YWH 8000
DCA 9000Y / YWH 9000
DCA 11000Y / YWH 11000
DCA 14000Y / YWH 14000

AIR FLOW

AIR FLOW

Evaporator 
Coil

Condenser 
Coil

AIR BALANCING PORTS
A-B Reheat Coil

B-C Evaporator Coil

C-D Air Filter

D C B A(Duct By Others)

HI LO
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If the pressure differential reading differs from the chart, 
the following steps should be taken:

1. PRESSURE LOWER THAN CHART
A.Check for restrictions in duct work such as closed

registers, blocked return air grills or dampers in duct
work not adjusted properly.

B.Check the filters to verify that they are clean.

C.Check belt tension. The belt should have
approximately 1” of play up or down. Replace any
worn or frayed belt or worn pulleys.

D.If the duct work is free of obstructions, the adjustable
motor pulley should be closed until correct pressure
reading is achieved.

2. PRESSURE HIGHER THAN CHART

A.The unit does not have duct work or dampers in duct
work not adjusted properly.

B.Air filters are not in the unit.

C.To reduce the air flow pressure, open the adjustable
motor pulley and reset the belt tension to 1” play up
or down until the correct pressure reading is
achieved.

D.In a no duct work installation (Free blow) a 4 foot
duct extension must be installed on supply outlet of
unit. Adjust motor pulley following the instructions
above.

NON DUCTED INSTALLATION
When the installation of duct work is not possible, the 

unit must be positioned in such a manner that return air 
into the unit is not obstructed and sufficient air can enter 
the unit. Locate the unit as high as possible, while 
remaining accessible for normal maintenance and service.

Direct air from supply of unit toward exterior glass, 
skylights and walls. Short cycling of air or loop effect will 
give poor performance. Position for optimum air circulation 
for best results.

UNIT OPERATION
ATTENTION INSTALLERS / OPERATORS

Main power to the unit crankcase heater must be on 
for 12 hours before the unit is started. Under no 
circumstances should the unit be run for temporary heat 
when building construction is in progress or when there is 
no water in the pool.

HUMIDISTAT
This control turns the unit on or off when the humidity 

in the room rises above or falls below the set point of the 
control.

The control is factory set and covers a humidity range 
of 20% to 80%. A typical pool room humidity setting would 
be between 50% to 60%. Remember that the lower the 
humidity setting, the longer the unit will run, and the higher 
the operating costs.

AUTOMATIC CHANGEOVER THERMOSTAT
Other control systems may be provided. The following 

explains a standard snap action humidistat and auto 
change over thermostat. See additional instructions for 
other control systems available, not in this manual.

This control maintains the temperature in the room. Set 
thermostat at desired temperature, usually between 75° F 
to 85° F. The thermostat is an automatic change over type 
which will automatically switch to air conditioning (with 
remote condenser option) or heating. This thermostat 
provides the following operating options.

SYSTEM SWITCH
HEAT - In this position, warm air will be supplied to the 
pool room. The unit will start on a call from either the 
humidistat or the thermometer. If the unit is not connected 
to a remote condenser, the system switch must be in the 
heat position.

COOL - This position must not be used. See auto position.

AUTO - This position allows the unit to run and supply 
either warm air or cool air to the room. The unit will run in 
the cooling cycle if temperature rises above set point or in 
the heating cycle if temperature drops below set point.

OFF - This position disengages the unit regardless of
temperature or humidity.

IN NO CIRCUMSTANCE SHOULD THE MECHANICAL ROOM
OR THE ROOM HOUSING THE DEHUMIDIFIER SERVE AS A

RETURN AIR PLENUM TO THE DEHUMIDIFIER. ALL RETURN
AIR DUCTWORK MUST BE FIRMLY ATTACHED TO THE

DEHUMIDIFIER. THIS IS ESPECIALLY TRUE IF THE
MECHANICAL ROOM HOUSES ANY FOSSIL FUEL BURNING
APPLIANCE SUCH AS A GAS OR OIL POOL OR SPA WATER

HEATER OR POOL ROOM SPACE HEATER.

DEATH CAN RESULT
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Pre Start-Up Questions:
• Have the unit and associated equipment been

inspected for internal shipping damage?
• Has it been thoroughly leak-checked?
• Have all electrical connections in the dehumidifier and

remote condenser electric box been checked for
tightness?

• Have you read the owner’s manual and other supplied
literature?

• Are the start-up/servicing personnel familiar with the
unit?

• Has the unit ever been run?
• If not, has the crankcase heater been on for 12 hours?
• If the unit has been run:

• Check the filters, belts and coils for debris
• Is other equipment connected
• Is other equipment connected to the unit?

• Remote condenser
• Duct heater or other heating equipment
• Fresh air unit

• If so:
• By whom was it manufactured?
• Was the remote condenser leak checked and

charged properly?
• Is the heater wired to a pilot relay or motorized valve?
• Whose thermostat and humidistat are controlling

the equipment?
• Will air be blowing on or near the controls and

sensors?
• Have the jumper wires on the schematic been checked?
• Do you have...

• Jumper wires?
• Manifold gauge?
• Magnahelic or other pressure differential gauge for

less than 1” differential measurements?
• Ammeter?
• Volt/Ohm meter?
• Thermometers?

Start Up Procedure:
Leave the valves to the remote condenser (if any) closed 
until later.
Check the pressure in the system. (Ports are on the outside 
of the unit near the control panel; compare this reading to 
a temperature/pressure chart.)
Ensure that all panels are on the unit.
Record the relative humidity in the controlled space.
Disable the controls.
Set back the compressor time delay/s.
Apply a jumper (if necessary) for blower operation and start
the blower.
Check:

• The blower rotation. (3 phase only)
• The air flow across the reheat condenser: Air balancing

ports A (Lo) and B (Hi).
• The transformer primary voltage.
• The transformer secondary voltage.
• The blower contactor input voltage.
• The blower contactor output voltage.
• The blower motor running amperage.
• The blower motor amperage on the nameplate.

Turn the unit off and use a jumper to start in the
dehumidification (reheat) mode.

Start the unit and let it run a minimum of 10 minutes.
Check:

• Supply air temperature
• Return air temperature
• Discharge pressure
• Suction pressure
• Compressor contactor input voltage
• Compressor contactor output voltage
• Compressor running amperage
• Compressor nameplate amperage

Be sure to record your measurements on the Start-Up form.
Is the sight glass clear? (It is located inside the dehumidifier,
near the TXV.)
Turn off the unit.
Open the valves to the remote condenser. (If any)
Move the jumper to the air-conditioning mode.
Turn the unit on.
Check that the remote condenser fan is operating in the
correct rotation.
Record the outdoor air temperature and humidity.
Wait at least 10 minutes; then check the refrigerant 
pressures and amperage draws in this mode, as well as the
entering and leaving air temperatures.
Repeat the process for the water heating mode if so 
equipped.
Check that the auxiliary heaters operate (If any).
Turn off the power.
Remove the jumper and re-attach the controls.
Check that all modes operate properly using the controls.
Return the time delay/s to their normal settings.
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Maintenance and Service Procedure

Required General Maintenance 

The following Maintenance Procedure may be 
completed by anyone familiar with the basic operation of 
the dehumidifier.  It does not involve any interaction with 
the refrigerant circuit.  

Your DCA dehumidifier requires minimal maintenance. 
The following areas should be checked as required:

1. Air filters should be checked once per month. Dirty filters
should be replaced immediately, and should be available 
locally. Dirty or clogged filters will seriously affect the 
performance of the unit.
2. Check the blower belt once every six months. Turn off 
the power supply before inspecting the belt. If the belt is 
worn or frayed, replace it with a new one of the same size 
and rating. If the blower motor requires service, discharge 
the capacitor in a way that will not cause any spark. The 
standard procedure to short circuit the capacity terminals 
usually creates sparks. Be certain to restore the power upon 
completion.
3. The blower motor and blower have permanently lubricated
bearings that do not require any additional lubrication.
4. Check the drain pan every six months and clean out any
residue that may have accumulated.
5. The coils should be inspected annually for dirt build-up 
and cleaned if necessary.
6. All electrical connections should be re-tightened every 
six months. The power to the dehumidifier and all associated
equipment must be off during this procedure.
7. When maintenance is completed, reassemble the sealed 
enclosures accurately.  If seals are worn, replace them.
8. Check safety equipment before returning the system to 
service.

In the event of power or equipment failure, the pool surface
should be covered with a suitable cover to prevent excessive 
evaporation and all pool heating equipment turned off.

Caution
In the event of a unit malfunction, only qualified service
technicians should perform repairs to the unit. The unit
contains high current electrical circuits and high 
pressure refrigerants which could result in death.

All maintenance staff and others working in the local 
area shall be instructed on the nature of work being 
carried out. Work in confined spaces shall be avoided.

Service and Repair

WARNINGS:
 Be aware that refrigerant may not contain an odor.
 Do not pierce or burn any portion of the 

dehumidification portion.

If it is found that any portion of the refrigeration circuit 
has frosted or frozen, DO NOT use any other means than 
running the fan with the refrigeration circuit turned off or 
disabled.  No other means to accelerate the defrosting 
process is permissible.

Refrigerant Circuit Servicing  

All work performed within this segment must comply 
with the following statement:
In the event that the Servicing or Repair of the 
dehumidification system will require the refrigerant circuit 
of the system to be opened in any way, the work must be 
performed by an individual TRAINED AND CERTIFIED in 
the handling of FLAMMABLE REFRIGERANTS, 
POTENTIAL IGNITION SOURCES, and VENTILATED 
AND UNVENTILATED ENCLOSURES as detailed in UL 
60355-2-40.

Detection of Flammable Refrigerants

Under no circumstances shall potential sources of 
ignition be used in the searching for or detection of 
refrigerant leaks.  A halide torch (or any other detector 
using a naked flame) shall not be used.

The following leak detection methods are deemed 
acceptable for all refrigerant systems:

- Electronic leak detectors may be used to detect 
refrigerant leaks, but in the case of FLAMMABLE 
REFRIGERANTS, that sensitivity may not be adequate, or 
may need re-calibration.  (Detection equipment shall be 
calibrated in a refrigerant-free area.)  Ensure that the 
detector is not a potential source of ignition and it suitable 
for the refrigerant used.  Leak detection equipment shall 
be set at a percentage of the LFL of the refrigerant and 
shall be calibrated to the refrigerant employed, and the 
appropriate percentage of gas (25% maximum) is 
confirmed.

- Leak detection fluids are also suitable for use with 
most refrigerants, but the use of detergents containing 
chlorine shall be avoided as the chlorine may react with 
the refrigerant and corrode the copper pipe-work.

NOTE:  Examples of leak detection fluids are:
 Bubble method
 Fluorescent method agents

If a leak is suspected all naked flames shall be 
removed/extinguished.

If a leakage of refrigerant is found which requires 
brazing, all of the refrigerant shall be recovered from the 
system, or isolated (by means of shut off valves) in a part 
of the system remote from the leak.
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Equipment Check and Service 

Where electrical components are being changed, they 
shall be fit for the purpose and to the correct specification. 
Sealed electrical components, or intrinsically safe 
components must be replaced. 

Repair and maintenance to electrical components 
shall include initial safety checks and component inspection 
procedures. Check that cabling will not be subject to wear, 
corrosion, excessive pressure, vibration, sharp edges or 
any other adverse environmental effects. The check shall 
also take into account the effects of aging or continual 
vibration from sources such as compressors or fans. If a 
fault exists that could compromise safety, then no electrical 
supply shall be connected to the circuit until it is 
satisfactorily dealt with. If the fault cannot be corrected 
immediately but it is necessary to continue operation, an 
adequate temporary solution shall be used. This shall be 
reported to the owner of the equipment so all parties are 
advised. Initial safety checks shall include:

 that no live electrical components and wiring are 
exposed while charging, recovering or purging the 
system

 that there is continuity of earth bonding

At all times the manufacturer’s maintenance and 
service guidelines shall be followed. If in doubt, consult the 
manufacturer’s technical department for assistance.

The following checks shall be applied to installations 
using flammable refrigerants:

 The actual refrigerant charge is in accordance with the 
room size within which the refrigerant containing parts 
are installed

 The ventilation machinery and outlets are operating 
adequately and are not obstructed

 Marking to the equipment continues to be visible and 
legible. Markings and signs that are illegible shall be 
corrected.

 Refrigerating pipe or components are installed in a 
position where they are unlikely to be exposed to any 
substance which may corrode refrigerant containing 
components, unless the components are constructed 
of materials which are inherently resistant to being 
corroded or are suitably protected against being so 
corroded.

Procedure for Service When a Refrigerant 
Leak is Suspected or Opening the 
Refrigerant Circuit

1. The workspace must first be properly prepared.  Steps 
must be taken to minimize the risk of flammable gas or 
vapor being present while any work is being completed.  
Sufficient ventilation within the work area must be estab-
lished.  The ventilation should safely disperse any re-
leased refrigerant and preferably expel it externally into 
the atmosphere.  Any capacitors present must be dis-
charged in a way that will not cause any spark.  

Before commencing work, an appropriate non sparking, 
adequately sealed, or intrinsically safe leak detector ap-
proved for all refrigerants shall be utilized to alert all 

present of potentially toxic or flammable atmospheres.  
The detection system’s operation must be maintained 
during the performance of repair procedures also.  If any 
work being performed has the potential for creating an 
ignition source (i.e.: sparks, torch use, etc.), an appropri-
ate dry powder or CO2 FIRE EXTINGUISHER shall be 
present and adjacent to the work area.

2. No person carrying out work in relation to a REFRIGER-
ATING SYSTEM which involves exposing any pipe work 
shall use any sources of ignition in such a manner that it 
may lead to the risk of fire or explosion.  All possible igni-
tion sources, including cigarette smoking, should be kept 
sufficiently far away from the site of installation, repairing, 
removing and disposal, during which refrigerant can pos-
sibly be released to the surrounding space.  Prior to work 
taking place, the area around the equipment is to be sur-
veyed to make sure that there are no flammable hazards 
or ignition risks.  “No Smoking” signs shall be displayed.

3. When breaking into the refrigerant circuit to make re-
pairs, or for any other purpose, conventional procedures 
shall be used.  However, for flammable refrigerants it is 
important that best practice be followed, since flammabil-
ity is a consideration.  Adherence to the following proce-
dure is required.  

a. Safely remove the refrigerant from the system utilizing an 
A2L COMPATIBLE RECOVERY MACHINE to transfer the 
refrigerant to an approved storage tank or receiver.  After 
the refrigerant has been recovered;

b. Purge the refrigerant circuit with oxygen free nitrogen to 
render the appliance safe for flammable refrigerants. This 
process might need to be repeated several times. Com-
pressed air or oxygen shall not be used for purging refriger-
ant systems. Full refrigerant purging may require multiple 
cycles with oxygen free nitrogen. When the final oxygen-
free nitrogen charge is used, the system shall be vented 
down to atmospheric pressure to enable work to take place.

c. Evacuate the refrigerant circuit.  The outlet of the vacuum 
pump shall not be close to any potential ignition sources, 
and ventilation shall be available.  

d. Remove the components to be replaced by cutting or braz-
ing.

e. Purge the braze point with nitrogen during the brazing pro-
cedure required for repair.

f. Prior to recharging the system, it shall be pressure-tested 
with the appropriate purging gas.  

g. Charge the system following the instructions in the 
“CHARGING INSTRUCTIONS” section of this manual. Ex-
treme care shall be taken not to overfill the refrigerating 
system.

h. The system shall be leak-tested on completion of charging. 
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Operation with Remote Condenser

GENERAL
There are two basic modes of Operation: 

Dehumidification (known as reheat) and Cooling. In the 
reheat mode all of the latent heat converted into sensible 
heat is returned to the air stream, just as it is in a residential 
basement dehumidifier. In this mode the refrigerant is 
condensed in the coil located behind the evaporator coil. In 
the cooling mode, the refrigerant is routed to the remote 
condenser located outside and condensed there. The 
difference between the two modes of operation is where the 
heat is being discharged: inside or outside.

REHEAT
Reheat (dehumidification) is the normal mode of 

operation. The heat generated by the dehumidification 
process is put into the air in the controlled space until the 
temperature is satisfied.

COOLING
If dehumidification is required and the room is at the set 

temperature, the unit is automatically switched to the cooling 
mode (remote condenser). The cooling mode can override 
the humidistat and drop the humidity below the set point 
until the cooling set point is reached.

All DCA dehumidifiers can be set for automatic or 
continuous blower operation. This can be accomplished at 
the thermostat, or by an appropriate low-voltage jumper wire 
on the DCA unit (see system schematic).

If additional room heat is required, all DCA 
dehumidifiers are provided with two stages of heat control. 
Field-supplied pilot relays may need to be installed in the 
additional heating equipment. Many units can be configured 
to thermostatically start the compressor on a call for heat. 
This will override the humidistat and lower the humidity until 
the heating set point is reached.

Some units are equipped with a simple air defrost timer 
which shuts off the compressor for 10 minutes each hour 
(adjustable). The evaporator leaving air temperature control 

blower runs during the defrost cycle.

Operation with Water Heating 
Condenser

GENERAL
There are three basic modes of operation: 

Dehumidification (known as Reheat), Water Heating Air- 
Conditioning, and Remote Condenser Air-Conditioning. In 
the reheat mode, all of the latent and sensible heat is 
returned to the room air stream, just as it is in a residential 
basement dehumidifier. In this mode the refrigerant vapor 
is condensed in the reheat condenser coil located behind 
the evaporator coil. In the water heating a/c mode, the 
refrigerant vapor is condensed in the water coil also located 
in the dehumidifier; in the remote condenser a/c mode, the 
refrigerant vapor is condensed in the outdoor remote 
condenser where the heat is then dissipated into the outdoor 
air. The difference between these modes of operation is 
where the heat is being directed: into the air inside, into the 
water, or into the air outside.

REHEAT
Reheat (dehumidification) is the normal mode of 

operation. The heat generated by the dehumidification 
process is put into the air in the controlled space until the 
room thermostat is satisfied.

WATER HEATING A/C
Whenever the air temperature exceeds the thermostat 

set point the unit will automatically switch to the air-
conditioning mode. When the dehumidifier is operating in 
the air-conditioning mode and the pool water temperature 
is not satisfied, the heat will then be used to heat the pool 
water. A water flow switch is built into the unit to prevent 
water heating a/c when there is insufficient water flow.

REMOTE CONDENSER A/C
The air-conditioning mode uses one of two condensers: 

the water condenser mentioned above, and the remote 
condenser. Only after the water temperature reaches its set 
point, or there is insufficient water flow, will the unit 
automatically switch to the remote condenser. Under high 
heat conditions, it is possible that the air-conditioning mode 
will drop the humidity below the humidistat set point. If both 
the air and water temperatures are at their respective set 
points, and no remote condenser has been installed, the 
compressor will not start.

Most water heating a/c dehumidifiers are built for 
continuous blower operation. If not, this can be 
accomplished at the thermostat, or by an appropriate 
low-voltage jumper wire installed on the DCA unit (see the 
schematic on the dehumidifier).

If additional room heat is required, all DCA 
dehumidifiers are provided with control for two stages of 
heat. Field supplied pilot relays may need to be installed in 
the additional heating equipment. Control is also provided 
for a dedicated pool heating unit to supplement the water 
heating a/c mode.

Some units are equipped with motorized bypass 
dampers to maintain a static pressure drop across the 
evaporator coil of between 0.30 and 0.35 in. w.c.
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Decommissioning and Disposal
When decommissioning the DCA Dehumidification 

System, the refrigerant charge must be removed by, or 
under the direct supervision of, a competent person. It is 
recommended good practice that all refrigerants are 
recovered safely. Prior to the task being carried out, an oil 
and refrigerant sample shall be taken in case analysis is 
required prior to re-use of recovered refrigerant. Make 
sure to become familiar with the equipment and it’s 
operation. Inspect the equipment before beginning the 
decommissioning process as malfunction and failure of 
the equipment is often caused by refrigerant loss and the 
presence of a refrigerant leak is possible. Isolate the 
system electrically and discharge all capacitors in a way 
that will not cause sparks. Make sure mechanical handling 
equipment, if required, for handling refrigerant cylinders 
and all personal protective equipment is available and 
being used correctly. Also, it is essential that electrical 
power is available before the task is commenced.
Execute the following procedure for decommissioning:

 Tools

o A2L Compliant Evacuation Pump

o A2L Compliant Refrigerant transfer or recovery 
machine

o Recovery tank(s) (Cylinder(s)) must conform to 
appropriate standards, have pressure relief and 
associated shut off valves in good working order, 
be clean and evacuated, and capable of holding 
the full refrigerant charge from the system.

o A2L Gauge Set with hoses utilizing leak-free dis-
connect couplings in good condition.

o Calibrated Refrigerant Weighing Scale in good 
working order.

 Recovery

o Cylinder notes

scales before recovery takes place.

ther for servicing or decommissioning, it is rec-
ommended good practice that all refrigerants 
are removed safely.

sure that only appropriate refrigerant recovery 
cylinders are employed.

holding the total system charge is available.

recovered refrigerant and labeled for that refrig-
erant (i.e. special cylinders for the recovery of 
refrigerant).

valve and associated shut off valves in good 
working order.

possible, cooled before recovery occurs.

order with a set of instructions concerning the 
equipment that is at hand and shall be suitable 
for the recovery of the flammable refrigerant

ed. In addition, a set of calibrated weighing 
scales shall be available and in good working 
order. Hoses shall be complete with leak-free 
disconnect couplings and in good condition. 

charge).

of the cylinder, even temporarily.

o Pump Down the System

midifier.

that refrigerant can be removed from various 
parts of the system.

cordance with instructions.

and the process completed, make sure that the 
cylinders and the equipment are removed from 
site promptly and all isolation valves on the 
equipment are closed off.

another REFRIGERATING SYSTEM unless it 
has been cleaned and checked.

according to local legislation in the correct re-
covery cylinder, and the relevant waste transfer 
note arranged. Do not mix refrigerants in recov-
ery units and especially not in cylinders.

o Post refrigerant recovery steps

nitrogen.  

removed, the system shall be evacuated to an 
acceptable level to make certain that flammable 
refrigerant does not remain within the lubricant.  
The compressor body shall not be heated by an 
open flame or other ignition sources to acceler-
ate this process. When oil is drained from a sys-
tem, it shall be carried out safely.

been de-commissioned and emptied of refriger-
ant. The label shall be dated and signed. For 
appliances containing flammable refrigerants, 
ensure that there are labels on the equipment 
stating the equipment contains flammable re-
frigerant.
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TROUBLESHOOTING - OWNER/USER

(The following is a guide for the owner/user to follow in the event the unit malfunction. If further service is required, 
a qualified service technician must be called.)

PROBLEM POSSIBLE CAUSE SOLUTION
Unit does not start Main power off. Turn main Power On.      

Reset circuit breaker or 
replace blown fuses.

Thermostat system switch   
in off position.

Set system switch in  
automatic position.

Humidistat turned off. Turn humidistat on and set to 
desired RH level, usually 
between 50% to 60% R.H.

Humidistat set too high. Lower humidistat setting.

Unit does not shut off Malfunctioning controls. Call service technician to 
repair or replace control.

Unit not operating properly, 
high humidity in room

Humidistat turned off. Turn humidistat on and set to 
desired RH level, usually 
between 50% to 60%.

Air filters dirty. Replace filter(s).

Controls located in room that 
is not being treated by 
dehumidifier.

Change location of controls 
into room being treated by 
dehumidifier.

Pool water temperature    
too high.

Lower pool water temperature 
usually between 78°F to 82°F. 
Usually 2°F to 4°F below room 
temperature.

Supply or return air registers 
blocked or closed.

Remove blockage and open 
registers. Check diffusers, 
make sure they are pointed in 
proper direction.

Blower belt loose & slipping. Check for worn belt and tighten 
or replace as necessary.

O W N E R ’ S  M A N U A L
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PROBLEM POSSIBLE CAUSE SOLUTION
Compressor will not start Broken or loose wire Check all wire & connections.

Compressor off on internal 
overload.

Allow to cool, will start 
automatically.

Low voltage to unit. Check voltage and correct.

High pressure switch tripped. Press reset switch.

Low pressure switch tripped. Check refrigerant charge.

Compressor discharge 
temperature switch tripped.

Check refrigerant charge.

Defective start relay, start 
capacitor, run capacitor, 
transformer or compressor.

Replace defective component.

Dehumidifying coil iced up. Return air below 45°F. Raise return air temperature.

Filters dirty or clogged. Replace filters.

Low air flow. Check blower motor and belt.

Adjust blower speed

Check blower rotation.

Check dust design. Refer to 
manual for proper sizing and 
design.

Low refrigerant Charge. Add Refrigerant.         
(See charging procedure)

Bad expansion valve. Replace expansion valve.

Restricted drier. Replace drier.

Restricted distributor tubing. Replace distributor tubing.

Restricted distributor. Replace distributor.

TROUBLESHOOTING - SERVICE TECHNICIAN

(The following is a guide intended for use by qualified service personnel only. CAUTION High Voltage and refrigerant
under high pressure are present.) Contact DCA service for assistance and information not in this manual. Be certain 
to have the model and serial number before you call.

O W N E R ’ S  M A N U A L
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PROBLEM POSSIBLE CAUSE SOLUTION
High head pressure Low air flow. Adjust blower speed.

Return air short cycling. Check duct design and 
readjust supply and return all 
registers.

Refrigerant overcharge. Adjust refrigerant.        
(See charging procedure).

Non-condensable in system. Evacuate and recharge 
system.

Dirty coils. Clean all coils in unit and 
remote if equipped.

Dirty filters. Replace filters.

Head pressure switch 
tripping         
(See as above)

Blower running too slow Adjust blower speed up.

Blower turning backwards. Change blower rotation.   
(3 phase only)

Motor going off on internal 
overload.

Check for rated AMP draw. 
Replace motor if defective.

Dirty filters. Replace filters.

Supply and return air 
registers restricted or 
blocked.

Remove restrictions or 
blockages.

Refrigerant overcharge. Adjust refrigerant.        
(See charging procedure).

Dirty coils Clean all coils in unit and 
remote if equipped.

Defective head pressure 
switch.

Replace head pressure switch.

Low head pressure Low refrigerant charge. Add refrigerant.       
(See charging procedure).

Return air temperature too 
low.

Return air temperature must 
be minimum 45°F.

TROUBLESHOOTING - SERVICE TECHNICIAN
(The following is a guide intended for use by qualified service personnel only. CAUTION High Voltage and refrigerant 
under high pressure are present.)
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PROBLEM POSSIBLE CAUSE SOLUTION

High suction pressure High air flow. Incorrect duct work causes 
stratification of air on inlet.

Return air temperature too 
high.

Lower temperature in room.

Defective compressor. Replace compressor.

Low suction pressure Refrigerant charge low. Adjust refrigerant.      
(See charging procedure).

Low air flow.. Adjust blower speed. Check 
blower, motor and pulley.

Return air temperature too 
low.

Raise return air temperature.

Dirty filters. Replace filters..

High humidity in space Incorrect duct work. Check duct work design. 
(See manual)

Low air flow. Adjust blower. Check blower, 
motor and pulley.

Dirty filters. Replace filters.

Outdoor condenser not 
operating properly.

Clean outdoor coil and check 
blower, motor and belt.

Refrigerant system 
overcharge.

Check pressures. Adjust per 
manual.

Unit too small or not enough 
capacity to handle humidity 
and problem.

Refer to guide lines regarding 
sizing dehumidifiers for load 
and applications.

TROUBLESHOOTING - SERVICE TECHNICIAN

(The following is a guide intended for use by qualified service personnel only. CAUTION High Voltage and refrigerant 
under high pressure are present.)
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CONTACT INFORMATION

Terri Parsons, Receptionist, Accounts Payable  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 262-377-7501
tparsons@dehumidifiercorp.com

Zach Onan, Sales Engineering Assistant  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 262-377-7501
zonan@dehumidifiercorp.com

Arek Gdowski, Engineering . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 262-377-7501
agdowski@dehumidifiercorp.com

Errol Gelhaar, Engineering . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 262-377-7501
egelhaar@dehumidifiercorp.com

Danielle Schroeder, Controller / Supply Chain . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 262-377-7501
dschroeder@dehumidifiercorp.com

Richard Savage, Service Manager, Tech Support, Parts, Warranty, Service and 
Installation . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  262-377-7501

rsavage@dehumidifiercorp.com

W57 N14363 DOERR WAY, SUITE 6
P.O. BOX 0917

CEDARBURG, WI 53012
PHONE: 262-377-7501

E-MAIL: info@dehumidifiercorp.com

www.dehumidifiercorp.com
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Mitch Fisher, Sales Manager . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 262-377-7501
mfisher@dehumidifiercorp.com

Brian Pape, Inside Sales  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 262-377-7501
bpape@dehumidifiercorp.com

Dawson Deheck, Engineering . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 262-377-7501
ddeheck@dehumidifiercorp.com

Dave Heil, Purchasing . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 262-377-7501
dheil@dehumidifiercorp.com
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