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Comfort Systems USA (Arkansas), Inc.
P.O. Box 16620

LittleRock, AR 72231

Phone 501-834-3320

Fax 501-834-5416

Date: 9/1/2025

Return Request: 9/15/2025

Project: Hot Springs National Park — Rehabilitate Bathhouses — Maurice Bathhouse
Supplier: Sanders Supply

Manufacturer: Varies

Submittal: Plumbing Fixtures (JS-1, L-1, UR-1, WC-1, and WC-2)

Submittal Number: 224000.001

Spec Section: 224000, 2.1, A, and 2.1, B

Drawing # and Installation Location: P1.0 through P1.4
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FIAL

PRODUCTS

STOCKTON TERRAZZO
NEO CORNER MOP BASIN
TSBC1610 SERIES

TERRAZZO
12" MOP SERVICE BASIN
WITH 6" DROP FRONT

* One piece, precast terrazzo made of black and
white marble chips in gray portland cement to

- produce a compressive strength not less than
3000 P.S.I. seven days after casting.

* Terrazzo surface shall be ground and polished
with all air holes or pits grouted and excess
removed.

» Shoulders shall be not less than 12" high outside,
10" inside at lowest wall and 6" high drop front.

» Shoulder width not less than 2” on all sides with a
1/4" pitch towards the inside.

» Standard drain body is stainless steel cast
integrally and provides for a caulked lead
connection not less than 1" deep to a 3" pipe.

» Stainless steel strainer # 1453BB

* Made in the USA.

Options:

* QDC quick drain connectors

* Stainless steel tiling flanges available
with up-charge. Must be custom order.

* Vandal proof drain. Must be custom order.

9 . TSBC1610,|TSBC1611, TSBC1612
' eo-corner Series with stainless steel caps

on thresholds only

Optional Components:

, 24"
ble Tiling Flange, 36"

(J 889CC Mop Hanger

ss Steel Shelf;
» Stainless steel rod, 3 large open hooks, three
spring loaded rubber grips to hold mop handles

FIAL

PRODUCTS

Shown: TSBC1610

SEE REVERSE FOR ROUGHING-IN DIMENSIONS

INSTALLATIONS: Terrazzo Mop Basins must be
installed on a 1/2" layer of mortar in order that the mop
basin be level and to prevent cracking. Failure to install
terrazzo without a mortar bed will void the warranty.
Installations require a 1/4" clearance between mop basin
and wall.

IMPORTANT: Rough-in dimensions may vary 1/2"
(13mm) and are subject to change or cancellation
without prior notice.

CERTIFICATIONS:
Meets requirements CSA B45.8-18 / |APMO Z403-2018.

All models are CUPC listed .

Cc ®

CUSTOMER SERVICE
833-549-2887
www.fiatproducts.com

© 2020 Fiat Products

TSBC1610-B
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STOCKTON TERRAZZO
NEO CORNER MOP BASIN
TSBC1610 SERIES
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B N Series TSBC1610
With Stainless Steel Caps Threshold Only
MODEL SIZE AlB|CID
F TSBC1610 | 24" x 24" x 12° | 24 | 24 | 12 |12
S
TSBC1612 36" x 36" x 12" | 36 [ 36 | 12 |12
Yy
|-‘——— E —>|
SERIES TSBC-1610
WITH STAINLESS STEEL CAPS
THRESHOLD ONLY gb g
76mm) BOTH ENDS
(51mm) By Tl—OF DROP
T FRONT
o T
e DROP-FRONT
_indmm) 12 12" THRESHOLD
7 (305mm) (305mm) |; ]
b o : 6|I
(155mm) ILPY j_ " (155mm)
T (51mm) & T (51mm) /

ST/ST CAP DETAIL ST/ST CAP DETAIL

WITH 6" THRESHOLD

REMOVABLE STAINLESS STEEL
BRASS STRAINER PLATE

12"
(305mm)

DROP FRONT
THRESHOLD DETAIL

o 1
(51mm) (25mm)
| g

w12
(306mm)

T
2" (51mm)

SECTION THRU SECTION THRU OPTIONAL ST/ST
SIDES DRAIN TILING FLANGE
(LEAD CAULK &
3" PIPE "P" TRAP
BY OTHERS)

MODELS TSB3010, TSB3011, TSB3012 AND TSB3013 SHALL BE SUPPLIED
WITH STAINLESS STEEL CAP ON DROPPED THRESHOLD CURB ONLY.

IMPORTANT: Roughing in dimensions may vary 1/2" and are subject to change or cancellation without prior notice.

FLAL

PRODUCTS

CUSTOMER SERVICE

833-549-2887

www fiatproducts.com

© 2020 Fiat Products

TSBC1610-B



T&S BRASS AND BRONZE WORKS, INC. briosiet INS:
2 Saddleback Cove / P.O. Box 1088
Travelers Rest, SC 29690 B-0665-BSTP
Item No.
Travelers Rest, SC: 800-476-4103 » Simi Valley, CA: 800-423-0150 « Fax: 864-834-3518 » www.tsbrass.com

E This Space for Architect/Engineer Approval

Job Name Date

ADA comp“ant Model Specified Quantity
12 7/16" Customer/Wholesaler
) [315mm] o
ontractor,

Architect/Engineer

Support Rod w/
Wall Bracket &
Mounting Screws

ltems Not Shown Mounting
@ for Clarity Surface —
B-0969
1/2" NPT Vacuum
Breaker
Quarter-Turn
Eterna Cartridges w/ -
Spring Check &
Lever Handles w/ 14 5/16"
Color Coded Indexes [364mm]
Garden Hose
Male Outlet
3 15/16" —@ 2" [51mm]
[100mm] Flanges w/
1/2" NPT
Female Inlets bl -
gl
[203mm ] Built-In Service 2 11/16" -
Adjustable From Stops [68mm]
7 3/4"to 8 1/4"
[197mm to 210mm] 91/8"
) [232mm]
Product Specifications: Product Compliance:
8" Wall Mount Service Sink, Quarter-Turn Eterna Cartridges w/ Spring | osme A112.18.1/ CSA B125.1
Checks, Lever Handles, Upper Support Rod, Built-In Stops, Garden NSF 61 - Section 9 '
Hose Male Outlet, Polished Chrome Finish, 1/2" NPT Vacuum Breaker Eﬁgl3z121(7'-<1>wAL§2d Content)
& 1/2" NPT Female Inlets ASSE 1001' (\(/B) )
Drawn: KJG [Checked: JRM |Approved:  JHB [Date: 11/19/19 [Scale: 1:4 [Sheet: 1 of 2




T&S BRASS AND BRONZE WORKS, INC. MgGEl G

2 Saddleback Cove / P.O. Box 1088 B-0665-BSTP
Travelers Rest, SC 29690

ltem No.

Travelers Rest, SC: 800-476-4103 - Simi Valley, CA: 800-423-0150 - Fax: 864-834-3518 » www.tsbrass.com

- NO. SALES NO. DESCRIPTION

Spout w/ Male GH Outlet & Upper Clevis -
009545-40 |pjjished Chrome

009546-40 |Upper Support Rod

B-0969 1/2" NPT Vacuum Breaker

002534-25 |Close Nipple, 1/2" NPT

018506-19NS|Blue Button Index, Press-in

000925-45 |Lab Handle Screw

Quarter-Turn Eterna Cartridge w/ Spring
002711-40NS| 51 2ok Handle, Blue Index & Screw, LTC

Quarter-Turn Eterna Cartridge w/ Spring

001019-45 |Coupling Nut Washer

00AA 1/2" NPT Female Eccentric Flange

163A Built-in Service Stop

o Dlalel o Nololswin =

Quarter-Turn Eterna Cartridge w/ Spring

Quarter-Turn Eterna Cartridge w/ Spring
002712-40NS Check, Handle, Red Index & Screw, RTC

001638-45NS|Lever Handle (New Style)

I RN BN
OB w

001193-19NS|Red Button Index, Press-in

Product Specifications: Product Compliance:

8" Wall Mount Service Sink, Quarter-Turn Eterna Cartridges w/ Spring S
Checks, Lever Handles, Upper Support Rod, Built-In Stops, Garden NSF 61 Saction {CJCSA B12o

Hose Male Outlet, Polished Chrome Finish, 1/2" NPT Vacuum NG o O Sa (Eaniant)
Breaker & 1/2" NPT Female Inlets QSS'E‘}UJ{}\‘/%? )

Drawn: KJG [Checked: JRM |[Approved:  JHB [Date: 11/19/19 [Scale:  NTS [Sheet: 2 of 2
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ind |< 25 5/8" Inch >|
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ADA Innlatistion
Washbasin Dimension Weight Order number
with overflow, with faucet deck, underside fully glazed,
hardware included, wall-mounted, cUPC® listed*, 25 5/8" Inch
Colors
00 White
Variant
[ ] 255/8"x195/8"Inch  47.51b 23106500002
[ X X ] 255/8"x195/8"Inch  47.51b 23106500302
Infobox

* Complies with following standards: ASME A112.19.2/CSA B45.1, Washbasin is not ADA compliant in combination

with pedestal, siphon cover or metal console

All draﬁnqs confain the necessary measurements which are subject to standard tolerances. ﬁey are stated in inch & mm and are non-
binding. Exact measurements, in particular for customized installation scenarios, can only be taken from the finished ceramic piece.



Manual Sink Faucets
3511-E2805AB

Product Type

Deck-mounted manual faucet, single-hole mounting

Features & Specifications

® Single-hole

® Vandal Proof Pressure compensating Econo-Flo™ non-aerating
laminar spray, 0.5 GPM

® 2-1/2" Lever handle kit for 3510 Series
® Ceramic 1/4-turn operating cartridge, left-hand

® ECAST® design provides durable cast brass construction with
total lead content equal to or less than 0.25% by weighted
average

® Complies with the requirements of the Buy American Act of 1933.

Performance Specification

® Rated Operating Pressure: 20-125 PSI
® Rated Operating Temperature: 40-140°F

Warranty

® 5-Year Limited Cartridge Warranty
® |ifetime Limited Faucet Warranty
® 1-Year Limited Finish Warranty

Codes & Standards

ASME A112.18.1/CSA B125.1

ADA ANSI/ICC A117.1

NSF/ANSI/CAN 372 Low Lead Content
B NSF/ANSI/CAN 61: Q =< 1

e o @

CHICAGO
FAUCETS.

Geberit Group

Job Name

Item Number

Section/Tag

Model Specified

Architect

Engineer

Contractor

[ ] Submitted as Shown [ 1 Submitted with Variations

Date

ECAST products are intended for installation where state laws
and local codes mandate lead content levels or in any location
where lead content is a concern.

2100 South Clearwater Driy
Des Plaines,

P: 847/803-50(

F: 847/803-54¢

Technical: 800/TEC-TRU

BUY
AMERICAN
ACT

et m———
[ 1, NT

www.chicaaofalicets cn



CHICAGO
3511-E2805AB FAUCETS.

Geberit Group

Architect/Engineer Specification

Chicago Faucets No. 3511-E2805AB, Sink Faucet for hot and cold water, single-hole deck mount, chrome plated. Integral, cast brass
spout, 4" center-to-center. 0.5 GPM (1.9 L/min) vandal-proof, pressure compensating, Econo-Flo, non-aerating spray. Ceramic quarter-
turn cartridge, features square, tapered stem. Dual supply for hot and cold water service. Flexible supply hoses included. Concealed,
internal temperature control mixer with hot water adjustment limit stop. ECAST® construction with less than 0.25% lead content by
weighted average. This product meets ADA ANSI/ICC A117.1 requirements and is tested and certified to industry standards: ASME
A112.18.1/CSA B125.1, Certified to NSF/ANSI 61, Section 9, California Health and Safety Code 116875 (AB1953-2006), Vermont Bill 5.152,
and NSF/ANSI 372 Low Lead Content.

- 4 emfe— M | N IMUM — o=
(1021 2-172 164]
CLEARANCE TO
_QL‘--\{_'KSPLASH

)

5-5/8
T [143]
B2-114 ! &= 318
Ml 'E;] i |
— .
Bl1-1/8 |
1291 i
M TN THUM
WARE l
1177 [38]
AKX IMUM WARE
THICKNESS
24-114
(6151
[
| —erwroED Hose
1 |
ir 4 -
BLUE LABEL— -
COLD SUPPLY—" g “—HOT SUPPLY 3/8 COMPRESSION THREAD—

FILTER/SCREEN—
Iperation and Maintenance

istallation should be in accordance with local plumbing codes. Flush all pipes thoroughly before installation. After installation, remove spout
Jtlet or flow control and flush faucet thoroughly to ciear any debris. Care should be taken when cleaning the product. Do not use abrasive
eaners, chemicals or solvents as they can result in surface damage. Use mild soap and warm water for cleaning and protecting the life of
hicago Faucet products. For specific operation and maintenance refer to the installation instructions and repair parts documents that are
cated at www,chicagofaucets.com,

hicago Faucets, member of the Geberit Group, is the leading brand of commercial faucets and fittings in the United States, offering a
mplete range of products for schools, laboratories, hospitals, office buildings, food service, airports and sport facilities. Call 1.800.TECTRUE
~1.847.803.5000 Option 1 for installation or other technical assistance.

2100 South Clearwater Dri\
Des Plaines,

P: 847/803-50(

F: 847/803-54¢

Technical: 800/TEC-TRL

www.chicaaofaiicets co
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Application: September 18, 2024

The Model 170A-LF is a high performance thermostatic
temperature limiting device used to supply single outlets. Can
be used to supply one sensor faucet or one two handle manual
faucet.

Features:

= Certified to ASSE 1070 to control down to 0.25 GPM

= Eco-Mix Certified Lead-Free* construction

= [ntegral inlet checks and stainless steel screens

= Vandal resistant locknut to prevent accidental adjustment
= Easy 3/8” tubing or flex hose installation

= Mounting Bracket is included with every valve, begins

10/2024
Specifications:
® Minimum flow: 0.25 GPM (0.95 I/Min) Certified to ASSE
Options: = Maximum flow: 4 GPM
= Maximum pressure: 125 PSI (8.6 BAR)
___ STSTL REC- Stainless steel cabinet, = Maximum hot water temperature: 180°F (82°C)
#4 finish, recessed = Hot water inlet temperature range: 120-180°F (49-82°C)
___ STSTL EXP- Stainless steel cabinet, = Cold water inlet temperature range: 33-80°F (1-27°C)
#4 finish, exposed = Temperature adjustment range: 95-120°F (35-49°C)

____ BWE REC- Steel cabinet, baked white, recessed  Certifications:

____ BWE EXP- Steel cabinet, baked white, exposed  ASSE 1070-2015 @
__ BP- Cold water By-Pass (shipped loose)

____ CP- Chrome plated finish ESR SR @

Certified to NSF61 thru the ASSE 1070 testing process

NOTE: BRKT is now included in every valve PRESSURE DROP
5 10 15 20 30 45 PSI
.35 .70 1.05 1.4 2.1 3.1 BAR
0.75 1.25 1.6 1.88 2.63 4 GPM
2.84 473 6.06 7.1 10 15 L/MIN

BP option

2 /
1 /

0 T T T T T T T T 1

. . : 0 5 10 15 20 25 30 35 40 45
* This product is certified to meet Low Lead

. . Pressure Drop, PSI
requirements of wetted surface area containing less

than 0.25% lead by weight = LEONAR D®

WARNING: This product can expose you to
chemicals including lead, which is known to the
State of California to cause cancer. For more

information, go to

Flowrate, GPM

WATER TEMPERATURE CONTROLS

Engineer's Approval Job #
Arch/Eng. 1360 Elmwood Avenue, Cranston, RI 02910 USA
Phone: 401.461.1200 Fax: 401.941.5310
Contractor Email:

Web Site: http://www.leonardvalve.com
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3-1/4 "

7| O

1-1/2" L

170A-LF-REC

BP-OPTION

///) R
1-1/2" L
170A-LF-EXP

MIXED
OUTLET

HOT WATER
SUPPLY

COLD WATER
SUPPLY

MIXED
OUTLET

o D)
HOT WATER COLD WATER
SUPPLY SUPPLY

170A-LF

Note: Leonard Valve Company reserves the right of product, or

design modifications without notice or obligation.

© 2024 Leonard Valve Company
Printed in USA

170A-LF-BP @
i LEONARD

~ WATER TEMPERATURE CONTROLS

1360 Elmwood Avenue, Cranston, RI 02910 USA
Phone: 401. 461 1200 Fax: 401.941.5310
Email: : ¥
Web Site: http /Iwww. leonardvalve com



McGuire Manufacturing Co., Inc.

LA LAD 60 Grandview Court

203-699-1801 & Fax: 203-699-1813

@ PO. Box 746 #Cheshire, CT 06410 155AECO

PRODUCTS wWww.mcguiremfg.com id P.O. Pl
PRODUCT SPECIFICATION Open Grid P.O. Plug

Submittal Number:

[-1— 2-1/. "—l-l

A -+— Polished Chrome
_— Cast Brass
P.O. Plug
2-9I16" D
19 Holes 7/32"

1"Min. Thread

§ 112" -16
= ~<——Rubber Washer

< Friction Washer

E -+——— Brass Locknut
“ % ~— Threaded
8-5/16" Joint

6“

ECO-LINE

~— —»[1-1/4" O.D.

@@ Certified

Specifications:

Cast Brass Chrome Plated Open Grid PO. Plug with 17 gauge 1-1/4" x 6" seamless brass
tailpiece, brass locknut, heavy rubber basin washer and fiber friction washer. Drain shall be
in compliance with CSA or other recognized testing authority and bear both manufacturer
and testing mark.

© 2008 McGuire Manufacturing Company Al rights reserved / |l Strainers and P.0. Plugs / www.mcguiremfg.com / products
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McGuire Manufacturing Co., Inc.
60 Grandview Courl
Cheshire, Connecticut 06410
(203) 699-1801 Fax (203) 699-1813
customerscrvice@meguiremfg.com  mcguircemfg.com

PRODUCT SPECIFICATION

Job Name:

-'-——mllhber Washer

C8872CECO

Cast Body P-Trap With
or Without Cleanout

Avallable less
cleanout

Part #8312CNCBECO

1-1/4" 0.D. - 1-1/2" 0.D. (]
Slip Nut d P /

«— Metal Bead with Tapered Washer Joint / =

A ~——Slip Nut Flange B
\ \Fllet
\Cast Body R
--------- 1-1, 3
* +— Neoprene Gasket
%
< Cleanout CtoE >
ECO-LINE

ROUGHING MEASUREMENTS

gauge scamless (ubu

Chrome plated P-Trap shall be cast brass body, with or without cleanout, with 17

ar wall bend and flange.

TRAP DIMENSIONS
MODEL NO. INLET OUTLET A B CtoE | FLANGE |SLIP NUT
C8872CECO 1-1/4" 1-1/4" 4-1/2"| 4-1/2"| 10" Shallow Zinc
FED SPEC W.W.P. 541
CAST BRASS P-TRAP sp o
MINIMUM SEAL 2 L
ASME A112.18.2/CSA B125.2
Specifications:

&WARNING:

This product can expose you to chemicals
Including (ead, which is known to the State of
California to causa cancer. and birth defecls or
other reproductive harm, For more infgrmation
go to www PBrWarnings.ca.gov.

£2 2023 MeGuire Manufacturing Co . Ine. All rights reserved /T Teaps / www.meguiremfg com




Part No.
LF2165CCJLF2165CCLK,
LF2167CC, ¥ CCh

Compression x Compression
Lavatory Supply

McGuire Manufacturing Co., Inc.
60 Grandview Court
PO.Box 746 « Cheshire, CT 06410
203-699-1801 » Fax: 203-699-1813
www.mcguiremfg.com

" PRODUCT SPECIFICATION

Job Name:

¢

Wheel OU Loose Key ©OU
Handle ~q Standard Riser MQ Standard Riser
Length 12" * Length 12" *
Brass Stem + (] Brass Stem + (]
¢ A K R A
. —{V v . h—4 ¥ ¥
= p—— = HH
e—C—> [+—C—>
B - ——B ——» =
NO. DESCRIPTION ROUGHING MEASUREMENTS
A B c
ILF24165CC_| 1/2" Nominal x 3/8" O.D. 1" 1-3/4" ic
}[ LF2185CCLK || 1/2" Nominal x 3/8" O.D. 1" 2-3/8" i
CFZTG7CC 1/2" Nominal x 1/2" O.D. 1" 1-3/4" 1-1/4"
LF2167CCLK | 1/2" Nominal x 1/2" O.D. 1" 2-3/8" 1-1/4" LOW-LEAD
LK designates Loose Key .
* See options and accessories section for details on product variations. c ®

Specifications:

Supply kit shall include low lead chrome plated supply brass stop valves with full turn brass
stem, no plastic, (12, 15, 20) inch chrome plated risers and (shallow, deep, bell) (steel, brass) or
(forged brass with set screw) flange. Inlet shall be (3/8, 1/2) inch IPS. Outlet shall be (3/8, 1/2)
inch (IPS, compression). Supply kit shall be McGuire . Supply kit shall be
low lead certified by recognized authority and bear manufacturer and testing mark.

© 2013 McGuire Manufacturing Co., Inc. All rights reserved / TV Supply Kits & Stops / www.mcguiremi{g.com



ZURN COMBINATION KIT: ONE TRAP AND
re———- TWO SUPPLY STOP PROTECTORS
Z8946-1-NT

TAG L1

ENGINEERING SPECIFICATION: ZURN Z8946-1-NT Combination
Kit: One trap protector and two supply stop protectors, satin white
PVC resin. Antimicrobial, resists thermal transfer, and is ADA
compliant. Trap protector fits both tubular and semi-cast P traps.

-l 31[83]
| ] I
0 ‘ |
| [ [ =
- 82 [210] - 1‘ ' | d]
| | | T

) -" 43 [121 ii SO
34 [98] \ ,/ ‘ | 2% [58] “ | J
\ / . e ga— 1
f N f 1 P |
- 5 [130] |=
TRAP PROTECTOR
SUPPLY STOP PROTECTOR

ZURN INDUSTRIES, INC. ¢ COMMERCIAL BRASS OPERATION ¢ 2640 SOUTH WORK STREET ¢ FALCONER NY 14733
Phone: 1-716-665-1132 ¢ Fax: 1-716-665-1135 ¢ World Wide Web: www.zurn.com
In Canada: ZURN INDUSTRIES LIMITED ¢ 3544 Nashua Drive ¢ Mississauga, Ontario L4V1L2 ¢ Phone: 905/405-8272 Fax: 905/405-1292

AquaSpec® is a registered trademark of Zurn Industries, Inc. Rev. A Date: 11/29/06 C.N.No. 105376
©2006 Zurn Industries, Inc. Dwg. No. 66243 Product No. Z8946-1-NT



WWATTS"

Tag

TCA-411

L-1

Floor Mounted Concealed Arm
"Track" Lavatory Carrier

1

|.

fe——— 18"

-

24" (610)

(457)
SLIDE FOR HORIZONTAL

ADJUSTMENT
-.._.__.____._..___[-_>

A

6" (152)

Y

L CROSS PLATE

ARM BRACKET

SPECIFICATION: Watts Drainage TCA-411 epoxy coated floor mounted concealed arm track lavatory carrier with
heavy gauge steel offset uprights with welded feel, steel cross plate with integral mounting brackets, sliding adjustable
arm brackets, and adjustable cast iron concealed arms with mounting clips, leveling screws, and basin locking device.

Options (Select One or More)
Suffix  Description
-M42 42" long Carrier leg 0
-M54 2" Chrome Plated Escutcheons, Single O
-M55 4" Chrome Plated Escutcheons, Single O
-M60  Knee Operated Valve Support Plate Single [

NOTE: ANCHOR LEGS TO CONCRETE FLOOR WITH
MINIMUM 1/2" (13} ANCHOR BOLTS (BY OTHERS)

FINISHED WALL\

HS

Job Location

€— UPRIGHT 2" (51)
APPROX. T
36" (914) LEVELING SCREWS Ty B | 313320
LOCKING DEVICE o (87)
anl
== i ﬂ— SLIDE FOR
l VERTICAL
ADJUSTMENT
4" (102)
63/16" (157) >
DEPENDENT UPON
FIXTURE
4172 =
114
Y (114 - S e g
i iR B ik 2
E - 3" (76)
Jeil
*Patent Pending
Job Name M aurice Contractor COMfort Systems USA

Engineer

IMEG

Representative

Contractor's P.O. No.

Sanders Supply

WATTS Drainage reserves the right to modify or change product design or construclion without prior nolice and without incurring any obligation 1o make similar changes and madifications lo products
previously or subsequently sold. See your WATTS Drainoge representative for any clarification  Dimensions are subjec! to manufacturing tolerances

WWATTS”

Specification Dralnage Products

USA: 100 Watts Road, Spindale, NC, 28160-2298; TEL: 828-288-2179 TOLL-FREE: 1-800-338-2581 www.walts.com

ES-WD-TCA-411 0922

TCA-411
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Washbrook® FloWise®

Universal Urinal
VITREOUS CHINA
BARRIER FREE

Washbrook® FloWise®
Universal Urinal

¢ Vitreous china

¢ Ultra High Efficiency, Low Consumption. Operates
in the range of 0.125gpf to 1.0gpf (0.5 Lpf to 3.8 Lpf)

* Flushing rim

¢ Elongated 14" rim from finished wall

* Washout flush action

* Extended sides for privacy

¢ 3/4" inlet spud ’

* Qutlet connection threaded 2" inside (NPTF)

¢ 2 wall hangers

* Fixture only

e Strainer included

* Meets ASME flush requirements at 0.125 to 1.0 gpf

(] 6590.001 Universal Top spud
6515, 0UT UNVETSar sack spua™

Nominal Dimensions:
360 x 480 x 664mm
(14-1/8" x 18-7/8" x 26-1/8")

Recommended working pressure — between
20 psi at valve when flushing and 80 psi static

Compliance Certifications -

Meets or Exceeds the Following Specifications:

* ASME A112.19.2-2008/CSA B45.1-08 for Vitreous
China Fixtures

~~ MEETS THE AMERICANS WITH DISABILITIES ACT GUIDELINES
ADA AND ANSIA117.1 ACCESSIBLE AND USABLE BUILDINGS AND
" FACILITIES - CHECK LOCAL CODES.

® When installed so top of rim is 432mm (17") MAXIMUM from finished floor.

SEE REVERSE FOR ROUGHING-IN DIMENSIONS

To Be Specified:
2 Color: O
O Flush Valve:

1.0 gpf Flush Valve: Sensor-Operated:
1 American Standard Selectronic®#6063.101.002
DC Power (Top Spud)
3 American Standard Selectronic® #6062.101.002
AC Power (Back Spud)

1.0 gpf Flush Valve: Manual-Operated:
1 American Standard # 6045.101.002

0.5 gpf Flush Valve: Sensor-Operated:
1 American Standard Selectronic® #6063.051.002
DC Power (Top Spud)
id American Standard Selectronic® #6062.051.002
AC Power (Back Spud)

0.5 gpf Flush Valve: Manual-Operated:
1 American Standard #6045.051.002

0.125 gpf Flush Valve: Sensor-Operated:
1 American Standard Selectronic® #6063.013.002
DC Power (Top Spud)
[ American Standard Selectronic® #6062.013.002
AC Power (Back Spud)

0.125 gpf Flush Valve: Manual-Operated:
J American Standard #6045.013.002

ST

CEC

When used with  When used with ADA
125 gpf 0.1250r05gpf COMPLIANT
urinal flush vale urinal flush vale

© 2018 AS America Inc.
spec_6590.001-6515.001 WashbrookUrinal Rev 11/18




. Washbrook® FloWise®
Zardlond Universal Urinal

VITREOUS CHINA
[&] BARRIER FREE
| 6590.001 TOP SPUD) 6515.001 BACK SPUD
121mm
(a-3jay | 3/4*SPS FINISHED 2
4 T TN
t FLUSH VALVE FNiSHED [
292mm 4| 5“’“"3j_.1' = "
{1z SPUDTN | K2 HANGERS vy b 51mm K2 HANGERS Bimm
! \ ¢ @) | Y\ L @)
R [ ; Al e :
- iar18" x 1o ettt o /.
for" s f FLi | Stot E\fw
i " T - o 1-1;!;') - ' sPUD
(ﬁf;}‘zfp) 3 £ 445mm 235mm _.|,
480mm Ry (7172") asomm | | |} 1)
e 464mm L & (18:748) 464n/1m 4
664mm (18-1/4" . dmm (18-1/4" -
(26-1/8") 360mm __¥ !2%?'? ) 360mm __|
REF. (41580 ' (4-18)
A
13mm B 13mm_{,
| (7297 [ J (/2"
G\ gamm | % B3
(3-1/4") (31 T
maazmm | .1‘1:'?)2 ﬁ&"xb {
T C/LOF (17} MAX . 102mm_ CLOE {17 ) P —
102mm._| OUTLET 610mm (24) o 2 NBT (@) OUTLET 610mm (24) FemALE OUTLET)
(+9) OPTIONAL e N L < CONNECTION
_~ FINISHED FLOOR 2 =FINISHED FLOOR
LA A A A A A LA A T AN 4 A dnd L LR S 13111 o “
(172" GASKET (1727
I
1
I
i
) I ~
l—-102r”nm—-n 13mm
(™ ) (142%) -
FINISHED WALL—/ INSIDE THREADS FINISHED WAL~ INSIDE THREADS
DETAIL OF OUTLET CONNECTION DETAILQFIOUTLET GONNEGTION
. =~ MEETS THE AMERICANS WITH DISABILITIES ACT GUIDELINES
Am AND ANSI A117.1 ACCESSIBLE AND USABLE BUILDINGS AND
~  FACILITIES - CHECK LOCAL CODES.
® When installed so top of rim is 432mm (17") MAXIMUM from finished floor.
NOTES:
FLUSH VALVE NOT INCLUDED AND MUST BE ORDERED SEPARATELY.
PROVIDE SUITABLE REINFORCEMENT FOR ALL WALL SUPPORTS.
IMPORTANT: Dimensions of fixtures are nominal and may vary within
the range of tolerances established by ANSI Standard A112.19.2. These
measurementis are subject to change or cancellation. No responsibility is
assumed for use of superseded or voided pages.
M156 © 2018 AS America Inc.

spec_6590.001-6515.001 WashbrookUrinal Rev 11/18
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ZURN.

ARCHITECTURAL & ENGINEERING SPECIFICATION

Exposed, quiet diaphragm-type, chrome plated flushometer valve with a
polished exterior. Complete with Zurn’s AquaVantage® TPE, chloramine
resistant, dual seal diaphragm with a clog resistant, triple filtered by-pass.
The valve is ADA compliant with a non-hold open and no leak handle
feature. Internal seals are made of chloramine resistant materials.

PRODUCT FEATURES

= Proprietary Dezincification resistant low lead brass alloy

« Control Stop has internal siphon-guard protection and vandal resistant
stop cap, Sweat solder kit, wall flange with set screw.

« High back pressure vacuum breaker with one piece hex coupling nut

« Chloramine resistant Internal seals

« Adjustable tailpiece

+ Spud coupling and flange for top spud connection

VALVE HEIGHT OPTIONS

<C
Z -
o=
wn =
2z
w T
= U
=
-STANDARD 11/2" [292]
O A 16" [406]
O -2 24" (610]
] -3 27" [686]

COMPLIANCE AND CERTIFICATION:
« ADA Compliant

{&"5?{,\ *This product should be used with a WaterSense labeled
e\ counterpart with a compatible flow volume to ensure that the

G, mﬁ entire systerm meets the requirements for water efficiency and
b= performance.

Rev.B | Date: 09/09/24 | C.N.No.146278 | Prod./Dwg. No. SS Z6003AV

Patent zurn.com/patents
US 1.855.0NE.ZURN CANADA 1.877.892.5216
ZURN.COM

Exposed Flush Valve for Urinals

Z6003AV
Tag UR-1

FLOW OPTIONS
EE 53
-ULF* 0125 @
LI -Ews* 05 [©)
[ -ws1 10

** Not available with triple filter by-pass

SUFFIX OPTIONS

O -BG BioCare ADAHandle

O -m 1" Supply

O -L 1" [25mm] Metal Push Button
O -L3 3" [76mm] Metal Push Button
O vy Split Ring Pipe Support

O -vk Solid Ring Pipe Support

ARCHITECTURAL & ENGINEERING APPROVAL

The information contained in this document is subject to change without natice.
Please contact Zurn for most up to date information.

by Zurn ELKAY water solutions



Exposed Flush Valve for Urinals

LSURN Z6003AV

TAG

Rough-in/Overview dimensions

////FPQSHED WALL

Ca [57] MIN
341
S[19] — - S—
P S, [121+13] ‘
SUPPLY ;?fﬁgﬁi@
T 3[19]
A
| VACUUM
BREAKER
' TUBE
Rev.B | Date: 09/09/24 | C.N.No. 146278 | Prod./Dwg. No. SS Z6003AV
us 1.855..0NE.ZURN CANADA 1.877.892.5216 oy zurn ELKAY water solutions

ZURN.COM



Floor Mounted

WWATTS CA-321 Urinal Carrier

Tag: UR- with Bearing Plate

SPECIFICATION: Watts Drainage CA-321 epoxy coated floor mounted urinal carrier with heavy guage steel offset uprights
with welded feet, universal steel hangar support plate and bottom bearing plate with integral mounting brackets,
and plated hardware.

22.7/16" (570} “
—  213/16" (538) ———— l—l—z 50)
f————————19-5/8" (498) ————

H i B
| |

-
£

SLIDE FOR
VERTICAL ADJUSTMENT

|
Hiese—="U=e [ —IHl 5
I.h L 3 [ = D L _'
ks = 2:3/16" (56)

ol0

42"
(1067)

513
olo]

@
x

Z ﬂ Bk [ SLIDE FOR
o> | VERTICAL ADJUSTMENT

|
2:3/16" (56

41/2"
(114)

==
a o
. — -]
“
o
.
&
e
N
-
.
-
.
o
M
=
|‘:-1n|
o
D af
[—— |
bW
L3
a
—
s
.

Note: Anchor legs fo concrete floor with minimum
1/2" (13) anchor bolts (by others).

Job Name Maurice Contractor COmfort Systems USA
Job Location HS Contractor's PO. No.
E”Qi"ee’IMEG Representative Sanders Supply

WATTS Drainage reserves lhe right to modify or change product design or construction wilhoul prior notice and without incurring any obligation to moke similar changes and modifications fo products
previously ar subsequently sold. See your WATTS Drainage representalive for any clarification.  Dimensions are subject lo manufacturing tolerances

WWATTS'

Specification Drainage Products USA: 100 Watts Road, Spindale, NC, 28160-2298; TEL: 828-288-2179 TOLL-FREE: 1-800-338-2581 www.watts.com
ES-WD-CA-321 USA 0922 CA-321
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Cadet FloWise® Elongated

Pressure-Assisted Toilet 1.1 gpf/4.2 Lpf

VITREOUS CHINA

Cadet FloWise Elongated
Pressure-Assisted Toilet 1.1 gpf/4.2Lp

(1 2462.100

* Vitreous china

¢ High Efficiency, Ultra Low-consumption
(1.1 gpf/4.2 Lpf)

» EverClean® surface inhibits the growth of
stain and odor-causing bacteria, mold,
and mildew on the surface

* Meets EPA WaterSense® criteria

¢ Elongated bowl

* Pressure-assisted siphon jet flush action

¢ Fully-glazed 2-1/8" trapway

¢ 10 x 12" water surface area

* Metal chrome trip lever

« Close-coupled flushometer tank*

» Speed Connect® tank/bowl coupling system

¢ 2 bolt caps

* 100% factory flush tested

* 12" Rough-in

3481.100 Bowl with two bolt caps
3481.001 Same as above, Universal Bowl
4142.100 Tank complete with

coupling components

Coo

Nominal Dimensions:
768 x 521 x 743mm
(30-1/4" x 20-1/2" x 29-1/4")

Fixture only, seat and supply by others

Recommended working pressure range
25 psi - 80 psi

Alternate Configurations Available:

[J 4142.601 Tank and tank cover only with tank
cover locking device

[ 4142.801 Tank and tank cover only with right
hand trip lever

(1 4142.901 Tank complete with right hand trip

lever and tank cover locking device

Compliance Certifications -

Meets or Exceeds the Following Specifications:
* ASME A112.19.2-2008 / CSA B45.1-08 for Vitreous

China Fixtures
* US EPA WaterSense® Specification for HET's

To Be Spegifiad:

a Color: Q| White

1 Seat: American Standard #550BA00B
Transitional slow-close solid plastic closed front
seat with cover

3 American Standard #5259A65MT Cardiff
EverClean® slow-close solid plastic closed front
seat with cover

[ Alternate Seat:

[ Supply with Stop:

3
(T6mm)

PART OF LI %I L

RN N . V. VIR O V. L. W L G

9
Sl

/ FINISHED WALL

s

30-1/4"
(76Bmm)
1" 20-1/2°
(27mm) (516mm)
{226mm) i
( | ]
|
[PEENT ) S—— |
| (470mm) 1
|- CIL OF SEAT POST HOLES |
|/ 5-1/2" (140mm CENTERS)
! |
! -t ] 29-1/4"
-] SUAF';LV {rd2mm)
REQ'D
15°
= wetmm) T
sia° g L
{16mm) (203mm) ¢ "'"'“’

/I///..l //t//

1
e A AR A /|/ rdl Cd 7, 7
. !
. ! 13-3/4° (152mm) 1
E - —
¥ (347mm)—= . 1/2—
(150mm) e FINISHED w1

FLOOR (238mm)

12

= N
-——(305mml—=| “\_g. oF ouTLET

NOTES:

THIS COMBINATION IS DESIGNED TO ROUGH-IN AT A MINIMUM
DIMENSION OF 305MM (12") FROM FINISHED WALL TO C/L OF QUTLET.
* DIMENSION SHOWN FOR LOCATION OF SUPPLY IS SUGGESTED.
SUPPLY NOT INCLUDED WITH FIXTURE AND MUST BE ORDERED
SEPARATELY.

FOR ADDITIONAL INFORMATION REFER TO INSTALLATION
INSTRUCTIONS SUPPLIED,

IMPORTANT: Dimensions of fixtures are nominal and may vary within the
range of tolerances established by ASME A112.19.2-2008 / CSH B45.1-08.
These measurements are subject to change or cancellation. No
responsibility is assumed for use of superseded or voided pages.

BT e
CYIORE: )
e -
WATER SENSE WATER EVERCLEAN
EFFICIENT

© 2021 AS America Inc.
spec_2462.100_Cadet el-pressure-assist_rev1 5/21
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Church. 295CT /[2955SCT

COMMERCIAL HEAVY-DUTY
PLASTIC TOILET SEAT

2, 2-3/8"
K
)
18-9/16"
q X
3-1/2" —»| |l€—1-1/8"
1414/ —>{ l«—13/16

FEATURES: SPECIFICATIONS:

e STA-TITE® Size: Elongated
Commercial Fastening System™ - ,
Eliminates callbacks for loosened seats Material: Plastic

Style: Open Front less Cover

Ring Bumpers: Four

—> Self-Sustaining Check Hinges (295SSCT) with Non-Corroding
300 Series Stainless Steel Posts and Pintles

Hardware: STA-TITE® Commercial Fastening System™

‘ Gomplies with
% IAPMO/ANSI Z124.5
‘ Performance Standards
cOdes & standards: c ® Heavy-Duty Commercial

( -
e Proudly Made in the USA Eco-Friendly @

Church Seat Co., Sheboygan Falls, WI 53085 j ToiletSeats.com ph: 800.233.7328 i fx: 800.292.3647
Church Seat Co reserves the nght to make revisions without notice to product specifications 22018 0B7082355



McGuire Manufacturing Co., Inc.
60 Grandview Court

PO.Box 746 ¢ Cheshire, CT 06410 ig}gggg’ iféiggggiﬁ’
203-699-1801 » Fax: 203-699-1813 ?
Www.mcguiremfg.com Compression x Compression
" PRODUCT SPECIFICATION Lavatory Supply

Job Name:

Wheel

Loose Key

Handle

3 &)

Standard Riser
Length 12" *

Brass Stem

'

Brass Stem

N

<t— >

+=
__"“-_.__

36 1)

Standard Riser
Length 12" *

2>

L

= ] F ﬂ‘ ! = = A v
: - ‘- - -
[e—C—> [+—C—>
—
B—» - B >
NO. DESCRIPTION ROUGHING MEASUREMENTS
A B C
LF2185CC 1/2" Nominal x 3/8" O.D. 1" 1-3/4" 1"
LF2165CCLK | 1/2" Nominal x 3/8" O.D. 1" 2-3/8" 1"
LF2167CC | 1/2" Nominal x 1/2" 0.D. 1 1-3/4" | 1-1/4"
LF2167CCLK | 1/2" Nominal x 1/2" O.D. 1" 2-3/8" | 1-1/4" LOW-LEAD
LK designates Loose Key %
* See options and accessories section for details on product variations. c ®
Specifications:

Supply kit shall include low lead chrome plated supply brass stop valves with full turn brass
stem, no plastic, (12, 15, 20) inch chrome plated risers and (shallow, deep, bell) (steel, brass) or
(forged brass with set screw) flange. Inlet shall be (3/8, 1/2) inch IPS. Outlet shall be (3/8, 1/2)
inch (IPS, compression). Supply kit shall be McGuire . Supply kit shall be
low lead certified by recognized authority and bear manufacturer and testing mark.

© 2013 McGuire Manufacturing Co., Tnc. All rights reserved / IV Supply Kits & Stops / www.mcguiremfg.com
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Cadet FloWise® Chair Height Elongated
Pressure-Assisted Toilet 1.1 gpf/4.2 Lpf

[&] BARRIER FREE VITREOUS CHINA

Cadet FloWise® Chair Height Elongated
Pressure-Assisted Toilet
1.1 gpf/ 4.2 Lpf

(] 2467.100

e Vitreous china

] Hi%;h Efficiencr, Ultra Low-consumption
1.1 gpf/4.2 Lpf)

* EverClean® surface inhibits the growth of stain
and odor-causing bacteria, mold, and mildew on
the surface

e Meets EPA WaterSense® criteria

* Bowl rim at 16-1/2" for accessible applications

* Elongated bowl

* Pressure-assisted siphon jet flush action

* Fully-glazed 2-1/8" trapway

¢ 10 x 12" water surface area

¢ Close-coupled Flushometer tank*

* Metal chrome trip lever

¢ Speed Connect® tank/bowl! coupling system

 Sanitary dam on bowl

e Two bolt caps

» 100% factory flush tested

* 12" Rough-in

2467.136 Same as above except with slotted
rim bowl for bed pan holding (White only)
3483.100 Bowl with two bolt caps

3483.001 Same as above, Universal Bowl
3484.001 Bowl with slotted rim for bed pan
holding with two bolt caps (White only)
4142100 Tank complete with

coupling components

Nominal Dimensions:
768 x 521 x 781mm (30-1/4" x 20-1/2" x 30-3/4")

Fixture only, seat and supply by others
Recommended working pressure range
25 psi - 80 psi

Alternate Configurations Available:

(J 4142.601 Tank and tank cover only with tank
cover locking device

[J 4142.801 Tank and tank cover only with right
hand trip lever

(1 4142.901 Tank complete with right hand trip
lever and tank cover locking device

Compliance Certifications -

Meets or Exceeds the Following Specifications:

* ASME A112.19.2-2008 / CSA B45.1-08 for Vitreous
China Fixtures

* US EPA WaterSense® Specification for HET's

(76mm}

o

Color: J

Seat: American Standard #5503A00B Transitional
slow-close solid plastic closed front seat with cover
American Standard #5257A65MT Cardiff
EverClean® slow-close solid plastic closed front
seat with cover

Alternate Seat:

To Be Spe
a
a

a

|

PART OF L'XIL

LN

/’ FINISHED WALL

ag-1/4°

—|\\\\\\.\\\4

{768mm)

-1
(27mm})
| (226mm)

I¢—18-1/2' —
| (470mm)

|~ CiL OF SEAT POST HOLES
l/ 5-1/3° (140mm CENTERS)
suPPLY

=t ]
[ AS |
AEQD

16-1/2" !
(419mm)

r P S 'L
10° (356mm)
(254mm)

30-
(781mm)

VAR AN 4
Yo

6
13-3/4" {152mm)

. |
u:';Omvg; P {47 mm] ===

]
|
4 A4 L4 i/ LA LA
/ 812
Lopugies =
12

'—{3“5"""‘—"1?\{& OF OUTLET
NOTES:

THIS TOILET IS DESIGNED TO ROUGH-IN AT A MINIMUM DIMENSION
OF 305mm (12") FROM FINISHED WALL TO C/L OF OUTLET.
SUPPLY NOT INCLUDED WITH FIXTURE AND MUST BE ORDERED
SEPARATELY.
* DIMENSION SHOWN FOR LOCATION OF SUPPLY IS SUGGESTED.

IMPORTANT: Dimensions of fixtures are nominal and may vary within the
range of tolerances established by ASME A112.19.2-2008 / CSH B45.1-08.
These measurements are subject to change or cancellation. No
responsibility is assumed for use of superseded or voided pages.

£ MEETS THE AMERICANS WITH DISABILITIES ACT GUIDELINES
AND ANSI A117.1 REQUIREMENTS FOR ACCESSIBLE AND USABLE
BUILDING FACILITIES - CHECK LOCAL CODES.

we

S

WATER SENSE WATER

EFFICIENT

EVERCLEAN

© 2021 AS America Inc.
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Church 295CT /[2955SCT

COMMERCIAL HEAVY-DUTY
PLASTIC TOILET SEAT

ey 2-3/8"
i
)
18-9/16"
Ul —
3-1/2 —> 1-1/8"
14-1/2" —»| l«—13/16
— B
FEATURES: SPECIFICATIONS:
e STA-TITE® Size: Elongated

Commercial Fastening System™

Eliminates callbacks for loosened seats Material: Plastic

Style: Open Front less Cover

Ring Bumpers: Four

9 Self-Sustaining Check Hinges (295SSCT) with Non-Corroding
300 Series Stainless Steel Posts and Pintles

Hardware: STA-TITE® Commercial Fastening System™

i | Complies with
Ups IAPMO/ANSI 2124 5
T“‘ Performance Standards

cOdes&standards: C ™® Heavy-Duty Commercial

-
g Proudly Made in the USA Eco-Friendly Q@

Church Seat Co., Sheboygan Falls, W| 53085 i ToiletSeats.com ph: 800.233.7328 | fx: 800.292.3647
Church Seat Co reserves the iight to make revisions without natice to groduct specifications ©2018 NB7082356
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McGuire Manufacturing Co., Inc. Pact No.

60 Grandview Court

PO.Box 746 « Cheshire, CT 06410 LF2166CC,LF2166CCLK,
203-699-1801 » Fax: 203-699-1813 F2169CC, LF2169CCLK
www.mcguiremfg.com Compr&ssion x Comprassion

* PRODUCT SPECIFICATION Closet Supply

Job Name:

\
QU
Wheel (Q Loose Key ‘q
Handle Standard Riser Standard Riser
Length 12" * Length 12" *
Brass Stem * (] Brass Stem + (]
¢ A \ :
1 =R - v

h
i
A
4

s

=

unoip

i ' |
h

\
-

Li:c—_: - - - I!;_cj -

NO. DESCRIPTION ROUGHING MEASUREMENTS
A B c
> ERZaefes 1/2" Nominal x 3/8" O.D. 1" 1-1/2" 3/4"
TCF2166CCLK | 1/2" Nominal x 3/8" O.D. 1" 2-1/4" 3/4"
LF2169CC 1/2" Nominal x 1/2" O.D. 1" 1-1/2" 3/4" | Low-LEAD

LF2169CC | 1/2" Nominal x 1/2" O.D. 1" 2-1/4" 3/4" %

LK designates Loose Key
* See options and accessories section for details on product variations. c ®

Specifications:

Supply kit shall include lead free chrome plated brass supply stop valves with full turn brass stem,
no plastic, (12, 15, 20) inch chrome plated risers and (shallow, deep, bell) (steel, brass) or (forged
brass with set screw) flange. Inlet shall be (3/8, 1/2) inch (IPS, sweat, compression). Outlet shall be
(3/8, 1/2) inch (TIPS, compression). Supply kit shall be McGuire . Supply kit
shall be certified by recognized authority and bear manufacturer and testing mark.

© 2014 McGuirc Manufacturing Co., Inc. All rights reserved / IV Supply Kits & Stops / www.meguiremfg.com
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