
GENERAL

ALL WORK SHALL BE IN ACCORDANCE WITH CODES LISTED IN CODE 
SUMMARY.
CONTRACTOR SHALL PAY FOR AND OBTAIN ALL PERMITS REQUIRED BY THE 
LOCAL BUILDING CODE AND JURISDICTIONS.
ALL WORK SHALL CONFORM TO APPLICABLE INDUSTRY AND 
MANUFACTURER'S PUBLISHED STANDARDS FOR QUALITY OF MATERIALS 
AND WORKMANSHIP, AS WELL AS, ALL REQUIREMENTS IN THESE DRAWINGS 
AND SPECIFICATIONS. ANY CONFLICTING REQUIREMENTS OF THE SOURCES 
LISTED ABOVE SHALL BE BROUGHT TO THE ARCHITECT'S ATTENTION PRIOR 
TO PROCEEDING WITH THE WORK.

DRAWINGS AND SPECIFICATIONS ARE COMPLEMENTARY, WHAT IS CALLED 
FOR BY ONE SHALL BE PROVIDED AS IF CALLED FOR IN BOTH. IN THE EVENT 
THERE IS A DISCREPANCY BETWEEN THE DRAWINGS AND SPECIFICATIONS, 
THE MORE STRICT OR HIGHER QUALITY SHALL BE PROVIDED.
CONTRACTOR SHALL FIELD VERIFY ALL DIMENSIONS PRIOR PURCHASING 
EQUIPMENT.

SUBMITTALS FOR APPROVAL

PRODUCT DATA: SUBMIT PRODUCT DATA FOR THE FOLLOWING ITEMS: 
MASONRY VENEER, CAST STONE MASONRY, SHEATHING, WATER 
REPELLENTS, THERMAL INSULATION, WEATHER BARRIERS, METAL 
COMPOSITE MATERIAL WALL PANELS, SBS MODIFIED BITUMEN ROOFING, 
SHEET METAL FLASHING AND TRIM, JOINT SEALANTS, EXPANSION JOINT 
COVER ASSEMBLIES, GYPSUM WALL BOARD, PAINTS AND COATINGS, 
GLAZING, PANEL SIGNAGE, PRE-ENGINEERED WALKWAY COVERS

COLLECT INFORMATION INTO A SINGLE SUBMITTAL FOR EACH ELEMENT OF 
CONSTRUCTION AND TYPE OF PRODUCT OR EQUIPMENT.

1. IF INFORMATION MUST BE SPECIALLY PREPARED FOR SUBMITTAL 
BECAUSE STANDARD PUBLISHED DATA ARE UNSUITABLE FOR USE, 
SUBMIT AS SHOP DRAWINGS, NOT AS PRODUCT DATA.
2. MARK EACH COPY OF EACH SUBMITTAL TO SHOW WHICH 

PRODUCTS AND OPTIONS ARE APPLICABLE.
3. INCLUDE THE FOLLOWING INFORMATION, AS APPLICABLE:

A. MANUFACTURER'S CATALOG CUTS.
B. MANUFACTURER'S PRODUCT SPECIFICATIONS.
C. STANDARD COLOR CHARTS.
D. STATEMENT OF COMPLIANCE WITH SPECIFIED 
REFERENCED STANDARDS.
E. TESTING BY RECOGNIZED TESTING AGENCY.
F. APPLICATION OF TESTING AGENCY LABELS AND 
SEALS.
G. NOTATION OF COORDINATION REQUIREMENTS.
H. AVAILABILITY AND DELIVERY TIME INFORMATION.

4. FOR EQUIPMENT, INCLUDE THE FOLLOWING IN ADDITION TO 
THE ABOVE, AS APPLICABLE:
A. WIRING DIAGRAMS THAT SHOW FACTORY-INSTALLED WIRING.
B. PRINTED PERFORMANCE CURVES.
C. OPERATIONAL RANGE DIAGRAMS.
D. CLEARANCES REQUIRED TO OTHER CONSTRUCTION, IF NOT 
INDICATED ON ACCOMPANYING SHOP DRAWINGS.

5. SUBMIT PRODUCT DATA BEFORE SHOP DRAWINGS, AND 
BEFORE OR CONCURRENT WITH SAMPLES.

SHOP DRAWINGS: SUBMIT FOR THE FOLLOWING ITEMS: CAST STONE 
MASONRY, COLD FORMED METAL FRAMING, METAL FABRICATIONS, PIPE AND 
TUBE RAILINGS, WEATHER BARRIERS, METAL COMPOSITE WALL PANELS, 
THERMAL INSULATION, SBS MODIFIED BITUMEN ROOFING, SHEET METAL 
FLASHING AND TRIM, EXPANSION JOINT COVER ASSEMBLIES, STEEL DOORS 
AND FRAMES, DOOR HARDWARE, HIGH SPEED ROLL-UP DOORS, LINEAR 
METAL CEILINGS, PANEL SIGNAGE, PRE-ENGINEERED WALKWAY COVERS

A. IDENTIFICATION OF PRODUCTS.
B. SCHEDULES.
C. COMPLIANCE WITH SPECIFIED STANDARDS.
D. NOTATION OF COORDINATION REQUIREMENTS.
E. NOTATION OF DIMENSIONS ESTABLISHED BY FIELD MEASUREMENT.
F. RELATIONSHIP AND ATTACHMENT TO ADJOINING CONSTRUCTION 
CLEARLY INDICATED.
G. SEAL AND SIGNATURE OF PROFESSIONAL ENGINEER 

REGISTERED IN THE STATE OF PROJECT LOCATION  IF SPECIFIED.

02 4116  SELECTIVE DEMOLITION

OWNER WILL OCCUPY PORTIONS OF THE EXISTING BUILDING ADJACENT TO 
SELECTIVE DEMOLITION AREA. COORDINATE PHASING OF WORK AND 
PROTECTION OF ADJACENT AREAS AND PEDESTRIAN PATHS WITH OWNER 
PRIOR TO COMMENCING WORK.

DESIGN, PROVIDE AND MAINTAIN SHORING, BRACING AND STRUCTURAL 
SUPPORTS AS REQUIRED TO PRESERVE STABILITY AND PREVENT 
MOVEMENT, SETTLEMENT OR COLLAPSE OF EXISTING CONSTRUCTION AND 
FINISHES TO REMAIN.

ALL DEMOLITION WORK SHALL BE DONE IN SUCH A WAY AS TO NOT 
COMPROMISE EXISTING WARRANTIES

UNLESS OTHERWISE NOTED, DEMOLITION WASTE BECOMES PROPERTY OF 
CONTRACTOR. REMOVE WASTE MATERIALS FROM PROJECT SITE AND 
DISPOSE OF THEM IN AN EPA-APPROVED CONSTRUCTION AND DEMOLITION 
WASTE LANDFILL ACCEPTABLE TO AUTHORITIES HAVING JURISDICTION.

ANY REQUIRED UTILITY SHUT-OFFS TO BE PERFORMED BY CONTRACTOR 
AND COORDINATED WITH OWNER

03 5300 CONCRETE TOPPING 

PROVIDE THE FOLLOWING 3 PART PRODUCT BY TNEMEC FOR CLEANROOM 
565

PRIMER: 
ULTRA-TREAD MVT SERIES N241 POLYURETHANE MODIFIED CONCRETE 
APPLIED @ 90-100 SQ. FT. PER KIT - BROADCAST TO REJECTION WITH CLEAN, 
DRY, BAGGED (30/50) FLINT SHOT, SILICA SAND, OR APPROVED EQUAL 
AGGREGATE, COLORED QUARTZ, OR DECORATIVE FLAKE. 
COLOR: GRAY OR NEUTRAL. PROVIDE SAMPLES FOR OWNER TO CHOOSE.

INTERMEDIATE COAT: 
DECO-TREAD SERIES N222 COLOR QUARTZ-FILLED MODIFIED POLYAMINE 
EPOXY APPLIED @ 10-12 MILS DRY
COLOR: SUPPLIED AS CLEARCOAT
FINISH: GLOSS

TOPCOAT: 
EVERTHANE SERIES 248 ALIPHATIC MOISTURE CURED URETHANE APPLIED @
2-3 MILS DRY 

04 2613 MASONRY VENEER

BRICK: COMPLY WITH TMS 602, EXCEPT AS MODIFIED BY REQUIREMENTS IN 
THE CONTRACT DOCUMENTS

PROVIDE SHAPES AND SIZES TO MATCH EXISTING BRICK. PROVIDE SPECIAL 
SHAPES FOR APPLICATIONS WHERE SHAPES PRODUCED BY SAWING 
WOULD RESULT IN SAWN SURFACES BEING EXPOSED TO VIEW

COLOR: MATCH EXISTING AS CLOSELY AS POSSIBLE

MORTAR: SAME TYPE, PROFILE AND COLOR AS EXISTING BRICK MORTAR. 
PORTLAND CEMENT PER ASTM C150/C150M. HYDRATED LIME PER ASTM 
C207, TYPE S. MASONRY CEMENT BER ASTM C91/C91M, MORTAR PIGMENTS 
PER ASTM C979/C979M, AGGREGATE PER ASTM C144 AS APPLICABLE.

PROVIDE ANCHORS SUITABLE FOR CONNECTION TO CONCRETE

FLASHING: STAINLESS STEEL SHEET, ASTM A240 OR A666, 0.016 INCHES 
THICK

COMPRESSIBLE FILLER: PREMOLDED FILLER STRIPS COMPLYING WITH 
ASTM 
D1056, GRADE 2A1, COMPRESSIBLE UP TO 25%, OF WIDTH AND THICKNESS 
REQUIRED TO FILL JOINTS, FORMULATED FROM NEOPRENE OR PVC

WEEPS: MATCH EXISTING OR PROVIDE FREE-DRAINING MESH, FULL HEIGHT 
AND WIDTH OF HEAD JOINT AND DEPTH 1/8" LESS THAN DEPTH OF OUTER 
WYTHE, IN COLOR TO MATCH BRICK AS CLOSELY AS POSSIBLE. PROVIDE AT 
SPACING TO MATCH EXISTING. 
RETE AND FORM TOP WITH SMOOTH ROUNDED CONVEX SURFACE.

CAVITY DRAINAGE MATERIAL: FREE-DRAINING MESH, MADE FROM POLYMER 
STRANDS THAT WILL NOT DEGRADE WITHIN THE WALL CAVITY

SECTION 04 22 00 – CONCRETE UNIT MASONRY

PROVIDE LABOR, MATERIALS, EQUIPMENT, AND SERVICES REQUIRED FOR 
FURNISHING AND INSTALLING CONCRETE UNIT MASONRY (CMU) 
ASSEMBLIES, INCLUDING UNITS, MORTAR, GROUT, REINFORCEMENT, 
ACCESSORIES, AND RELATED COMPONENTS, IN ACCORDANCE WITH 
CONTRACT DOCUMENTS AND REFERENCED STANDARDS.

CONCRETE MASONRY UNITS SHALL COMPLY WITH ASTM C90, NORMAL 
WEIGHT, MINIMUM COMPRESSIVE STRENGTH OF 1,900 PSI. MORTAR SHALL 
COMPLY WITH ASTM C270, TYPE S FOR EXTERIOR AND LOAD-BEARING 
WALLS AND TYPE N FOR INTERIOR NON-LOAD-BEARING WALLS. GROUT 
SHALL COMPLY WITH ASTM C476.

INSTALL CMU IN ACCORDANCE WITH TMS 402/602 AND INDUSTRY 
STANDARDS. CONSTRUCT PLUMB, LEVEL, AND TRUE TO LINE, FULLY GROUT
REINFORCED CELLS, PROVIDE REINFORCEMENT, BOND BEAMS, LINTELS, 
ANCHORS, FLASHING, AND ACCESSORIES AS REQUIRED FOR A COMPLETE 
AND CODE-COMPLIANT INSTALLATION. CLEAN EXPOSED SURFACES UPON 
COMPLETION.

05 4000 COLD FORMED METAL FRAMING

SEE STRUCTURAL FOR DELEGATED DESIGN NOTES 

05 5000 METAL FABRICATIONS
MISCELLANEOUS METALS:
PROVIDE MISCELLANEOUS METAL ITEMS AS REQUIRED FOR THE PROJECT.

ALL EXTERIOR EXPOSED FERROUS METAL ITEMS SHALL BE A60 HOT-DIPPED
GALVANIZED PER ASTM A123 & ASTM A153, AND  ASTM A653/A653M AS 
APPLICABLE. 

PROVIDE MISCELLANEOUS FRAMING, SUPPORTS, LEDGE ANGLES, SHELF 
ANGLES, CHANNELS AND PLATES, LINTELS, ROOF OPENING FRAMING, ETC.

PROVIDE PROJECT SPECIFIC ATTACHMENTS AND FURRING SUBSTRATE 
WITH CALCS. TO BE MANUF. DELEGATED DESIGN SEALED BY 
PROFESSIONAL ENGINEER REGISTERED IN STATE OF ARKANSAS. 

INTERIOR BOLLARD SHALL BE BOLTED.
BOLLARDS SHALL BE AS SHOWN ON THE DRAWINGS. FILL BOLLARDS WITH 
4,000 PSI CONCRETE AND FORM TOP WITH SMOOTH ROUNDED CONVEX 
SURFACE. PATCH AND REPAIR EXISTING CONCRETE AND EXISTING 
SURFACES AS REQUIRED AFTER INSTALLATION OF BOLLARDS.  

RAILINGS
PROVIDE GUARD RAILS AND HANDRAILS PER CODE. GUARD RAILS, MID 
RAILS AND POSTS SHALL BE 1 1/2" OUTSIDE DIAMETER STEEL PIPE WITH
WELDED CONNECTIONS AND MOUNTED AS INDICATED ON DRAWINGS. TOP 
RAIL OF GUARDRAILS SHALL BE 3'-6" MINIMUM ABOVE ADJACENT WALKING
SURFACE AND MID RAILS SHALL BE LOCATED AT 1'-9" ABOVE SURFACE OR
AS REQUIRED TO MEET 21" SPHERE RULE. POSTS SHALL BE SPACED AS 
INDICATED ON DRAWINGS, BUT NOT MORE THAN 5'-0" ON CENTER. 

HAND RAILS SHALL BE LOCATED AT 2'-10" ABOVE STAIR AT NOSE AND 
SLOPE TO MATCH STAIRS (EXCEPT FOR FLAT EXTENSIONS AT TOP OF RUNS
AND AT LANDINGS). HAND RAILS SHALL BE 1 1/2" OUTSIDE DIAMETER STEEL 
PIPE WITH WELDED CONNECTION TO ADJACENT GUARDRAILS OR BRACKET 
MOUNTED TO ADJACENT WALLS. A MINIMUM OF 1 1/2" AND MAXIMUM OF 2 
1/4" HORIZONTAL CLEARANCE SHALL BE MAINTAINED BETWEEN HAND RAILS
AND ADJACENT GUARDRAILS OR WALLS. HAND RAILS SHALL HAVE 1'-0" 
LONG FLAT EXTENSION AT THE TOPS OF STAIR RUNS AND SHALL CONTINUE
SLOPED FOR THE LENGTH OF ONE TREAD AT THE BOTTOM OF STAIR RUNS.

PROVIDE CANE RAIL UNDERNEATH STAIRS TO MATCH RAILINGS. CANE RAIL 
TO BE AT 3'-0" IN HEIGHT.

GUARD AND HAND RAILS SHALL BE A60 HOT-DIPPED GALVANIZED PER ASTM
A123 & ASTM A153, AND  ASTM A653/A653M AS APPLICABLE.

PROVIDE PROJECT SPECIFIC DESIGN WITH CALCS. THROUGH MFG. 
DELEGATED DESIGN SEALED BY PROFESSIONAL ENGINEER REGISTERED IN 
STATE OF ARKANSAS

SEE STRUCTURAL FOR MORE INFORMATION. DEFER TO STRUCTURAL IN 
THE EVENT OF ANY CONFLICTS BETWEEN ARCH AND STRU.

05 501 IN-PLANT GUARDING SYSTEMS

STANDARD WALKWAY GUARD RAIL BY IDEALSHIELD OR SIMILAR TO MATCH 
EXISTING GUARD RAILS IN HEIGHT. V.I.F.

SURFACE MOUNT LIFT OUT HANDRAIL FOR GARAGE DOOR AT E-BEAM ROOM 
BY IDEALSHIELD

PRODUCT DESIGNED FOR OSHA AND IBC FALL PROTECTION, WALKWAYS
PRODUCT SLEEVED IN PLASTIC - ELIMINATE THE NEED FOR PAINTING   
2 HORIZONTAL RAILS

42" HIGH SURFACE MOUNTED.
STEEL BASEPLATE -  2 1/2" X 6"
6'-0" WIDTH AT GARAGE DOOR
POSTS ARE CONSTRUCTED OF 1 1/4" SCHEDULE 80 STEEL; HORIZONTAL 
RAIL IS CONSTRUCTED OF 1 1/4" SCHEDULE 40 STEEL. 
ALUMINUM ALLOY 535FITTINGS 535
ALUMINUM ALLOY 535 BASE FLANGES 

05 5113 METAL STAIRS 

DELEGATED DESIGN - STEEL CUSTOM FABRICATED TO EXACT 
FIELD MEASUREMENTS STAIRS, FROM PLATFORMS AND LADDERS 
OR APPROVED EQUAL.

TREAD DEPTH  BETWEEN 10 AND 14 INCHES WITH RISERS 
BETWEEN 6 AND 7.5 INCHES IN HEIGHT TO COMPLY WITH OSHA 
STANDARDS.  WIDTH 22 INCHES MINIMUM. PROVIDE HANDRAILS 
TREADS TO HAVE ROUGH SURFACES TO PREVENT SLIPS AND 
FALLS. 

REFER TO STRUCTURAL DRAWINGS FOR DETAILS. 
FINISHES TO MATCH EXISTING STAIRS. 

ALTERNATING TREAD STAIR AT 565 PLATFORM

VESTIL MANUFACTURING CORPORATION - ALTERNATING TREAD SERIES ATS
MODEL # ATS-8-56 V.I.F.

THE ALTERNATING TREAD STAIR IS INTENDED FOR INSTALLATIONS REQUIRING A 
STAIR HAVING AN ANGLE OF INCLINATION OF 56 - 68 DEGREES ON THE HORIZON. 
IT HAS A CAPACITY MAXIMUM LOAD OF 300 LBS.

06 1053 MISCELLANEOUS ROUGH CARPENTRY

PROVIDE FIRE RETARDANT TREATED BLOCKING, NAILERS, ETC., TO MAINTAIN 
THE BUILDING CODE REQUIREMENT FOR NON-COMBUSTIBLE CONSTRUCTION.   

ROOF RELATED CARPENTRY
PROVIDE PRESSURE TREATED MATERIALS AS REQUIRED FOR A GUARANTEED 
ROOF SYSTEM TO ALL ROOF AREAS, INCLUDING EXPANSION DETAILS, ROOF
OPENINGS, AND PERIMETER EDGE DETAILS AS REQUIRED BY ROOF 
MANUFACTURER TO MEET WIND LOADING REQUIREMENTS.

BACKING, BLOCKING AND FURRING
PROVIDE MISCELLANEOUS BACKING, BLOCKING AND FURRING AS REQUIRED 
FOR THE SUPPORT OF FIXTURES, ACCESSORIES, AND SPECIALTY ITEMS.

EQUIPMENT BACKBOARDS
PROVIDE FIRE RETARDANT TREATED PLYWOOD BACKBOARD WHERE REQUIRED 
FOR MOUNTING OF EQUIPMENT SPECIFIED BY EACH DISCIPLINE’S DRAWINGS 
AND SPECIFICATIONS. 

06 1600 SHEATHING

5/8" THICK TYPE X GLASS MAT GYPSUM SHEATHING. PROVIDE BASIS-OF-DESIGN 
DENS-GLAS OR ARCHITECT-APPROVED EQUAL.

07 1900 WATER REPELLENTS

FOR CAST-IN-PLACE CONCRETE AND CLAY BRICK MASONRY.

PENETRATING WATER REPELLENTS: SILOXANE, CLEAR, CONTAINING 10% OR
MORE SOLIDS. PROVIDE BOD PROSOCO SUREKLEAN WEATHERSEAL SILOXANE 
PD OR ARCHITECT-APPROVED EQUAL.

07 2000 THERMAL INSULATION

IT IS ANTICIPATED THAT THE ARKANSAS ENERGY CODE WILL BE UPDATED BY 
THE TIME ADDITIONS STARTED IN THIS PHASE ARE ENCLOSED. THEREFORE, 
2021 IECC INSULATION VALUES ARE FOLLOWED.

UNDER-SLAB INSULATION:
EXTRUDED POLYSTYRENE (XPS), WIDTH AND THICKNESS AS INDICATED ON 
DRAWINGS BUT NOT LESS THAN AS REQUIRED TO ACHIEVE R-15 FOR 24". 
PROVIDE BASIS-OF-DESIGN OWENS-CORNING FOAMULAR OR ARCHITECT-
APPROVED EQUAL. STAGGER END JOINTS AND TIGHTLY ABUT INSULATION 
UNITS.

FOUNDATION CAVITY WALL INSULATION: 
EXTRUDED POLYSTYRENE (XPS), WIDTH AND THICKNESS AS INDICATED ON 
DRAWINGS BUT NOT LESS THAN AS REQUIRED TO ACHIEVE R-9.5 CONTINUOUS. 
PROVIDE BASIS-OF-DESIGN OWENS-CORNING FOAMULAR 250 OR ARCHITECT-
APPROVED EQUAL. INSTALL PADS OF ADHESIVE SPACED APPROXIMATELY 24" 
BOTH WAYS ON INSIDE FACE AND AS RECOMMENDED BY MANUFACTURER. FIT
COURSES OF INSULATION BETWEEN WALL TIES AND OTHER OBSTRUCTIONS, 
WITH EDGES BUTTED TIGHTLY IN BOTH DIRECTIONS AND WITH FACES FLUSH. 
PRESS FIRMLY AGAINST INSIDE SUBSTRATES.

METAL STUD WALL BOARD INSULATION: 
POLYISOCYANURATE BOARD, ASTM C1289, TYPE 1, CLASS 1 OR 2. THICKNESS AS 
INDICATED ON DRAWINGS BUT NOT LESS THAN AS REQUIRED TO ACHIEIVE R-7.5 
CONTINUOUS. SECURED TO SUBSTRATE WITH FRP COMPOSITE SUB-FRAMING.
PROVIDE BASIS-OF-DESIGN SMARTCI GREENGIRT OR ARCHITECT-APPROVED 
EQUAL.

CAVITY INSULATION AND BATT INSULATION FOR MISCELLANEOUS FILL:
MINERAL WOOL BLANKET INSULATION, UNFACED, ASTM C665, TYPE I, BASSING 
ASTM E136 FOR COMBUSTION CHARACHTERISTICS. FOR CAVITY INSULATION, 
PROVIDE THICKNESS NOT LESS THAN AS REQUIRED TO ACHIEVE R-13. USE
INSULATION WIDTHS AND LENGTHS THAT FILL THE CAVITIES FORMED BY 
FRAMING MEMBERS. WHERE CAVITY HEIGHT EXCEEDS 96 INCHES, SUPPORT 
BLANKETS MECHANICALLY.

MISCELLANEOUS VOIDS: 
APPLY CLOSED-CELL SPRAY POLYURETHANE FOAM ACCORDING TO 
MANUFACTURER'S WRITTEN RECOMMENDATIONS.

07 2500 WEATHER BARRIERS

COMPLETE HIGH BUILD, VAPOR PERMEABLE FLUID-APPLIED AIR BARRIER 
SYSTEM INCLUDING DETAILS FOR SUBSTRATE JOINTS AND CRACKS, 
COUNTERFLASHING STRIPS, PENETRATIONS, INSIDE AND OUTSIDE CORNERS, 
TERMINATIONS, AND TIE-INS WITH ADJOINING CONSTRUCTION.

HIGH-BUILD, VAPOR-PERMEABLE AIR BARRIER SYNTHETIC POLYMER TYPE: 
SYNTHETIC POLYMER MEMBRANE WITH AN INSTALLED DRY FILM THICKNESS,
ACCORDING TO MANUFACTURER'S WRITTEN INSTRUCTIONS, OF 35 MILS (0.9 MM) 
OR THICKER OVER SMOOTH, VOID-FREE SUBSTRATES.

VAPOR PERMEANCE: MINIMUM 5 PERMS (290 NG/PA X S X SQ. M); 
ASTM E96/E96M, DESICCANT METHOD, PROCEDURE A, DESICCANT METHOD.

AIR-BARRIER PERFORMANCE: AIR-BARRIER ASSEMBLY AND SEALS WITH 
ADJACENT CONSTRUCTION TO BE CAPABLE OF PERFORMING AS A CONTINUOUS 
AIR BARRIER AND AS A LIQUID-WATER DRAINAGE PLANE FLASHED TO 
DISCHARGE TO THE EXTERIOR INCIDENTAL CONDENSATION OR WATER 
PENETRATION. AIR-BARRIER ASSEMBLIES TO BE CAPABLE OF ACCOMMODATING 
SUBSTRATE MOVEMENT AND OF SEALING SUBSTRATE EXPANSION AND 
CONTROL JOINTS, CONSTRUCTION MATERIAL CHANGES, PENETRATIONS, AND
TRANSITIONS AT PERIMETER CONDITIONS WITHOUT DETERIORATION AND AIR 
LEAKAGE EXCEEDING SPECIFIED LIMITS.

AIR-BARRIER ASSEMBLY AIR LEAKAGE: MAXIMUM 0.04 CFM/SQ. FT. OF SURFACE 
AREA AT 1.57 LBF/SQ. FT. (0.2 L/S X SQ. M OF SURFACE AREA AT 75 PA), WHEN 
TESTED IN ACCORDANCE WITH ASTM E2357.

AIR PERMEANCE: MAXIMUM 0.004 CFM/SQ. FT. OF SURFACE AREA AT 1.57
LBF/SQ. FT. (0.02 L/S X SQ. M OF SURFACE AREA AT 75 PA) PRESSURE
DIFFERENCE; ASTM E2178.

ULTIMATE ELONGATION: MINIMUM 350 PERCENT; ASTM D412, 

ADHESION TO SUBSTRATE: MINIMUM 30 LBF/SQ. IN. (207 KPA) WHEN TESTED IN 
ACCORDANCE WITH ASTM D4541.

FIRE PROPAGATION CHARACTERISTICS: PASSES NFPA 285 TESTING AS PART OF 
AN APPROVED ASSEMBLY.

UV RESISTANCE: CAN BE EXPOSED TO SUNLIGHT FOR 90 DAYS IN ACCORDANCE 
WITH MANUFACTURER'S WRITTEN INSTRUCTIONS.

.

08 7100 DOOR HARDWARE 

ALL DOOR HARDWARE SHALL BE FULLY ACCESSIBLE PER THE PROVISIONS 
OF ARFPC AND ANSI A11.7.  

ALL DOOR HARDWARE SHALL MEET THE REQUIREMENTS FOR FIRE EGRESS 
PER THE ARKANSAS FIRE PREVENTION CODE AND THE AHJ.

REFER TO THE DOOR HARDWARE SCHEDULE IN THE DRAWINGS. 

PROVIDE CONSTRUCTION CORES AND KEYS DURING CONSTRUCTION.  
PERMANENT CORES AND KEYS WILL BE FURNISHED TO THE OWNER 

08 8000 GLAZING

GLASS
FULLY TEMPERED FLOAT GLASS:  ASTM C 1048, KIND FT (FULLY 
TEMPERED), CONDITION A (UNCOATED) UNLESS OTHERWISE INDICATED, 
TYPE I, CLASS 1 (CLEAR), QUALITY-Q3.

INTERIOR GLASS
INTERIOR GLASS TO INCLUDE: 

1. INTERIOR VISION PANELS IN HOLLOW METAL FRAME

07 9000 JOINT SEALANT

GENERAL
PROVIDE ALL CAULKING AND SEALANTS REQUIRED TO MAKE THE 
BUILDING WEATHER AND WIND TIGHT.  

SEALANTS SHALL MATCH THE SAME AS USED ON EXISTING 
BUILDING, WHERE APPLICABLE

PROVIDE GENERAL PURPOSE SEALANTS AT JOINTS BETWEEN 
WALLS, WINDOWS, DOOR FRAMES, ETC.  

ALL SURFACES TO RECEIVE CAULKING SHALL BE CLEANED & / OR 
PRIMED PER MANUFACTURER’S INSTRUCTIONS PRIOR TO 
APPLICATION OF CAULKING OR SEALANTS. PERFORM PULL TEST AS 
REQ'D TO CONFIRM APPLICATION.

07 9513 EXPANSION JOINT COVER ASSEMBLIES

EXTERIOR ELASTOMERIC-SEAL JOINT COVERS OF TYPE AND SIZE 
INDICATED ON DRAWINGS, PRODUCTS TO MATCH SAME CURRENTLY 
INSTALLED ON EXISTING BUILDING.
  
08 1113 STEEL DOORS AND FRAMES

HOLLOW METAL DOORS AND FRAMES
PROVIDE METAL DOORS AND FRAMES COMPLYING WITH STEEL 
DOOR INSTITUTE “SDI-100 - RECOMMENDED SPECIFICATIONS:  
STANDARD STEEL DOORS AND FRAMES."  

INTERIOR HOLLOW METAL DOORS SHALL BE 1-3/4" THICK STEEL, 
LEVEL 2 AND PHYSICAL PERFORMANCE LEVEL B (HEAVY DUTY), 
MODEL 2 (SEAMLESS), WITH FACE SHEETS FABRICATED FROM 18 
GAUGE STEEL, AND FRAMES FABRICATED FROM 16 GAUGE STEEL, 
WITH MITERED, COPED, AND CONTINUOUSLY WELDED FULL FACE 
WELD AND FULL WEB WELD.  MINIMUM DEPTH OF STOPS SHALL BE 
5/8 INCH.  STEEL SHALL BE A60 GALVANNEALED PER ASTM A653.  
INTERIOR DOORS SHALL HAVE "FOAMED IN PLACE" POLYURETHANE 
CORES (GLUED IN SLABS ARE NOT ACCEPTABLE).  BASIS-OF-DESIGN 
FOR INTERIOR DOORS TO BE CECO DOOR "IMPERIAL" SERIES. 

PROVIDE HOLLOW METAL WITH 1/4" TEMPERED VIEW WINDOWS AT 
INTERIOR DOORS WHERE SHOWN ON DRAWINGS AND SCHEDULE. 

PROVIDE METAL FRAMES FOR DOORS, TRANSOMS, SIDELIGHTS AND 
OTHER OPENINGS, OF TYPES AND STYLES AS SHOWN ON 
DRAWINGS AND SCHEDULES.  CONCEAL FASTENINGS, UNLESS 
OTHERWISE INDICATED. 

08 3323.13    OVERHEAD RAPID COILING DOORS

HIGH SPEED ROLL UP DOORS  (INTERIOR SURFACE MOUNTED)

HIGH SPEED FABRIC ROLL UP DOORS SHALL BE SIZED PER 
DRAWINGS, ELECTRICALLY OPERATED, VERTICAL ACTING, MINIMUM 
100 MIL POLYPROPYLENE FABRIC, SURFACE MOUNTED. PROVIDE 
DYNACO DOORS TO MATCH EXISTING UNLESS DIRECTED 
OTHERWISE BY OWNER.

MANUFACTURES: MATCH EXISTING DYNACO DOORS OR OWNER-
APPROVED EQUAL.

DOORS SHALL BE PROVIDED WITH MANUFACTURE'S STANDARD 
VARIABLE FREQUENCY MOTOR DRIVE. AND ELECTRONIC CONTROL 
SYSTEM WITH GRAPHICAL USER INTERFACE. ELECTRONIC CONTROL 
SYSTEM SHALL PROVIDE PASSWORD PROTECTED ACCESS.
REQUIRING PASSWORD TO MODIFY DOOR OPERATIONAL SETTINGS.

DOOR OPERATION SENSOR: PROVIDE COMPLETE DOOR SENSOR 
CONTROLS PACKAGE INTEGRATED WITH DOOR MANUFACTURER 
CONTROL PANEL. 

PROVIDE ONE DEVICE ON EACH SIDE OF DOOR AS THE PRIMARY 
DOOR CONTROL SENSOR.  DEVICE SHALL BE CONFIGURED TO 
INTEGRATE WITH THE DOOR MANUFACTURERS CONTROL SYSTEM 
TO PROVIDE A CONTINUOUSLY MONITORED, “FAIL SAFE” DOOR 
CONTROL OPERATING SYSTEM, WITH INTERLOCKS AS INDICATED ON 
MECHANICAL DRAWINGS.

DOORS SHALL BE GEAR DRIVEN IN BOTH ASCENDING AND 
DESCENDING TRAVEL OF THE DOOR CURTAIN, DOORS SHALL 
DESCEND AT A MAXIMUM VELOCITY OF 20"/SECOND, AND BE 
PROVIDED WITH A SOFT (NON-METALIC) BOTTOM BAR/WEATHER 
SEAL.

PROVIDE PULL CORD CONTROLS AT LOCATIONS INDICATED BY 
OWNER.

SAFETY REQUIREMENTS FOR DOOR OPERATIONS SHALL BE AS 
FOLLOWS:

MANUAL CONTROL FUNCTION: DOORS ARE MANUALLY CONTROLLED 
FROM THE INTERFACE CONTROL PANEL, AS WELL AS BY THE 
CONTROL AND SAFETY DEVICES AS DESCRIBED BELOW.

SAFETY MODE: SENSOR WILL ACT AS SAFETY DEVICE (SHUNT 
DOWNWARD OPERATION PRESENCE DETECTION IN THE DOOR 
SAFETY ZONE, RETURN DOOR TO FULL OPEN POSITION, RESET 
CLOSING CYCLE TIMER)

PROVIDE PHOTO-EYE SAFETY SENSORS IN THE PLANE OF THE DOOR 
CURTAIN, AT +18" AND +54" AFF. INTERRUPTION OF THE SENSOR 
BEAM SHALL SHUNT DOWNWARD OPERATION, REQUIRING A RESET 
FROM THE CONTROL PANEL WHEN THE OBSTRUCTION HAS BEEN 
CLEARED. 

CONFIRM ALL DOOR CONTROL AND SAFETY FEATURES WITH OWNER 
PRIOR TO FABRICATION AND DELIVERY OF DOORS AND DOOR 
COMPONENTS.

09 2216 METAL STUD FRAMING 

METAL STUD FRAMING
NON-STRUCTURAL STUDS: COLD-FORMED GALVANIZED STEEL C-
STUDS, CLARK DIETRICH PROSTUD™ DRYWALL STUDS, IN 
CONFORMANCE WITH ASTM C-754 FOR CONDITIONS INDICATED 
BELOW:  

1. FLANGE LENGTH: 1 1/4 INCH (32MM) 125 FLANGE.  
2. WEB DEPTH: AS INDICATED ON DRAWINGS.  
3. MEMBERS THAT CAN SHOW INDEPENDENTLY VERIFIED 
TEST PERFORMANCE THAT MEETS THE LIMITING HEIGHT 
VALUES LISTED IN C 754 (NEED NOT MEET THE MINIMUM 
THICKNESS SET FORTH IN 4.3 OR THE MINIMUM SECTION 
PROPERTIES SET FORTH IN 8.1).  

NON-STRUCTURAL TRACK: COLD-FORMED GALVANIZED STEEL 
RUNNER TRACKS, CLARK DIETRICH PROSTUD™ DRYWALL RUNNER 
TRACK, IN CONFORMANCE WITH ASTM C-754 FOR CONDITIONS 
INDICATED BELOW:  

1. FLANGE LENGTH: 1 1/4 INCH (32 MM) T125 FLANGE.  
2. WEB DEPTH: TRACK WEB TO MATCH STUD WEB SIZE. 
3. MINIMUM MATERIAL THICKNESS: TRACK THICKNESS TO 
MATCH WALL STUD THICKNESS.

09 5123 ACOUSTICAL TILE CEILINGS

PROVIDE BASIS-OF-DESIGN ACT CEILING GRID AND CEILING TILES BY 
ARMSTRONG

FOR OFFICE MEZZANINE
2'-0" x 4'-0" ACOUSTICAL CEILING SYSTEM:
ARMSTRONG CEILINGS,  ULTIMA TEGULAR PANEL, 15/16" GRID, 
COLOR: WHITE, SIZE 24" X 48"

FOR CLEANROOM AND SUPPORT SPACES
2'-0 x 4'-0" CLEANROOM ACOUSTICAL CEILING SYSTEM
ARMSTRONG CLEANROOM CEILINGS, CLEANROOM VL PANEL, 1 1/2" 
GRID, COLOR: WHITE, SIZE 24" X 48"

09 9030 PAINTING INTERIOR (ALL COLORS SHALL MATCH EXISTING)

GYPSUM WALLBOARD: MPI SYSTEM INT 9.2M - G3, OR OWNER-
APPROVED ALTERNATE. COLOR: TO MATCH EXISTING

CONCRETE UNIT MASONRY: MPI SYSTEM INT 4.2E - G3, OR OWNER-
APPROVED ALTERNATE. COLOR: TO MATCH EXISTING

HORIZONTAL CONCRETE SURFACES: MPI SYSTEM INT 3.2G, OR 
OWNER-APPROVED ALTERNATE. COLOR: TO MATCH EXISTING

FERROUS SURFACES: MPI SYSTEM INT 5.1S - G5, OR OWNER-
APPROVED ALTERNATE. COLOR: MATCH EXISTING COMPONENTS

ALL PAINT MATERIALS, PREPARATION AND WORKMANSHIP SHALL 
CONFORM TO THE REQUIREMENTS OF THE LATEST EDITION OF THE 
ARCHITECTURAL PAINTING SPECIFICATION MANUAL BY THE MASTER 
PAINTERS INSTITUTE.  ALL PAINTS SHALL COMPLY WITH THE 
MUNICIPAL AND STATE CODES AND BUILDING REGULATIONS FOR 
LOW VOC EMISSION. 

INTERIOR PAINT MATERIAL SHALL COMPLY WITH THE FOLLOWING: 
VOC CONTENT:  DETERMINE VOC (VOLATILE ORGANIC COMPOUND) 
CONTENT OF SOLVENT BORNE AND WATERBORNE PAINTS AND 
RELATED COATINGS IN ACCORDANCE WITH EPA METHOD 24 OR 
ASTM D3960, STANDARD PRACTICE FOR DETERMINING VOLATILE 
ORGANIC COMPOUND (VOC) CONTENT OF PAINTS AND RELATED 
COATINGS. LOW VOC PRODUCTS: PROVIDE PRODUCTS COMPLIANT 
WITH GREEN SEAL GS-11, PAINTS, AND TESTED IN ACCORDANCE 
WITH ASTM D5116, STANDARD GUIDE FOR SMALL-SCALE 
ENVIRONMENTAL CHAMBER DETERMINATIONS OF ORGANIC 
EMISSIONS FROM INDOOR MATERIALS/PRODUCTS AND WITH ASTM 
D6670, STANDARD PRACTICE FOR FULL-SCALE CHAMBER 
DETERMINATION OF VOLATILE ORGANIC EMISSIONS FROM INDOOR 
MATERIALS/PRODUCTS.  

09 6513-13 RESILIENT WALL BASE

ROPPE THERMOPLASTIC VINYL (TV) WALL BASE
BASIS-OF-DESIGN:  ROPPE CORPORATION | 1602 N UNION ST. | 
FOSTORIA, OH 44830 | P: (800) 537-9527
SUBSTITUTIONS: NO SUBSTITUTIONS PERMITTED

RESILIENT VINYL WALL BASE FOR OFFICE MEZZANINE: INSTALL 
MATERIAL IN ACCORDANCE WITH MANUFACTURER’S 
RECOMMENDATIONS.

SELECT THE APPROPRIATE ADHESIVE FOR THE APPLICATION AND 
JOB SITE CONDITIONS. INSTALL MATERIAL ACCORDING TO ROLL 
SEQUENCE OR WITH LIKE RUN NUMBERS. ENSURE MATERIAL IS 
ROLLED APPROPRIATELY INTO THE ADHESIVE USING A HAND 
ROLLER.

MODEL # - ROPPE 4" HIGH VINYL TRADITIONAL COVE WALL BASE
COLOR: 100 BLACK

09 6519.19 RESILIENT TILE FLOORING

PROVIDE FLOORING WHICH HAS BEEN MANUFACTURED, 
FABRICATED, AND INSTALLED TO PERFORMANCE CRITERIA 
CERTIFIED BY MANUFACTURER WITHOUT DEFECTS, DAMAGE, OR 
FAILURE. 

VCT FLOORING BY ARMSTRONG FOR OFFICE MEZZANINE
CONSTRUCTION - VINYL COMPOSITION TILE
INTERNATIONAL SPECIFICATIONS - ASTM F1066 - CLASS 2 THROUGH 
PATTERN, ISO 10595, TYPE II
OVERALL/WEAR LAYER THICKNESS - 1/8"
FACTORY FINISH - FAST START
INSTALLATION - ADHESIVES: S-515 TILE STRONG, S-319 ROLL 
STRONG, S-1000, FLIP SPRAY
MAINTENANCE OPTIONS - POLISH

MODEL # - ARMSTRONG STANDARD EXCELON IMPERIAL TEXTURE
12" X 12" X 1/8" THICK
COLOR: 51861 SOFT WARM GRAY OR 51911 CLASSIC WHITE. PROVIDE 
SAMPLES FOR OWNER TO CHOOSE.

10 1423 PANEL SIGNAGE

PROVIDE ROOM IDENTIFICATION SIGNAGE TO MATCH EXISTING AT 
EACH NEW DOOR. PROVIDE HAZARDOUS MATERIAL AND OTHER 
WARNING SIGNAGE TO MATCH EXISTING AT DOORS WHERE 
HAZARDOUS MATERIAL AND OTHER RISKS MAY BE PRESENT.

10 7300 PRE-ENGINEERED METAL WALKWAY COVERS

PROVIDE BASIS-OF-DESIGN AVADECK UNLESS ALTERNATE IS 
APPROVED BY BOTH OWNER AND ARCHITECT. SIZE, TYPE, AND 
LAYOUT AS INDICATED ON DRAWINGS.

Copyright © 2025 by Pond & Company. All rights 
reserved. No copying or duplication of these 
documents is allowed without the expressed 

written agreement of Pond & Company.
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