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℄ EXISTING ACRYLIC DRYERS

SHEET NOTES:
1. SEE PIPING LINE LIST ON DMXXX FOR MATERIALS OF

CONSTRUCTION. 

2. SEE EQUIPMENT LIST ON DMXXX FOR EQUIPMENT RELATED TO
THIS PROJECT.

3. SEE MANUAL VALVE LIST ON DMXXX FOR VALVE/DAMPER
SELECTION AND SPECIFICATION.

4. ALL DIMENSIONS SHOWN ARE FIELD MEASURED. CONTRACTOR
TO VERIFY BEFORE INSTALLATION.

5. CONTRACTOR TO REUSE AS MUCH OF THE EXISTING PIPE AS
POSSIBLE.

6. ALL AZO EQUIPMENT IS BASED OFF 3/16 SUBMITTAL PROVIDED
TO VANTIVE. ANY INFORMATION MISSING OR CLASHING WILL BE
COORDINATED BY CONTRACTOR BEFORE INSTALLATION.

LEGEND:

      TO BE DEMOLISHED

EXISTING 10" CHWR

EXISTING 10" CHWS

EXISTING 10" CHWR EXISTING 10" CHWS

EXISTING 10" CHWR

EXISTING 10" CHWS

EXISTING 2" SW

DEMO THIS PORTION OF 10" CHILLER
PIPING, SEE SHEET DM443 FOR NEW
CHILLER PIPING

EXISTING PIPING TO AHU THAT IS TO BE RELOCATED
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