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HVAC Guide Specifications

Chilled and Hot Water Hi-Wall Fan Coil
2-Pipe

Nominal Size:
36,000 BTUH

Multiaqua Model Number:
MHQWW-36-H-3

Part 1-General
1.01 System Description
Multiaqua Chilled Water Fan Coils are manufactured with high impact molded polymers.

1.02 Quality Assurance
A. Certified in accordance with U.L. Standard 95, latest version (U.S.A.)
B. Manufactured in a facility registered to 1SO 9002, Manufacturing Quality Standard.
C. Fully load tested at the factory.
D. Damage resistant packaging.

1.03 Delivery, Storage and Handling
A. Packaged and readied for shipment from the factory.
B. Controls shall be capable of withstanding 150°F storage temperatures in the control compartment.
C. Stored and handled per manufacturer’s recommendations.

Part 2-Product
2.01 Equipment
A. General:
1. Unit shall be a factory assembled and tested chilled and hot water fan coil.
2. Shall be assembled with high quality.
3. Contained with the unit shall be factory control board, wiring, and piping required
prior to start up.
Unit Cabinet:
1. Composed of high impact polymers.
2. Shall be internally insulated to ensure quiet operation.
C. Fan Motors:
1. Shall be 120-1-50/60 VAC.
2. Fan motors shall be three speed, direct drive, and PSC type.
3. Totally enclosed.
4. Internal overload protected.

5. Unit shall contain a swing motor to modulate the discharge air.
D. Blower Wheels:
1. Blower wheels are dynamically balanced.

w

E. Water Coil:
1. Manufactured with water coils containing 3/8” copper tubing mechanically bonded to aluminum
fins.

2.  Maximum operating pressure is 150 psi.
3. Maximum inlet water temperature 160 F.
F. Drain Pan:
1. All drain pans shall be molded with high impact polymers.
2. The exterior of all drain pans shall be insulated with closed cell insulation to prevent
condensation.
3. Pans shall contain flexible drain tubing that is accessible from the back of the unit.

1. Unit shall contain washable filters.

These specifications are subject to change without notice. Check www.multiaqua.com for the latest information.
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Part 3-Controls and Safeties
3.01 Controls
A. Fan coils shall be factory wired and tested.
B. Unit shall be capable of operating on any 24 volt control.

3.02 Safeties:
A. Fan coil shall contain a non reusable fuse on the secondary voltage side of the transformer.

Part 4-Operating Characteristics:
4.01 Electrical Requirements
A.  Unit shall be supplied with a three prong male primary electrical power cord.
B.  Electrical power supply shall be rated to withstand 120°F operating ambient temperatures.

Part 5- Definitions:
5.01 Abbreviations
. CFM = Cubic Feet per Minute
. DB = Dry Bulb Temperature
. EWT = Entering Water Temperature
. GPM = US Gallons Per Minute
MBH = BTU X 1000
SC = Sensible Cooling
. TC = Total Cooling = Sensible + Latent
. WB = Wet Bulb Temperature
WPD = Water Pressure Drop in feet of head
dB = Decibel Level
m = Meter
In = Inches
. FPI = Fins per Inch
. OD = Outside Diameter
. ID = Inside Diameter
MCA = Minimum Circuit Amps
MOP = Maximum Qver current Protection
. LBS =Pounds U.S.

DOVOZZIrAS—IOIMMUOT>

These specifications are subject to change without notice. Check www.multiaqua.com for the latest information.
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MHQWW-36-H-3 Product Specifications

Physical Data

. . Cooling Copper Water Water o
Model Number H?i'r?)ht Length (in) | Depth (in) V\a%'g)ht Rows Diameter Inlet Outlet Drain (in)
FPI (in) (in) (in)
MHQWW-36-H-3| 14.25 56.50 8.37 50.50 3-18 3/8 3/4 3/4 3/4

Electrical Data

Fuse or HACR
High Volts/ Fan Full Load Circuit Breaker Per
Model Number Speed Phase/ ; Circuit
Motor | Ampacity
CFM Hertz
HP MCA MOP
o
©
2
MHQWW-36-H-3 850 - 1/12 0.88 .92 5
o
AN

These specifications are subject to change wit Page 7 of 120 ww.multiaqua.com for the latest information.
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MHQWW-36-H-3 Chilled Water Performance Data

MHQWW-36-H-3 COOLING CAPACITIES
CEM EYVT GPM ENTERING AIR TEMPERATURE (°F)
(°F) 80° D.B./ 67° W.B.
TC 37523
8.0 SC 25156
WPD 17.9
TC 38146
8.5 SC 25427
WPD 20.0
BN = TC 38711
9.0 SC 25687
WPD 22.3
TC 39207
9.5 SC 25916
WPD 24.7
*High Speed

MHQWW-36-H-3 COOLING CAPACITIES
CEM EYVT GPM ENTERING AIR TEMPERATURE (°F)
(°F) 80° D.B./ 67° W.B.
TC 33331
8.0 SC 23304
WPD 17.8
TC 33960
8.5 SC 23585
WPD 19.9
850% | 45 TC 34428
9.0 SC 23798
WPD 22.2
TC 34975
9.5 SC 24085
WPD 245
*High Speed

Recommended minimum flow rate for this unit at > 2fps is 3.5 gpm

Recommended maximum flow rate for this unit at £ 6fps is 9.5 gpm

These specifications are subject to change wit Page 8 of 120 ww.multiaqua.com for the latest information.
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MHQWW-36-H-3 Hot Water Performance Data

This heating performance data is at dry bulb temperature indicated / wet bulb
temperature not considered

. MHQWW-36-H-3 HEATING CAPACITIES Y
ENTERING ENTERING WATER TEMPERATURE (°F)
\IR (°F) CFM GPM WPD 90° 100° 110° 120° 130° 140° 150° 60°
8.0 | 16.6 | 30234 | 37876 | 45545 | 53235 | 60914 | 68662 | 763924 84131
50 gso | 85 | 186 | 30427 | 38114 | 45827 | 53560 | 61309 | 69070 76842 | 84622
9.0 | 20.7 [ 30599 | 38326 | 46078 | 53848 | 61634 | 69433 | 77241 | 85057
9.5 | 22.9 | 30753 | 38516 | 46302 | 54106 | 61926 | 69757 /77598 | 85446
N\ MHQWW-36-H-3 HEATING CAPACITIES/
ENTERING N ENTERING WATER TEMPERATURE (°F)
AIR (°F) CFM \%’M WPD 90° 100° 110° 120° /15 140° 150° 160°
8.0, | 16.6 | 22700 | 30324 | 37977 | 45652 /53345 | 61054 | 68774 | 76504
50 gso |85 "\ 18.6 | 22843 | 30513 | 38210 | 45929 | 53665 | 61416 | 69178 | 76949
9.0 | 0.7 [22971 ] 30682 | 38418 | 48175 | 53949 | 61737 | 69836 | 77343
9.5 | 22)8 | 23086 | 30832 | 38603 /46395 | 54203 | 62024 | 69855 | 77695
MHQWW?>36-H-3 HEATING CAPACITIES
ENTERING ENTERING WATER TEMPERATURE (°F)
AIR (°F) CFM | GPM | WPD 90° 0° 110° 120° 130° 140° 150° 160°
8.0 | 16.5 | 15159 }22%67 | 30404 | 38065 | 45746 | 53443 | 61154 | 68875
20 gso |85 | 185 15254 | 2290 | 30589 | 38294 | 46019 | 53759 | 61511 | 69274
9.0 | 20.6 | 15338 | 23033 [\30754 | 38498 | 46261 | 54038 | 61828 | 69627
9.5 | 22.8 }15414 | 23145 | 30902 | 38681 | 46477 | 54288 | 62111 | 69943
_/MHQWW-36-H-3 HEATING CAPACITIES
ENTERING ENTERING WATER TEMPERATURE (°F)
AIR (°F) CFM 9% WPD 90° 100° 110° 120° \130° 140° 150° 160°
7 80 | 165 | 7612 | 15203 | 22824 | 30472 | 38140 | 45827 | 53527 | 61239
80 4 | 85 | 185 | 7659 | 15205 | 22962 | 30654 38367 | 46096 | 53839 | 61592
9.0 | 20.6 | 7700 | 15378 | 23085 | 30816 | 38567 46335 | 54115 | 61906
/ 9.5 | 22.7 | 7737 [ 15452 | 23195 | 30961 | 38747 | 46548 | 54361 | 62185

Heating at ANSI/AHRI 440 with addendum 1, 6.3.2 Table 1 as follows

ENTERING AIR GPM ENTERING WATER
TEMPERATURE TEMPERATURE 140°F
8.0 53967
70°F DB / 60°F WB 8.5 54293
9.0 54581
9.5 54839

Page 9 of 120
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MHQWW-36-H-3 Sound Data

MODEL # MHQWW-36-H-3
Fan Speed dB@1m

H 51.3

M 49.1

L 46.6

Page 10 of 120
These specifications are subject to change without notice. Check www.multiaqua.com for the latest information.
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MHQWW-09/12/18/24/36 Dimensional Drawings

A

Outline of the

~Cc~

(Left,Backward Piping Hole)

(Right,Backward Piping Hole)

MODEL A B| C D| E|F G| H | J
MHQWW-09- 346 |11.7 | 75 |35 |27 |8 14 | 1.0 | 1.6 |@2.76
MHQWW-12- 390 (120 | 75|36 | 27 |09 |18 | 1.1 | 20 |@2.76

Dimensions are in inches.
— A -
- C = /—Outline ofthe FanCoil
L’ [l (]
ro L
G F : ’_Mounting
1 |‘ 3] A
T

<D—

-

(Left,Backward Piping Hole) (Right,Backward Piping Hole)
MODEL A B C D E F G H | J
MHQWW-18
MHQWW-24- 460 |142 | 55 | 83 | 45 | 08 1.7 1 1.8 |©2.76
Dimensions are in inches.
A -—
-rC T /— Outline of the Fan Coil Unit = C =
[ ] [ ] 0O |
I )
i B
G F | L ) H |
' J_{‘ H Mounting Plate H Q o
| I 1,4“, ]
(Left,Backward Piping Hole) (Right,Backward Piping Hole)
MODEL A B C D E F G H | J
571|144 |58 |79 | 45 |12 |18 |13 2.0 |©2.76

Dimensions are in inches.

These specifications are subject to change without notice. Check www.multiaqua.com for the latest information.
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Multigaquaw | Chilled Water Air Conditioning Systems
[ Ce=> >
CVMini!
OO COC IO O
[]
MULTIAQUA

[1'e CVMini [ondensate pump [onsists ol la pump
unit and a remote deteltion unit [itted [Jitlla
[loatless sensor [on(o[llalarm!1]
[Ile aldarm [ontalt [T automatilalllll [uts olltle
unit [ontrol low [oltage or water control [allle![]
[I"ermal proteltion 14011 on tl e pump Lo1[1]

TITLE CVMini
AUTHOR CF Model Number | Voltage Head Height Suction Lift
CVMini 120/240-1| 10m/35' maximum | 2m/6.5'
053116 : / /
REVISION 1.1

These specification~ ~~
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Project Name - F35 Special Access Program Facility Ebbing ANGB FCUs

4 ENVIRO-TEC

SUBMITTAL DATA

Order #: Date: 02/06/2026
Project: F35 Special Access Program Facility Ebbing ANGB FCUs
Project #:

Submitter: Chad Fisher

POWERS OF ARKANSAS - ENVIRO-TEC
5440 NORTHSHORE DRIVE
NO LITTLE ROCK Arkansas 72118

Drawing No. Title
1. |47-80117 Horizontal Fan Coil Low Profile Exposed Cabinet - Bottom Return
2. |47-80118 Horizontal Fan Coil Low Profile Exposed Cabinet- Service Envelope
Horizl Fan Coil Low Profile Plenum Return and Free Return - 4-P LH Water Coil,
3. | 47-80125 Conneciton Locations
4. |88-60000 FCU BCO02, 1 PH, 2-10vVDC ECM Motor

Printed 09/02/2026 Page 14 of 120 Page 1
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Project Name - F35 Special Access Program Facility Ebbing ANGB FCUs

Performance |
Model: HLE-D: Horizontal Low Profile Exposed Cabinet Ship Cycle: Standard Shipment
Size: 04
QTY: 1 Ss Printed Date: 09/02/2026
Elevation: 449 §§§§ Last Revised Date: 09/02/2026
: SIS —H vised Date:
== Coil Version / Price Version: 8.12/1.2
’ User: Chad Fisher
Estimate ID# / Line#: aAdKk000000VirtKAC / 1
[Tag: FCU-104
Unit Size 04 Unit Color Pearl White Satin
Unit Airflow 450 (CEM)|  |Insulation Type Closed Cell Foam
Motor Voltage 208/1/60 ECM Vibration Isolation Yes
Unit Capacity Standard Access Latches Standard
ESP 0.05 (IN.WG) Coil Casing Material Galvanized
Filter Type 1 Inch Pleated (MERV 8) - : B .
Filter PD 0.09 (IN.WG) Dra!n Pan Material . Stainless Steel Drain Pan
Weight 121 (LBS) Drain Pan Float Switch Yes
Ship Cycle Standard Shipment Condensate Pump Yes
Motor HP (1) 1/4 Return Air Type Stamped Louver Grille
Motor Type ECM Return Air Location Bottom Return
Motor Qty 1 Discharge Air Type Stamped Louver Grille
Total Motors FLA 1.8 MCA 2.25
Total FLA E8 VARIANCE MSCP 15
Motor Spd Max Control Enclosure Handing Left Hand
Fan Qty 2 . . - :
Fan RPM at CFM 1453 Dlsgonnect Switch Toggle Dlsconpect Switch (15 Amp)
Fan Watts at CFM 79 Basic Control Package BCO02 24V, Unit S/S Relay / Fan Relay
Spare Filter 1 Inch Pleated (MERV 8)
Chilled Water Coil Performance | |Spare Filter Set Qty 2
EAT DB/ WB 85/67 (°F) n 5
LAT DB/ WB 53.1/51.8 (°F) Electrical Details ‘
EWT / LWT 42/52.6 (°F)| |Motor Control Sync (Remote Signal Adj 2-10VDC)
Total Capacity 19.48 (MBH) . . .
Sensible Capacity 14.94 (MBH) Chilled Water Coil Details \
Rows / FPI / Circuits 5 Row /10 FPI / 4 Ckt Coil 1 Type Chilled Water
Fluid Flow 37 (GPM)| ICoil 1 Handing Right Hand
Fluid PD 5.93 (FTWG)|  |coil 1 Air Vent Manual
Fluid Velocity 2.76 (FPS)| |Coil 1 Unions Yes
Air PD 0.31 (IN.WG)[ |Coil 1 Valve Package Type Code 24 (2-Way, BV)
Tube Wall 0.012 (INJ |Coil 1 Valve Package Size 1/2 Inch
Tube Diameter 3/8 (INJ)[  |coil 1 PT Ports Yes
Coil Connection Size 7/8 Coil 1 Y-Strainer Yes
Fluid Type Water Coil 1 Actuator Fail In Place - Modulating
- Coil 1 Factory Mounted Pipin Yes
Hot Water Coil Performance (Re - Heat) \ Package y ping
EAT DB 68 (°F) . .
LAT DB 91.1 F) Hot Water Coil Details \
EWT /LWT 150/121.8 (°F)| |Coil 2 Type Hot Water
Sensible Capacity 11.22 (MBH)[ [Coil 2 Handing Right Hand
Fluid Flow 0.8 (GPM)|  [Coil 2 Air Vent Manual
Rows / FPI / Circuits 1 Row / 10 FPI /2 Ckt Coil 2 Unions Yes
Fluid PD 0.52 VARIANCE (FTWG)| [Coil 2 Valve Package Type Code 24 (2-Way, BV)
Fluid Velocity 1.2 (FPS)| |Coil 2 Valve Package Size 1/2 Inch
Air PD 0.05 (IN.WG)[  |Coil 2 PT Ports Yes
Tube Wall 0.012 (IN.)]  [Coil 2 Y-Strainer Yes
Tube Diameter 3/8 (IN.)[  |Coil 2 Actuator Fail In Place - Modulating
Coil Connection Size 5/8 Coil 2 Factory Mounted Piping Yes
Fluid Type Water Package
Band 2 3 4 5 6 7 8
Freq. 125Hz | 250Hz | 500Hz | 1KHz | 2KHz | 4KHz | 8KHz Fan Curve
Ducted Dis. 62 67 64 62 58 54 49 !
Unit data is certified in accordance with AHRI-440. Sound data tested in accordance "
with AHRI-350-2015.Unit pressure drop and L/s based upon dry coil as required by X
AHRI-440.Scheduled motor information is for High Speed.The coil selection has .
been made at Standard conditions.Outside Airflow is a user input value for ’
scheduling purposes. 0o
0.1 + T UQ5
L]
o 50 100 150 200 250 300 Ci:iﬂrﬂov:nﬂ 450 500 550 600 650 700
Printed 09/02/2026 Page 15 of 120 Page 2
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Project Name - F35 Special Access Program Facility Ebbing ANGB FCUs

Performance |
Model: HLE-D: Horizontal Low Profile Exposed Cabinet Ship Cycle: Standard Shipment
Size: 02
QTY: 1 Ss Printed Date: 09/02/2026
. =S : .
Elevation: 449 §§§§ Last Revised Date: 09/02/2026
ek Coil Version / Price Version: 8.12/1.2
’ User: Chad Fisher
Estimate ID# / Line#: aAdKk000000VirtKAC / 2
[Tag: FCU-106
Unit Size 02 Unit Color Pearl White Satin
Unit Airflow 240 (CFM)| [Insulation Type Closed Cell Foam
Motor Voltage 208/1/60 ECM Vibration Isolation Yes
Unit Capacity Standard Access Latches Standard
ESP 0.05 (IN.WG) Coil Casing Material Galvanized
Filter Type 1 Inch Pleated (MERV 8) - - B .
Filter PD 0.06 (IN.WG) Dra!n Pan Material . Stainless Steel Drain Pan
Weight 92 (LBS) Drain Pan Float Switch Yes
Ship Cycle Standard Shipment Condensate Pump Yes
Motor HP (1) 1/4 VARIANCE Return Air Type Stamped Louver Grille
Motor Type ECM Return Air Location Bottom Return
Motor Qty 1 Discharge Air Type Stamped Louver Grille
Total Motors FLA 1.8 MCA 2.25
Total FLA 1.8 vARIANCE MSCP 15
Motor Spd Max Control Enclosure Handing Right Hand
Fan Qty 1 . . : :
Fan RPM at CFM 1168 Dlsgonnect Switch Toggle Dlsconpect Switch (15 Amp)
Fan Watts at CFM 29 Basic Control Package BCO02 24V, Unit S/S Relay / Fan Relay
Spare Filter 1 Inch Pleated (MERV 8)
Chilled Water Coil Performance | |Spare Filter Set Qty 2
EAT DB/ WB 85/67 (°F) n 5
LAT DB/ WB 50.7 / 49.7 (°F) Electrical Details ‘
EWT / LWT 42/52.1 (°F)| |Motor Control Sync (Remote Signal Adj 2-10VDC)
Total Capacity 11.62 (MBH) . . .
Sensible Capacity 8.55 (MBH) Chilled Water Coil Details \
Rows / FPI / Circuits 5Row /10 FPI /2 Ckt Coil 1 Type Chilled Water
Fluid Flow 23 (GPM) |Coil 1 Handing Left Hand
Fluid PD 12.43 VARIANCE (FTWG)| |coil 1 Air Vent Manual
Fluid Velocity 3.44 (FPS)| |coil 1 Unions Yes
Air PD 0.23 (IN.WG)[ |Coil 1 Valve Package Type Code 24 (2-Way, BV)
Tube Wall 0.012 (INJ |Coil 1 Valve Package Size 1/2 Inch
Tube Diameter 3/8 (INJ)[  |coil 1 PT Ports Yes
Coil Connection Size 7/8 Coil 1 Y-Strainer Yes
Fluid Type Water Coil 1 Actuator Fail In Place - Modulating
Coil 1 Factory Mounted Pipin Yes
Hot Water Coil Performance (Re - Heat) \ Package y ping
EAT DB 68 (°F) . .
LAT DB 94.9 F) Hot Water Coil Details \
EWT /LWT 150/121.9 (°F)| |Coil 2 Type Hot Water
Sensible Capacity 6.99 (MBH)|  [Coil 2 Handing Left Hand
Fluid Flow 0.5 (GPM)|  [Coil 2 Air Vent Manual
Rows / FPI / Circuits 1 Row /10 FPI/ 1 Ckt Coil 2 Unions Yes
Fluid PD 0:97 VARIANCE (FT.WG)| [Coil 2 Valve Package Type Code 24 (2-Way, BV)
Fluid Velocity 1.49 (FPS)| |Coil 2 Valve Package Size 1/2 Inch
Air PD 0.04 (IN.WG)| |Coil 2 PT Ports Yes
Tube Wall 0.012 (IN.)]  [Coil 2 Y-Strainer Yes
Tube Diameter 3/8 (IN.)[  |Coil 2 Actuator Fail In Place - Modulating
Coil Connection Size 5/8 Coil 2 Factory Mounted Piping Yes
Fluid Type Water Package
Band 2 3 4 5 6 7 8
Freq. 125Hz | 250Hz | 500Hz | 1KHz | 2KHz | 4KHz | 8KHz Fan Curve
Ducted Dis. 58 63 59 56 52 47 41 ' -
Unit data is certified in accordance with AHRI-440. Sound data tested in accordance o
with AHRI-350-2015.Unit pressure drop and L/s based upon dry coil as required by o8
AHRI-440.Scheduled motor information is for High Speed.The coil selection has
been made at Standard conditions.Outside Airflow is a user input value for o
scheduling purposes. 06
o 50 100 150 2ﬂ:irﬂ°w 250 300 350 400
Printed 09/02/2026 Page 16 of 120 Page 3
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Project Name - F35 Special Access Program Facility Ebbing ANGB FCUs

Performance |
Model: HLE-D: Horizontal Low Profile Exposed Cabinet Ship Cycle: Standard Shipment
Size: 06
QTY: 1 Ss Printed Date: 09/02/2026
- =S : .
Elevation: 449 §§§§ Last Revised Date: 09/02/2026
ek Coil Version / Price Version: 8.12/1.2
’ User: Chad Fisher
Estimate ID# / Line#: aAdKk000000VirtKAC / 3
[Tag: FCU-107
Unit Size 06 Unit Color Pearl White Satin
Unit Airflow 420 (CFM)[  |Insulation Type Closed Cell Foam
Motor Voltage 208/1/60 ECM Vibration Isolation Yes
Unit Capacity Standard Access Latches Standard
ESP 0.05 (IN.WG) Coil Casing Material Galvanized
Filter Type 1 Inch Pleated (MERV 8) - - B .
Filter PD 0.05 (IN.WG) Dra!n Pan Material . Stainless Steel Drain Pan
Weight 145 (LBS) Drain Pan Float Switch Yes
Ship Cycle Standard Shipment Condensate Pump Yes
Motor HP (1) 1/4 Return Air Type Stamped Louver Grille
Motor Type ECM Return Air Location Bottom Return
Motor Qty 1 Discharge Air Type Stamped Louver Grille
Total Motors FLA 1.8 MCA 2.25
Total FLA 1.8 VARIANCE MSCP 15
Motor Spd Max Control Enclosure Handing Right Hand
Fan Qty 2 . . : :
Fan RPM at CFM 1102 Dlsgonnect Switch Toggle Dlsconpect Switch (15 Amp)
Fan Watts at CFM 63 Basic Control Package BCO02 24V, Unit S/S Relay / Fan Relay
Spare Filter 1 Inch Pleated (MERV 8)
Chilled Water Coil Performance | |Spare Filter Set Qty 2
EAT DB/ WB 85/67 (°F) n 5
LAT DB/ WB 53.9/52.6 (°F) Electrical Details ‘
EWT / LWT 42/55.9 (°F)| |Motor Control Sync (Remote Signal Adj 2-10VDC)
Total Capacity 17.84 (MBH) . . .
Sensible Capacity 13.93 (MBH) Chilled Water Coil Details \
Rows / FPI / Circuits 5 Row /10 FPI /3 Ckt Coil 1 Type Chilled Water
Fluid Flow 26 (GPM) |Coil 1 Handing Left Hand
Fluid PD 4.28 (FTWG)|  |coil 1 Air Vent Manual
Fluid Velocity 2.59 (FPS)| |Coil 1 Unions Yes
Air PD 0.17 (IN.WG)[ |Coil 1 Valve Package Type Code 24 (2-Way, BV)
Tube Wall 0.012 (INJ |Coil 1 Valve Package Size 1/2 Inch
Tube Diameter 3/8 (INJ)[  |coil 1 PT Ports Yes
Coil Connection Size 7/8 Coil 1 Y-Strainer Yes
Fluid Type Water Coil 1 Actuator Fail In Place - Modulating
Coil 1 Factory Mounted Pipin Yes
Hot Water Coil Performance (Re - Heat) \ Package y ping
EAT DB 68 (°F) . .
LAT DB 92.1 F) Hot Water Coil Details \
EWT /LWT 150/ 105.9 (°F)| |Coil 2 Type Hot Water
Sensible Capacity 11.09 (MBH)|  [Coil 2 Handing Left Hand
Fluid Flow 0.5 (GPM)|  [Coil 2 Air Vent Manual
Rows / FPI / Circuits 1 Row /10 FPI/ 1 Ckt Coil 2 Unions Yes
Fluid PD 146 VARIANCE (FT.WG)| [Coil 2 Valve Package Type Code 24 (2-Way, BV)
Fluid Velocity 1.49 (FPS)| |Coil 2 Valve Package Size 1/2 Inch
Air PD 0.03 (IN.WG)[  |Coil 2 PT Ports Yes
Tube Wall 0.012 (IN.)]  [Coil 2 Y-Strainer Yes
Tube Diameter 3/8 (IN.)[  |Coil 2 Actuator Fail In Place - Modulating
Coil Connection Size 5/8 Coil 2 Factory Mounted Piping Yes
Fluid Type Water Package
Band 2 3 4 5 6 7 8
Freq. 125Hz | 250Hz | 500Hz | 1KHz | 2KHz | 4KHz | 8KHz Fan Curve
Ducted Dis. 62 67 64 62 58 54 49 !
Unit data is certified in accordance with AHRI-440. Sound data tested in accordance e
with AHRI-350-2015.Unit pressure drop and L/s based upon dry coil as required by 08
AHRI-440.Scheduled motor information is for High Speed.The coil selection has u
been made at Standard conditions.Outside Airflow is a user input value for ’
scheduling purposes. 06
o Airflow 800 900
Printed 09/02/2026 Page 17 of 120 Page 4
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)4 ENVIRO-TEC | | . Performance
AN Project Name - F35 Special Access Program Facility Ebbing ANGB FCUs
Performance |
Model: HLE-D: Horizontal Low Profile Exposed Cabinet Ship Cycle: Standard Shipment
Size: 02
. S : .
QTY: . 1 §§§ Printed Qate. _ 09/02/2026
Elevation: 449 §§§§ Last Revised Date: 09/02/2026
ek Coil Version / Price Version: 8.12/1.2
’ User: Chad Fisher
Estimate ID# / Line#: aAdKk0O00000VirtKAC / 4
[Tag: FCU-108
Unit Size 02 Unit Color Pearl White Satin
Unit Airflow 175 (CFM)| [Insulation Type Closed Cell Foam
Motor Voltage 208/1/60 ECM Vibration Isolation Yes
Unit Capacity Standard Access Latches Standard
EsP 0.05 (INWG) Coil Casing Material Galvanized
Filter Type 1 Inch Pleated (MERV 8) - : B .
Filter PD 0.03 (IN.WG) Dra!n Pan Material . Stainless Steel Drain Pan
Weight 92 (LBS) Drain Pan Float Switch Yes
Ship Cycle Standard Shipment Condensate Pump Yes
Motor HP (1) /4 VARIANCE Return Air Type Stamped Louver Grille
Motor Type ECM Return Air Location Bottom Return
Motor Qty 1 Discharge Air Type Stamped Louver Grille
Total Motors FLA 1.8 MCA 2.25
Total FLA 1.8 vARIANCE MSCP 15
Motor Spd Max Control Enclosure Handing Left Hand
Fan Qty 1 . . - :
Fan RPM at CFM 945 Dlsgonnect Switch Toggle Dlsconpect Switch (15 Amp)
Fan Watts at CFM 19 Basic Control Package BCO02 24V, Unit S/S Relay / Fan Relay
Spare Filter 1 Inch Pleated (MERV 8)
Chilled Water Coil Performance | |Spare Filter Set Qty 2
EAT DB/ WB 85/67 (°F) n 5
LAT DB/ WB 52.8/51.9 (°F) Electrical Details ‘
EWT / LWT 42/55.8 (°F)| |Motor Control Sync (Remote Signal Adj 2-10VDC)
Total Capacity 7.52 (MBH) . . .
Sensible Capacity 5.84 (MBH) Chilled Water Coil Details \
Rows / FPI / Circuits 5Row /10 FPI /2 Ckt Coil 1 Type Chilled Water
Fluid Flow 1.1 (GPM)| ICoil 1 Handing Right Hand
Fluid PD 3.83 (FTWG)|  |coil 1 Air Vent Manual
Fluid Velocity 1.64 (FPS)| |Coil 1 Unions Yes
Air PD 0.13 (INWG)[  |coil 1 Valve Package Type Code 24 (2-Way, BV)
Tube Wall 0.012 (INJ |Coil 1 Valve Package Size 1/2 Inch
Tube Diameter 3/8 (INJ)[  |coil 1 PT Ports Yes
Coil Connection Size 7/8 Coil 1 Y-Strainer Yes
Fluid Type Water Coil 1 Actuator Fail In Place - Modulating
Coil 1 Factory Mounted Pipin Yes
Hot Water Coil Performance (Re - Heat) \ Package y PIng
EAT DB 68 (°F) g :
LAT DB 100.2 F) Hot Water Coil Details \
EWT /LWT 150/125.5 (°F)|  [Caoil 2 Type Hot Water
Sensible Capacity 6.11 MBH)| [Coil 2 Handing Right Hand
Fluid Flow 0.5 (GPM)|  [Coil 2 Air Vent Manual
Rows / FPI / Circuits 1 Row /10 FPI/ 1 Ckt Coil 2 Unions Yes
Fluid PD 0.95 VARIANCE (FT.WG)| [Coil 2 Valve Package Type Code 24 (2-Way, BV)
Fluid Velocity 1.49 (FPS)| |Coil 2 Valve Package Size 1/2 Inch
Air PD 0.02 (IN.WG)[  |Coil 2 PT Ports Yes
Tube Wall 0.012 (IN.)]  [Coil 2 Y-Strainer Yes
Tube Diameter 3/8 (IN.)[  |Coil 2 Actuator Fail In Place - Modulating
Coil Connection Size 5/8 Coil 2 Factory Mounted Piping Yes
Fluid Type Water Package
Band 2 3 4 5 6 7 8
Freq. 125Hz | 250Hz | 500Hz | 1KHz | 2KHz | 4KHz | 8KHz Fan Curve
Ducted Dis. 58 63 59 56 52 47 41 '
Unit data is certified in accordance with AHRI-440. Sound data tested in accordance o
with AHRI-350-2015.Unit pressure drop and L/s based upon dry coil as required by o8
AHRI-440.Scheduled motor information is for High Speed.The coil selection has
been made at Standard conditions.Outside Airflow is a user input value for o
scheduling purposes. 06
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4 ENVIRO-TEC

Drawings

Project Name - F35 Special Access Program Facility Ebbing ANGB FCUs

B
91/2"
=— (HANGER ——

31/8" [241] {

791 _L BRACKET)

{ T T 0

bl
121/2"
[318]

(HANGER o o 25 3/8"
BRACKET) [645]

* Q o

BACK PANEL

TOP VIEW FRONT PANEL
CORNER PANEL
A
11"
[279]
FRONT VIEW RIGHT VIEW
\\
[ BOTTOM PANEL
BOTTOM VIEW
DIMENSIONS
UNIT SIZE A B NOTES:
- - 1. All dimensions are inches [millimeters]. All dimensions
02 3[%;4‘]‘ 1&;{;} +1/4"[6mm]. Metric values are soft conversions.
" " 2. Left hand unit shown, right hand unit opposite.
03 39 1/2 20 1/2! . - .
[1003] [521] 3. Provide sufficient clearance to access electrical controls
44 1/2" 25 1/2" and comply with applicable codes and ordinances.
04 [1130] [648] 4. Drain piping should be routed through casing
06 51 1/4" 32 1/4" opening indicated to provide proper slope.
[1302] [819] 5. Bottom panel removable for access to filter
08 58 1/4" 39 1/4" and fan assembly.
[1480] [997] 6. Corner panels are removable to access electrical
09 62 1/2" 43 1/2" enclosure, coil and valve pack.
[1588] [1105] 7. Internal insulation of field piping may be required.
10 721/4" 53 1/4" 8. Field piping casing penetrations must be cut in the
[1835] [1353] field to match individual job requirements.
12 80 1/4" 61 1/4" 9. All dimensions also apply to units with Electric Heat Only.
[2038] [1556]

TITLE:

Model: HLE-D

Horizontal Fan Coil Low Profile Exposed Cabinet - Bottom Return

)4 ENVIRO-TEC

THIS DRAWING CONTAINS PROPRIETARY DATA,
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4 ENVIRO-TEC

Drawings

Project Name - F35 Special Access Program Facility Ebbing ANGB FCUs

o

k

61/2"
[165]

==

ﬁ

FRONT PANEL
LOUVERED SUPPLY

10 5/8"
E 270 [~
i
pe
[152]
}
172"
[13]
10 1/8"
F 2571
i
71/4"
[184]

FRONT PANEL
DUCTED SUPPLY

T
nggﬁJ -

DIMENSIONS
UNIT SIZE c D E F
02 15 1/2" 10 3/8" 15" 16"
[394] [264] [381] [406]
03 15 1/2" 12" 18" 19 1/4"
[394] [305] [457] [489]
04 23 1/2" 10 1/2" 23" 24 1/4"
[597] [267] [584] [616]
06 27 1/2" 11 7/8" 30" 31"
[699] [302] [762 [787]
08 35 1/2" 11 3/8" 37" 38"
[902] [289] [940] [965]
09 39 1/2" 11 1/2" 41" 42 1/4"
[1003] [292] [1041] [1073]
10 51 1/2" 10 3/8" 23" 52"
[1308] [264] (584 [1321]
12 59 1/2" 10 3/8" 27" 60"
[1511] [264] [686] [1524]

o (o] o [e]
D (o] © (o] (o] © (o]
\L o o]
BACK PANEL
BOTTOM RETURN
33/8"
[89]
] 4X ©11/8"K.O.
21/2" [29]
[64]
O 8X $7/8" K.O.
[22]
O
33/4"
J©)
SEE NOTE 4—/ *
DETAIL D
O /=
BOTTOM PANEL
BOTTOM RETURN
NOTES:

—_

N

. All dimensions are inches [millimeters]. All dimensions

+1/4"[6mm]. Metric values are soft conversions.

. Left hand unit shown, right hand unit opposite.
. Provide sufficient clearance to access electrical controls

and comply with applicable codes and ordinances.

. Drain piping should be routed through casing

opening indicated to provide proper slope.

. Bottom panel removable for access to filter

and fan assembly.

. Corner panels are removable to access electrical

enclosure, coil and valve pack.
Internal insulation of field piping may be required.

. Field piping casing penetrations must be cut in the

field to match individual job requirements.

. All dimensions also apply to units with Electric Heat Only.

TITLE:

Model: HLE-D

Horizontal Fan Coil Low Profile Exposed Cabinet - Bottom Return
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UNAUTHORIZED DISCLOSURE, REPRODUCTION,
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DATE: DRAWING NO:
DRAWING DO NOT SCALE 10/04/2019
DIMENSIONS AND DATA ARE SUBJECT TO _ ) 47-80117
CHANGE WITHOUT NOTICE. ECR#: REV:
CONTACT FACTORY FOR CERTIFIED DRAWINGS. B

Printed 09/02/2026

Page 20 of 120

Page 7



4 ENVIRO-TEC Drawings

Project Name - F35 Special Access Program Facility Ebbing ANGB FCUs

BACK PANEL
(STRUCTURAL)

CORNER PANEL
(REMOVABLE)

FRONT PANEL
(STRUCTURAL)

BOTTOM PANEL

"TRAP DOOR"
(REMOVABLE)
FRONT VIEW RIGHT VIEW
TRAP DOOR OPENED 1" [25] TRAP DOOR OPENED 1" [25]

BOTTOM VIEW
TRAP DOOR OPENED 1" [25]
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Project Name - F35 Special Access Program Facility Ebbing ANGB FCUs

HEIGHT RESTRICTED APPLICATION

CORNER PANELS
SHOWN ROTATED 90°

fo" CLEARANCE BETWEEN UNIT AND STRUCTURE

UNIT INSTALLED §§§§

o
CORNER PANELS ROTATE REQUIRED CLEARANCE
ABOUT PIVOT POINT ABOVE UNIT
OPENED

! 4" [102] MIN
REQUIRED CLEARANCE
CORNER PANELS ROTATED 90° BELOW UNIT
CAN BE LIFTED AND REMOVED

OPENED
11" [279] MIN
REQUIRED CLEARANCE—
BESIDE UNIT
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Horizontal Fan Coil Low Profile Exposed Cabinet- Service Envelope -
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Project Name - F35 Special Access Program Facility Ebbing ANGB FCUs

WIDTH RESTRICTED APPLICATION

CORNER PANELS
SHOWN LIFTED AND
ROTATED 5°

3" CLEARANCE BETWEEN 3" \
[76] STRUCTURE AND UNIT [76] \

ABIDE BY APPLICABLE
, CODES AND STANDARDS
REGUARDING ACCESS

FOR ELECTRICAL OR
PLUMBING COMPONENTS

UNIT INSTALLED

1" [25] MIN
LIFT AND ROTATE CORNER PANEL [REQUIRED CLEARANCE
|
|
|

OFF OF PIVOT POINT ABOVE UNIT

.. [ =

3" [76] MIN

REQUIRED CLEARANCE
BESIDE UNIT
(PANEL REMOVAL

REQUIRED FOR
ELECTRICAL ACCESS)

FULLY
OPENED

==

DROP CORNER PANELS
STRAIGHT DOWN
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o

10 1/2"
[267]
REAR RETURN
FILTER CLEARANCE
9 1/2"

[241]

BOTTOM RETURN
FILTER CLEARANCE

]

[

RIGHT VIEW
FILTER ACCESS DETAIL
TRAP DOOR OPENED

EEEE

TRAP DOOR RETAINED BY 1/4 TURN HARDWARE

N

SWINGS OPEN ON INTEGRATED HINGE-FLANGE
OPEN TRAP DOOR TO ACCESS:

AIR FILTER

BLOWER ACCESS PANEL

ELECTRIC HEAT ACCESS PANEL

CORNER PANEL MOUNTING HARDWARE

FRONT VIEW
ACCESS SEQUENCE
DETAIL 1
AFTER OPENING TRAP DOOR
CORNER PANELS MAY BE REMOVED
ERONT VIEW EACH CORNER PANEL RETAINED BY QTY (2)
ACCESS SEQUENCE #10 HEX HEAD SCREWS
DETAIL 2 OPEN CORNER PANELS TO ACCESS:
. ELECTRICAL ENCLOSURE
. VALVE PACKAGE
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CW VALVE PCKS L/CW Connections
| HW Connections g 12"
) i . P”/ [241]
HW_VALVE PCKS _| l
23 3/8"
[594]
HW
24 3/8"
[619]
(CW)
31/8"
T el [T
CW CONN.
33/8"
T [87] [T
HW CONN.
NS | = = — * _
e 3 [11a)
. _—| Cf . __Return Conn. (OUT) ‘ 11 Yk
|| |n | I 21/2" ‘ *
U oAl Supply Conn. (IN) [64] l
=t - : - T

NOTES:
. All dimensions are inches [millimeters]
All dimensions +1/2 [13mm].
Mectric values are soft conversion.
2. All drawings subject to change without notice.
3. Connection Size:
Chilled Water: 5/8 ODM (1/2" NOM.)
Hot Water: 5/8 ODM (1/2" NOM.)
4. See "Coil Connection Location" drawing for
drain pan specifications.
5. Consult Solution Navigator selection summary for

4 PIPE RE-HEAT
(LEFT HAND)

-

valve-package components and specifications.
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MHQWW-09-H-3 Chilled/Hot
Water Hi-Wall Fan Coill

Heat / Cool Fan Coil 9,000 BTUH

ev. 1.6
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HVAC Guide Specifications

Chilled and Hot Water Hi-Wall Fan Coil
2-Pipe

Nominal Size:
9,000 BTUH

Multiaqua Model Number:
MHQWW-09-H-3

Part 1-General
1.01 System Description
Multiaqua Chilled Water Fan Coils are manufactured with high impact molded polymers.

1.02 Quality Assurance

Certified in accordance with U.L. Standard 95, latest version (U.S.A.)
Manufactured in a facility registered to 1SO 9002, Manufacturing Quality Standard.
Fully load tested at the factory.

Damage resistant packaging.

oo w>

1.03 Delivery, Storage and Handling
A. Packaged and readied for shipment from the factory.
B. Controls shall be capable of withstanding 150°F storage temperatures in the control compartment.
C. Stored and handled per manufacturer’s recommendations.

Part 2-Product
2.01 Equipment
A. General:
1. Unitshall be a factory assembled and tested chilled and hot water fan coil.
2. Shall be assembled with high quality.
3. Contained with the unit shall be factory control board, wiring, and piping required
prior to start up.
Unit Cabinet:
1. Composed of high impact polymers.
2. Shall be internally insulated to ensure quiet operation.
C. Fan Motors:
1. Shall be 120-1-50/60 VAC.
2. Fan motors shall be three speed, direct drive, and PSC type.
3. Totally enclosed.
4. Internal overload protected.
5. Unit shall contain a swing motor to modulate the discharge air.
D. Blower Wheels:
1. Blower wheels are dynamically balanced.

w

E. Water Coil:
1. Manufactured with water coils containing 3/8” copper tubing mechanically bonded to aluminum
fins.

2. Maximum operating pressure is 150 psi.
3. Maximum inlet water temperature 160 F.
F. Drain Pan:
1. All drain pans shall be molded with high impact polymers.
2. The exterior of all drain pans shall be insulated with closed cell insulation to prevent
condensation.
3. Pans shall contain flexible drain tubing that is accessible from the back of theunit.
G. Filters:
1. Unit shall contain washable filters.

These specifications are subject to change without notice. Check www.multiaqua.com for the latest information.
2
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Part 3-Controls and Safeties
3.01 Controls
A. Fan coils shall be factory wired and tested.
B. Unit shall be capable of operating on any 24 volt control.

3.02 Safeties:
A. Fan coil shall contain a non reusable fuse on the secondary voltage side of the transformer.

Part 4-Operating Characteristics:

4.01 Electrical Requirements
A.  Unit shall be supplied with a three prong male primary electrical power cord.
B.  Electrical power supply shall be rated to withstand 120°F operating ambient temperatures.

Part 5- Definitions:
5.01 Abbreviations
A. CFM = Cubic Feet per Minute
B. DB = Dry Bulb Temperature
C. EWT = Entering Water Temperature
D. GPM = US Gallons Per Minute
E. MBH =BTU X 1000
F. SC = Sensible Cooling
G. TC=Total Cooling = Sensible + Latent
H. WB = Wet Bulb Temperature
I. WPD = Water Pressure Drop in feet of head
J. dB = Decibel Level
K. m = Meter
L. In= Inches
M. FPI = Fins per Inch
N. OD = Outside Diameter
O. ID = Inside Diameter
P. MCA = Minimum Circuit Amps
Q. MOP = Maximum Over current Protection
R. LBS = Pounds U.S.

These specifications are subject to change without notice. Check www.multiaqua.com for the latest information.
3
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MHQWW-09-H-3 Product Specifications

Physical Data
: . Cooling | Copper Water Water o
Model Number HZ:%ht Length (in) Dgﬁ;h V\éﬁ;g)ht Rows Diameter Inlet Outlet Drain (in)
FPI (in) (in) (in)
MHQWW-09-H-3 [11.70 34.65 6.70 25.70 2-18 3/8 1/2 1/2 1/2

Electrical Data

Fuse or HACR
. Volts/ Circuit Breaker Per
Hi Speed Fan Full Load S
Model Number CEM Phase/ Motor | Ampacity Circuit
Hertz
HP MCA MOP
o
©
S
MHQWW-09-H-3 270 i 1/60 0.33 .36 5
o)
N

These specifications are subject to change wi Page 30 of 120 ww.multiaqua.com for the latest information.
4
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MHQWW-09-H-3 Chilled Water Performance Data

MHQWW-09-H-3 COOLING CAPACITIES
EWT ENTERING AIR TEMPERATURE (°F)
CFM (°F) GPM 80° D.B./ 67° W.B.
TC 8565
2.0 SC 6363
WPD 3.2
TC 9375
25 SC 6705
WPD 4.9
2707\ 42 TC 9997
3.0 SC 6977
WPD 7.0
TC 10498
35 SC 7213
WPD 9.4
*High Speed

MHQWW-09-H-3 COOLING CAPACITIES
CEM EYVT GPM ENTERING AIR TEMPERATURE (°F)
(°F) 80° D.B./67° W.B.
TC 7671
2.0 SC 5956
WPD 3.2
TC 8372
2.5 SC 6317
o70¢ | 45 WPD 4.9
TC 8938
3.0 SC 6549
WPD 7.0
TC 9380
3.5 SC 6739
WPD 9.4
*High Speed

Recommended minimum flow rate for this unit at > 2fps is 2.0 gpm

Recommended maximum flow rate for this unit at £ 6fps is 5.75 gpm

These specifications are subject to change wi Page 31 of 120 ww.multiaqua.com for the latest information.
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MHQWW-09-H-3 Hot Water Performance Data

This heating performance data is at dry bulb temperature indicated / wet bulb
temperature not considered

MHQWW-09-H-3 HEATING CAPACITIES

ENTERING ENTERING WATER TEMPERATURE (°F)
AIR (°F) CFM | GPM | WPD 90° 100° 110° 120° 130° 140° 150° 160°
2.0 3.1 8086 | 10149 | 12227 | 14316 | 16415 | 18521 | 20633 | 22750
50 270 25 4.7 8380 | 10514 | 12659 | 14815 | 16979 | 19150 | 21326 | 23506
3.0 6.6 8588 | 10769 | 12962 | 15164 | 17372 | 19587 | 21807 | 24030
3.5 8.9 8742 | 10929 | 13186 | 15421 | 17663 | 19910 | 22161 | 24416
MHQWW-09-H-3 HEATING CAPACITIES
ENTERING ENTERING WATER TEMPERATURE (°F)
AIR (°F) CFM | GPM | WPD 90° 100° 110° 120° 130° 140° 150° 160°
2.0 3.1 6078 | 8133 | 10202 | 12284 | 14376 | 16476 | 18582 | 20694
60 270 2.5 4.7 6297 | 8422 | 10560 | 12709 | 14867 | 17032 | 19203 | 21378
3.0 6.6 6451 | 8625 | 10811 | 13006 | 15209 | 17419 | 19634 | 21853
3.5 8.9 6566 | 8776 | 10996 | 13225 | 15462 | 17704 | 19951 | 22203
MHQWW-09-H-3 HEATING CAPACITIES
ENTERING ENTERING WATER TEMPERATURE (°F)
AIR (°F) CFM | GPM | WPD 90° 100° 110° 120° 130° 140° 150° 160°
2.0 3.1 4067 | 6113 | 8174 | 10249 | 12334 | 14428 | 16530 | 18637
70 270 25 4.7 4211 | 6328 | 8459 | 10601 | 12753 | 14912 | 17079 | 19250
3.0 6.6 4313 | 6479 | 8658 | 10847 | 13045 | 15250 | 17460 | 19676
3.5 8.9 4388 | 6591 | 8805 | 11029 | 13260 | 15498 | 17742 | 19989
MHQWW-09-H-3 HEATING CAPACITIES
ENTERING ENTERING WATER TEMPERATURE (°F)
AIR (°F) CFM | GPM | WPD 5 100° 110° 120° 130° 140° 150° 160°
2.0 3.0 2052 | 4089 | 6143 | 8211 | 10290 | 12378 | 14474 | 16577
80 270 25 4.7 2122 | 4231 | 6355 | 8489 | 10636 | 12791 | 14952 | 17119
3.0 6.6 2172 | 4330 | 6503 | 8686 | 10879 | 13079 | 15285 | 17496
3.5 8.9 2208 | 4404 | 6612 | 8831 | 11057 | 13291 | 15530 | 17774

Heating at ANSI/AHRI 440 with addendum 1, 6.3.2 Table 1 as follows:

ENTERING AIR GPM ENTERING WATER
TEMPERATURE TEMPERATURE 140°F
2.0 14540
70°F DB/ 60°F WB 2.5 15034
3.0 15379
3.5 15633

These specifications are subject to change without notice. Check www.multiaqua.com for the latest information.
6
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MHQWW-09-H-3 Sound Data

MODEL # MHQWW-09-H-3
Fan Speed dB@1m

H 45.7

M 447

L 42.8

These specifications are subject to change without notice. Check www.multiaqua.com for the latest information.
7
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MHQWW-09/12/18/24/36 Dimensional Drawings

- A -
Outline of the

i’ Cc=- _/'FanCoiIUnit‘Cj‘

(Left,Backward Piping Hole) (Right,Backward Piping Hole)
MODEL A B| C| D| E|F G| H | J
346 (117 |75 |35 |27 |8 14 | 1.0 | 1.6 |82.76
MHQWW-12- 39.0 (120 | 75|36 | 27 |09 | 1.8 | 1.1 | 20 |@2.76

Dimensions are in inches.

— A -
- C = Outline ofthe FanCoil
\ /-
H (i M
]
N
G F : ’_ Mounting
unti
Pyl A A
o
— D - -—
(Left,Backward Piping Hole) (Right,Backward Piping Hole)
MODEL A B C D E F G H | J
MHQWW-18
MHQWW-24- 460 |142 | 55 | 83 | 45 | 08 1.7 1 1.8 |©2.76
Dimensions are in inches.
A -—
-rC T /— Outline of the Fan Coil Unit = C =
[ ] [ ] 0O |
I )
i B
G F | L ) H |
' '_{‘ H Mounting Plate H Q,i_,l, '
| I 1,4“, ]
(Left,Backward Piping Hole) (Right,Backward Piping Hole)
MODEL A B C D E F G H | J
MHQWW-36- 571|144 |58 |79 | 45 |12 |18 |13 2.0 |©2.76

Dimensions are in inches.

These specifications are subject to change without notice. Check www.multiaqua.com for the latest information.
8
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WIRING DIAGRAM

Model: MHQWW—09—H-3—-U &
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Multigaquaw | Chilled Water Air Conditioning Systems
[ Ce=> >
CVMini!
OO COC IO O
[]
MULTIAQUA

[1'e CVMini [ondensate pump [onsists ol la pump
unit and a remote deteltion unit [itted [Jitlla
[loatless sensor [on(o[llalarm!1]
[Ile aldarm [ontalt [T automatilalllll [uts olltle
unit [ontrol low [oltage or water control [allle![]
[I"ermal proteltion 14011 on tl e pump Lo1[1]

TITLE CVMini
AUTHOR CF Model Number | Voltage Head Height Suction Lift
CVMini 120/240-1| 10m/35' maximum | 2m/6.5'
053116 : / /
REVISION 1.1

These specification~ ~~
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F-35: Special Access Program Facility (SAPF) 165438

fans to produce the required capacity at the fan static pressure with
sound power level as indicated. Obtain the sound power level values
according to AMCA 300, ASHRAE 68, or AHRI 260 I-P.

2.10.1.5 Access Sections and Filter/Mixing Boxes

Provide access sections where indicated and furnish with access doors as
shown. Construct access sections and filter/mixing boxes in a manner
identical to the remainder of the unit casing and equip with access
doors. Design mixing boxes to minimize air stratification and to promote
thorough mixing of the air streams.

2.11 TERMINAL UNITS
2.11.1 Room Fan-Coil Units

Provide base units that include galvanized coil casing, coil assembly
drain pan air filter, fans, motor, fan drive, motor switch, an enclosure
for cabinet models and casing for concealed models, and leveling devices
integral with the unit for vertical type units. Obtain sound power level
data or values for these units according to test procedures based on

AHRI 350. Sound power values apply to units provided with factory
fabricated cabinet enclosures and standard grilles. Values obtained for
the standard cabinet models are acceptable for concealed models without
separate test provided there is no variation between models as to the coil
configuration, blowers, motor speeds, or relative arrangement of parts.
Provide automatic valves and controls as specified in paragraph
SUPPLEMENTAL COMPONENTS/SERVICES, subparagraph CONTROLS. Fasten each unit
securely to the building structure. Provide units with capacity
indicated. Provide room fan-coil units that are certified as complying
with AHRI 440, and meet the requirements of UL 1995.

2.11.1.1 Enclosures

Fabricate enclosures from not lighter than 18 gauge steel, reinforced and
braced. All exposed cabinets shall be powder-coated white. For exposed
cabinet units, provide enclosures with front panels that are removable and
have 1/4 inch closed cell insulation or 1/2 inch thick dual density foil
faced fibrous glass insulation. Make the exposed side of a high density,
erosion-proof material suitable for use in air streams with velocities up
to 4,500 fpm. For exposed cabinet units, provide a discharge grille that
is of such design as to properly distribute air throughout the conditioned
space. Provide galvanized or factory finished ferrous metal surfaces with
corrosion resistant enamel, and access doors or removable panels for
piping and control compartments, plus easy access for filter replacement.
Provide duct discharge collar for concealed models.

2.11.1.2 Fans

Provide galvanized steel or aluminum, multiblade, centrifugal type fans.
Dynamically and statically balance the fans. Provide accessible
assemblies for maintenance. Disassemble and re-assemble by means of
mechanical fastening devices and not by epoxies or cements.

2.11.1.3 Coils
Fabricate coils from not less than 3/8 inch outside diameter seamless

copper tubing, with copper or aluminum fins mechanically bonded or
soldered to the tubes. Provide coils with not less than 1/2 inch outside

SECTION 23 30 00 Page 20
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F-35: Special Access Program Facility (SAPF) 165438

diameter flare or sweat connectors, accessory piping package with thermal
connections suitable for connection to the type of control valve supplied,
and manual air vent. Test coils hydrostatically at 300 psi or under water
at 250 psi air pressure. Provide coils suitable for 200 psi working
pressure. Make provisions for coil removal.

2.11.1.4 Drain Pans

Size and locate drain and drip pans to collect all water condensed on and
dripping from any item within the unit enclosure or casing. Provide
condensate drain pans designed for self-drainage to preclude the buildup
of microbial slime and thermally insulated to prevent condensation and
constructed of not lighter than 21 gauge type 304 stainless steel or
noncorrosive ABS plastic. Provide insulation with a flame spread rating
not over 25 without evidence of continued progressive combustion, a smoke
developed rating no higher than 50, and of a waterproof type or coated
with a waterproofing material. Design drain pans so as to allow no
standing water and pitch to drain. Provide minimum 3/4 inch NPT or 5/8
inch OD drain connection in drain pan. Provide plastic or metal auxiliary
drain pans to catch drips from control and piping packages, eliminating
insulation of the packages; if metal, provide auxiliary pans that comply
with the requirements specified above. Extend insulation at control and
piping connections 1 inch minimum over the auxiliary drain pan. Provide
condensate overflow switch.

2.11.1.5 Filters

Provide disposable type filter that complies with ASHRAE 52.2. Provide
filters in each unit that are removable without the use of tools.

2.11.1.6 Motors

Provide motors of the permanent split-capacitor type with built-in thermal
overload protection, directly connected to unit fans. Provide motor
switch with two or three speeds and off, manually operated, and mounted on
an identified plate inside the unit below or behind an access door. In
lieu of the above fan speed control, a solid-state variable-speed
controller having a minimum speed reduction of 50 percent is allowed.
Provide motors with permanently-lubricated or oilable sleeve-type or
combination ball and sleeve-type bearings with vibration isolating
mountings suitable for continuous duty.

2.11.2 Wall-Mount Fan-Coil Units
Provide units certified in accordance with UL 95 and manufactured in a
facility registered to ISO 9002, Manufacturing Quality Standard, fully
load tested at the factory. Unit shall be a factory assembled and tested
chilled or hot water fan coil including all factory wiring, piping,
associated controls and special accessories required prior to start up.

2.11.2.1 Cabinet

Constructed of high impact polymers, internally insulated for noise
reduction.

2.11.2.2 Motors

Three speed, direct drive, permanent split capacitor type, totally
enclosed, internally overload protected capable of modulating discharge

SECTION 23 30 00 Page 21
Page 43 of 120



CREATING
CUSTOMERS
FOR LIFE

OWER Product 4/5

Submittal
JOB NAME F-35: Special Access Program Facility - Room Fan-Coil Units
PRODUCT Schedule
MANUFACTURER Other
LOCATION Fort Smith, Arkansas
DATE September 15, 2026
ENGINEER US Army Corp of Engineers
CONTRACTOR Comfort Systems USA
SUBMITTED BY Joey Smith

1100 Kendrick Avenue - Springdale, AR 72764 - (877) 274-7127

Page 44 of 120



02T Jo Gty abed

9 | 10

11 |

12

13 |

14 | 15

| 16

17

19

COMPUTER ROOM AIR CONDITIONER SCHEDULE (CRAC) 1/2

FAN COOLING COIL
CAPACITY AIRSIDE WATERSIDE
EAT LAT FACE PRESSURE
ALTITUDE AIRFLOW TOTAL | SENSIBLE DB WB DB WB VELOCITY FLOW EWT LWT DROP
TAG (FT) LOCATION TYPE (CFM) TYPE QUANTITY KW TYPE (MBH) (MBH) (DEG.F) | (DEG.F) | (DEG.F) | (DEG.F) | (FT/MIN) |FLUID TYPE| (GPM) (DEG.F) | (DEG.F) | (FTW.C))
CRAC-101 449 143 - VAULT 1 SERVER | WALL MOUNT 1200 TANGENTIAL 3 0.4 CHILLED WATER 31.2 28.8 77.5 62.7 54.5 54 500 WATER 6.2 42 52 16
CRAC-102 449 143 - VAULT 1 SERVER | WALL MOUNT 1200 TANGENTIAL 3 0.4 CHILLED WATER 31.2 28.8 77.5 62.7 54.5 54 500 WATER 6.2 42 52 16
CRAC-103 449 143 - VAULT 1 SERVER | WALL MOUNT 1200 TANGENTIAL 3 0.4 CHILLED WATER 31.2 28.8 77.5 62.7 54.5 54 500 WATER 6.2 42 52 16
CRAC-104 449 143 - VAULT 1 SERVER | WALL MOUNT 1200 TANGENTIAL 3 0.4 CHILLED WATER 31.2 28.8 77.5 62.7 54.5 54 500 WATER 6.2 42 52 16
CRAC-105 449 143 - VAULT 1 SERVER | WALL MOUNT 1200 TANGENTIAL 3 0.4 CHILLED WATER 31.2 28.8 77.5 62.7 54.5 54 500 WATER 6.2 42 52 16
CRAC-106 449 143 - VAULT 1 SERVER | WALL MOUNT 1200 TANGENTIAL 3 0.4 CHILLED WATER 31.2 28.8 77.5 62.7 54.5 54 500 WATER 6.2 42 52 16
FAN SCHEDULE COMPUTER ROOM AIR CONDITIONER SCHEDULE (CRAC) 2/2
EXTERNAL MOTOR ELECTRICAL REHEAT COIL FILTER ELECTRICAL
STATIC CAPACITY WEIGHT
ALTITUDE SERVICE AIRFLOW | PRESSURE SPEED DRIVE WEIGHT TAG TYPE (KW) TYPE MERV | VOLTS |PHASE!| HZ FLA (LBS) NOTES
TAG (FT) AREA SERVED USED FOR TYPE (CFM) (INW.C.) TYPE HP CONTROL TYPE |VOLTS |PHASE| (LBS) NOTES CRAC-101 ELECTRIC 55 WASHABLE 4 208 1 80 30 365 12
BF-101 449 114 - LIFE SUPPORT EE)(IEXEET DRYER BOOSTER FAN 230 0.7 ODP 116 CONSTANT | DIRECT 115 1 40 1,2,3,4 CRAC-102 ELECTRIC 55 WASHABLE 4 208 1 80 30 365 12
NoTES. CRAC-103 ELECTRIC 5.5 WASHABLE 4 208 1 60 30 365 1,2
1 PROVIDE WITH MANUFACURER'S DISCONNEGT CRAC-104 ELECTRIC 5.5 WASHABLE 4 208 1 60 30 365 1,2
CRAC-105 ELECTRIC 5.5 WASHABLE 4 208 1 60 30 365 1,2
2. PROVIDE WITH ELECTRONICALLY COMMUTATED MOTOR (ECM). CRAC-106 ELECTRIC 55 WASHABLE 1 208 , 50 30 365 15
3 DRYER BOOSTER FAN MUST BE INTERLOCKED WITH THE DRYER OPERATION. NOTES. ’
4. BOOSTER FAN MUST BE A UL-705 COMPLIANT DRY EXHAUST DUCT POWER VENTILATOR (DEPV). 1. PROVIDE WITH MANUFACTURER'S DISCONNECT AND SINGLE POINT POWER CONNECTION IN ACCORDANCE WITH
DIVISION 26 SPECIFICATIONS.
2. CHILLED WATER OPERATING FLUID IS WATER.
3. PROVIDE WITH CONDENSATE PUMP DESIGNED TO MOUNT TO WALL DIRECTLY BELOW UNIT AND COLLECT
CONDENSATE FROM THE UNIT DRAIN PAN. PUMP SHALL BE POWERED THROUGH THE TERMINAL BLOCK ON THE UNIT.
FAN COIL UNIT SCHEDULE (FCU)
FAN COOLING COIL
EXTERNAL CAPACITY AIRSIDE WATERSIDE
MOUNTIN STATIC EAT LAT PRESSURE
ALTITUDE | G HEIGHT AIRFLOW | PRSSURE | MOTOR TOTAL |SENSIBLE| DB WB DB WB FLOW | EWT LWT DROP
TAG LOCATION (FT) (FT - IN) TYPE (CFM) (IN) HP TYPE (MBH) | (MBH) |(DEG.F) | (DEG.F)| (DEG.F) | (DEG.F) | FLUID TYPE | (GPM) | (DEG. F) | (DEG. F)| (FTW.C.)
FCU-101 127 - MAIN COMM ROOM 449 8-0 WALL MOUNT 850 N/A 1/12 CHILLED WATER | 24,800 | 22,500 80 65 55 54.5 WATER 3.8 42 55 5
FCU-102 133 - SECURE COMM 449 8-0 WALL MOUNT 850 N/A 1/12 CHILLED WATER | 24,800 | 22,500 80 65 55 54.5 WATER 3.8 42 55 5
FCU-103 | 136 - SECURE ELEC ROOM 449 8-6 WALL MOUNT 850 N/A 1/12 CHILLED WATER | 24,800 | 22,500 80 65 55 54.5 WATER 3.8 42 55 5
FCU-104 171 - MECHANICAL ROOM 449 9-0 HORIZONTAL 450 N/A 1/4 CHILLED WATER | 18,610 | 14,500 85 67 55 53.3 WATER 3.7 42 52 25
CABINET
FCU-105 216 - COMM 449 8-0 WALL MOUNT 850 N/A 1/12 CHILLED WATER | 30,000 | 25,100 80 65 52 51.5 WATER 6.3 42 51.5 12
FCU-106 172 - ELECTRICAL ROOM 449 10-0 HORIZONTAL 240 N/A 1/8 CHILLED WATER | 11,600 8,620 85 67 51.5 50.5 WATER 2.3 42 54 11
CABINET
FCU-107 251 - MECHANICAL ROOM 449 12-0 HORIZONTAL 420 N/A 114 CHILLER WATER | 17,300 | 13,980 85 67 54 53.3 WATER 2.6 42 55 5
CABINET
FCU-108 252 - ELECTRICAL ROOM 449 9-4 HORIZONTAL 175 N/A 1/8 CHILLED WATER | 7,210 5,810 85 67 54.5 53.3 WATER 1.1 42 54.75 5
CABINET
FCU-109 253 - FIRE 449 8-6 WALL MOUNT 120 N/A 1/60 CHILLED WATER | 4,945 3,877 85 67 55 54.5 WATER 0.5 42 55 5
FAN COIL UNIT SCHEDULE (FCU) 2/2
HEATING COIL FILTER ELECTRICAL
AIRSIDE WATERSIDE
PRSSURE
CAPACITY| EAT LAT FLOW | EWT LWT DROP WEIGHT
TAG TYPE (MBH) |(DEG.F)|(DEG.F)| (GPM) |(DEG.F)|(DEG.F)| (FTW.C.) TYPE MERV |VOLTS|PHASE | HZ | FLA | (LBS) | NOTES
FCU-101 N/A N/A N/A N/A N/A N/A N/A N/A WASHABLE / REMOVABLE 8 120 1 60 | 0.88 55 1,2,3
FCU-102 N/A N/A N/A N/A N/A N/A N/A N/A WASHABLE / REMOVABLE 8 120 1 60 | 0.88 55 1,2,3
FCU-103 N/A N/A N/A N/A N/A N/A N/A N/A WASHABLE / REMOVABLE 8 120 1 60 | 0.88 55 1,2,3
FCU-104 | HOT WATER 4,300 68 77 0.8 150 138.7 0.2 THROWAWAY 8 208 1 60 | 066 | 155 1,2,3
FCU-105 N/A N/A N/A N/A N/A N/A N/A N/A WASHABLE / REMOVABLE 8 120 1 60 | 0.88 55 1,2,3
FCU-106 | HOT WATER 2,900 68 79.5 0.5 150 138.2 0.2 THROWAWAY 8 208 1 60 | 019 | 155 1,2,3
FCU-107 | HOT WATER 4,500 68 78 0.5 150 132 0.2 THROWAWAY 8 208 1 60 |0.31| 155 1,2,3
FCU-108 | HOT WATER 2,600 68 81.4 0.5 150 139.8 0.2 THROWAWAY 8 208 1 60 | 012 | 155 1,2,3
FCU-109 | HOT WATER 2,600 68 81.4 0.5 150 139.8 0.2 WASHABLE / REMOVABLE 8 120 1 60 | 0.33 | 155 1,2,3 07/23/2025
NOTES:
1. PRESSURE DROP ASSOCIATED WITH FILTERS, COILS, ETC. SHALL BE INCLUDED IN THE TOTAL STATIC CALCULATION BY THE MANUFACTURER.
2. PROVIDE WITH SINGLE POINT POWER CONNECTION.
3. PROVIDE WITH CONDENSATE PUMP DESIGNED TO MOUNT TO WALL DIRECTLY BELOW UNIT AND COLLECT CONDENSATE FROM THE UNIT DRAIN PAN. PUMP SHALL BE POWERED THROUGH
THE TERMINAL BLOCK ON THE UNIT.

4 \
US Army Corps
of Engineers ®

\ y,

4 \

8
L
I =
Sl
DO
2
—]
¢
|_
=i
=
[ad]
2
()]
=
i
L
2
|_
%
=
z
= o)
ole
N [+
Ao
4w
wifw!
v [=)
4
ol<
S

\ J

r \

=

. 1z8128

W o< o

E |ESIGS

<

o 8| EB|EH

w Q| OR|IER

23|35|82

2 I IS

I
s
=

. s

3 . 0

no. |5 |5z]2

gz |2 |2 B

z 2z ER el o

2oz 22 2B Kl o

i AL ol S N

QO m|a SO O|lo oo <
%)

o
w 2] -
255 | oxc
Sz | 223
|—§ <
W o OMO
Lo % 8<= »
O¢= S0y Q
NOX aAQE v
ID:O << =
Qu =2
O_ILIJ %)OU)
> 4 =
EE'I: :>§§§
z55 |3
%)

)

\ J

4 \
%)
<
%)

&
4
<

>
|__

53
(—_)(D
|_

Lg
= w
= T
53 =
So -

X Z @]

o — L
v w I
a2 O
O oM w
O n
28 9
- <
<> =
o0 I
W
[P
nZ
5 9
G5
-z
4
<
O
Z
[a]

m
L
. _
r \
SHEET ID
\ J

READY-TO-ADVERTISE (RTA) SUBMITTAL



Payton Roy
Highlight

Payton Roy
Highlight

Payton Roy
Highlight

Payton Roy
Highlight

Payton Roy
Highlight

Payton Roy
Highlight

Payton Roy
Highlight

Payton Roy
Highlight

Payton Roy
Highlight

Payton Roy
Highlight


CREATING
CUSTOMERS
FOR LIFE

OWER Product 5/5

Submittal
JOB NAME F-35: Special Access Program Facility - Room Fan-Coil Units
PRODUCT IOM
MANUFACTURER Other
LOCATION Fort Smith, Arkansas
DATE September 15, 2026
ENGINEER US Army Corp of Engineers
CONTRACTOR Comfort Systems USA
SUBMITTED BY Joey Smith

1100 Kendrick Avenue - Springdale, AR 72764 - (877) 274-7127

Page 46 of 120



Multi aqua
>

WALL-MOUNTED FANCOIL UNIT
AIR CONDITIONER

/A%

. — |

T —

MHQWW-xx-H-3-U 120V - 50/60Hz
Installation & Operation

Instruction Manual

Please read this manual carefully before operating the unit.
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WARNING AND CAUTION

1.Do not store or unpack
the unit in a wet area or
expose to rain or water.

* May cause the unit to short

circuit and may result in electric
shocks or fire.

2.Do not install in a place
where flammable gas may
leak.

* it may cause fire.

3.This unit is designed for
residential and commercial
use only.

*if used in certain environments,

such as a manufacturing

workplace,the air conditioner
may not function efficiently.

1)
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C PREPARATIONS BEFORE INSTALLATION )

& READ ALL SAFETY INFORMATION BEFORE INSTALLATION:

Installations must be performed by a qualified technician.

Before carrying out installation, put on proper individual protection device(s).

This air conditioner must be properly installed in accordance with the Installation Manual.

Check all local codes and ordinances that could affect installation of this unit.

Refer to rating plate on each unit for the correct voltage, frequency and amperes.

Be sure that the power supply corresponds to the specified rating in the nameplate.

Check electrical service provided by utility for the site to be sure the electrical
service capacity can handle the load imposed by this unit.

Do not use extension cords. In the case extended cables are needed, install longer power
cord from terminal block.

Refer to dimensional drawings for location of liquid solution piping, condensate drain,
and electrical connections before setting in place.

The appliance shall be installed in accordance with national and local wiring regulations.

This appliance is not intended for use by persons not experienced or knowledgeable

on this product

Means for disconnection must be incorporated in the fixed wiring in accordance

with the wiring rules and local codes.

& = THIS PRODUCT MUST BE PROPERLY GROUNDED.

= Moving machinery and electrical power is hazardous. It may cause severe
injury or death. Turn off and disconnect the power during installation and
repair before any services are attempted on the unit.

= Sharp edges and coil surfaces are a potential injury hazard. Avoid contact
with them.

C MAIN COMPONENTS )
o FAN COIL UNIT

1. Deco Panel 4. Air Filters 7. Frame Girille
2. Evaporator Coil 5. Remote Control Unit 8. Thermostat Controller
3. Horizontal Louver 6. Base Pan
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MAIN COMPONENTS

= Description of the components

1. DECO PANEL - the air intake is via the slots. When raising the panel, one has

access to the air filters and the other internal parts.

2. EVAPORATOR COIL - This is made of a copper tube with turbelented type

aluminum fins.

3. HORIZONTAL LOUVER - Used to deflect the air from the unit. This is operated with
the step motor.

. AIR FILTERS - To trap dirt and dust coming from the air.

5. REMOTE CONTROL - Using this makes it possible to set all operating
parameters of the unit. These parameters are shown in the LCD display to make
the programming operations easier.

. BASE PAN - The base of the whole unit.

7. FRAME GRILLE - This component is attached to the deco panel and air filters

Use as the cover of unit.

8. THERMOSTAT CONTROLLER - These thermostat are mercury free and require

no battery. All set points are kept by non-volatile memory.

N

»

INSTALLATION PROCEDURE )

*LOCATION FOR FAN COIL UNIT

Select the location of fancoil unit with following consideration:
1.The front of air inlet and outlet shall be free from any obstruction.
The outlet air should flow out freely.
2.The wall where unit is to be mounted should be strong enough to bear the
weight and not to produce noise.
3. Ensure the clearance on every side of fancoil unit to conform to figure 1.
4. From floor, the height should be more than eye level.

& Avoid installing the unit in direct sunlight

e 6 = e 6 f—

o —=|
O —=]

( M%gua ——o '
Nz
T A
| |
4 J J |
HIGHER THAN EYE LEVEL HIGHER THAN EYE LEVEL
i FIGURE1 i
| |
Ao A-——- FLOORLEVEL ————- A 1

Dimensions are in inches

—— MAINTENANCE & SERVICING SPACE
> AIR FLOW DIRECTION
(3 Page 50 0f 120 —




INSTALLATION PROCEDURE

*MOUNTING PLATE INSTALLATION

1.After a suitable place for installation has been selected, place the mounting plate horizontally
on the wall. Make sure the alignment is horizontal. Use a plumb line, if available.
2. Referring to the figure below, mark the location for the wall plugs and the hole for the pipings.

PLAN DIMENSIONS FOR MOUNTING PLATE INSTALLATION

A
Outline of the

~CH J‘FanCoﬂUnitrcj

(Left,Backward Piping Hole) (Right,Backward Piping Hole)

MODEL A B| C| D| E|F G| H | J
MHQWW-09 346 (117 | 75 |35 |27 |8 14 | 1.0 | 1.6 |82.76
MHQWW-12 39.0 (120 75|36 |27 |09 |18 |.1.1 |2.0 |@2.76

Dimensions are in inches.

A
—— C = /—Outlineoﬂhe FanCoill — C =

= \

T
VAR el

(Left,Backward Piping Hole) (Right,Backward Piping Hole)
MODEL A|B|C| D |E|F |G | H/|I |J

MHQWW-18

MHQWW-24 46.0 [142 | 55 | 83 |45 | 08 | 17 1 1.8 |@2.76)

Dimensions are in inches.

- C T* Outline ofﬁ\e Fan Coil Unit *‘[ C

C - - 5 T

i';_, A L Mounting Plate = 7JH_L B

“T/hu H N l
D £ |

(Left,Backward Piping Hole) (Right,Backward Piping Hole)
MODEL A B C D E F G H | J
MHQWW-36 571|144 | 58 |79 |45 |12 |18 |13 2.0 |@2.76]

Dimensions are in inches.
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INSTALLATION PROCEDURE

3. Drill 1/4in diameter, 1-1/4in depth on the wall.

4. Insert the wall plugs.

5. Secure the mounting plate and check for stiffness.

6. Drill a piping hole 2-3/4 in diameter hole either from the right or to the left
fancoil side and make sure that the hole is slightly slant downward.

7. If the wall is hollow please provide a sleeve for tube assembly to protect the

drain line, pipings and field connection. Mounting Plate

i

— Wall Plug

< A 0
N N i
7 i
@é % = ol
Long screws
. . locaton 7
Drill diameter 1/4in depth 1-1/4in holes Secure mounting plate and check the stiffness.
Wall Wall
Fancoil Outside
Drilling @l : Slightly
Machine slant
Holesa
Drill a piping hole with Drill from the outside Set wall-pipe and caps
2-3/4in diameter (not supplied)

concrete drill or hole saw

from fancoil side.
*PIPING AND DRAINAGE OF FANCOIL UNIT

1.Route the fancoil tubing with drain hose to the hole.There are four possible tubing routes.
For the route 1,2 and 4 cut the plate to pass the pipe through it, remove sharp edge left

on the base pan.

Left Side

—— F

1

Right Side  , Ba?:k Side

Down

2. Insert the fancoil unit pipings and drain pipe through the hole.

. Tape the tubing, drain hose, and connecting cable.

4. For the horizontal piping, make sure they are laid along the groove at
the back of unit and secure the piping using piping clamp (2pieces)
before fixing to mounting plate

5. Secure the unit to the mounting plate.

Wall
Mounting Plate Wall

w

Mounting plate ) I_AI
_.-Base pan Moynting} " Back side of the unit

T [ Electrical cable
Water |}
. L Piping |7

- ower s !
Taping hook — Drain hose
Detail of (A Note: Lay the drain hose as shown above
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INSTALLATION PROCEDURE

6. Connect the piping and make sure that the seals are fitted neatly.

7. Connect the drain hose and tape over the connecting parts.

8. Ensure that the drain hose has no traps or dips to impede the water flow.
9. Carefully seal any wall opening from weather to avoid any ingress of water.

OUTSIDEOFTHEWALL

% DrainHose ~—

Pipe \\
Coupling /
= /
. Putty == =
Interconnecting Y
Wiring D)
Coatin Saddle Dip
Tape g \ \
| b W
Saddle \' Drai -
rain
e YES NO
*FIELD PIPING CONNECTIONS
PIPING:
NNECTION
MODEL CONNECTIO
WATER INLET WATEROUTLET
MHQWW-09-H-3-U & MHQWW-12-H-3-U 1/2"FLARE 1/2"FLARE
MHQWW-18-H-3-U & MHQWW-24-H-3-U 5/8"FLARE 5/8"FLARE
MHQWW-36-H-3-U 3/4"FLARE 3/4"FLARE

The piping lines must be installed level in both horizontal
and vertical plane.

INSULATION OF PIPES:

1.The pipe insulation should cover both INLET and OUTLET pipes as shown below.
2.Use the insulation of polyethylene foam minimum of 6mm. in thickness.

Water In Water Out Water Out
Water In 6” Water Out o ater Ou
) o
Water In
Insulation
YES NO NO
OPERATIONAL LIMITS:
1. Maximum inlet water temperature.................cc....... 160°F
2. Maximum operating preSSUre..........cccecveeeueerieeannes 150 PSI
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INSTALLATION PROCEDURE

*HOW TO REMOVE THE FRAME GRILLE
1. Open the front panel by grasping the panel at the side rounded groove and pulling it
towards you.
2. Unscrew the terminal cover and pull out as shown in the illustration

Terminal
Cover

3. Remove the 3 or 4 screws cover (depended on the model) and the mounting screws
of the frame grille (please refer to the illustration).

MODEL: MHQWW-09-H-3-U & MHQWW-12-H-3-U

Screws
Screws Cover

Screw
Screw Covers
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INSTALLATION PROCEDURE

4.Set the horizontal louver to the closed position, detach horizontal louver stud on left side
and push inside (please see illustration).

& When performing this action, please do it gently to avoid damaging the louver.

5. Open the front panel by grasping the panel at the side rounded groove and
pulling it towards you.

6. Grasp the lower part of the frame grille and pull it out.

1.Turn off power to the unit.

2. Pour a glass of water into the drain pan.

3. Ensure that the water flows out from the
drain hose off an coil unit.

*CHECKING THE DRAINAGE %

Drain Pan

*WIRING CONNECTIONS '
*Be sure to turn off the main power supply before open the
& frame grille for servicing.
*Always refer to the wiring diagrams inside the unit.
*Check local electrical codes and also any specific wiring codes.
Connect the unit to adequate power outlet.
(Rating voltage +10 during operation)
Adequate Power Outlet

Time delay fuse | Amp. Model Used

or Circuit

Breaker 5A | MHQWW-09-H-3-U, MHQWW-12-H-3-U, MHQWW-18-H-3-U
MHQWW-24-H-3-U & MHQWW-36-H-3-U

P tlet
3%\'\(’)% outie 2P for the power and 1P for the earth terminal/ground.

1. Remove the frame grille.

2. Open the control box cover by loosening the screw.

3. Loosen the wire clamp screws

4. Connect the connecting cables of the power cord to the terminal block on the
control box and screw it tightly.

5. Secure all field cable on to control box with wire clamp.

6. Be sure that all wiring connections comply to the wiring diagram
before covering the control box.

7. Plug in the power supply cord at the power outlet, (SeePage10).

&)
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INSTALLATION PROCEDURE

* WIRE CONNECTION TO THE TERMINAL BLOCK
MODEL: MHQWW-09-H-3-U, MHQWW-12-H-3-U, MHQWW-18-H-3-U
MHQWW-24-H-3-U & MHQWW-36-H-3-U

Frame Girille
Control Box Cover
Terminal Block
Control Box

Connecting
wires to controller/

Terminal

Block Wire clamp

Base Pan
Extension wires

Inter-connectio
wires

There are three extention wires (AWG18 Blue, Red and Yellow color) coming out from
the fancoil terminal block for the water control valve (please refer to the wiring diagram).

Strip the insulation 1/2" from
the end of connecting wire.
{2} Use the supplied wire

_ — connector to protect
the bear end.

From WCV From fancaoil
unit unit
Fig.1 Insert the wire
. connector
Water control Connect the two wires by from top.
valve extention twisting them together. A
. i ¢:
. Fig.2 Fig.3
Connect the two extention .
R Hold the two wires steady
wires in to Water Control from one hand and
Valve as shown on the rotate the wire connector
figures. until it become tighten.
Fig.4

(_ THERMOSTAT CONTROLLER INSTALLATION GUIDE)
* MOUNTING LOCATION

Mount the thermostat approx. 5ft. (1.5m) above the floor in a location that is free from direct
sunlight, heat from appliances, hot or cold air from ducts, concealed pipes and chimneys,
and drafts of dead spots behind doors or in a corner. Do not mount on exterior wall,if
possible. Failure to locate thermostat mounting as indicated may result in poor temperature
control.

* INSTALLATION

Read these instructions thoroughly before installing product. Failure to follow these instructions
could damage the product or cause a hazardous condition. Check the voltage and current
ratings to ensure that it is suitable for your application.Installer must be a trained,

experienced service technician. Check product for proper operation after installation.
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THERMOSTAT CONTROLLER INSTALLATION GUIDE

CAUTION

Damage to cooling system may occur. Disconnect power from equipment at the main breaker/
fuse block while installing the thermostat.

1. Lift and open top side using screw driver.

Installation A (wires though wall)

1.1.Use cable 0.5-1sq.mm connect the 1.2.Installing back plate into the wall
wires into terminals. with screws.

Installation B (wires on wall)

1.1.Cut the plastic and open 1.2.Use cable 0.5-1sq.mm 1.2.Install back plate into
hole with pliers. connect the wires into the wall with screws.
terminals.

2.Install the front case, carefully inspect
wiring as per diagram before
mounting thermostat.

3.Tighten the screw firmly.
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C WIRING DIAGRAM

MODEL : MHQWW-09-H-3-U & MHQWW-12-H-3-U

e

SR THERMOSTAT
———= ! FELD WIRMNG
WIRING CONTROLLER
& ' EARTHGROUND
TE | 24V TRANSFORMER
— s *
IEEMBAL BLOCK LEGEMD
[24v]1 © 24VWCV CONTROL
CONNECTION
{CooL)
[24%) 2 EEVDNWWM
[HEAT}) REMOTE UNIT
[ z:‘.;NM CONTROLLER
ECTICH i
(Mi8 @ MEUTRAL " 1
CONNECTION
{LIT  LINE CONNECTION I_?N L | S |
alelr INDOOR_UNIT
#AEE COLOURR, NC TO COIL BK
BK ! BLACK COOLING —*H—:D}mgv. sz‘h
R - BROY %"h' GR+TL
BR : BROWN - . .®
GR : GREEN A .
oR | omANGE X0t |
WH ¢ WHITE E%__Jl'l L
YL YELLOW , L) gh:m
ED:i.l NEC TO COIL
e AR HEATING COOLING
NHE.ATING PN PPIBOZZ2

HOTES

1. 120V - 24Vac TRANSFORMER

2. WIRELESS REMOTE INCLUDES A WALL MOUNTING BRACKET (OPTIOMAL)

3. JUMPER MUST BE FIELD INSTALLED FOR 2-PIPE HEAT/COOL OPERATION

4. 4-PIPE WIRING AND COMFIGLURATION

5. 2-PIPE WIRING AND VALVE CONFIGURATION

6. THERMOSTAT CONTROLLER UNIT

7. THE FIELD WIRING CONDUCTOR OF HIGH AND LOW VOLTAGE CIRCUIT SHALL BE SEPERATELY
FIXED FIRMLY BY EACH CLAMP.

8. ALL WIRING SHALL BE DOMNE ACCORDING TO THE NATIONAL AND LOCAL CODE REQUIREMENTS.

9. A LIME OF SIGHT SERVICE DISCONMECT MUST BE PROVIDE AS A MEANS TO TURN OFF POWER
FOR SERVICING.
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WIRING DIAGRAM

?

TERMINAL BLOCK LEGEND

(24) 1

(24v) 2

()3

5 .

(N) B

w7

WIRE COLOURS

BK
BL

RD

WH
YL

BR
GR !
OR

¢ WHITE
{ YELLOW

MODEL : MHQWW-18-H-3-U

[

FACTORY

WIRING
FIELD WIRING
WIRING
EARTHIGROUND
24V TRANSFORMER

THERMOSTAT
CONTROLLER

—
—
-_

24V WCV CONTROL
CONNECTION
(cooL)

24V WCV CONTROL

CONNECTION

(HEAT) REMOTE UNIT

24V COMMON  CONTROLLER
ON - (OPTIONAL)

CONNECTION

MNEUTRAL

CONNECTION

BL
RD

L

LINE CONNECTION

*
0
5
0]

=

—C
Ew

—
e

NC TO COIL
BLACK COOLING
BLUE
BROWN
GREEN
ORANGE
RED

L
NC TO COIL
HEATING

1. 120V - 24Vac TRANSFORMER

2. WIRELESS REMOTE INCLUDES A WALL MOUNTING BRACKET (OPTIONAL)

3. JUMPER MUST BE FIELD INSTALLED FOR 2-PIPE HEAT/COOL OPERATION

4, 4-PIPE WIRING AND CONFIGURATION

5. 2-PIPE WIRING AND VALVE CONFIGURATION

6. THERMOSTAT CONTROLLER UNIT

7. THE FIELD WIRING CONDUCTOR OF HIGH AND LOW VOLTAGE CIRCUIT SHALL BE SEPERATELY
FIXED FIRMLY BY EACH CLAMP.

8. ALL WIRING SHALL BE DONE ACCORDING TO THE NATIOMAL AND LOCAL CODE REQUIREMENTS.

9. A LINE OF SIGHT SERVICE DISCONMNECT MUST BE PROVIDE AS A MEANS TO TURN OFF POWER
FOR SERVICING.

WH

]

m
|
FAN CAP.

120V, 1Ph
B0Hz

NC TO COIL
HEATING /COOLING

F/N: FP1BOS22Z
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WIRING DIAGRAM

MODEL :

=——— ! FACTORY @ .\ Mlz‘A'L-lI-E
. MRNG_  THERMOSTAT omon B z
" WIRING CONTROLLER
@ . EARTH/GROUMND
TF ¢ 24V TRANSFORMER
= JElBlE

JERMINAL BLOCK LEGEND
(24V)1 : 24V WCV CONTROL

CONNECTION n{_'

(cooL) =<
(24V)2 © 24V WCV CONTROL °

CONMECTION

HEAT) REMOTE UNIT E

(

(€)3 : 2avCOMMON  CONTROLLER
CONNECTION

5 ! EARTH/GROUND (OPHONAL)

CONNECTION

(M)B : NEUTRAL
CONNECTION

{L)7 : LINE CONMECTION

BRE

WIRE COLOURS NC TO COIL
120V, 1Ph
BK ! BLACK COOLING O
BL @ BLUE - z
BR ' BROWN - o

GR @ GREEN

OR : ORANGE %D
RD : RED IX I
gﬂ:% NC TO COIL

WH | WHITE
HEATING /COOLING

YL : YELLOW

P/M: PP1B0S23

1. 120V - 24Vac TRANSFORMER

2. WIRELESS REMOTE INCLUDES A WALL MOUNTING BRACKET (OPTIONAL)

3. JUMPER MUST BE FIELD INSTALLED FOR 2-PIPE HEAT/COOL OPERATION

4. 4-PIPE WIRING AND CONFIGURATION

5. 2-PIPE WIRING AND VALVE CONFIGURATION

6. THERMOSTAT CONTROLLER UNIT

7. THE FIELD WIRING CONDUCTOR OF HIGH AND LOW VOLTAGE CIRCUIT SHALL BE SEPERATELY
FIXED FIRMLY BY EACH CLAMP.

8. ALL WIRING SHALL BE DONE ACCORDING TO THE NATIONAL AND LOCAL CODE REQUIREMENTS.

9. A LINE OF SIGHT SERVICE DISCONNECT MUST BE PROVIDE AS A MEANS TO TURN OFF POWER

FOR SERVICING.
(13}
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INSTALLATION PROCEDURE

*AIR PURGING
1. After connecting the water inlet and outlet pipes to the main water supply lines,

turn on the power and turn the unit on in cooling.

2. Open the water inlet valve and flood the coil.

3. Check all connections for water leak, if no leak is found, loosen (1 turn, counter
clockwise) the purging valve by using standard head screw driver and support

with an open end wrench (No.10), then purge the trapped air inside the coil.

When performing this, take care not to touch the

electrical parts.

4. When no air bubbles appear, close the purging valve (Clockwise)

5. Open the water outlet valve.

Open end wrench
(No.10)

*HOW TO INSTALL THE FRAME GRILLE ON THE FANCOIL UNIT

1. Install the frame grille in the opposite order of "HOW TO REMOVE THE FRAME GRILLE".

When the frame grille is removed and mounted again, take the following actions:
Before fastening the mounting screws be sure to hook the top inside lock of the frame grille.

@/ o o @\i\ Screw
Screw Covers

Page 61 of 120 — (14




INSTALLATION PROCEDURE

2. Return the terminal cover by fastening it's screw.

3. Close and push the front panel into the frame grille until the "click" sound is heard

MODEL: MHQWW-09-H-3-U, MHQWW-12-H-3-U, MHQWW-18-H-3-U
& MHQWW-24-H-3-U

4% s FlsT /ﬁ'_l

% —

MODEL:MHQWW-36-H-1-U

(__ THERMOSTAT CONTROLLER OPERATION GUIDE

= DESCRIPTIONS AND FUNCTION OFWIRED CONTROLLER

( )
LED TEMP.
FAN-SPEED
sTaTUs DISPLAY
(2 MODE

@ (4 TEMP.UP

( 3 FAN SPEED

Multisaqua. @ i (4 TEMP.DOWN

(1) POWER

g

*FUNCTION
1. POWER ON/OFF

*Press @ to turn ON/OFF the air conditioner. When turned on, it will operate according to the
last program setting.

2. MODE

For cool, heat, dry and auto functions

For other version, this is a MODE button used to select the operation mode.

Fn [0 dY Fn [o d4 hKt Ao
FAN = COOL = DRY FAN => COOL => DRY => HEAT = AUTO
{t ]
Cool only mode Heat / Cool mode
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THERMOSTAT CONTROLLER OPERATION GUIDE

Coolmode  [[] :7 Segment will flash for 5 seconds.
Dry mode dY  :7 Segment will flash for 5 seconds.
Fanmode  F[] :7 Segment will flash for 5 seconds.
Heatmode fE  :7 Segment will flash for 5 seconds.

- Ho flashing for 5 seconds if the Hot Water Pipe version is ordered.

Auto mode H‘_, : 7 Segment will flash for 5 seconds.
The system will automatically switch from Cool to Heat mode or vice versa.

3. FAN
Press @ button to select the fan speed in the following sequence.
LED at O will show the status of the fan speed.

AUTO = LOW = MED = HIGH
ft j

Auto mode

The Speed will be adjusted according to the difference between the room and the set temp.
If the difference is 3°C or more, the fan will run at HIGH speed.
If the difference is 2°C or more, the fan will run at MED speed.
If the difference is 1°C or more, the fan will run at LOW speed.

4. Temperature setting

Press @or @button for setting temperature in a range of 15-30°C or 58-88°F.
7 segment display will show the new setting for 5 seconds.

C REMOTE CONTROLLER OPERATION GUIDE )
» PREPARATION OF THE REMOTE CONTROLLER

- Open the battery cover by pressing slightly in the direction
of arrow.

- Insert two 1.5Volt high performance alkaline batteries (AAA),
being careful not to invert the polarity.
- Close the battery cover.

= USE OF THE REMOTE CONTROLLER

- Be sure that no obstructions between receiver and remote controller.
- The remote control signal can be received at the distance of up to about 7 Meters.

- Point the remote control unit transmitter towards the air conditioner receiver
while the setting is being stabilise.

- To be able to carry out any operation or change of the setting from the remote
control unit air conditioner must be powered.

Page 63 of 120



REMOTE CONTROLLER OPERATION GUIDE

*DESCRIPTIONS AND FUNCTION OF REMOTE CONTROLLER
HEAT/COOL

LED DISPLAY

SLEEP (3 SEND

]
i Multiga_gu_a_ i
i ]

*FUNCTION
1. POWER ON/OFF

*Press @to turn ON/OFF the air conditioner. When turned on,it will operate according to the
last program setting.

2. Mode
*Press button to change the mode of operation in the following sequence.

FAN = COOL = DRY FAN = COOL = DRY = HEAT = AUTO
f ] f ]

Cool only mode Heat/Cool mode

3. TEMPERATURE SETTING

*Press - button to set the temperature.

4. FAN AUTO = LOW = MED = HIGH
*Press @button to set the fan speed. i ]
5. SLEEP

*Press button to activate the Sleep function which will raise up/reduce the set
temperature1°C for Cool/Heat mode respectively.

(17
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REMOTE CONTROLLER OPERATION GUIDE

6. CLOCK SETTING
To set the clock on the Remote unit.

- Press @button until clock symbol @is blinking.
- Press ™*button to set the time. HeEy {)gcg I (ot
- Press SEND button to confirm setting.

7. TIMER ON/OFF
To turn on/off the air conditoner in advance.

-Press €3 button until timer symbol On or ON
OFF is blinking Mt 0@ pulinl

-Press @ button to set the timer.
-Press SEND button to confirm the setting.

[@)]

CooL,

Remark
To cancel press@ button until timer symbol is blinking,then pressOAbutton.

START-UP NOTICE

1.Be sure that there is no obstruction in
the air outlet and intake vents.
2.Check that the filter is installed.
3.Check that the power supply
is connected.
4.Check that ground wire is properly
connected.

Air inlet Air inlet
V'S V'S

Air outlet Air outlet
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C ADJUSTING AIR FLOW DIRECTION

)

= The horizontal louver and air deflectors on the air delivery can be arranged
in two directions:

*Air deflectors to be oriented manually.
*Horizontal louver to be oriented manually.
\ ]

| S—— |

ORIENT THE AIR DEFLECTOR:
- Turn the air deflector as indicated in the figure
- Both in Heating and Cooling mode. It is advisable
for the air flow not to hit people directly.

MOTORIZED HORIZONTAL LOUVER:

- Never orient the motorized horizontal louver
manually. Any manual operation on the louver
may cause damage in the system and cause
malfunctioning.

CARE & MAINTENANCE

/I, WARNING

* Disconnect and lock out the power before making any repair or any services.
* Sharp edges and coil surfaces are a potential injury hazard. Avoid contact
with these.

= MAINTENANCE

= |f you plan to leave the unit idle for a long time, perform the following:
1. Disconnect Power.
2. Ensure no water is moving through the unit.
3. Remove the batteries from the remote controller.

* CHECK BEFORE OPERATION
1. Check if the air filter is installed and the air outlet is not blocked.
2. Connect Power.
3. Replace the remote control batteries.
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CARE & MAINTENANCE

*CLEANING THE FAN COIL UNIT

1.External weekly cleaning is to be done with a dry cloth soaked with
fresh water and mild soap, avoid using any other type of detergent.

2.The Frame grille with deco panel can be removed. Clean with warm
water not over 120°F and wipe with dry cloth.

3.Do not use a chemically treated cloth or duster to clean the unit.

4.Do not use benzene, thinner, polishing chemical or similar solvents for
cleaning. These may cause surface discoloration, cracks
or deformation.

*CLEANING AIR FILTERS

* Dirty and clogged filters reduce the cooling efficiency of the unit. It is recommended
to clean the filters once every 2 weeks.

&

5

1.0pen the deco panel by grasping the rounded grooves and pulling
towards you.
2.Hold the tabs of air filter and raise it slightly, then pull filter downwards.
3.Clean the air filters with vacuum cleaner or wash with water then dry.
4.Do not use benzene, thinner, polishing chemical or similar solvents for
cleaning.These may cause the surfaces to crack or deform.
5.Install the air filter vise versa of removing procedure.The correct
filter side is indicated by words "FRONT" marked on the filter.
The "FRONT" side should be facing you.

C

OPERATION TIPS

o The following events may occur during normal operation.

UNIT DOES NOT OPERATE IMMEDIATELY.

=2 ﬁr—% If you restart the fancoil within 3 minutes of
- % turning it off or change them during operation, a protective
/
n

time delay device will work to shut off the unit for 3 minutes.

=23 2 A PECULIAR SMELL COMING FROM THE UNIT.
\” CI:Q Odors present in the room, such as those from the
Tl "; carpet, furniture or smoke may be emitted from the unit.
HEAR A HISSING SOUND DURING OPERATION.
:::'aoa\ = @ A soft, swishing noise can be heard during operation or
% immediately after the unit is turned ON or OFF.This is the
' N sound of circulating cooling/heat agent. It may also be air

trapped in the piping loop.
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TROUBLE SHOOTING GUIDE

= [f the unit appears to be malfunctioning, check the following points before calling

for service.

PROBLEM

PROBLEM CAUSE

REMEDY

1. Air conditioner
doesn't operate.

75
o

©FD

1. Has power been shutdown
or has power failure occurred?
. Is the wiring connection loose?
. Is the power protection
in operation?
. Is the fuse blown or circuit
breaker open?

1.

2.
3.
4.

Wait for power to resume.

Tighten the connection.
Reset the power button.
Replace fuse or reset the
circuit breaker.

2. In sufficient Cooling
or Heating.

1. Is the set temperature

suitable?

Is air inlet or outlet obstructed?

Are filters dirty?

Is there any other heat source

in the room?

Is there a large number of
people in the room?

rpowbd

o

1. Reset suitable set tempe-

rature.

2. Remove objects that obstruct

the air inlet and outlet.

3. Clean filters and other part.

3. Wireless remote
controller is not
functioning.

1. Is the remote control unit out
of effective distance from the
thermostat?

. Are there any obstructions bet-
ween the remote controller
and thermostat?

3. Are the batteries low?

1. Use the remote controller within

sufficient distance of the thermostat.

2. Remove or clean the obstruction.
3. Replace with new batteries.

= Problems that needs qualified personnel assista

nce.

PROBLEM

PROBLEM CAUSE

REMEDY

1. Air conditioner
doesn't run.

1. Faulty transformer, relay and/or
fan motor capacitor.

2. Control board not functioning.

3. Terminal loose.

4. Is water valve or circulator
functioning?

3.

. Replace faulty components.
. Check the cause of malfunctioning

and replace control board

if necessary.

Check and retighten any loose
terminals.

Check to see if water valve or
circulator is opening or actuating.
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(

IMPORTANT INFORMATION )

WARNING

o The unit is connected to the power supply. Operations performed by persons
without the required technical skills can lead to personal injury or damage
to the unit and surrounding objects.

MALFUNCTIONING

o In the case of malfunctioning, remove power to the unit then repower and
start the unit again. If the problems persists, call service personnel
promptly.

Ensure voltage, amperage and Hz comply with the fancoil
@T nameplate data. Failure to do so, will cause permanent

damage to the unit.

The ground must be connected. Do not connect the ground wire

% to water pipes, gas pipes, lighting rods or telephone

 ————— ground wire.

Select the most appropriate temperature to provide maximum
comfort in room. The room should be kept at least 9°F
below outdoor ambient. Careful choice of the room
temperature will lead to energy savings.

Do not leave windows and doors open while operating the air
conditioner. During operation, always leave the filters in
the unit, other wise the dust in the air could soil the surface
of the evaporator coil.

The air direction can be adjusted appropriately. The air coming
out of the unit must not strike people directly. This could
cause a cold sensation and result in discomfort. Adjust the
air deflect manually.

Do not put anything in the air inlets or outlet slot. This could
cause injury to people and damage to the unit.

>
4 @ Splashing water on the air conditioner can cause electrical
’ shock and / or fancoil malfunction.
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Multiaqua
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MULTIAQUA,INC.

306 Hagood St. Easley, SC 29640

Tel.:(864)850-8990 Fax:(864)850-8995 e-mail: support@multiaqua.com

www.multiaqua.com

Page 70 of 120



|VA| ENVIRO-TEC HORIZONTAL, LOW PROFILE FAN COILS

- Series D

INSTALLATION, OPERATION & MAINTENANCE Supersedes ET115.24-NOM11 (0121) Form ET115.24-NOM11 (0425)
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FORM ET115.24-NOM11 (0425)

SAFETY SYMBOLS

The following symbols are used in this document to alert the reader to areas of potential hazard:

DANGER

WARNING

> >

DANGER indicates an imminently
hazardous situation which, if not
avoided, will result in death or serious
injury.

WARNING indicates a potentially
hazardous situation which, if not
avoided, could result in death or
serious injury.

CAUTION

NOTE

CAUTION identifies a hazard which
could lead to damage to the machine,
damage to other equipment and/or
environmental pollution. Usually an
instruction will be given, together with
a brief explanation.

NOTE is used to highlight additional
information which may be helpful to
you.

SAFETY CONSIDERATIONS

The equipment covered by this manual is designed for
safe and reliable operation when installed and operated
within its design specification limits. To avoid personal
injury or damage to equipment or property while
installing or operating this equipment, it is essential
that qualified, experienced personnel perform these
functions using good judgment and safe practices. See
the following cautionary statements.

DANGER

i>

DANGER

i>

>

DANGER

ENVIRO-TEC

ELECTRICAL SHOCK HAZARDS.
All power must be disconnected prior
to installation and servicing this
equipment. More than one source of
power may be present. Disconnect all
power sources to avoid electrocution
or shock injuries.

MOVING PARTS HAZARDS. Motor
and Blower must be disconnected prior
to opening access panels. Motors can
start automatically, disconnect all
power and control circuits prior to
servicing to avoid serious crushing or
dismemberment injuries.

HOT PARTS HAZARD. Electric
Resistance heating elements must
be disconnected prior to servicing.
Electric Heaters may start automatically,
disconnect all power and control circuits
prior to servicing to avoid burns.
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WARNING

CAUTION

=] 1>

Check that the unit assembly and
component weights can be safely
supported by rigging and lifting
equipment.

All assemblies must be adequately
secured during lifting and rigging by
temporary supports and restraints until
equipment is permanently fastened
and set in its final location.

All unit temporary and permanent
supports must be capable of safely
supporting the equipment’s weight and
any additional live or dead loads that
may be encountered. All supports must
be designed to meet applicable local
codes and ordinances.

All fastening devices must be designed
to mechanically lock the assembly
in place without the capability of
loosening or breaking away due to
system operation and vibration.

Protect adjacent flammable materials
when brazing, Use flame and heat
protection barriers where needed.
Have fire extinguisher available and
ready for immediate use.
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SECTION ONE - RECEIPT & INITIAL INSTALLATION
HL SERIES FEATURES

Motor Outside air duct collar

Controls Return air  gijter access

/ (not shown)

Blower /
Valve package
(factory mounted
or shipped loose)
Condensate /

pump \

Auxiliary
drain pan

Electric heat

Supply air

Right or left hand coil
and drain connections,
same or opposite end

Removable
drain pan

PREFACE

ENVIRO-TEC fan coils represent a prudent investment
which can, with proper installation, operation, and
regular maintenance, give trouble-free operation and
long service.

No attempt should be made to handle,
install, or service any unit without
following safe practices regarding

caumon || echanical equipment.

Your equipment is initially protected under the
manufacturer’s standard warranty; however, this
warranty is provided under the condition that the steps
outlined in this manual for initial inspection, proper

All power must be disconnected before
any installation or service should
be attempted. More than one power
source may be supplied to a unit.

i1 >

installation, regular periodic maintenance, and everyday CAUTION
operation of the equipment be followed in detail. This Power to remote mounted control
manual should be fully reviewed in advance of any devices may not be supplied through
actual work being done on the equipment. Should the unit. Never wear bulky or loose
any questions arise, please contact your local Sales fitting clothing when working on any
Representative or the factory BEFORE proceeding. mechanical equipment. Gloves should
. . . _ . only be worn when required for proper
The equipment covered by this manual is available with protection from heat or other possible

a vast variety of options and accessories. Consult the
approved unit submittal, order acknowledgement, and
other manuals for details on the options and accessories
provided with the equipment on each project.

injury. Safety glasses or goggles
should always be worn when drilling,
cutting, or working with chemicals

such as refrigerants or lubricants.
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Never pressurize any equipment
beyond specified operating pressures.
Always pressure test with some inert
fluid or gas such as clear water or dry
nitrogen to avoid possible damage
or injury in the event of a leak or
component failure during testing.

>

CAUTION

Always protect adjacent flammable
material when welding, brazing or
soldering. Use suitable heat shield
material to contain sparks or drops of
solder. Have fire extinguisher available
for use when welding or brazing.

CAUTION

>

The unit’s Intertek listing specifies a
maximum external static pressure when
selected with Electric Heat of 0.2” for
a HLP/HLF with a PSC motor, and
0.5" for ECM, and 0.0" ESP for HLE;
operation above these limits exceeds the
certified parameters.

CAUTION

>

The auto air vent must not be used with
Glycol to ensure compliance and safe
operation.

CAUTION

>

UNPACKING & INSPECTION

All units are carefully inspected at the factory throughout
the manufacturing process under a strict detailed quality
assurance program, and where possible, all major
components and subassemblies are carefully tested for
proper operation and verified to be in full compliance
with the factory manufacturing documents. Customer
furnished components such as control valves, switches
and DDC controls are not factory tested.

Each unit is carefully packaged for shipment to avoid
damage during normal transport and handling. The
equipment should always be stored in a dry place in the
proper orientation as marked on the carton.

All shipments are made F.O.B. factory and it is the
responsibility of the receiving party to inspect the
equipment upon arrival. Any obvious damage to the
carton and/or its contents should be recorded on the bill of
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lading and a claim should be filed with the freight carrier.

After determining the condition of the carton exterior,
carefully remove each unit from the carton and inspect
for hidden damage. At this time check to make sure that
“furnished only” items such as switches, thermostats,
etc., are accounted for. Any hidden damage should be
recorded and immediately reported to the carrier and a
claim must be filed. In the event a claim for shipping
damage is filed, the unit, shipping carton, and all packing
must be retained for physical inspection by the freight
carrier. All equipment should be stored in the factory-
shipping carton with internal packing in place until
installation.

At the time of receipt, the equipment type and
arrangement should be verified against the order
documents. Should any discrepancy be found, the local
Sales Representative should be notified immediately
so that the proper action may be instituted. Should
any question arise concerning warranty repairs, the
factory must be notified BEFORE any corrective
action is taken. Where local repairs or alterations can
be accomplished, the factory must be fully informed as
to the extent and expected cost of those repairs before
work is begun. Where factory operations are required,
the factory must be contacted for authorization to return
equipment and a Return Authorization Number will be
issued. Unauthorized return shipments of equipment
and shipments not marked with an authorization number
will be refused. In addition, the manufacturer will not
accept any claims for unauthorized expenses.

CODE COMPLIANCE

This equipment has been manufactured and certified
in accordance with UL 60335-Standard for Safety,
Heating and Cooling Equipment (L Std. 60335, Cert.
to CSA Std. C22.2 No. 60335) and bears the Electrical
Testing Laboratories (ETL) Mark under ETL File No.:
103667581 CRT-003.

HANDLING & INSTALLATION

While all equipment is designed for durability and
fabricated for sturdy construction and may present a
rugged appearance, great care must be taken to assure
that no force or pressure be applied to the coil, piping or
drain stub-outs during handling. Also, depending on the
options and accessories, some units could contain delicate
components that may be damaged by improper handling.
Wherever possible, all units should be maintained in an
upright position and handled by the chassis as close as
possible to the mounting point locations.



In the case of a full cabinet unit, the unit must obviously
be handled by the exterior casing. This is acceptable
providing the unit is again maintained in an upright
position and no impact forces are applied that may
damage internal components, access panels, or painted
surfaces. The equipment covered in this manual ISNOT
suitable for outdoor installations. The equipment should
never be stored or installed where it may be subjected
to a hostile environment such as rain, snow, or extreme
temperatures.

During and after installation, special care must be taken
to prevent foreign material such as paint, plaster, and
drywall dust from being deposited in the drain pan or
on the motor or blower wheels. Failure to do so may
have serious adverse effects on unit operation and in
the case of the motor and blower assembly, may result
in immediate or premature failure. All manufacturers’
warranties are void if foreign material is allowed to be
deposited on the motor or blower wheels of any unit.
Some units and/or job conditions may require some form
of temporary covering during construction.

While the manufacturer does not become involved
in the design and selection of support methods and
components, it should be noted that unacceptable system
operating characteristics and/or performance may result
from improper or inadequate unit structural support.
In addition, adequate clearance must be provided for
service and removal of the equipment and its accessory
components. Anchoring the equipment in place is
accomplished by using the mounting points provided
and positioning the unit to maintain the unitona LEVEL
plane. The drain pan is internally sloped toward the
outlet connection. Care must be taken to insure that
the unit drain pan does not slope away from the outlet
connection. All units are supplied with integrated hanger
brackets with optional grommet isolators and brass
inserts for use with 3/8" all thread hanger rod.

FORM ET115.24-NOM11 (0425)

TYPICAL CEILING INSTALLATION

SIDE VIEW
THREADED ROD

FAN COIL UNIT‘\

OPTIONAL
VIBRATION
ISOLATOR

WASHER
DETAIL A NUT

Figure 1: Typical ceiling installation

Page 76 of 120

ENVIRO-TEC



DRAIN PAN

Standard drain pans are externally insulated, single wall
galvanized steel and can be equipped with a secondary
drain connection. The HL drain pan is easily removable
for cleaning. See illustration below. Auxiliary drip pan
to catch condensed moisture from valves and piping
must be sloped toward the drain pan.

The condensate drain pan can be removed without re-
quiring common hand tools. The drain pan is secured
to the unit by four sheet metal tabs that slide into four
respective slots on the drain pan.

Prior to removing the drain pan, make sure all
accessories and field connections have been
appropriately disconnected from the drain pan.

The drain pan can be removed in three steps. First,
push the drain pan engagement lever to unlock the
drain pan from the coil. Next, while continuing to
push the lever, support the weight of the drain pan
and slide the drain pan towards the drain connection.
After the drain pan slides approximately 1.5 inches,
it will be completely disengaged from the coil.
Lastly, support the weight of the drain pan and
safely lower the drain pan for servicing. Reinstall
prior to unit startup.

COILS

All fan coils are available in 2 or 4 pipe configurations.
Heating coils are available in reheat or preheat position.
Heating and cooling coils are available with right, left
or opposite side connections.

Verify that the proper types of service are actually
provided to the unit. On units with steam heating
coils, the maximum steam pressure applied to the unit
should never exceed 15 PSIG. The drain piping and
steam trap should be sized and routed to allow for
proper condensate flow. The electrical service to the
unit should be compared to the unit nameplate to verify
compatibility. The routing and sizing of all piping, and
the type and sizing of all wiring and other electrical
components such as circuit breakers, disconnect
switches, etc., should be determined by the individual
job requirements and should not be based on the size
and/or type of connection provided on the equipment.
All installations should be made in compliance with all
governing codes and ordinances. Compliance with all
codes is the responsibility of the installing contractor.
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Figure 2¢

Figure 2d

Figure 2a-2d: Typical drain pan removal

The unit’s drain pan is factory sloped
toward the the unit's drain pan drain
connection when the unit is installed
NOTE level and plumb.




COOLING/HEATING MEDIUM CONNECTIONS

Toxic residues and loose particles
A resulting from manufacturing and
field piping techniques such as joint

compounds, soldering flux, and metal
shavings may be present in the unit
and the piping system. Not for use with
domestic or potable water systems.

CAUTION

Submittals and Product Catalogs detailing unit operation,
controls, and connections should be thoroughly
reviewed BEFORE beginning the connection of the
various cooling and/or heating mediums to the unit.

All accessory valve packages should be installed as
required, and all service valves should be checked for
proper operation. To prevent condensation accumulation
and runoff, chilled water valve packages must be
insulated, or preferably, utilize a factory-provided
auxiliary drip tray.

Before brazing or sweating valve
packages and their components into
place, it is critical to pre-check all
valve package clearances in relation

to the auxiliary drain pan. If the
auxiliary drain pan cannot be properly
affixed to the auxiliary drain pan
support bracket, adjust valve package

component angles until proper
clearance is achieved.

FORM ET115.24-NOM11 (0425)

If coil and valve package connections are to be made
with “sweat” or solder joint, care should be taken to
assure that no components in the valve package are
subjected to a high temperature which may damage seals
or other materials. Many two-position electric control
valves, depending on valve operation, are provided with
a manual-opening lever. This lever should be placed
in the “open” position during all soldering or brazing
operations. Valve bodies should be wrapped with a wet
rag to help dissipate heat encountered during brazing.

If the valve package connection at the coil is made with
a union, the coil side of the union must be prevented
from twisting (“backed up”) during tightening to prevent
damage to the coil tubing. Over-tightening must be
avoided to prevent distorting the union seal surface
and destroying the union. Due to the diversity of valve
packages for this product, install the valve packages with
no leaks or interference between components during
operation and maintenance. In the case of field installed
valves and piping, the chilled water valve cluster should
be installed in such a way that any dripping or sweating
is contained in the auxiliary drain pan or other device.
Valves should be secured or supported to avoid damage
to coil headers or distributor tubes. All valves, pipes,
and components must be sufficiently supported to ensure
structural integrity and proper operation of the unit.

After the connections are completed, the system should
then be tested for leaks. Since some components are not
designed to hold pressure with a gas, hydronic systems
should be tested with water.

may still hold enough water to cause
damage when exposed to temperatures
below freezing.

CAUTION

All water coils must be protected from
A freezing after initial filling with water.
Even if the system is drained, unit coils
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AUXILIARY DRAIN PANS

Mounted directly to the unit drain pan, AUXILIARY
DRAIN PANS may also be secured by the mounting
holes to field supports or to the unit coil utilizing pipe
hanger wire, plastic ties, or metal strapping.

Prior to removing the auxiliary drain pan, make sure
all accessories have been appropriately disconnected
from the auxiliary drain pan. The auxiliary drain pan
can be removed in three steps. First, remove the two
screws that attached the auxiliary drain pan to the
support bracket near the inlet of the unit. Next, support
the weight of the auxiliary drain pan and slide the
auxiliary drain pan towards the discharge of the unit so
the auxiliary drain pan lip will clear the drain pan lip.
After the auxiliary drain pan slides approximately 0.75
inches, the auxiliary drain pan will be free from the
drain pan. Lastly, support the weight of the auxiliary
drain pan and safely lower for servicing. Reinstall prior
to unit startup.

Figure 3a

Figure 3a-3b: Typical auxiliary drain pan removal
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DUCTWORK CONNECTIONS

All ductwork and/or supply and return grilles should
be installed in accordance with the project plans and
specifications. If not included on the unit or furnished
from the factory, ENVIRO-TEC supply and return
grilles are available in a variety of types.

Units can be configured from the factory with duct
collars for attaching ductwork. The factory suggests
using galvanized sheet metal ductwork or a flexible
canvas attached to the duct collars using sheet metal
screws. Duct connections should follow SMACNA
standards and national and local codes.

All units must be installed in non-combustible areas.
Some models are designed to be connected to duct-work
with a MINIMUM amount of external static pressure.
Consult the approved submittals and the product catalog
for unit external static pressure limitations.

Units provided with outside air for ventilation should
have some form of low temperature protection to
prevent coil freeze-up.

It should be noted that none of these methods would
adequately protect a coil in the event of power failure.
The safest method of freeze protection is to use glycol
in the proper percent solution for the coldest expected
air temperature.

The manufacturer assumes no responsibility for
undesirable system operation due to improper design,
equipment or component selection, and/or installation of
ductwork, grilles, and other field supplied components.



ELECTRICAL CONNECTIONS

The unit nameplate lists the unit electrical characteristics
such as the required supply voltage, fan and heater
amperage and required circuit ampacities. The unit-
wiring diagram shows all unit and field wiring. Since
each project is different and each unit on a project may
be different, the installer must be familiar with the
wiring diagram and nameplate on the unit BEFORE
beginning any wiring. This unit is not acceptable for
installation in hazardous/explosive areas.

ELECTRICAL ENCLOSURE

Figure 4: Electrical enclosure

The electrical control enclosure provides access to the
electrical compartment. This compartment houses all
electric heat and control components. Terminal strips
are furnished for simple power and control wiring
connections. Multiple knockouts allow wiring entries
from either side of the compartment.

All components furnished for field installation, by either
the factory or the controls contractor should be located
and checked for proper function and compatibility. All
internal components should be checked for shipping
damage. After installation and before energizing
the unit, verify voltage and check that all electrical
connections are tight. Electrical connetions should be
periodically checked for tightness.

Any devices such as fan switches or thermostats
that have been furnished from the factory for field
installation must be wired in strict accordance with the
applicable wiring diagrams. Failure to do so could result
in personal injury or damage to components and will
void all manufacturers’ warranties.

All field wiring should be done in accordance with
governing codes and ordinances. Any modification of
the unit wiring without factory authorization will result
in voiding of all factory warranties and will nullify any
agency listings.

FORM ET115.24-NOM11 (0425)

The manufacturer assumes no responsibility for any
damages and/or injuries resulting from improperly field
installed or wired components.

This unit is listed to UL/CSAS standards. All
modifications to line voltage wiring must be performed
in accordance with the NEC and inspected by ETL to
maintain product listing. Unauthorized modification to
any wiring may impact unit performance and void ETL
listing and/or product warranty.

TELESCOPING BOTTOM PANEL

The telescoping bottom panel allows for fully recessing
the unit while permitting service access into the ceiling
plenum. The architectural ceiling panel is finished with
a durable powder coat paint.

Portions of the inlet louver not directly
below unit inlet may require covering
in the field on applications where
infiltration of ceiling plenum air into
space is undesired. Telescoping skirt
and collar assembly must be field
adjusted to assure a proper fit between
filter frame and louvered inlet panel
assembly. Refer to assembly submittal
drawings for specific dimensions.
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MODEL HLP HORIZONTAL FAN COIL
Optional Telescoping Bottom Panel Assembly, Typical Installation Instructions
Drawings are subject to change without notice. Refer to www.enviro-tec.com for current submittal drawings.

{

FHP UNIT CHASSIS
10 1/2" & /
[264] .
’ 7 [178]
| 10 1/2 [267] -
FINISHED /
CEILING LINE SCREW THE TELESCOPING PANEL TO
THE CHASSIS 2 SCREWS BOTH SIDE
OPEN THIS
PANEL FIRST

SIDE VIEW SIDE VIEW

TYPICAL INSTALLATION METHODS INLET COLLAR INSTALLATION

SHIM AS
REQUIRED

CEILING GRID
"T" BAR

ACOUSTIC FIBRE
CEILING TILE

TELESCOPING BOTTOM
PANEL FRAME EXTRUSION

SOLID OR LOUVERED
BOTTOM PANEL

TELESCOPING BOTTOM
PANEL FRAME EXTRUSION

SHT MTL OR WOOD\p

SCREW AS REQUIRED

SEE NOTES 4 & 6

SOLID OR LOUVERED
BOTTOM PANEL

SHT MTL OR WOOD

ﬁ\_ METAL OR WOOD

CEILING STUD

J

SCREW AS REQUIRED,
SEE NOTES 4 & 6

NOTE: CEILING "T" BAR GRID MAY NOT SUPPORT TELESCOPING
BOTTOM PANEL ASSEMBLY. BOTTOM PANEL ASSEMBLY
MAY REQUIRE INDEPENDENT SUPPORT.

SUSPENDED GRID/TILE CEILING SYSTEM

L DRYWALL

CEILING

SHIM AS
REQUIRED

STUD/DRYWALL CEILING SYSTEM

TABLE 1: TELESCOPING BOTTOM PANEL WEIGHTS (LBS./KG)

ENVIRO-TEC

UNIT SIZE
DESCRIPTION 02 03 04 06 08 09 10 12
Telescoping bottom panel 10 [5] 11[5] 12[5] 14 [6] 16 [7] 17 [8] 20 [9] 21 [10]
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SERVICE AND CLEARANCE REQUIREMENTS

FORM ET115.24-NOM11 (0425)

CORMER PANEL
(REMOVABLE)

BACK PANEL
(STRUCTURAL)—

FROMT PAREL
[STRUCTURAL)

BOTTOM PAMEL
"TRAP DOOR"
(REMOVABLE)

95 |
[241] /
BOTTOM RETURM
FILTER CLEARAMCE

105
[267) _ |
REAR RETURN
FILTER CLEARANCE
-y
FRONT VIEWY RIGHT VIEW
TRAP DOOR FULLY OPENED TRAP DOOR FULLY OPENED
I|
I|
|II
—TRAP DOOR RETAINED BY 1/4 TURN HARDWARE
REMOVE TRAP DOCR TO ACCESS:
. AIRFILTER
BLOWER ACCESS PANEL
+ ELECTRIC HEAT ACCESS PANEL
+ CORMER PANEL MOUNTING HARDWARE
BOTTOM VIEW
TRAP DOOR CLOSED

HORIZONTAL, LOW PROFILE EXPOSED UNITS
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SERVICE AND CLEARANCE REQUIREMENTS: HEIGHT RESTRICTED APPLICATION

CORNER PANELS
SHOWN ROTATED 90°

[O" CLEARANCE BETWEEN UNIT AND STRUCTURE

INSTALLED
0"
CORNER PANELS ROTATE REQUIRED CLEARANCE
ABOUT PIVOT POINT ABOVE UNIT
OPENED
{ 4" [102] MIN
CORNER PANELS ROTATED 90° REQUIRED CLEARANCE
_CAN BE LIFTED AND REMOVED o L _BELOW UNIT
S
FULLY
OPENED

11" [279] MIN
REQUIRED CLEARANCE— == —
BESIDE UNIT

HORIZONTAL, LOW PROFILE EXPOSED UNITS

Page 83 of 120
ENVIRO-TEC

1"



SERVICE AND CLEARANCE REQUIREMENTS:

CORNER PANELS
SHOWN LIFTED AND
ROTATED 5°

UNIT
INSTALLED

HALF
OPENED

FULLY
OPENED

12

e

3w CLEARANCE BETWEEN
[76] STRUCTURE AND UNIT

a
[76]

LIFT AND ROTATE CORNER PANEL

OFF OF PIVOT POINT

FORM ET115.24-NOM11 (0425)

WIDTH RESTRICTED APPLICATION

————

|
| (—I—ABIDE BY APPLICABLE
CODES AND STANDARDS

REGUARDING ACCESS
I FOR ELECTRICAL OR
' PLUMBING COMPONENTS

1" [25] MIN
——REQUIRED CLEARANCE
Y ABOVE UNIT

EEEE

DROP CORNER PANELS
STRAIGHT DOWN

HORIZONTAL, LOW PROFILE EXPOSED UNITS
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3" [76] MIN
REQUIRED CLEARANCE
BESIDE UNIT
(PANEL REMOVAL

| REQUIRED FOR
ELECTRICAL ACCESS)

[
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SERVICE AND CLEARANCE REQUIREMENTS: EXTERNAL SPACE REQUIREMENTS

] 5/
o [ 22"
[559]
9
e
TOP VIEW
I SUPPLY AIR
g [204] OPENING WIDTH
[2s] [
r Y
é ’ /
7 -
OPTIONAL _/ !

SIDE ACCESS — — — 8 1/2"
| [216]
| OPTIONAL AUXILIARY

DRIP PAN
|
] :
- — - — - — |
CONTROL ENCLOSURE 10 1/2"
SEE NOTE5 —— — [267]
FRONT VIEW AIR FILTER CLEARANCE
HORIZONTAL, LOW PROFILE PLENUM AND FREE RETURN
NOTES:

1. All chilled water piping that projects beyond the condensate pan or the optional auxiliary drip pan
must be field insulated by others.

2. Auxiliary drip pan shown above is optional, and is mounted on the outlet side of the drain pan.

3. Drain pan is installed with the outlet tube(s) on cooling coil connection end of coil on 4-pipe units with
optional opposite end connection.

4. Dimensions shown on this drawing apply to standard CW and HW valve packages. Refer to the
Piping Package Catalog for valve package code details. Contact factory for details on valve packages
using non-standard or customer furnished components.

5. Provide sufficient clearance to access electrical components and comply with all applicable codes and
ordinances.
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SECTION TWO - START-UP

GENERAL

Before beginning any start-up operation, the start-
up personnel should familiarize themselves with the
unit, options and accessories, and control sequence to
understand the proper system operation. All personnel
should have a good working knowledge of general
start-up procedures and have the appropriate start-up
and balancing guides available for consultation.

The initial step in any startup operation should be a final
visual inspection. All equipment, plenums, duct-work,
and piping should be inspected to verify that all systems
are complete and properly installed and mounted, and
that no debris or foreign articles such as paper or drink
cans are left in the units or other areas. Each unit should
be checked for loose wires, free blower wheel operation,
and loose or missing access panels or doors. Except as
required during start-up and balancing operations, no
fan coil units should be operated without all the proper
ductwork attached, supply and return grilles in place,
and all access doors and panels in place and secure.
A clean filter of the proper size and type must also be
installed. Failure to do so could result in damage to the
equipment or building and furnishings, and/or void all
manufacturers’ warranties.

Fan coils are not intended for temporary heat/cool
or ventilation. Units are not designed or equipped to
operate in dusty construction environments. Operation
of the units in conditions outlined above could result in
damage to the equipment or building and furnishings
and/or void all manufacturer’s warranties.

COOLING/HEATING SYSTEM

Prior to the water system start-up and balancing, the
chilled/hot water systems should be flushed to clean
out dirt and debris, which may have collected in the
piping during construction. During this procedure,
all unit service valves must be in the closed position.
This prevents foreign matter from entering the unit and
clogging the valves and metering devices. Strainers
should be installed in the piping mains to prevent this
material from entering the units during normal operation.

14

During system filling, air venting from the unit is
accomplished by the use of the standard manual, or
optional automatic, air vent fitting installed on the coil.
In the case of the manual air vent fitting, the screw
should be turned counterclockwise no more than 1-%
turns to operate the air vent. Automatic air vents may
be unscrewed one turn counterclockwise to speed
initial venting but should be screwed in for automatic
venting after start-up operations. Check to ensure that
no leaks are prevalent at the coils, coil connections,
piping packages, etc.

The air vent provided on the unit is not
intended to replace the main system air
vents and may not release air trapped
in other parts of the system. Inspect
the entire system for potential air
traps and vent those areas as required,
independently. In addition, some
systems may require repeated venting
over a period of time to properly
eliminate air from the system.

AIR SYSTEM BALANCING

All duct-work must be complete and connected, and all
grilles, filters, access doors and panels must be properly
installed to establish actual system operating conditions
BEFORE beginning air balancing operations.

Each individual unit and attached duct-work is a unique
system with its own operating characteristics. For this
reason, air balancing is normally done by balance
specialists who are familiar with all procedures required
to properly establish air distribution and fan system
operating conditions. These procedures should not be
attempted by unqualified personnel. Some selections
may require air balancing in the field.

After the proper system operation is established,
the actual unit air delivery and the actual fan motor
amperage draw for each unit should be recorded in
a convenient place for future reference such as the
inspection, installation, & start-up check sheet, a copy
of which is provided on the back of this manual. Contact
the Sales Representative or the factory for additional
copies of this sheet.
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MOTOR AND FAN DATA

TABLE 2A: PSC MOTORS, MODEL HLP, HLE

FORM ET115.24-NOM11 (0425)

UNIT PSC MOTOR HP 115 VOLTS 208/230 VOLTS 277 VOLTS
SIZE @TY) # OF FANS | FAN SPEED WATTS? AMPS' AMPS' AMPS'

High 55

02 (1) 1/30° 1 Medium 40 0.5 N/A N/A
Low 36
High 61

03 (1) 1/30° 1 Medium 45 0.5 N/A N/A
Low 40
High 75

04 (1) 1/20 2 Medium 65 0.8 0.4 0.5
Low 58
High 80

06 (1) 1720 2 Medium 68 0.8 0.4 0.5
Low 56
High 122

08 (1) 110 2 Medium 83 1.1 0.6 0.5
Low 66
High 127

09 (1) 110 2 Medium 86 1.1 0.6 0.5
Low 66
High 148

10 (2) 1720 4 Medium 128 1.6 0.8 1
Low 110
High 160

12 (2) 1720 4 Medium 139 1.6 0.8 1
Low 115

NOTES:

1. Motor electrical data is nameplate data.

2. Watts are based on an HLP with PSC motor, 3 row coil, 12FPI, 1" throwaway filter, 0.05" ESP at 115V.
3. PSC motors are not available in 208-277V on SZ02 and SZ03.

4. Motor data is subject to change and should not be used for submittal purposes. Refer to Solution Navigator submittal for actual ratings.

TABLE 2B: PSC MOTORS, MODEL HLF

UNIT PSC MOTOR HP 5 115 VOLTS 208/230 VOLTS 277 VOLTS
SIZE @Qry) # OF FANS | FAN SPEED WATTS AMPS' AMPS' AMPS!

High 55

02 (1) 1/30° 1 Medium 40 0.5 N/A N/A
Low 36
High 61

03 (1) 1/30° 1 Medium 45 0.5 N/A N/A
Low 40
High 75

04 (1) 1/20 2 Medium 65 0.8 0.4 0.5
Low 58
High 121

06 (1) 1/10 2 Medium 84 1.1 0.6 0.5
Low 66
High 224

08 (1)1/6 2 Medium 140 2.1 1.1 0.9
Low 66
High 230

09 (1) 1/6 2 Medium 139 2.1 1.1 0.9
Low 67
High 226

10 (2) 110 4 Medium 154 2.2 1.2 1
Low 128
High 248

12 (2) 110 4 Medium 171 22 1.2 1
Low 133

NOTES:

1. Motor electrical data is nameplate data.

2. Watts are based on an HLF with PSC motor, 3 row coil, 12FPI, 1" throwaway filter, 0.05" ESP at 115V.
3. PSC motors are not available in 208-277V on SZ02 and SZ03.

4. Motor data is subject to change and should not be used for submittal purnoses. Refer to Solution Navigator submittal for actual ratings.
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TABLE 3: EC MOTORS

FORM ET115.24-NOM11 (0425)

AMPS'?
UNIT FAN EC MOTOR | #OF | WATTS? 115 VOLTS 208/230 VOLTS 277 VOLTS
SIZE SPEED HP (QTY) FANS | (STD/HS) 3-SPEED 3-SPEED 3-SPEED
(STDHS) 2-10VDC (STD/HS) 2-10VvDC (STDIHS) 2-10VDC

High 32/45

02 Medium (1)1/4 1 21/36 0.7/1.0 0.9 0.5/0.6 0.5 0.4/0.5 0.5
Low 14 /26
High 35/59

03 Medium (1) 1/4 1 23/43 1.0/1.5 1.1 0.6/0.9 0.7 0.5/0.8 0.6
Low 16/33
High 50/75

04 Medium (1) 1/4 2 33/56 15/1.8 1.2 09/11 0.8 0.8/0.9 0.6
Low 21/ 41
High 104 /132

06 Medium (1) 1/4 2 62 /89 2.6/3.1 2.0 1.6/1.9 1.2 1.3/1.6 1.0
Low 36 /62
High 91/122

08 Medium (1)1/4 2 54 /90 23/29 2.0 1.4/1.7 1.2 1.2/1.5 1.0
Low 31/62
High 119/182

09 Medium (1) 1/4 2 72/116 37145 2.7 23127 1.6 19/23 1.4
Low 39/77
High 142/ 207

10 Medium (2) 1/4 4 91/139 3.9/5.1 3.1 2.3/341 1.9 2.0/26 1.6
Low 54 /104
High 143 /209

12 Medium (2)1/4 4 92 /152 3.2/45 3.5 2.0/27 2.1 16/23 1.8
Low 56 /105

NOTES:
1. Motor electrical data is nameplate data.

2. Watts are based on an HLP with 3-speed EC motor, 3 row coil, 12FPI, 1" throwaway filter, 0.05" ESP at 115V.

3. For neutral conductor sizing, multiply AMPS by 1.73.

4. Motor data is subject to change and should not be used for submittal. Refer to unit submittal for actual ratings.

WATER SYSTEM BALANCING

A complete knowledge of the hydronic system, its
components, and controls is essential to proper water
system balancing and this procedure should not be
attempted by unqualified personnel. The system must
be complete and all components must be in operating
condition BEFORE beginning water system balancing
operations.

Each hydronic system has different operating
characteristics depending on the devices and controls
in the system. The actual balancing technique may vary
from one system to another.

After the proper system operation is established, the
appropriate system operating conditions such as various
water temperatures and flow rates should be recorded
in a convenient place for future reference.

Before and during water system balancing, conditions
may exist which can result in noticeable water noise
or undesired valve operation due to incorrect system
pressures. After the entire system is balanced, these
conditions will not exist on properly designed systems

16

CONTROLS OPERATION

Before proper control operation can be verified all other
systems must be in proper operation. The correct water
and air temperatures must be present for the control
function being tested. Some controls and features are
designed to not operate under certain conditions.

A wide range of controls and electrical options and
accessories may be used with the equipment covered
in this manual. Consult the approved unit submittals,
order acknowledgement, and other manuals for detailed
information regarding each individual unit and its
controls. Since controls and features may vary from
one unit to another, care should be taken to identify
the controls to be used on each unit and their proper
control sequence. Information provided by component
manufacturers regarding installation, operation, and
maintenance of their individual controls is available
upon request.
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SECTION THREE - NORMAL OPERATION & PERIODIC MAINTENANCE

GENERAL

Each unit on a job will have its own unique operating
environment and conditions that may dictate a
maintenance schedule for that unit that is different
from other equipment on the job. A formal schedule of
regular maintenance and an individual unit log should
be established and maintained. This will help to achieve
the maximum performance and service life of each unit
on the job.

Information regarding safety
precautions contained in the preface
at the beginning of this manual should

be followed during any service and

maintenance operations.

For more detailed information concerning service
operations, consult your Sales Representative or the
Factory.

MOTOR/BLOWER ASSEMBLY

The type of fan operation is determined by the control
components and their method of wiring, and may vary
from unit to unit. Refer to the wiring diagram for each
unit for that unit s individual operating characteristics.
Motors are permanently lubricated, PSC or EC type and
do not require field lubrication.

Figure 5a

Figure 5b

Figure 5a-5b: Bottom panel removal
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FAN DECK

The fan assembly is easily removed from the unit
without disconnecting the ductwork for service access
to motors and blowers at, or away from the unit.

Should the assembly require more extensive service,
the motor/ blower assembly may be removed from the
unit to facilitate such operations as motor or blower
wheel/housing replacement, etc. Dirt and dust should
not be allowed to accumulate on the blower wheel or
housing. This can result in an unbalanced blower wheel
condition that can damage a blower wheel or motor.
The wheel and housing may be cleaned periodically
using a vacuum cleaner and a brush taking care not to
dislodge the factory balancing weights on the blower
wheel blades.

Figure 6a

Figure 6b

Figure 6¢

Figure 6a-6¢: Fan deck removal
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COIL

Coils may be cleaned in place by removing the motor/
blower assemblies and brushing the entering air face
between fins with a soft brush parallel to fins. Do not
brush perpendicular to fin orientation as damage may
occur. Brushing should be followed by cleaning with a
vacuum cleaner. If a compressed air source is available,
the coil may also be cleaned by blowing air through the
coil fins from the leaving air face. Vacuuming should
again follow this. Units provided with the proper type
of air filters, replaced regularly, may require periodic
coil cleaning.

ELECTRIC RESISTANCE HEATER ASSEMBLY

Electric resistance heaters typically require no normal
periodic maintenance when unit air filters are changed
properly. Other conditions and equipment may affect the
operation and service life in the system. The two most
important operating conditions for an electric heater are
proper airflow and proper supply voltage. High supply
voltage and/or poorly distributed or insufficient airflow
over the element will result in element overheating. This
condition may result in the heater cycling on the high
limit thermal cutout. Open wire type heaters provided
have an automatic reset switch with a back-up manual
high limit thermal switch. Automatic reset switches
are as the name implies; they reset automatically
after the heater has cooled down. The secondary high
limit thermal cutout device is a manual reset safety
device. With proper unit application and during normal
operation, the high limit thermal cutout will not operate.
This device only operates when some problem exists.
ANY condition that causes high limit cutout MUST
be corrected immediately. Once the high limit trips, it
may be reset once the unit has cooled down. Refer to
troubleshooting section for high limit reset instructions.
High supply voltage also causes excessive amperage
draw and may result in tripping of the circuit breaker
or blowing of the fuses on the incoming power supply.

18
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ELECTRICAL WIRING & CONTROLS

The electrical operation of each unit is determined by
the components and wiring of the unit and may vary
from unit to unit. Consult the wiring diagram for the
actual type and number of controls provided on each
unit. The integrity of all electrical connections should be
verified at least twice during the first year of operation.
Afterwards, all controls should be inspected regularly
for proper operation. Some components may experience
erratic operation or failure due to age. Wall thermostats
may also become clogged with dust and lint and should
be periodically inspected and cleaned to provide reliable
operation.

When replacing any components such as fuses,
contactors, or relays, use only the exact type, size, and
voltage component as furnished from the factory. Any
deviation without factory authorization could result
in personnel injury or damage to the unit and will
void all factory warranties. All repair work should be
done in such a manner as to maintain the equipment in
compliance with governing codes and ordinances or
testing agency listings.

More specific information regarding the use and
operating characteristics of the standard controls offered
by this manufacturer is contained in other manuals.

VALVES & PIPING

No formal maintenance is required on the valve package
components most commonly used with fan coil units
other than a visual inspection for possible leaks in the
course of other normal periodic maintenance. In the
event that a valve should need replacement, the same
precautions taken during the initial installation to protect
the valve package from excessive heat should also be
used during replacement. If a strainer is ordered with
the unit the strainer must be cleaned periodically along
with other scheduled maintenance. In some cases, the
valve actuator may fail and usually can be replaced
without removing valve body from piping.
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FILTERS, THROWAWAY

The type of throwaway filter most commonly used on
fan coil units should be replaced on a regular basis.
The time interval between each replacement should
be established based on regular inspection of the filter
and should be recorded in the log for each unit. Refer

Figure 7a

Figure 7b
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to the chart on page 20 for recommended filter size for
each product type and size. If the replacement filters are
not purchased from the factory, the filters used should
be the same type and size as that furnished from or
recommended by the factory. Consult the factory for
applications using filter types other than the factory
standard or optional product.

Figure 7d

Figure 7a-7d: Filter removal

19



DRAIN

The drain should be checked before initial start-up and
at the beginning of each cooling season to assure that
the lines are clear. If it is clogged, steps should be taken
to clear the debris so that condensate will flow easily.

Periodic checks of the drain should be made during the
cooling season to maintain a free flowing condensate.

FORM ET115.24-NOM11 (0425)

Should the growth of algae and/or bacteria be a
concern, consult an air conditioning and refrigeration
supply organization familiar with local conditions for
chemicals available to control these agents. If cleaners
are used, they should be compatible with the materials
of construction for the coil, drain pan, and condensate
pump (if applicable).

TABLE 4: FACE AREA, FREE AREA AND FILTER SIZES

UNIT | COIL FACE g:ﬂ';’:gé :;:Ef';:';s Z'EITEEAR(;Q:E NOMINAL FILTER SIZES | FILTER FACE AREA | NOMINAL FILTER SIZES
SIZE| AREA AREA AREA el (REAR RETURN) (BOTTOM RETURN) (BOTTOM RETURN)
02 | 089[0.08] | 0.83[0.08] | 0.61[0.06] 147 [0.11] [4102’)‘(12%75:215] 1.06 [0.1] [432;‘3451’;125]
03 | 1.07[01] | 0.83[0.08] | 0.61[0.06] | 1.39[0.13] [4:3%’;12%5;215] 1.25[0.12] [4;2:2451’)‘(125]
04 | 1.35[0.13] | 1.25[0.12] | 0.92[0.09] | 1.77[0.16] f;'éi’;;g'i ;51] 1.60[0.15] [(2;1"62)‘:’ ’2‘ 491‘5)()‘2;]
06 | 1.72[0.16] | 1.45[0.14] 1.07 [0.1] 2.26 [0.21] [7317’)‘(12%75:215] 2.05[0.19] [7371 :345;’;125]
08 2.11[0.2] 1.87[017] | 1.38[0.13] | 2.77[0.26] gé;i’;;?f ;51] 2.51[0.23] [2128)313;491'5)()(2;]
09 | 235[022] | 2.08[0.19] | 1.53[0.14] | 3.08[0.29] @ )[ggé‘“s)ézfzse’; 1(02'55;‘ 1 2.79[0.26] @ iszooé,(;gsgi'zzirffs)]( 1
10 | 2.89[0.27] 2.7[0.25] 1.99[0.18] | 3.79[0.35] [(géozi ;617052)‘51] 3.43[0.32] [((3%)02)?2)(43.?( ’2‘15]
12 | 33300311 | 3.12[0.29] 2.3[0.21] 4.38[0.41] ([203?‘1(31)22 ;6170‘)(52"5]1 3.96 [0.37] gééoi ((;1)64)(02’;?2 ;51]
NOTES:

1. Face and free areas are in square feet [square meters].

2. Filter sizes are in inches [millimeters].

3. Free area of ENVIRO-TEC®Model HLE and Telescoping
Bottom Panel return grilles.

4. Free area of ENVIRO-TEC®Model HLE supply grille and
minimum free area allowable for a supply grille supplied
by others.

Optional Item Installation
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CONDENSATE WATER PUMP

SAFETY WARNING

Risk of electric shock. Make certain
that the entire power supply to the
unit/system is disconnected before
attempting to install, service or remove
this component.

WARNING
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General Information

The high performance water condensate pump is
suitable for units up to 5.6 tons (67 kBtu - 20 kW). The
piston technology is specifically designed for removing
condensate from air conditioning systems. It is fully
reliable, in any kind of environment and its operating
sound level will remain silent <23 dB whatever the
volume of condensate.

The condensate pump uses a temperature differential
between two measurements to determine if it runs. If
there is greater than 14°F between the measurements,
the pump runs. The cold sensor is placed on the chilled
water supply and the warm sensor is placed in the fan
compartment. The pump is capable of running without
any water. Discharge tubing is not factory provided and
must be field provided during the initial installation
process.

Technical specifications

Operation 120V +/- 10% ~50/60Hz — 4.7W
voltage 208 - 230V +/- 10% ~50/60Hz — 4.7TW
Operating | v 957 9F (125 °C) auto-reset
temperature

Thermal

protection 257 °F (125 °C) auto-reset
(overheating)

Max head 23 Ft

Max suction

lift 16.52 Ft

Tubing (Not . . " "
Included) Flexible tubing 1/4" ID, 3/8" OD

Replacement instructions

a.
b.

Disconnect the main power on the unit.

For wiring connection to unit, refer to unit wire
diagram.

For accessories, assembly, and internal wire
connections, refer to condensate water pump
manufacturer instructions.

Locate the two alignment holes for the water pump
bracket, right bottom corner of the unit.

Attach pump to bracket and mount it to unit with
two screws. (See Figure 1)

Complete all assembly prior to mounting pump cover.
Connect flexible tubing (not supplied). Once all
of the connections are made, reconnect the main
power of the unit.
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CURRENT SWITCH DEVICE

SAFETY WARNING

The Current Switch is intended to
provide an input to equipment under
normal operating conditions. Where
failure or malfunction of the Current
Switch could lead to personal injury
or property damage to the controlled
equipment or other property, additional
precautions must be designed into
the control system. Incorporate and
maintain other devices, such as
supervisory or alarm systems or safety
or limit controls, intended to warn of or
protect against failure or malfunction
of the Current Switch.

WARNING

General information

The Current Switch is a non-intrusive device that
detects current flowing through the motor power wire.
Completely self-powered, the Current Switch draws its
power from current induced by the power wire of the
motor being monitored. Fig. 5 shows the current switch
wire connections. It is panel mounted with two screws
inside the main electrical enclosure; refer to fig. 6.

Technical specifications

2.1-0.6 mm (12-22 AWG)
diameter recommended

Wire size

Status output Switch normally open

Switch load 1 Aat 30 VAC/42 VDC
capacity maximum
DIFFERENTIAL AIR PRESSURE SWITCH

MOTOR POWER WIRE

Figure 9 Current Switch in circuit

Figure 10 Current Switch mounting
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General information

This accessory is a differential pressure switch with
a normally-open (NO) dry contact that is factory
calibrated to close at a differential pressure of 0.15
inches of water or greater. The switch measures the
pressure differential between the unit’s fan section and
the environmental pressure outside the unit. When the
filter is sufficiently clogged or dirty, differential pressure
will rise and the switch will close.

Technical specifications

Electrical

<500mQ

3.15ma @ 125VAC
10-20ma @ 5-24VDC

Initial resistance

Rating

Adjustable set point ranges in H,O

Ranges Min. Max. Proof
InH,0 0.10 0.50 5.0
Functional

Diaphragm vertical, barbed

Operating positing fittings horizontal

-40 °F to 140 °F

Operating temp. (-40 °C to 60 °C)

General measurements: Pressure Switch

Installation PRESSURE
PORT g
(9.65)
-———— - i
2x .20 (==
(508]  ‘tERMINALS
2x $.125 |
(3.18) =] (=]
1.00 5q.
Q & (25.4)
@)
Figure 11 , 1.88 |

(47.75)
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Assembly

The differential air pressure switch is mounted inside
the unit with double sided tape behind the filter retention
tab. (See figure 12a). Instructions for commissioning or
replacing the differential air pressure switch:

a. Disconnect main power on the unit.

b. Secure differential air pressure switch on the filter
retention tab using double sided tape. Position
the pressure port (marked with “+”) outside the
chassis exposed to the environment. The vacuum
port should extend inside the chassis and be open
to the unit’s fan section. (See figure 12b.)

¢. Wire the NO relay using .187 quick connectors.

d. Verify all connections before reconnecting main
power.

DISCHARGE AIR SENSOR

0”3[
° \*Mounting Location for
Rear Return Unit

, < Direction of Airflow
O

]

O e O

Mounting Location for
Bottom Return Unit

Figure 12a

ENVIRONMENT ‘
(OUTSIDE OF UNIT) |

UNIT'S FAN SECTION
(INSIDE OF UNIT)

g

Iy D ]@aﬁﬂ]

CHASSIS INSULATION

PRESSURE PORT
VACUUM PORT

L

DOUBLE SIDED TAPE

\

CHASSIS
FILTER RETENTION TAB

Figure 12b
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General Information
The Discharge Air Sensor is a nickel 1k€2 sensor probe
with a flanged mounting bracket (no enclosure).

Suggested Location

The Discharge Air Sensor is fitted to the side of the coil
flange in the holes provided for this accessory. (See
Figure 13.)

Replacement instructions

a. Disconnect the main power on the unit.

b. Mount the Discharge Air Sensor with two screws
as shown. (See Figure 13.)

c. Secure the plenum-rated cable into control
enclosure using the control enclosure knockouts
accordingly.

d. Once all of the connections are made, reconnect
the main power.

LOW TEMPERATURE CUTOUT CONTROL

Page 95 of 120

ENVIRO-TEC

FORM ET115.24-NOM11 (0425)

General information

This low temperature device will de-energize the system
if the operating conditions begin to approach freezing
(as water freezes it expands and will rupture the coil
barrel tubes). The function of this low temperature
device is to cycle a SPST switch in response to changes
of temperature. Refer to fig. 4 to locate the device on
your unit.

Adaptable cold control
Range of adjustments are limited to the rotation of the
dial for the required temperature set point needed.

Altitude correction chart
(CW TURNS OF RANGE SCREW)

Feet Turns Feet Turns

2000 35 8000 215
4000 100 9000 250
6000 160 10000 270

Electrical ratings
WARNING: Do not exceed the

maximum wattage, ratings, or
published operating conditions as
noted below.

WARNING
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Replacement Instructions

{hat ee ool

The primary purpose of the low limit cutout is to prevent
the coil from freezing. Therefore, before mounting the
control, you need to consider all possible factors that
help protect the coil from freezing. It is important that
the cutout capillary not be cut, kinked or pinched in
mounting to unit elements. Also, ensure tubing clamps
and wells are of compatible material with the control
sensing element to prevent corrosion.

a. Disconnect the main power on the unit.

b. Locate the two inner mounting holes between
control enclosure and coil.

c. Use two supplied screws to mount the low
temperature cutout in place.

d. Work your way back up to the bellows, stringing

. . Fi 14
the sensing element throughout the drain pan, gure
e. Position the sensing element horizontally across
the face of the coil, and secure the sensing element
with mount tape and wire tie. (See Figure 14.)
f. Wire the NC relay using the .250 quick connectors.
g. Once all of the connections are made, reconnect
the main power of the unit.
TABLE 5: UNIT WEIGHT DATA (LBS./KG)
COMPONENT UNIT SIZE
02 03 04 06 08 09 10 12
HLF BASE UNIT 22 [10] 25[12] 33[15] 43[20] 53 [24] 60 [27] 74 [34] 83 [38]
HLP BASE UNIT 24 [11] 28 [13] 36 [16] 47 121] 58 [26] 65 [30] 8137 91 [41]
HLE BASE UNIT 56 [25] 63 [29] 75 [34] 92 [42] 108 [49] 118 [54] 141 [64] 158 [72]
1 ROW - DRY 6 [3] 73] 8 [4] 10 [4] 11[5] 13 16] 15 [7] 17 18]
1 ROW - WET 8 [4] 9[4] 10 [4] 12 [5] 13 16] 15 [7] 17 18] 19 19]
2 ROW - DRY 73] 8 [4] 10 [4] 12 [5] 14 16] 16 [7] 19 [9] 22[10]
2 ROW - WET 9[4] 10 [5] 12 [5] 14 16] 17 18] 19 [8] 23[10] 27 [12]
3 ROW - DRY 8 [4] 10 [4] 12[5] 14 [6] 17 18] 19 [9] 23[10] 26 [12]
colL | 3ROW-WET 10 [5] 12 [5] 15 [7] 17 18] 21[10] 23[10] 2813] 32 [14]
ROWS | 4 ROW - DRY 9 [4] 11[5] 13 [6] 17 18] 20 [9] 22 [10] 27 [12] 30 [14]
4 ROW - WET 13 [6] 15 [7] 18 [8] 22 [10] 26 [12] 28[13] 34 [15] 38[17]
5 ROW - DRY 11[5] 13 [6] 15 [7] 19 [9] 23[10] 25 [11] 30 [14] 35 [16]
5 ROW - WET 17 18] 19 [8] 22[10] 26 [12] 31[14] 33[15] 39 [18] 45 [20]
6 ROW - DRY 1215] 14 16] 17 18] 21[10] 26 [12] 28[13] 34 [16] 39 [18]
6 ROW - WET 19 [9] 21[10] 25 [11] 29 [13] 36 [16] 38[17] 45[21] 51[23]
Page 96 of 120
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CONDENSATE FLOAT SWITCH INSTALLATION

Ensure float switch assembly is firmly secured to the
bracket. Ensure top of float is below rim of pan. Switch
will trip when the water level reaches a point even with
top of float when float is in down position. Sensitivity
may be adjusted by threading switch assembly
downward out of bracket if necessary.

Test switch by lifting float with unit on. Unit should
stop running if switch is correctly wired. Test switch
sensitivity by filling pan and confirm switch stops unit
before pan overflows.

Supplier’s install instructions

Figure 15a: Drain pan float switch installed
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1. Disconnect power to unit at main panel.

2. Clip switch bracket onto side of pan at low end
and press firmly into place ensuring switch wires
are positioned up ensure float moves freely.

3. Secure bracket into side of pan using self-tapping
sheet metal screw through upper hole in bracket.

4. Ensure float switch assembly is firmly secured
to bracket. Ensure top of float is below rim of
pan. Switch will trip when water level reaches
a point even with top of float (when float is in
down position). Sensitivity may be adjusted by
threading switch assembly downward out of
bracket if necessary.

5. Ensure wiring matches the wiring diagram
provided with the unit.

6. Test switch by lifting float with unit on. Unit
should stop running if switch is correctly wired.

7. Test switch sensitivity. Fill pan and confirm that
switch stops unit before pan overflows.

8. Place warning sticker on air handler or condenser
unit.

Clip/Br

Float
s Switch

Figure 15b: Drain pan float switch diagram
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REPLACEMENT PARTS

Factory replacement parts should be used wherever
possible to maintain the unit performance and
operating characteristics and the testing agency listings.
Replacement parts may be purchased through the local
Sales Representative.

Contact the local Sales Representative before attempting
any unit modifications. Any modifications not authorized
by the factory could result in personnel injury and
damage to the unit and could void all factory warranties
and regulatory listings.

When ordering parts, the following information must be
supplied to ensure proper part identification:

1. Complete unit model number

2. Unit hand connection (right or left hand) while
facing the direction of airflow at the inlet

3. Complete part description including any numbers.

26
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On warranty replacements, in addition to the information
previously listed, the project CO # that appears on
the unit nameplate, is required. Contact local Sales
Representative and refr to warranty policy.

All equipment and components sold through the Parts
Department are warranted under the same conditions as
the standard manufacturer’s warranty with the exception
that the warranty period is 12 months.
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SECTION FOUR - INSPECTION & START-UP CHECKLIST

RECEIVING & INSPECTION
O Unit received undamaged

O Unit arrangement/hand correct

HANDLING & INSTALLATION

O Unit mounted level & square

O Proper electrical service provided

O Proper service switch/disconnect provided
O Proper chilled water line size to unit

O Proper steam condensate trap on return line

O All services to unit in code compliance

COOLING/HEATING CONNECTIONS

O Protect Valve Package Components From Heat
O Connect Field Piping To Unit

O Install Drain Line & Traps As Required

O Install Condensate Pan under Piping as Required

DUCTWORK CONNECTIONS
O Install Ductwork, Fittings & Grilles As Required

O Control Outside Air For Freeze Protection

ELECTRICAL CONNECTIONS

O Refer to unit wiring diagram
O All field wiring in code compliance

UNIT STARTUP

O General visual unit & system inspection
O Record ambient temperature

O Close all unit isolation valves

O Fill systems with water

O All ductwork & grilles in place

O Start fans, etc.

O Check all ductwork & units for air leaks
O Record all final settings for future use

O Check all dampers for proper operation

O Verify proper heating operation
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O Unit received complete as ordered

O Unit structural support complete & correct

O Proper access provided for unit & accessories

O Proper overcurrent protection provided

O Proper hot water line to unit

O Proper steam line sizes to unit

O Proper steam supply pressure to unit (15psi max)

O All shipping screws & braces removed

O Mount valve packages
O Pressure test all piping for leaks

O Insulate all piping as required

O Proper supply & return grille type & size used

O Insulate all ductwork as required

O Connect incoming power service or services

O Record electrical supply voltage

O Check all wiring for secure connections
O Flush water systems

O Vent water systems as required

O All unit panels & filters in place

O Check for overload condition of all units
O Balance air systems as required

O Check piping & ductwork for vibration
O Verify proper cooling operation

O Reinstall all covers & access panels
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FAN RELAY BOARD - INSTALLATION, OPERATION AND MAINTENANCE

The Fan Relay Board assembly (FRBii) provides
electronic control for the fan motor and various
connections for peripheral devices. The FRBIi accepts
incoming single phase power of nominal AC voltages
120, 208, 240 and 277. The assembly includes a multi-
tap transformer (30VA or SOVA) that steps each of these
primary voltages to 24 VAC. The assembly allows for
the control of a three speed fan motor, including a relay
for control of the neutral voltage signal path.

The FRBIi can be connected to an external device (e.g.,
thermostat, controller, 3-speed switch) to control the
three fan speeds. The FRBIi includes logic to detect
when multiple speeds are commanded simultaneously
and block all but the highest of the commanded speeds
from being sent to the motor windings. A signal to
call for electric heat from an external controller will
verify that a fan speed is selected before providing the
command signal to the external electric heat control to

ensure that electric heat can only be energized when the
fan motor is operational. The assembly includes factory
provided harnesses to allow for faster installation and
improved troubleshooting by the end user.

The FRBIi allows for peripheral devices (e.g., thermostat
controllers, electric heat relays, water valve actuators,
condensate drain pan float switches, air dampers) to be
connected by either the OEM or by the installer. The fan
relay board also includes a fuse on the secondary side
of the transformer to protect against incorrect wiring of
external components, shorting the transformer leads.

The signals in the screw terminal block (TB1) and
18-pin black connector (J1) have a nominal voltage of
24VAC. These signals are properly insulated from line
voltage present on the assembly (J2-J5).

24-1@9@?'@ R@ Johnson //))):('

= _N)

o0

H1493

Figure F.1: Fan Relay Board (FRBIi)
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INSTALLATION

MOUNTING

Important: Do not overtighten the screws.
Overtightening may strip the threads and will void
the warranty.

Using #8-3/4" screws (quantity six), install the assembly
using the provided standoffs.

WARNING

ENVIRO-TEC

Risk of Electric Shock

Disconnect or isolate all power supplies
before making electrical connections.
More than one disconnection or
isolation may be required to completely
de-energize equipment. Contact with
components carrying hazardous
voltage can cause electric shock and
may result in severe personal injury
or death.

WIRING

FORM ET115.24-NOM11 (0425)

Install the wiring so it does not cause a hazard, and is
protected against electrical and mechanical damage. .

WARNING

Risk of electric shock

Ground the FRBii according to local,
national, and regional regulations.
Failure to ground the FRBii may
result in electric shock and severe
personal injury or death.

Ground the assembly from the EARTH terminal (W2)
to the enclosure.

Ratings
30VA - PC-01-0134
PK-FCU030-0 (25-3043-7)
Model(s)
50VA - PC-01-0135
PK-FCU050-0 (25-3043-15)
Voltage 120 through 277VAC

Current (fan relays)

12A

Operating temperature

-4°F to 140°F (-20°C to 60°C)
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REFERENCE WIRE DIAGRAM
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FRBIi INPUTS AND OUTPUTS

TB1 — Low Voltage Peripheral Devices

TABLE F.1 - SCREW TERMINAL (TB1) SIGNAL
IDENTIFICATION

(see Table F.9 for detailed description of each signal)

Pin | Signal

Y1-Cool 1

Y2 —Cool 2

WI — Heat 1

L—-Low

M — Medium

H - High

G — Fan Enable

C — Common (through JP2)
C — Common (through JP2)
R -24VAC

S2 — Auxiliary Input (Heat 2)
S1 — Common

O (R Q[N | N[ B[ W[

(S
=}

[a—
S

o
[\S]

J1 — Low Voltage Peripheral Devices
TABLE F.2 — LOW VOLTAGE PERIPHERAL
DEVICE (J1) SIGNAL IDENTIFICATION

Pin | Signal
1 |R-24VAC
2 | S2—Aux In (Heat 2)
3 |Y1I-Cooll
4 |Y2-Cool2
5 |[LOW
6 | MED
7 | HIGH
8 |24V
9 |24V
10 | G — Fan Enable
11 | W1 —Heat 1
12 | COM
13 | DAMP - Damper
14 | COM
15 | HEAT — Heat output
16 | COM
17 |24V
18 | SI — Common

FORM ET115.24-NOM11 (0425)

J2/J3 — Incoming Power
TABLE F.3 - INCOMING POWER (J2 & J3)
SIGNAL IDENTIFICATION

Pin | Signal
NEUT
120
208
240
277

N|H | W -

J4/J5 — Motor Output
TABLE F.4 - MOTOR OUTPUT (J4 & J5)

SIGNAL IDENTIFICATION
Pin | Signal
1 |LOW
2 |MED
3 |HIGH
4 |NEUT

W1 -MTR PWR

The MTR PWR quick connect provides voltage to the
line side of the fan speed relays through an external
jumper. For PSC motors, this will be the line voltage
of the unit. For EC motors, this will either be 24VAC
(without PWM) or a switch contact common (with
PWM).

W2 - EARTH

EARTH connection grounds the secondary side of the
transformer to the enclosure cabinet through a wire
bonded to the control enclosure.

. i wTR R .
scRrw ]
TERMINALS
-
MOTOR OUTPUT
T
3 LOWVOLTAGE | |
21| rumeegras, opvice .
' ® L ]
° o
° r
EART™ e "
NCOMNG POWER e -
o °

Figure F.2 — Connector layout
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Tools needed for installation/troubleshooting:
* Digital multimeter capable of measuring 30 volts
AC
* Insulated 1/8" flat bladed screwdriver
* Fuse puller (optional)
* Mini hook test clips for multimeter (optional)

FORM ET115.24-NOM11 (0425)

Fuse: A fuse is included on the secondary side of the
transformer to protect the transformer from incorrect
wiring of thermostat, controller, etc. that shorts the
24VAC and COM. The fuse is a fast-acting glass body
cylindrical fuse (5x20mm). If tripped, replace the fuse
by removing the tripped fuse with fuse pullers and
replace using one of the below listed fuses.

Suggested fuse replacement information:

TABLE F.5 - REPLACEMENT FUSE

Transformer Fuse Part Number Manufacturer Part Number
30VA 2A PE-06-0000 Littelfuse 0235002.MXP
Bussmann BK/GMA-2-R
50VA 3A PE-06-0016 Littelfuse 0235003.MXP
Bussmann BK/GMA-3-R

HEAT Output — The HEAT output connects to an
electric heat contactor or relay. This output represents
the command signal from the thermostat or controller
on the W1 input. The output is interlocked with the fan
relays to ensure that a fan speed is commanded when

DAMP Output — The DAMP output connects to a
motorized damper actuator used to control airflow
from an external source. This output provides 24VAC
to energize the damper actuator. This output is
interlocked with the fan relays to ensure that a fan speed

electric heat is requested.

is commanded before energizing the damper actuator.

TABLE F.6 — FIELD INSTALLED COMPONENT DESCRIPTIONS

Name

Description

Field-provided Float Switch

To install a float switch, wire the float switch leads into S1 and C on the screw
terminals. After wiring the float switch, remove jumper JP2. The JP2 jumper
must be removed for the float switch to operate correctly.

Note: If a float switch was installed in the factory, the float switch may be connected
through a factory-provided harnesses instead of wired to the screw terminal.

Start/Stop for the fan

To start or stop the fan from an external controller, wire the leads for the switch
contacts that will be made or broken to R and G on the screw terminals. After
wiring the switch, remove jumper JP3.

Remote 3-speed switch

To add a remote 3-speed switch, wire the leads for the switch to G, H, M and L
on the screw terminals. After wiring the switch, remove jumper JP1.

32
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JUMPERS

TABLE F.7 - JUMPER DESCRIPTION

TEST POINTS

FORM ET115.24-NOM11 (0425)

TABLE F.§ — TEST POINT DESCRIPTION

Test Point | Name | Description
TP1 24VAC |These test points can be
TP2 COM used to verify 24VAC

assuming incoming voltage
is within tolerance. They
can be connected to with
mini-hook test clips for a
digital multimeter. Test point
locations for TP1 and TP2 can
be seen in Figure F.3.

Jumper | Name | Description
This jumper is installed between
24V and HIGH when no three
speed switch is included (remote
Speed . .
JP1 Select | °F unit rpounted). The jumper
Jumper will be installed at the end of
the harness connected to J1. Ifa
three speed switch is added later,
JP1 must be removed.
This jumper is installed between
Float S1 and C when a float switch
JP2 Switch | is not installed. The jumper is
Jumper | removed when a float switch is
installed.
This jumper is installed between
R and G/24V. The jumper is
removed when remote control of
JP3 Eanbl the fan motor is desired. In most
Jl?ripeer instances, JP3 will be installed
(unless a thermostat or controller
is remotely controlling of the
equipment).

JP2 and JP3 locations can be seen in Figure F.3.

Figure F.3: FRBii Jumpers and Test Points
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Screw Terminal Signals:

TABLE F.9 - SCREW TERMINAL SIGNAL IDENTIFICATION

FORM ET115.24-NOM11 (0425)

Pin | Signal | Signal Name Description

1 |Y1 Cool 1 Chilled water valve actuator control input, and thermostat cooling
output.

2 Y2 Cool 2 “Close” input of modulating chilled water valve actuator or 2nd stage
chilled water valve actuator control input, and thermostat cooling
output. Y1 is “Open” output if floating {tristate} chilled water valve
actuator is installed.

3 |WI Heat 1 Wire connection point for hot water valve actuator or 1st stage EH
control input, and thermostat heating output.

4 |L Low Low speed control input for onboard relay.

5 M Medium Medium speed control for onboard relay.

6 |H High High speed control input for onboard relay.

7 |G Fan Enable Used to allow external start-stop control from an external source.

8 [C Common (through JP2) Device common, including onboard speed relays (all terminals C and

9 |C “COM?” on board are internally connected).

10 | R 24VAC Transformer “hot” connection (24VAC).

11 | S2 Auxiliary Input (Heat 2) | Used for different functions based on application, such as:

* 2nd stage heat control for two stage EH applications

» Changeover water valve/aquastat for two pipe changeover
applications.

* “Close” input of modulating hot water valve actuator and “Close”
output of thermostat in floating [tristate] water valve applications.

12 | S1 Common Common side of transformer. Jumped to C (common) through JP2.
If application calls for float switch JP2 is removed and float switch is
connected between S1 and C.

34
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CHECKING WIRE HARNESSES

Use ohmmeter to verify that ground wire has continuity
from S1 to enclosure case.

To check incoming power wire harness:

» Refer to wiring diagram.

* Remove power from the unit. Unplug power
harness J2 or J3 connector.

» Unplug power wires from connections (line block,
disconnect switch, toggle switch or fuse(s)) in
electrical enclosure. Verify continuity of wires, then
reconnect to J2 or J3 connector.

To check motor harness:

» Refer to wiring diagram.

* Remove power from the unit. Unplug motor harness
J4 and/or J5 connector.

* Unplug motor harness from motor connection or
PWM board (depending on type of motor). Verify
continuity of wires, then reconnect to J4 or J5
connector and to motor or PWM board.

FORM ET115.24-NOM11 (0425)

To check low voltage wire harnesses:

* Remove power from the unit. Unplug low voltage
harness J1 connector and disconnect connections
at other end of J1 harness.

* Use ohmmeter to check continuity for each
conductor, then reconnect harness to J1 connector
and to other connections.

Before reconnecting power to unit, verify all harnesses
are connected per diagram.

Use caution when inserting meter probe
into plug. Excess force will damage
contacts.

CAUTION
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FAN RELAY BOARD TROUBLESHOOTING GUIDELINES

AN

WARNING

Risk of Electric Shock.
Disconnect or isolate all power supplies before making electrical connections. More than one
disconnection or isolation may be required to completely de-energize equipment. Contact with
components carrying hazardous voltage can cause electric shock and may result in severe
personal injury or death.

No routine maintenance is required for the fan relay board.
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TABLE F.10 - FAN RELAY BOARD TROUBLESHOOTING GUIDELINES

PROBLEM

POSSIBLE CAUSE

CORRECTIVE ACTION

No 24VAC power

Blown fuse onboard (F1)

Measure resistance across fuse:
* A properly working fuse will measure <1.0
Q.
» Ablown fuse will measure as an open circuit.
Replace fuse if blown using replacement fuse
identified above.

Incorrect incoming line voltage

Verify incoming voltage to the unit is within
tolerance.

Improper wiring connections

* Verify that the unit is wired per the unit
wiring diagram for incoming voltage. If the
unit includes main fusing, verify that the
fuses are not blown.

 Verify wire harness connections are secure.
See “Checking Wire Harnesses™ section.

JP2 removed without float switch
installed

Verify that either a float switch or JP2 are
installed. If neither, install one of them.

Float switch tripped

Verify float switch (if present) is made.

JP3 removed without external start/
stop control installed

Verify that either an external start/stop or JP3 are
installed. If neither, install one of them.

Damaged transformer

If all of the above are confirmed, replace the fan
relay board.

Fan motor will not run

No 24VAC power

See above.

Fan speed is not commanded.

Verify a fan speed is commanded from either
jumper JP1, a unit-mounted or remote-mounted
three speed switch, or a thermostat.

Electric heat signal
is not provided to

Fan speed is not commanded.

Verify that fan motor is running. A fan speed
must be commanded from one of these sources
to allow the electric heat contactor to energize

contactor on a call for heat.

Outside Air Damper Verify that fan motor is running. A fan speed
actuator will not Fan speed is not commanded. must be commanded from one of these sources
energize to allow the damper actuator to energize.
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FORM ET115.24-NOM11 (0425)

Problem

Possible cause

Corrective action

No air flow [psc
motor]

No demand.

Verify thermostat or control is calling for heating or
cooling.

Fan speed is not commanded.

Verify fan run command is present at ‘g’ terminal of fan
relay board (24v units) or of terminal block.

No power to motor. Possible
blown fuse or open circuit
breaker

Verify line voltage at motor terminals. Replace fuse or
reset circuit breaker.

Incorrect voltage applied.

Verify proper voltage to unit per unit label.

Improper wiring connections

Verify wiring. If fan coil relay board present, verify all
jumpers and harnesses installed. Refer to fan coil relay
board troubleshooting guide.

Fan speed adjustment outside
operating range

If fan speed controller present, adjust fan speed control
screw to full clockwise position. Verfiy that motor starts.
Reduce adjustment.

[24V units] three speed switch
in off position.

Verify three speed switch, if present, is set to desired
speed.

[24V units] loss of 24v power

Refer to fan relay board troubleshooting guide.

[24V units] drain pan float
switch tripped

If drain pan float switch installed. Verify drain pan is
not full. Verify operation of float switch. Adjust switch
position if needed.

[24V units] drain pan float
switch fault

Verify operation of float switch, if installed. Disconnect
switch and use volt-ohm meter to verify continuity of
switch and of wiring. Replace switch if faulty.

Low temperature cutout has
tripped

If low temperature cutout present. Examine coil for signs
of freezing. Verify adjustment of freeze stat. Disconnect
switch and use volt-ohm meter to verify continuity.
Replace switch if faulty.

Blower jammed

Remove power from unit. Clear blockage. Verify blower
is not damaged and rotates freely while motor is not
energized.

Failed motor capacitor

If motor hums or buzzes but does not start. Disconnect
power from unit. Discharge capacitor. Remove motor
capacitor from circuit. Use analog volt-ohm meter to
verify motor capacitor. Set meter to kilo-ohms scale.
Touch probes to capacitor terminals. Needle will jump
to zero ohms then drift back to high ohms. Steady high
ohms or stead low ohms indicates failed capacitor.

Motor seized

Remove power from unit. Verify motor rotates freely by
hand with blower disconnected. If not, replace motor.

Damaged motor harness

Replace motor harness

Motor overloaded.

Verify motor is not overheated. Check to ensure blower
rotates freely with motor disconnected. Verify proper
duct static. Wait for motor to cool down and verify motor
start. If motor overheats again, replace motor.
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Fan speed
fluctuates [psc
motor]|

Fan speed adjustment outside
operating range

If fan speed controller present, adjust fan speed control
screw to full clockwise position. Verfiy that motor speed
stabilizes. Reduce adjustment.

Loose motor wiring

Reseat motor connector. Tighten all motor connections.

Loose control wiring

Verify and/or tighten all control connections.

Intermittent control device

Verify operation of any control device such as drain pan
float switch, freeze stat, thermostat, etc. When in doubt,
jumper out and verify fan operation.

Blower set screw loose

Remove power from unit. Tighten screw onto motor shatft.

Improper duct connections

Verify proper ductwork to unit. Verify ductwork is
installed per smacna and ashrae guidelines. Improper
ductwork can cause turbulence at the motor.

Esp (external static pressure)
too high

Verify dampers, if present, are not closed. Verify there
are no obstructions in the discharge ductwork and/or at
the plenum opening. Verify filter is not dirty and does not
obstruct airflow.

Poor airflow
performance
[psc motor]

Lack of required external static
pressure

External static pressure not as designed. Adjust external
static pressure to design pressure

[24V units] three speed switch
in wrong position.

Verify three speed switch, if present, is set to desired
speed.

Poor voltage quality

Verify input voltage within acceptable parameters.

Fan speed control adjustment
outside fan operating range

If fan speed controller present. Adjust fan speed control
screw to full clockwise position. Verify airflow. Reduce
adjustment to speed that provides desired performance.

Improper duct connections

Verity ductwork is installed per smacna and ashrae
guidelines.

Duct obstruction

Verify no obstructions. Verify all dampers are full open
while fan operates.

Improperly set dampers

Verify proper inlet air to unit.

Dirty coil

Check cleanliness of coil. Dirty coil fins will restrict
airflow.

Dirty filters

Check for dirty or blocked filters. Replace as needed.

Damaged or blocked blower

Verify blower rotates freely. Clear blockage.
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Fan motor starts
but stops. [Psc
motor]

Voltage or ground loss at motor

Verify proper voltage and ground at motor.

Blower blocked

Clear blockage. Verify blower rotates freely with motor
disconnected.

Loss of fan speed command.

Verify operation of thermostat or controller. If 24v unit,
verify fan speed command at relay board. Refer to fan
relay board troubleshooting guide.

Motor overloaded

Use amp meter to verify motor amps. Disconnect power
to unit. Verify motor rotates freely by hand with blower
disconnected. If not, replace motor.

Open ductwork

Verity ducts sealed properly.

Motor overheated due to lack
of airflow

Verify dampers, if present, are not closed. Verify there
are no obstructions in the discharge ductwork and/or at
the plenum opening. Verify filter is not dirty and does not
obstruct airflow.

Voltage or ground loss at motor

Verify proper voltage and ground at motor power
terminals.

Motor fault or end of life.

Replace motor.

Faulty motor harness

Reseat connector and verify operation. Disconnect motor
harnesses and verify continuity. Replace motor harness.

Excessive fan
noise

Motor mounting bolts loose

Tighten motor mounting bolts.

Motor shaft bent

Replace motor.

Motor bearing end of life

Disconnect power from unit. Verify motor rotates freely
by hand with blower disconnected.

Motor overloaded

Verify static pressure per system design. Use amp meter
to verify motor amps. Disconnect power to unit. Verify
motor rotates freely with power disconnected. If not,
replace motor.

Motor end of life Use amp meter to verify motor amps. Replace motor.
Dirty filters Verify filters. Replace as needed.
Obstructed airflow Verify blower is unobstructed. Verify no duct obstruction.

Verify dampers are full open.

Improper duct connections

Verity ductwork is installed per smacna and ashrae
guidelines.

Static pressure too low

Verify static pressure per system design.

Improperly balanced system

Verify airflow through connected ductwork

Fan wheel rubbing on fan
housing

Remover power from unit. Align wheel in housing.

Loose fan wheel

Remover power from unit. Align wheel in housing and
tighten.

Damaged fan wheel

Inspect fan wheel to verify fins are not bent. Replace
blower as needed.

Imbalanced fan wheel

Inspect fan wheel. Replace as needed.
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FORM ET115.24-NOM11 (0425)

Problem Possible cause Corrective action
No demand. Verify thermostat or control is calling for heating or cooling.
Fan speed is not commanded. | Verify fan run command is present at Fan Relay Board.
No power to motor. P.oss%ble Verify line voltage at motor terminals. Replace fuse or
blown fuse or open circuit .
reset circuit breaker as needed.
breaker
Incorrect voltage applied. Verify proper voltage to unit per unit label.
Verify wiring. If Fan Coil Relay board present, verify
Improper wiring connections all jumpers and harnesses installed on Fan Relay Board.
Refer to Fan Coil Relay Board Troubleshooting Guide.
Three speed switch in OFF Verify three speed switch, if present, is set to desired
position. speed.
Loss of 24V power Refer to Fan Relay Board Troubleshooting Guide.
If drain pan float switch is present, verify drain pan is
Drain pan float switch tripped | not full. Verify operation of float switch. Adjust switch
position if needed.
Verify operation of drain pan float switch, if present.
Drain pan float switch fault Disconnect switch and use volt-ohm meter to verify
continuity of switch and of wiring. Replace switch if
faulty.
If low temperature cutout is present. Examine coil
Low temperature cutout has for signs of freezing. Verify adjustment of freeze stat.
tripped Disconnect switch and use volt-ohm meter to verify
No air flow continuity. Replace switch if faulty.
[EC motor] Remvoe power from unit. Clear blockage. Verify blower

Blower jammed

is not damaged and rotates freely while motor is not
energized.

Motor seized

Remove power from unit. Verify motor rotates freely by
hand with blower disconnected. If not, replace motor.
Note: EC motors may not rotate freely as the rotor aligns
with the stator magnets.

Motor overloaded.

Verify motor is not overheated. Remove power from
unit. Check to ensure blower rotates freely with motor
disconnected. Verify proper duct static. Wait for motor
to cool down and verify motor start. If motor overheats
again, replace motor.

PWM board faulted

Refer to PWM board status LEDs. Verify voltage input,
wiring and connections. Refer to PWM board IOM.
Replace PWM board if fault returns.

No control signal

EC motors may run at idle speed if they lose PWM signal
while enabled. Verify PWM signal at motor connector.
Refer to PWM board IOM.

Wiring harness improperly
seated

Unplug harness and re-install, making sure plugs are fully
seated.

Wiring harness(es) open or
intermittent

Replace harness(es). Refer to PWM board IOM.

Damaged motor harness

Replace motor harness
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Loose motor wiring Reseat motor connector. Tighten all motor connections.
Loose control wiring Verify and/or tighten all control connections.
Verify operation of any control device such as drain pan
Intermittent control device float switch, freeze stat, thermostat, etc. When in doubt,
jumper out and verify fan operation.
[EC motor] Fan speed Refer to Fan Calibration curve on unit. Adjust speed on
adjustment outside operating PWM Controller to value that will allow motor to start.
F . range See instructions for Adjusting EC Motor Speed.
suf;:g::)[]gé [EC motor] Faulty PWM Verify PWM signal at motor connector. Refer to PWM
motor] signal board IOM.
Blower Set Screw loose Tighten Screw onto motor shaft.
Verify proper ductwork to unit. Verify ductwork is
Improper duct connections installed per SMACNA and ASHRAE guidelines.
Incorrectly sized ducts can cause motor surging.
Verify dampers, if present, are not closed. Verify there
ESP (external static pressure) | are no obstructions in the discharge ductwork and/or at
too high the plenum opening. Verify filter is not dirty and does not
obstruct airflow.
Lack of required external static | External static pressure not as designed. Adjust external
pressure static pressure to design pressure
[24V units] Three speed switch | Verify three speed switch, if present, is set to desired
in wrong position. speed.
Poor voltage quality Verify input voltage within acceptable parameters.
Speed adjustment outside fan Refer to Fan Calibration curve on unit. Adjust speed on
operating range PWM Contrloller to Valpe that will allow motor to start.
See instructions for Adjusting EC Motor Speed.
Poor Airflow Erratic speed command (in Verify 2-10V analog signal at Remote Control Input
Performance Proportional Control mode) terminals.
[ECM motor] . Verify ductwork is installed per SMACNA and ASHRAE
Improper duct connections e
guidelines.
Duct obstruction Ver.ify no obstructions. Verify all dampers are full open
while fan operates.
Improperly set dampers Verify proper inlet air to unit.
. . Check cleanliness of coil. Dirty coil fins will restrict
Dirty coil .
airflow.
Dirty filters Check for dirty or blocked filters. Replace as needed.
Damaged or blocked blower Verify blower rotates freely. Clear blockage.
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Fan motor starts
but stops. [EC
motor]

Voltage or ground loss at motor

Verify proper voltage and ground at motor.

Blower blocked

Clear blockage. Verify blower rotates freely with motor
disconnected.

Loss of fan speed command.

Verify operation of thermostat or controller. Verify fan
speed command at relay board. Refer to Fan Relay board
troubleshooting guide.

Motor overloaded

Use amp meter to verify motor amps. Disconnect power
from unit. Verify motor rotates freely by hand with blower
disconnected. If not, replace motor. Note: EC motors
may not rotate freely as the rotor aligns with the stator
magnets.

Open ductwork

Verity ducts sealed properly.

Motor overheated due to lack
of airflow

Verify dampers, if present, are not closed. Verify there
are no obstructions in the discharge ductwork and/or at
the plenum opening. Verify filter is not dirty and does not
obstruct airflow.

Voltage or ground loss at motor

Verify proper voltage and ground at motor power
terminals.

PWM board error or faulted

Refer to PWM board status LEDs. Verify all connections.
Cycle power to the board. Refer to PWM board IOM.

Motor fault or end of life.

Replace motor.

Faulty motor harness

Reseat connector and verify operation. Disconnect motor
harnesses and verify continuity. Replace motor harness.

EC motor
speed cannot be
adjusted

PWM board error or faulted

Refer to PWM board status LEDs. Verify all connections.
Cycle power to the board. Refer to PWM board IOM.

Improper wiring connections

Verify wiring. If Fan Relay board present, verify all
jumpers installed.

EC wiring harness damaged or
improperly seated

Unplug harness and re-install, making sure plugs are fully
seated. See section on checking wire harnesses, below.
Replace harness if damaged.

No control signal

EC motors may run at idle speed if they lose PWM signal
while enabled.

Verify PWM signal at motor connector. Refer to PWM
board IOM.

ESP (external static pressure)
too high

Verify dampers, if present, are not closed. Verify there
are no obstructions in the discharge ductwork and/or at
the plenum opening. Verify filter is not dirty and does not
obstruct airflow.

Motor Control failure

Replace motor.

EC motor runs
in reverse,
doesn’t respond
to speed
adjustment

Motor Control failure

Replace motor.
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Excessive fan
noise

Motor mounting bolts loose

Tighten motor mounting bolts.

Motor shaft bent

Replace motor.

Motor bearing end of life

Disconnect power from unit. Verify motor rotates freely
by hand with blower disconnected. Note: EC motors
may not rotate freely as the rotor aligns with the stator
magnets.

Motor overloaded

Verify static pressure per system design. Use amp meter
to verify motor amps. Disconnect power to unit. Verify
motor rotates freely with power disconnected. If not,
replace motor.

Motor end of life Use amp meter to verify motor amps. Replace motor.
Dirty filters Verify filters. Replace as needed.
Obstructed airflow Verify blower is unobstructed. Verify no duct obstruction.

Verify dampers are full open.

Improper duct connections

Verity ductwork is installed per SMACNA and ASHRAE
guidelines.

Static pressure too low

Verify static pressure per system design.

Improperly balanced system

Verify airflow through connected ductwork

Fan wheel rubbing on fan
housing

Align wheel in housing.

Loose fan wheel

Align and tighten.

Damaged fan wheel

Inspect fan wheel to verify fins are not bent. Replace
blower as needed.

Imbalanced fan wheel

Inspect fan wheel. Replace as needed.
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COOLING SYSTEM TROUBLESHOOTING GUIDELINES

Problem Possible cause Corrective action
Insufficient airflow Verify proper airflow.
Dirty water coil Check cleanliness of water coil. Clean as needed.
[24V units] Drain pan float V@rlfy opergtlon of drain pan float sw1tch., if pre':ser.lt.
. Disonnect switch and use volt-ohm meter to verify continuity
switch fault . . o
of switch and of wiring. Replace switch if faulty.
Insufficient Cooling valve not operating | Verify cooling valve opens with call for cooling. Verify all
cooling properly manual valves are open.

Insufficient flow

Verify liquid flow per system design.

Obstructed coil

Verify coil is unobstructed. Verify all manual valves are
open and have liquid flow through system.

No call for cooling.

Verify cooling signal at "Y' terminals. Verify thermostat
setting/operation.

Unit sweats

Air leak in ducts/unit

Verify integrity of unit. Verify ducts are properly sealed.

Pipe insulation

Verify pipes are properly insulated

Damaged insulation

Verify insulation at point of sweating

Unconditioned air to unit

Verify conditioned air to unit

Drain pan is clogged

Locate and remove blockage.
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ELECTRIC HEATER TROUBLESHOOTING GUIDELINES

will not operate

CAUTION:
UNIT MAY BE
EXTREMELY
HOT. TAKE
GREAT
CARE WHEN
TROUBLE-
SHOOTING.

Problem Possible cause Corrective action
Insufficient airflow Verity proper airflow.
Loss of demand. Verify thermosta.t or control is (':alling for heating. Verify
demand voltage is present at unit.
[24V units] Loss of demand. Verity 24V control signal at ‘W’ terminal during demand.
. Verify integrity of fuse on Fan Relay Board and replace if
[24V units] Loss of 24V need be. Refer to Fan Relay Board Troubleshooting Guide.
. Electric heat will not operate unless fan motor is enabled.
No airflow. . .
Verify fan speed is commanded.
Disconnect primary limit wire harness (the purple wire
harness coming out of the heater section.) Verify continuity
Damaged primary limit wire | across wire harness. If no continuity, check if primary
harness limit is tripped. If primary limit is verified good, remove
power from unit, disconnect primary limit wire harness, and
measure continuity of wire harness. Replace if bad.
Verify no loss of demand to unit. Verify that voltage exists
on magnetic heater contactor during demand for heat. If
. .. . . demand reaches unit but not contactor, primary limit is
Primary limit switch tripped. tripped. The primary limit switch(es) will auto-reset once
Electric Heat

the unit cools down. If unit is hot, wait for heater to cool
down. This may take up to an hour.

Secondary limit switch tripped.

The secondary limit may be manually reset. If unit is hot,
wait for the heater to cool down. This may take up to an
hour. Reset switch(es). Verify if heater will start.

Improper wiring connections

Verify wiring to schematic.

Open or damaged heater elements

With power removed, disconnect heater wire harnesses.
(These are the harnesses with the black plugs.) Use a
volt-ohm meter to measure resistance across the electric
heat power harness coming out of the heater section. If
the meter measures an open or shorted circuit, inspect the
heating elements.

Damaged electric heat wire
harness

With power removed, disconnect heater wire harnesses. Use
a volt-ohm meter to verify continuity ofelectric heat power
harness wires in the control enclosure section.

Primary Limit switch fault

With power removed and heater cool, remove primary limit
switch. Verify continuity across switch. Replace switch if
open.

Secondary Limit switch fault

With power removed and heater cool, remove secondary
limit switch. Verify switch is reset. Verify continuity across
switch. Replace switch if open.

[Magnetic contactor] Electric
heat contactor fault

Verify heating demand voltage is at magnetic electric heat
contactor control coil terminals. If power is present but
contactor is not actuated, replace contactor. To verify
contactor: with power removed, unwire contactor and verify
continuity across contacts when manually operated. Cover
of contactor will need to be removed to access manual
operator. Replace contactor if faulty.
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Electric Heat [Solid state relay] electric heat safety Verify control voltage is at magnetic electric heat contactor control
will not operate contactor faul ty coil terminals. If power is present at coil but contactor is not
(cont’d) actuated, replace contactor.
CAUTION: [Solid state relay] Solid State Rela Verify heating demand (control voltage) is at solid state relay
UNIT MAY BE | fuu1t Y Y| control terminals. If power is present but relay is not actuated,
EXTREMELY replace relay.
HOT. TAKE
GREAT [Solid state relay proportional Verify DC control signal is present at controller input terminals.
CARE WHEN control] Heat con tr}(;llrz: . fgul ¢ Verify that output control voltage to solid state relay varies with
TROUBLE- variation in input. Replace controller if not.
SHOOTING.
Verify that thermostat or control command signal is not dropping
Loss of demand. out. Verify voltage is present at unit during demand for heat.
Verify that signal from thermostat or control is not dropping out.
Electric Heat [24V units] Loss of demand. During demand, there needs to be 24V on "W1' terminal of Fan
Relay board.
shuts down
unexpectedly Verify no loss of demand to unit. Verify that voltage exists on
heater contactor during demand for heat. If demand reaches unit
. S . but not contactor, primary limit is tripped. The primary limit
CAUTION: Primary limit switch tripped. switch(es) will auto-reset once the unit cools down. If unit is hot,
UNIT MAY BE wait for heater to cool down. This may take up to an hour. If limit
EXTREMELY trips again, verify heater is not overheating.
HOT. TAKE The secondary limit may be manually reset. If unit is hot, wat
GREAT Secondary limit switch tripped. for the heater to cool down. This may take up to an hour. Reset
CARE WHEN switch(es). If limits trip again, verify heater is not overheating.
TROUBLE- Loss of fan speed command. Heater will not operate if fan is not enabled.
SHOOTING.

Intermittent control device

Verify operation of any control device such as drain pan float
switch, freeze stat, thermostat, etc. When in doubt, jumper out
and verify fan operation.

Loose wiring

Verify and/or tighten all wiring connections.

Electric heater is
overheating

CAUTION:
UNIT MAY BE
EXTREMELY
HOT. TAKE
GREAT
CARE WHEN
TROUBLE-
SHOOTING.

Insufficient airflow

Verify that airflow is sufficient to provide a minimum of 70 CFM
per kW of electric heat.

Improper duct connections

Electric heaters require even airflow across the face of the heater
in order to operate properly. Verify ductwork is installed per
SMACNA and ASHRAE guidelines.

Obstructed ductwork

Verify no obstructions. Verify all dampers are full open while
fan operates.

Intermittent fan

Verify fan motor runs continuously, providing even airflow.

Incorrect voltage applied.

Verify proper voltage to unit per unit label.

Improper wiring connections

Verify wiring to schematic. If Fan Coil Relay board present, verify
all jumpers and harnesses installed. Refer to Fan Coil Relay Board
Troubleshooting Guide.

Damaged heater elements

Remove power from unit. Access the heater compartment. Verify
heating elements are undamaged.

Shorted magnetic heater contactor

Remove thermostat or control command signal. Verify no control
voltage to heater contactor. If electric heat continues to operate
and all wiring has been verified, replace contactor.

[Solid state relay] Shorted solid

state relay

Remove thermostat or control command signal. Verify no control
voltage to solid state relay. If electric heat continues to operate
and all wiring has been verified, replace solid state relay.
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Insufficient
heating

CAUTION:
UNIT MAY BE
EXTREMELY
HOT. TAKE
GREAT
CARE WHEN
TROUBLE-
SHOOTING.

Intermittent demand for heating.

Verify that thermostat or control command signal is not dropping
out. Verify voltage is continuously present at unit during demand
for heat.

Heater is short cycling

Verify thermostat settings. Verify proper location of thermostat.

Open or damaged heater elements

With power removed, disconnect heater wire harnesses. (These
are the harnesses with the black plugs.) Use a volt-ohm meter
to measure the resistance across the electric heat power harness
coming out of the heater section. Verify ohms approximately
equal to (Unit Volts)2/Unit kW.

Loss of stage

Loss of demand for second stage. Verify demand voltage at stage
2 contactor.

Incorrect voltage applied.

Verify proper voltage to unit per unit label.

Electric heat contactor fault

Verify heating demand voltage is at each electric heat contactor
control coil terminals. If power is present but contactor is not
actuated, replace contactor. To verify contactor: with power
removed, unwire contactor and verify continuity across contacts
when manually operated. Cover of contactor will need to be
removed to access manual operator. Replace contactor if faulty.

Primary limit switch cycling.

Verify no loss of demand to unit. Verify that voltage exists
continuously on heater contactor during demand for heat. If
demand reaches unit but not contactor, primary limit is tripped.
The primary limit switch(es) will auto-reset once the unit cools
down. If unit is hot, wait for heater to cool down. This may take
up to an hour. Iflimit trips again, verify heater is not overheating.
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