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FIRE ALARM GENERAL NOTES:

1. POTTER SYSTEM TO BE INSTALLED BY SUMMIT.

2. REFER TO SYSTEMS PLANS FOR EXACT QUANTITIES AND PLACEMENT
OF FIRE ALARM DEVICES.

3. PROVIDE PLASTIC BUSHING ON EACH CONDUIT TERMINATION STUB
UP.

4. ALL CABLES SHALL BE PLENUM RATED.

5. PROVIDE DEDICATED SYSTEM SLEEVES WITHIN EACH WALL AS
REQUIRED.

6. FIRE ALARM WIRING SHALL BE PER THE FIRE ALARM SYSTEM
MANUFACTURERS RECOMMENDATIONS.

7. ALL FIRE ALARM CIRCUITRY SHALL BE IN MINIMUM 3/4"C.
8. ALL FIRE ALARM JUNCTION BOXES TO BE PAINTED RED.

PROVIDE AIM'S, FLOW AND TAMPER SWITCH FOR FIRE PROTECTION
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DATA/TELE GENERAL NOTES:

1. ALL DATA DEVICES SHALL BE BY WHITES CABLING.

2. REFER TO SYSTEMS PLANS FOR EXACT QUANTITIES AND PLACEMENT OF DATA

DEVICES.
3,

PROVIDE PLASTIC BUSHING ON EACH CONDUIT TERMINATION STUB UP.
4.

ALL CABLES SHALL BE PLENUM RATED.
5,

PROVIDE DEDICATED SYSTEM SLEEVES WITHIN EACH WALL AS REQUIRED.

6. OWNER FURNISHED, CONTRACTOR INSTALLED: RACKS, SWITCHES, NETWORK
HARDWARE AND EQUIPMENT.

7. CONTRACTOR FURNISHED, CONTRACTOR INSTALLED: PATCH PANELS, CABLING,
JACKS, FACEPLATES, AND TERMINATIONS.

8. CONTRACTOR SHALL PROVIDE ALL TESTING.

TELE/DATA RISER DIAGRAM

DATA/TELE KEYED NOTES:

ONCCIORS

BOXIN CEILING. WAP PROVIDED BY OWNER.

TYPICAL DATA OUTLET. QUANTITIES OF JACKS OR CONNECTORS AS INDICATED
ON PLANS. IF NO QUANTITY IS SHOWN, PROVIDE AND INSTALL 2 JACKS.

MINIMUM CONDUIT DROP SIZE TO ALL DATA/VOICE OUTLETS SHALL BE 1" EMT
AND SHALL EXTEND FROM OUTLET BOX TO ABOVE ACCESSIBLE CEILING.

ALL CABLE TO BE PLENUM RATED AND ROUTED IN STRAPS OR D-HOOKS.

ALL DATA CONDUCTORS SHALL BE CAT-6 AND SHALL HOMERUN TO NEW PATCH
PANELS IN RACK. ALL CABLE TO BE PLENUM RATED AND ROUTED IN STRAPS OR
D-HOOKS.

TYPICAL WIRELESS ACCESS POINT. CONTRATOR TO RUN 1-CAT-6 TO JUNCTION
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